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the lighting company
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SUSPENDED

MODITO AIR
300X1200

FELGO

BALOON

BOZZO 220/320 ABION

TUBE AIR
200/300/450

QUBE AIR 
200/300/450

GALEA GALEA ORION/ORION 
FLEX/CERES

PLANET AIR 300/ 
500/700/900/1100

AURA AIR 
700/900/1100/1500

DOME/DOME MINI

ARCO 350/700 CORNETTA

SWING SWING-O ALU 
250/320

SWING-O TUTU
COPPER 250/320

SWING-O TUTU
CHAMPAGNE 250/320

SWING-O SMOKED 
GLASS 250/320

MANZA 120/160 MANZA 350 PINA 250

FACTORYWORKER

RODA

HEXA AIR 1250/2400

BRIDGE QUATRO AIR

ONIS AIR

BRIDGE CARRE AIR

VALCO 250

SQUARE AIR
650/1200/1800

MODITO AIR
600X600

AURA ACOUSTIC AIR 
700/900/1100/1500

MAGNUM AIR 1120

BOZZO PLUS 200/300

TUBINI AIR
220/320/420

TUBINI AIR E27
120

LUSTRO

AMOS AIR 1120/1400 ECOLINE AIR SOLO LED 
MODULE 1750
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3F-TRACK MOUNTED

IZARO FOR 3-PHASE 
TRACK

ONIS BAR ONIS TRIM

TERRA VARO SIROCCO POLARO

BRIDGE LUNGO BRIDGE QUATRO

BRIDGE UNO ALTO BRIDGE UNO VERSO BRIDGE DUO

TALGO 3F-TRACK
600/1160

ECLIPSO

FUGO PANICO

EMERGENCY UNITS

TITAN 3F-TRACK

COMPATIBILITY OF OUR FIXTURES AND 3F TRACKS

EU-TRACK PG-TRACK

FIXED DALI FIXED DALI

TERRA P O P P

VARO P O P P

SIROCCO P O P P

ECLIPSO P P P P

POLARO P O P P

TORBIO/CUVIO P P P P

BRIDGE UNO P O P P

BRIDGE DUO P O P P

ONIS BAR/TRIM P P P P

IZARO 3F P O P P

TUBINI FLEX 3F-TRACK P O P P

TELOS P O P O

BRIDGE LUNGO P P P P

BRIDGE QUATRO P P P P

APOLLO RAIL 175 P P P P

MAGNUM RAIL P P P P

TALGO (BAP) P P P P

TUBINI AIR 3F-TRACK P P P P

FUGO P O P O

PANICO P O P O

TUBINI AIR 3F-TRACK 
220/320/420

TUBINI FLEX 3F-TRACK 
120

TELOS

FLEXIBLE

LINEAR

PENDANT

DOWNLIGHT

APOLLO RAIL 175
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LVS-TRACK MOUNTED

IZARO LVS-TRACK

TUBINI AIR LVS-TRACK
220/320/420

TUBINI FLEX LVS-TRACK 
120

FLEXIBLE

PENDANT
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RECESSED

ORION

PANICO DISC

CARERO BRIDGE CARRE IN

ORION FLEX ORION DEEP NOVA NOVA FLEX NOVA DEEP

DION FLEX

ORION II FLEX ORION II FLEX FLAT NOVA II FLEX NOVA II FLEX FLAT

DION II FLEX DION FLEX TRIMLESS DION II FLEX TRIMLESSDION III FLEX

RIO RIO SQUARE ONA ONA FLEX MIRO MIRO FLEX NORA

CERES SCOOP SCOOP SQUARE

FIUS 185 FIUS 220APOLLO 170 APOLLO 190 APOLLO 215

POLARIS

MAGNUM 180MAGNUM SQUARE 
100

MAGNUM 300 MAGNUM 580 MAGNUM 860

MODITO IN
600X600

TUBINI FLEX IN 120 TUBINI IN 120 TUBINI FLEX DISC 120

IZARO DISCVARO FLOW DISC VARO FLOW IN SIROCCO DISC TERRA DISC ONIS DISC VISTA DISC
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WALL-MOUNTED

VISTA TWIN

STONE

ONIS BOARD ONIS TWIN

TRILADA

CENTERLINE WALL

MAGNUM SQUARE
WALL 85

MAGNUM WALL 165
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MOUNTED

ONIS BOARD ONIS TWIN

DION II FLEX UPDION FLEX UP

ONIS SPLIT VISTA TWIN

BRIDGE CARRE UP

MODITO UP 600X600 MODITO UP 300X1200

TUBE UP
200/300/450

QUBE UP
200/300/450

WAVE 550 WAVE 750

VESTA UP
750/1200/1500

PLANET UP 300/ 
500/700/900/1100

TALGO UP
600/1160

ONA SQUARE UP ONA II SQUARE UP

BRIDGE CARRE DUCT

MAGNUM UP 165MAGNUM SQUARE UP 
85

MAGNUM UP 285

APOLLO UP 175

TUBINI UP 220
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PROFILES

CENTERLINE
ONIS I/II/III LED

BASELINE UP BASELINE AIR

LIGHT BAR

SKYLINE AIR SKYLINE AIR
VISTA I/II/III   

CENTERLINE UP CENTERLINE AIRL-WAY CENTERLINE
VISTA I/II/III

LED PROFILE UP 15 LED PROFILE
CORNER 18

LED PROFILE IN 20

CENTERLINE
SPOTS I/II/III LED

CENTERLINE TRACK UP CENTERLINE TRACK AIR
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MODULAR

ECOLINE AIR 1750

PG-TRACK 3F DALI PG-TRACK IN 3F PG-TRACK IN 3F DALI

EU-TRACK 3F EU-TRACK 3F DALI

LVS-TRACK

PG-TRACK 3F
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CEILING SYSTEMS

CLOSED CLIMATE CEILING
(CCC)

LINEAR METAL CEILING
(LMC)

SUSPENDED CEILING GRID
(SCG)

LINEAR CLIMATE CEILING 
(LCC)

VENTILATED CLOSED CLIMATE 
CEILING (FLOW CCC)
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SUSPENDED CEILING GRID
(SCG)

BLIP 2X280 SCG 
600X600 

TESSO SCG

BLIP 590/870/1150 
SCG

BLIP 3X280 SCG 
600X600 

BELLO SCG

DONNA SCG DONNA 3X280 SCG 
600X600 

DONNA 4X280 S SCG 
600X600

MODITO SCG
600X600

MODITO SCG 
300X1200

CENTERLINE AIR SCG 
T24

CENTERLINE UP SCG 
T24

STRETTO UP SCG T24

LED PANEL MOUNTING 
FRAME SCG 600X600

BACK TO CEILING SYSTEMS

BLIP

TESSO

BELLO

DONNA

LED PANELS

PROFILES
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LINEAR CLIMATE CEILING 
(LCC)

VENTI LCC

TRENTA LCC

TESSO LCC

BLIP LCC

FIRKA LCC 180X180 STELLA FLEX LCC 
130X130

STELLA FLEX DEEP LCC 
130X130

STRETTO LCC

FIRKA DEEP LCC 
180X180

TUBINI FLEX 120 LCC TUBINI AIR
220/320/420 LCC

FIX LCC

BACK TO CEILING SYSTEMS
AMOS AIR

1220/1400 LCC

BLIP

TESSO

STRETTO

VENTI

DOWNLIGHTS AND PENDANT LIGHTS
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LINEAR METAL CEILING
(LMC)

BLIP LMC

TESSO LMC

DONNA LMC

BELLO LMC

BACK TO CEILING SYSTEMS

BLIP

TESSO

BELLO

DONNA
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CLOSED CLIMATE CEILING
(CCC)

BLIP CCC

TESSO CCC

DONNA CCC

BELLO CCC

DONNA SQUARE 80 
CCC

BACK TO CEILING SYSTEMS

BLIP

TESSO

BELLO

DONNA



the lighting company

BACK TO OVERVIEW

VENTILATED CLOSED 
CLIMATE CEILING

(FLOW CCC)

BLIP FLOW CCC

TESSO FLOW CCC

DONNA FLOW CCC

BELLO FLOW CCC

BACK TO CEILING SYSTEMS

BLIP

TESSO

BELLO

DONNA
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LIGHT SOURCES

LED STRIP
MONOCOLOR

LED STRIP
RGB

LED STRIP
TUNABLE WHITE

CARET
SQUIRREL CAGE

CARET
GLOBE G115

LIGHT BULB 95
CLEAR

LIGHT BULB 125L
CLEAR

LIGHT BULB EDISON 2.0
CLEAR

LIGHT BULB R105
CLEAR

LIGHT BULB TUBE 45

LIGHT BULB 95
OPAL SATIN

LIGHT BULB 95
SILVER CROWN

LIGHT BULB 95
GOLDEN CROWN

LIGHT BULB 95
COPPER CROWN

LIGHT BULB 125L
OPAL SATIN

LIGHT BULB 125L
GOLDEN

LIGHT BULB EDISON 2.0
OPAL

LIGHT BULB EDISON 2.0
GOLDEN

LIGHT BULB R105
OPAL

LIGHT BULB R105
GOLDEN

LED BULB GLOBE LED
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ACCESSORIES

FIX AAFIX B FIX BP

FIX TA5

FIX TR

FIX UD 100/120

FIX BL

FIX CA1 FIX CA2

CEILING FIX DISC 75

FIX E4

FIX ECOFIX EC

FIX EI FIX EU FIX EV

FIX GP FIX GQ FIX GV

FIX HT

FIX I FIX J

FIX LVS FIX LVSA

FIX P3/P4

FIX QUFIX RP/RPS/RPP FIX VP/VPS/VPP FIX TU

FIX S1 FIX T FIX 2T

FIX V

FIX CAJ

CEILING FIX ROUND 65 CEILING FIX
RECTANGULAR 50X160
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ACOUSTICS

AURA ACOUSTIC AIR 
700/900/1100/1500

SONO AIR
700/900/1100/1500
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DOME/DOME MINI

Ø 500

250

230V
50Hz

 ‐ Categorie
 ‐ Suspended luminaire

 ‐ Design & features
 ‐ Spherical shape

 ‐ Materials
 ‐ Spun aluminium housing

 ‐ Colors
 ‐ Standard colors outside: black (RAL 9005 TEX), white 

(RAL 9016 TEX) or grey (RAL 9006 TEX)
 ‐ Standard colors inside: Gold or Silver
 ‐ All other colors on request

 ‐ Light sources
 ‐ E27 bulbs

 ‐ Power source
 ‐ 230V AC E27 fitting

Ø 900

450

230V
50Hz

DOME

DOME MINI

BACK TO SUSPENDED
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VALCO 250

Ø 250

230V
50Hz

300

 ‐ Categorie
 ‐ Suspended luminaire

 ‐ Design & features
 ‐ Conical shape
 ‐ One color on inside and outside or two-tone
 ‐ Suspended by power cable

 ‐ Materials
 ‐ Spun aluminium housing

 ‐ Colors
 ‐ Standard colors outside: black (RAL 9005 TEX), white 

(RAL 9016 TEX) or grey (RAL 9006 TEX)
 ‐ Standard colors inside: Gold or Silver
 ‐ All other colors on request

 ‐ Light sources
 ‐ E27 bulbs up to 20W

 ‐ Power source
 ‐ 230V AC E27 fitting

BACK TO SUSPENDED
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GALEA

Ø 450

230V
50Hz

300

 ‐ Categorie
 ‐ Suspended luminaire

 ‐ Design & features
 ‐ Bell shape

 ‐ Materials
 ‐ Spun aluminium housing

 ‐ Colors
 ‐ Standard colors: black (RAL 9005 TEX), white (RAL 

9016 TEX) or grey (RAL 9006 TEX)
 ‐ All other colors on request

 ‐ Light sources
 ‐ E27 bulbs

 ‐ Power source
 ‐ 230V AC E27 fitting

BACK TO SUSPENDED
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GALEA
ORION/ORION FLEX/CERES

Ø 450

230V
50Hz

300

Ø 450
30°350°

230V
50Hz

300

Ø 450
45°350°

230V
50Hz

300

GALEA ORION

GALEA ORION FLEX

GALEA CERES

 ‐ Categorie
 ‐ Suspended luminaire

 ‐ Design & features
 ‐ Bell shape
 ‐ Built-in Orion/Orion Flex/Ceres luminiare

 ‐ Materials
 ‐ Spun aluminium housing
 ‐ Aluminium luminiare

 ‐ Colors
 ‐ Standard colors: black (RAL 9005 TEX), white (RAL 

9016 TEX) or grey (RAL 9006 TEX)
 ‐ All other colors on request

 ‐ Optics
 ‐ Aluminium facetted reflector
 ‐ 15°, 25°, 40°, 55°

 ‐ Light sources
 ‐ LED 14-31W/927-930-940
 ‐ LED 19-27W/MEAT-GOLD

 ‐ Power source
 ‐ Integrated 230V AC driver
 ‐ Fixed driver included
 ‐ Dali optional
 ‐ Phasecut optional

BACK TO SUSPENDED
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TUBINI AIR 220/320/420
220

Ø 65

230V
50Hz

 ‐ Categorie
 ‐ Suspended luminaire

 ‐ Design & features
 ‐ Tubular profile
 ‐ Seamless finish
 ‐ Black reflector ring
 ‐ Powder coated parts

 ‐ Variations
 ‐ Available in 3 lengths: 220, 320 & 420 mm

 ‐ Materials
 ‐ Aluminium housing, heatsink, reflector & reflector ring
 ‐ PMMA protective cover

 ‐ Colors
 ‐ Standard colors: black (RAL 9005 TEX), white (RAL 

9016 TEX) or grey (RAL 9006 TEX)
 ‐ All other colors on request
 ‐ Front ring is always black

 ‐ Optics
 ‐ Aluminium facetted reflector of 20° or 40°

 ‐ Light sources
 ‐ LED 5-11W/927-930-940

 ‐ Power source
 ‐ Built-in 230V AC driver
 ‐ Phasecut, dali, Casambi and Masterconnect are 

optional

 ‐ Included
 ‐ Luminaire
 ‐ Built-in driver

 ‐ Add
 ‐ PVC or textile cable of 2,4 or 6 meters

 ‐ Optional accessories
 ‐ Honeycomb louver
 ‐ Sandblasted gold or copper reflector ring

BACK TO SUSPENDED

320

Ø 65

230V
50Hz

420

Ø 65

230V
50Hz

GO TO
PRODUCT FOLDER

TUBINI AIR 220

TUBINI AIR 320

TUBINI AIR 420
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TUBE AIR 200/300/450

300

Ø 105

230V
50Hz

 ‐ Categorie
 ‐ Suspended luminaire

 ‐ Design & features
 ‐ Cylindrical shape

 ‐ Variations
 ‐ Available in 3 lengths: 200, 300 & 450 mm

 ‐ Materials
 ‐ Aluminium housing
 ‐ Die cast aluminium parts
 ‐ Aluminium reflector

 ‐ Colors
 ‐ Standard colors: black (RAL 9005 TEX), white (RAL 

9016 TEX) or grey (RAL 9006 TEX)
 ‐ All other colors on request

 ‐ Optics
 ‐ Aluminium facetted reflector
 ‐ 15°, 25°, 40°, 55°

 ‐ Light sources TUBE 200
 ‐ LED 14-29W/927-930-940
 ‐ LED 19W/MEAT-GOLD

 ‐ Light sources TUBE 300 & 450
 ‐ LED 14-39W/927-930-940
 ‐ LED 35W/918-930 Dim-to-Warm
 ‐ LED 19-27W/MEAT-GOLD

 ‐ Power source
 ‐ Integrated 230V AC driver
 ‐ Fixed driver included
 ‐ Dali optional
 ‐ Casambi optional
 ‐ Phasecut optional

BACK TO SUSPENDED

450

Ø 105

230V
50Hz

200

Ø 105

230V
50Hz

TUBE AIR 200

TUBE AIR 300

TUBE AIR 450



the lighting company BACK TO OVERVIEW

QUBE AIR 200/300/450
200

230V
50Hz

105

 ‐ Categorie
 ‐ Suspended luminaire

 ‐ Design & features
 ‐ Square shape

 ‐ Variations
 ‐ Available in 3 lengths: 200, 300 & 450 mm

 ‐ Materials
 ‐ Aluminium housing
 ‐ Die cast aluminium parts
 ‐ Aluminium reflector

 ‐ Colors
 ‐ Standard colors: black (RAL 9005 TEX), white (RAL 

9016 TEX) or grey (RAL 9006 TEX)
 ‐ All other colors on request

 ‐ Optics
 ‐ Aluminium facetted reflector
 ‐ 15°, 25°, 40°, 55°

 ‐ Light sources QUBE 200
 ‐ LED 14-29W/927-930-940
 ‐ LED 19W/MEAT-GOLD

 ‐ Light sources QUBE 300 & 450
 ‐ LED 14-39W/927-930-940
 ‐ LED 35W/918-930 Dim-to-Warm
 ‐ LED 19-27W/MEAT-GOLD

 ‐ Power source
 ‐ Integrated 230V AC driver
 ‐ Fixed driver included
 ‐ Dali optional
 ‐ Casambi optional
 ‐ Phasecut optional

BACK TO SUSPENDED

300

230V
50Hz

105

450

105

QUBE AIR 200

QUBE AIR 300

QUBE AIR 450
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PLANET AIR
300/500/700/900/1100

Ø 300

230V
50Hz

80

 ‐ Categorie
 ‐ Suspended luminaire

 ‐ Design & features
 ‐ Cylindrical shape

 ‐ Materials
 ‐ Aluminium housing
 ‐ PMMA diffuser

 ‐ Colors
 ‐ Standard colors: black (RAL 9005 TEX), white (RAL 

9016 TEX) or grey (RAL 9006 TEX)
 ‐ All other colors on request

 ‐ Optics
 ‐ Opal or micro-prismatic diffuser

 ‐ Light sources
 ‐ PLANET AIR 300:

 ‐ LED 20W/830-840
 ‐ PLANET AIR 500:

 ‐ LED 15-19-23-27W/830-840
 ‐ PLANET AIR 700:

 ‐ LED 27-34-42-49W/830-840
 ‐ PLANET AIR 900: 

 ‐ LED 54-68-83-98W/830-840
 ‐ PLANET AIR 1100: 

 ‐ LED 76-96-117-138W/830-840

 ‐ Power source
 ‐ 230V AC led module
 ‐ Fixed driver included
 ‐ Dali optional

BACK TO SUSPENDED

pending

Ø 500

230V
50Hz

110

Ø 700

110

230V
50Hz

Ø 900

110

230V
50Hz

Ø 1100

110

230V
50Hz

PLANET AIR 300

PLANET AIR 500

PLANET AIR 700

PLANET AIR 900 PLANET AIR 1100



the lighting company BACK TO OVERVIEW

AURA AIR
700/900/1100/1500

Ø700

45

24V DC

Ø900

45

24V DC

Ø1100

45

24V DC

Ø1500

45

24V DC

 ‐ Categorie
 ‐ Suspended luminaire

 ‐ Design & features
 ‐ Powder coated ring
 ‐ Opal diffuser on inside

 ‐ Materials
 ‐ Aluminium
 ‐ PMMA

 ‐ Colors
 ‐ Standard colors: black (RAL 9005 TEX), white (RAL 

9016 TEX) or grey (RAL 9006 TEX)
 ‐ All other colors on request

 ‐ Optics
 ‐ Opal plexi

 ‐ Light sources
 ‐ AURA AIR 700:  LED 13-50W/927-930-940
 ‐ AURA AIR 900:  LED 17-65W/927-930-940
 ‐ AURA AIR 1100:  LED 20-79W/927-930-940
 ‐ AURA AIR1500:  LED 28-108W/927-930-940

 ‐ Power source
 ‐ 24V DC power supply
 ‐ Power supply not included

AURA AIR 700

AURA AIR 900

AURA AIR 1100

AURA AIR 1500

BACK TO SUSPENDED

GO TO
PRODUCT FOLDER
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AURA ACOUSTIC AIR 
700/900/1100/1500

Ø700

45

24V DC

Ø900

45

24V DC

Ø1100

45

24V DC

Ø1500

45

24V DC

 ‐ Categorie
 ‐ Suspended luminaire

 ‐ Design & features
 ‐ Powder coated ring
 ‐ Opal diffuser on inside
 ‐ Integrated acoustic panel
 ‐ Fade out effect of light on panel
 ‐ Panel is available in white, grey & black base color 

and multiple coating colors

 ‐ Variations 
 ‐ Available in 4 diameters: 700, 900, 1100 & 1500 

mm

 ‐ Materials
 ‐ Aluminium
 ‐ PMMA
 ‐ PET

 ‐ Colors
 ‐ Standard colors: black (RAL 9005 TEX), white (RAL 

9016 TEX) or grey (RAL 9006 TEX)
 ‐ All other colors on request
 ‐ Panel is available in white, grey & black base color 

and multiple coating colors

 ‐ Optics
 ‐ Opal plexi

 ‐ Light sources
 ‐ AURA AIR 700:  LED 13-50W/930-940
 ‐ AURA AIR 900:  LED 17-65W/930-940
 ‐ AURA AIR 1100:  LED 20-79W/930-940
 ‐ AURA AIR1500:  LED 28-108W/930-940

 ‐ Power source
 ‐ 24V DC power supply
 ‐ Power supply not included

AURA ACOUSTIC AIR 700

AURA ACOUSTIC AIR 900

AURA ACOUSTIC AIR 1100

AURA ACOUSTIC AIR 1500

BACK TO SUSPENDED

GO TO
PRODUCT FOLDER
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HEXA AIR 1250/2400
230V
50Hz

62

80

1250 ‐ Categorie
 ‐ Suspended luminaire

 ‐ Design & features
 ‐ Hexagonal shape

 ‐ Materials
 ‐ Extruded aluminium profile
 ‐ PMMA diffuser

 ‐ Colors
 ‐ Standard colors: black (RAL 9005 TEX), white (RAL 

9016 TEX) or grey (RAL 9006 TEX)
 ‐ All other colors on request

 ‐ Optics
 ‐ Opal diffuser

 ‐ Light sources
 ‐ HEXA AIR 1250:

 LED 50-91W/830-840
 ‐ HEXA AIR 2400:

 LED 100-182W/830-840

 ‐ Power source
 ‐ Integrated 230V AC driver
 ‐ Fixed driver included
 ‐ Dali optional

BACK TO SUSPENDED

230V
50Hz

62

80

2400

HEXA AIR 2400

HEXA AIR 1250
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SQUARE AIR 650/1200/1800

 ‐ Categorie
 ‐ Suspended luminaire

 ‐ Design & features
 ‐ Square luminaire
 ‐ Base profile is Centerline
 ‐ Welded corners

 ‐ Materials
 ‐ Aluminium profile
 ‐ Aluminium heatsink
 ‐ PMMA plexi cover

 ‐ Colors
 ‐ Standard colors: black (RAL 9005 TEX), white (RAL 

9016 TEX) or grey (RAL 9006 TEX)
 ‐ All other colors on request

 ‐ Optics
 ‐ Opal plexi
 ‐ Opal and micro-prismatic plexi

 ‐ Light sources
 ‐ SQUARE AIR 650:

 LED 26-44-43-92W/830-840
 ‐ SQUARE AIR 1200:

 LED 52-88-125-183W/830-840
 ‐ SQUARE AIR 1800:

 LED 78-132-188-275W/830-840

 ‐ Power source
 ‐ Integrated 230V AC drivers
 ‐ Fixed driver included
 ‐ Dali optional

230V
50Hz

648 648

80

230V
50Hz

1208 1208

80

SQUARE AIR 650

SQUARE AIR 1200

230V
50Hz

1768 1768

80

SQUARE AIR 1800

BACK TO SUSPENDED



the lighting company BACK TO OVERVIEW

TUBINI AIR E27 120
120

Ø 65

230V
50Hz

 ‐ Categorie
 ‐ Suspended luminaire

 ‐ Design & features
 ‐ Tubular profile
 ‐ Seamless finish
 ‐ E27 fitting
 ‐ Powder coated parts

 ‐ Variations
 ‐ Available in 1 lengths: 120 mm
 ‐ Materials
 ‐ Aluminium housing

 ‐ Colors
 ‐ Standard colors: black (RAL 9005 TEX), white (RAL 

9016 TEX) or grey (RAL 9006 TEX)
 ‐ All other colors on request

 ‐ Optics
 ‐ Depends on lamp used
 ‐ Lamp not included
 ‐ Any E27 is possible

 ‐ Power source
 ‐ 230V AC E27 fitting

 ‐ Add
 ‐ PVC or textile cable of 2,4 or 6 meters
 ‐ Ceiling fix round 65
 ‐ E27 lamp

BACK TO SUSPENDED

GO TO
PRODUCT FOLDER
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SWING
Ø 42

99

 ‐ Categorie
 ‐ Suspended luminaire

 ‐ Design & features
 ‐ Textile cable
 ‐ Coloured silicone or textile braided cable
 ‐ Coloured fitting sleeve

 ‐ Materials
 ‐ Silicone or textile power cable
 ‐ Silicone fitting sleeve

 ‐ Colors
 ‐ Standard colors: black (RAL 9005 TEX), white (RAL 

9016 TEX) or grey (RAL 9006 TEX)
 ‐ All other colors on request

 ‐ Optics
 ‐ No optics

 ‐ Light sources
 ‐ E27 bulbs

 ‐ Power source
 ‐ 230V AC E27 fitting

BACK TO SUSPENDED
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Ø320

220

230V
50Hz

SWING-O 250/320

Ø250

220

230V
50Hz

 ‐ Categorie
 ‐ Suspended luminaire

 ‐ Design & features
 ‐ Textile cable
 ‐ Powder coated aluminium disc
 ‐ Powder coated fitting housing

 ‐ Materials
 ‐ Aluminium disc
 ‐ Aluminium fitting housing

 ‐ Colors
 ‐ Standard colors: black (RAL 9005 TEX), white (RAL 

9016 TEX) or grey (RAL 9006 TEX)
 ‐ All other colors on request

 ‐ Optics
 ‐ No optics

 ‐ Light sources
 ‐ E27 bulbs

 ‐ Power source
 ‐ 230V AC E27 fitting

SWING-O 250

SWING-O 320

BACK TO SUSPENDED
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Ø320

220

230V
50Hz

SWING-O TUTU
COPPER 250/320

Ø250

220

230V
50Hz

 ‐ Categorie
 ‐ Suspended luminaire

 ‐ Design & features
 ‐ Textile cable
 ‐ Brushed and varnished copper disc
 ‐ Powder coated fitting housing

 ‐ Materials
 ‐ Aluminium disc
 ‐ Aluminium fitting housing

 ‐ Colors
 ‐ Standard color: raw copper

 ‐ Optics
 ‐ No optics

 ‐ Light sources
 ‐ E27 bulbs

 ‐ Power source
 ‐ 230V AC E27 fitting

SWING-O TUTU
COPPER 250

SWING-O TUTU
COPPER 320

BACK TO SUSPENDED
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SWING-O TUTU
CHAMPAGNE 250/320

 ‐ Categorie
 ‐ Suspended luminaire

 ‐ Design & features
 ‐ Textile cable
 ‐ Brushed and varnished brass disc
 ‐ Powder coated fitting housing

 ‐ Materials
 ‐ Aluminium disc
 ‐ Aluminium fitting housing

 ‐ Colors
 ‐ Standard color: raw brass

 ‐ Optics
 ‐ No optics

 ‐ Light sources
 ‐ E27 bulbs

 ‐ Power source
 ‐ 230V AC E27 fitting

Ø320

220

230V
50Hz

Ø250

220

230V
50Hz

SWING-O TUTU
CHAMPAGNE 250

SWING-O TUTU
CHAMPAGNE 320

BACK TO SUSPENDED
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SWING-O SMOKED
GLASS 250/320

Ø320

220

230V
50Hz

 ‐ Categorie
 ‐ Suspended luminaire

 ‐ Design & features
 ‐ Textile cable
 ‐ Smoked glass disc
 ‐ Powder coated fitting housing

 ‐ Materials
 ‐ Glass disc
 ‐ Aluminium fitting housing

 ‐ Colors
 ‐ Standard color: smoked glass

 ‐ Optics
 ‐ No optics

 ‐ Light sources
 ‐ E27 bulbs

 ‐ Power source
 ‐ 230V AC E27 fitting

Ø250

220

230V
50Hz

SWING-O SMOKED
GLASS 250

SWING-O SMOKED
GLASS 320

BACK TO SUSPENDED
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ONIS AIR
58

Ø 105

 ‐ Categorie
 ‐ Track mounted luminaire

 ‐ Design & features
 ‐ Round spotheads on rectangular housing
 ‐ Can be tilted 90° and rotated 350°

 ‐ Materials
 ‐ Die cast aluminium parts
 ‐ Aluminium reflector

 ‐ Colors
 ‐ Standard colors: black (RAL 9005 TEX), white (RAL 

9016 TEX) or grey (RAL 9006 TEX)
 ‐ All other colors on request

 ‐ Optics
 ‐ Aluminium facetted reflector
 ‐ 20° or 40°

 ‐ Light sources
 ‐ LED 5-11W/927-930-940

 ‐ Power source
 ‐ Independent 230V AC driver
 ‐ Driver not included
 ‐ Dali optional

 ‐ 1-10V optional

BACK TO SUSPENDED
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BALOON
275

Ø 700

230V
50Hz

 ‐ Categorie
 ‐ Suspended luminaire

 ‐ Design & features
 ‐ Wireframe structure
 ‐ Power cable and steel cable included of 3m
 ‐ Ceiling housing included

 ‐ Materials
 ‐ Steel wires

 ‐ Colors
 ‐ Standard color: black

 ‐ Optics
 ‐ No optics

 ‐ Light sources
 ‐ E27 bulbs

 ‐ Power source
 ‐ 230V AC E27 fitting

BACK TO SUSPENDED
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FACTORY
450

Ø 700

230V
50Hz

 ‐ Categorie
 ‐ Suspended luminaire

 ‐ Design & features
 ‐ Wireframe structure
 ‐ Power cable and steel cable included of 3m
 ‐ Ceiling housing included

 ‐ Materials
 ‐ Steel wires

 ‐ Colors
 ‐ Standard color: black

 ‐ Optics
 ‐ No optics

 ‐ Light sources
 ‐ E27 bulbs

 ‐ Power source
 ‐ 230V AC E27 fitting

BACK TO SUSPENDED
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WORKER
230

Ø 700

230V
50Hz

 ‐ Categorie
 ‐ Suspended luminaire

 ‐ Design & features
 ‐ Wireframe structure
 ‐ Power cable and steel cable included of 3m
 ‐ Ceiling housing included

 ‐ Materials
 ‐ Steel wires

 ‐ Colors
 ‐ Standard color: black

 ‐ Optics
 ‐ No optics

 ‐ Light sources
 ‐ E27 bulbs

 ‐ Power source
 ‐ 230V AC E27 fitting

BACK TO SUSPENDED
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MANZA 120/160

Ø160

175

230V
50Hz

Ø120

145

230V
50Hz

MANZA 120

MANZA 160

 ‐ Categorie
 ‐ Suspended luminaire

 ‐ Design & features
 ‐ Textile cable (3 meters)
 ‐ Brass & clear: Brushed brass housing, mat inner glass & 

clear outer glass
 ‐ Chrome & smoked: Black chrome housing, mat inner 

glass, smoked outer glass

 ‐ Materials
 ‐ Metal
 ‐ Glass

 ‐ Colors
 ‐ Brass & clear: Brushed brass housing, mat inner glass & 

clear outer glass
 ‐ Chrome & smoked: Black chrome housing, mat inner 

glass, smoked outer glass

 ‐ Optics
 ‐ Opal glass

 ‐ Light sources
 ‐ LED 4W/827
 ‐ Replaceable lamp included

 ‐ Power source
 ‐ 230V AC fitting

BACK TO SUSPENDED
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MANZA 350

Ø350

280

230V
50Hz

 ‐ Categorie
 ‐ Suspended luminaire

 ‐ Design & features
 ‐ Textile cable (3 meters)
 ‐ Brass & mat: Brushed brass housing, mat glass
 ‐ Brass & smoked: Brushed brass housing, smoked glass

 ‐ Materials
 ‐ Metal
 ‐ Glass

 ‐ Colors
 ‐ Brass & mat: Brushed brass housing, mat glass
 ‐ Brass & smoked: Brushed brass housing, smoked glass

 ‐ Optics
 ‐ Opal glass

 ‐ Light sources
 ‐ LED 12W/827

 ‐ Power source
 ‐ 230V AC led module

BACK TO SUSPENDED
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PINA 250

Ø250

330

230V
50Hz

 ‐ Categorie
 ‐ Suspended luminaire

 ‐ Design & features
 ‐ Textile cable (3 meters)
 ‐ Brass & mat: Brushed brass housing, mat glass
 ‐ Brass & smoked: Brushed brass housing, smoked glass

 ‐ Materials
 ‐ Metal
 ‐ Glass

 ‐ Colors
 ‐ Brass & mat: Brushed brass housing, mat glass
 ‐ Brass & smoked: Brushed brass housing, smoked glass

 ‐ Optics
 ‐ Opal glass

 ‐ Light sources
 ‐ LED 12W/827

 ‐ Power source
 ‐ 230V AC led module

BACK TO SUSPENDED
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RODA

Ø 115

240

230V
50 Hz

 ‐ Categorie
 ‐ Suspended luminaire

 ‐ Design & features
 ‐ Cylindrical shape

 ‐ Materials
 ‐ PMMA outer diffuser
 ‐ Aluminium housing

 ‐ Colors
 ‐ Standard colors: black (RAL 9005 TEX), white (RAL 

9016 TEX) or grey (RAL 9006 TEX)
 ‐ Brushed anodised aluminium
 ‐ All other colors on request

 ‐ Optics
 ‐ Opal plexi

 ‐ Light sources
 ‐ E27 (max. 20W)
 ‐ LED 10-20W/927-940

 ‐ Power source
 ‐ Integrated 230V AC driver
 ‐ Fixed driver included

BACK TO SUSPENDED



the lighting company BACK TO OVERVIEW

 ‐ Categorie
 ‐ Suspended luminaire

 ‐ Design & features
 ‐ Wireframe structure
 ‐ Textile lampshade

 ‐ Materials
 ‐ Steel wires
 ‐ PVC and cotton lampshade

 ‐ Colors
 ‐ All colors on request

 ‐ Optics
 ‐ No optics

 ‐ Light sources
 ‐ E27 bulbs

 ‐ Power source
 ‐ 230V AC E27 fitting

BOZZO 220/320

310

Ø 220

230V
50Hz

460

Ø 320

230V
50Hz

BOZZO 220

BOZZO 320
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 ‐ Categorie
 ‐ Suspended luminaire

 ‐ Design & features
 ‐ Wireframe structure
 ‐ Textile lampshade

 ‐ Materials
 ‐ Steel wires
 ‐ PVC and cotton lampshade

 ‐ Colors
 ‐ All colors on request

 ‐ Optics
 ‐ No optics

 ‐ Light sources
 ‐ E27 bulbs

 ‐ Power source
 ‐ 230V AC E27 fitting

BOZZO PLUS 200/300

210

Ø 200

230V
50Hz

310

Ø 300

230V
50Hz

BOZZO PLUS 200

BOZZO PLUS 300

BACK TO SUSPENDED
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 ‐ Categorie
 ‐ Suspended luminaire

 ‐ Design & features
 ‐ Wireframe structure
 ‐ Textile lampshade

 ‐ Materials
 ‐ Steel wires
 ‐ PVC and cotton lampshade

 ‐ Colors
 ‐ All colors on request

 ‐ Optics
 ‐ No optics

 ‐ Light sources
 ‐ E27 bulbs

 ‐ Power source
 ‐ 230V AC E27 fitting

ARCO 350/700

270

Ø 350

Ø 150

230V
50Hz

550

Ø 700

Ø 300

230V
50Hz

ARCO 350

ARCO 700
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CORNETTA
600

Ø 150

230V
50Hz

 ‐ Categorie
 ‐ Suspended luminaire

 ‐ Design & features
 ‐ Wireframe structure
 ‐ Textile lampshade

 ‐ Materials
 ‐ Steel wires
 ‐ PVC and cotton lampshade

 ‐ Colors
 ‐ All colors on request

 ‐ Optics
 ‐ No optics

 ‐ Light sources
 ‐ E27 bulbs

 ‐ Power source
 ‐ 230V AC E27 fitting

BACK TO SUSPENDED
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ABION

320

Ø 590

230V
50Hz

 ‐ Categorie
 ‐ Suspended luminaire

 ‐ Design & features
 ‐ Wireframe structure
 ‐ Textile lampshade

 ‐ Materials
 ‐ Steel wires
 ‐ PVC and cotton lampshade

 ‐ Colors
 ‐ All colors on request

 ‐ Optics
 ‐ No optics

 ‐ Light sources
 ‐ E27 bulbs

 ‐ Power source
 ‐ 230V AC E27 fitting
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LUSTRO

Ø155

230V
50Hz

Ø 200

 ‐ Categorie
 ‐ Suspended luminaire

 ‐ Design & features
 ‐ Central LED module
 ‐ Wireframe structure
 ‐ Textile lampshade

 ‐ Materials
 ‐ Steel wires
 ‐ PVC and cotton lampshade
 ‐ PMMA outer diffuser
 ‐ Aluminium housing
 ‐ Aluminium reflector

 ‐ Colors
 ‐ All colors on request

 ‐ Optics
 ‐ Aluminium facetted reflector
 ‐ 40° or 55°

 ‐ Light sources
 ‐ LED 14-39W/927-930-940
 ‐ LED 19-42W/MEAT-GOLD

 ‐ Power source
 ‐ Integrated 230V AC driver
 ‐ Fixed driver included
 ‐ Dali optional
 ‐ Casambi optional

BACK TO SUSPENDED
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AMOS AIR 1120

 ‐ Categorie
 ‐ Suspended luminaire

 ‐ Design & features
 ‐ Rectangular housing
 ‐ Seamless steel housing
 ‐ Driver is included in price of the luminaire
 ‐ Driver is placed outside of luminaire
 ‐ Add “Ceiling Fix Disc 75” or “Ceiling Fix Rectangular 

50x160” to hide the driver

 ‐ Materials
 ‐ Steel housing
 ‐ Plastic Louvers
 ‐ PMMA lenses

 ‐ Colors
 ‐ Standard body colors: black (RAL 9005 TEX), white 

(RAL 9016 TEX) or grey (RAL 9006 TEX)
 ‐ All other colors on request
 ‐ Matt black louvers (MBL) or mat metallic louvers (MML)

 ‐ Optics
 ‐ Matt black louvers (MBL) or mat metallic louvers (MML)
 ‐ Integrated lenses of 55°

 ‐ Light sources
 ‐ LED 15-26-36-48W/830-840

 ‐ Power source
 ‐ Independent 230V AC driver
 ‐ Driver included
 ‐ Driver not integrated in luminaire

1122

27

26

DRIVER
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MAGNUM AIR 1120

 ‐ Categorie
 ‐ Suspended luminaire

 ‐ Design & features
 ‐ Rectangular housing
 ‐ Mat black or mat metallic louvers

 ‐ Materials
 ‐ Steel housing
 ‐ Plastic Louvers
 ‐ PMMA lenses

 ‐ Colors
 ‐ Standard body colors: black (RAL 9005 TEX), white 

(RAL 9016 TEX) or grey (RAL 9006 TEX)
 ‐ All other colors on request
 ‐ Standard louver colors: Mat black or mat metallic

 ‐ Optics
 ‐ Mat black or mat metallic louvers
 ‐ Integrated lenses of 65° or 80°

 ‐ Light sources
 ‐ LED 15-26-35-46W/830-840-927-930-940

 ‐ Power source
 ‐ Integrated 230V AC driver
 ‐ Fixed driver included
 ‐ Dali optional

1122

55

45

230V
50Hz

GO TO
PRODUCT FOLDER
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BRIDGE QUATRO AIR

580

45

130

230V
50Hz

 ‐ Categorie
 ‐ Suspended downlighter

 ‐ Design & features
 ‐ Rectangular shape
 ‐ 2 suspension points

 ‐ Materials
 ‐ Sheet metal parts
 ‐ PMMA lenses

 ‐ Colors
 ‐ Standard colors: black (RAL 9005 TEX), white (RAL 

9016 TEX) or grey (RAL 9006 TEX)
 ‐ All other colors on request

 ‐ Optics
 ‐ Mat lenses: 30°, 90° or 110°
 ‐ Clear lenses: 60°

 ‐ Light sources
 ‐ LED 23-85W/830-840-930-940

 ‐ Power source
 ‐ Integrated 230V AC driver
 ‐ Fixed driver included
 ‐ Dali optional

BACK TO SUSPENDED
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BRIDGE CARRE AIR

300

41

300

230V
50Hz

 ‐ Categorie
 ‐ Suspended downlighter

 ‐ Design & features
 ‐ Square shape
 ‐ 2 suspension points

 ‐ Materials
 ‐ Sheet metal parts
 ‐ PMMA lenses

 ‐ Colors
 ‐ Standard colors: black (RAL 9005 TEX), white (RAL 

9016 TEX) or grey (RAL 9006 TEX)
 ‐ All other colors on request

 ‐ Optics
 ‐ Mat lenses: 30°, 90° or 110°
 ‐ Clear lenses: 60°

 ‐ Light sources
 ‐ LED 23-85W/830-840-930-940

 ‐ Power source
 ‐ Integrated 230V AC driver
 ‐ Fixed driver included
 ‐ Dali optional

BACK TO SUSPENDED
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FELGO AIR 320/400

Ø 320

230V
50Hz

Ø 400

170

1-10V

450

 ‐ Categorie
 ‐ Suspended luminaire

 ‐ Design & features
 ‐ Circular shape

 ‐ Materials
 ‐ Die-cast aluminium housing

 ‐ Colors
 ‐ Standard color: black

 ‐ Optics
 ‐ Clear lenses of 120°

 ‐ Light sources
 ‐ LED 100-240W/840

 ‐ Power source
 ‐ Integrated 230V AC driver
 ‐ Fixed driver included
 ‐ Standard 1-10V

 ‐ Extra’s
 ‐ Plexi of aluminium lamp shade
 ‐ Mounting bracket
 ‐ Suspension hook
 ‐ Daylight & presence detector
 ‐ Daylight & presence remote control

BACK TO SUSPENDED
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MODITO AIR 600X600

 ‐ Categorie
 ‐ Suspended luminaire

 ‐ Design & features
 ‐ Flat led panel
 ‐ Prismatic diffuser
 ‐ Steel suspension cables included of 1,5m

 ‐ Materials
 ‐ Aluminium
 ‐ PMMA diffuser

 ‐ Colors
 ‐ Standard color: white (RAL 9016)

 ‐ Optics
 ‐ Micro-prismatic plexi

 ‐ Light sources
 ‐ LED 33-37W/830-840

 ‐ Power source
 ‐ Independent 230V AC driver on top of luminaire
 ‐ Fixed driver included
 ‐ Dali optional

BACK TO SUSPENDED

595 595

13

DRIVER



the lighting company BACK TO OVERVIEW

MODITO AIR 300X1200

 ‐ Categorie
 ‐ Suspended luminaire

 ‐ Design & features
 ‐ Flat led panel
 ‐ Prismatic diffuser
 ‐ Steel suspension cables and power cord included of 

1,5m

 ‐ Materials
 ‐ Aluminium
 ‐ PMMA diffuser

 ‐ Colors
 ‐ Standard color: white (RAL 9016)

 ‐ Optics
 ‐ Micro-prismatic plexi

 ‐ Light sources
 ‐ LED 33-37W/830-840

 ‐ Power source
 ‐ Independent 230V AC driver on top of luminaire
 ‐ Fixed driver included
 ‐ Dali optional

BACK TO SUSPENDED
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ECOLINE AIR SOLO
LED MODULE 1750

 ‐ Categorie
 ‐ Suspended luminaire

 ‐ Design & features
 ‐ Suspended modular profile system
 ‐ Low glare lenses
 ‐ Toolless & fast installation
 ‐ Electrical connection between led modules with 

Wieland
 ‐ GST18i5 connectors
 ‐ Pastel blue Wieland connectors for dali systems
 ‐ Black Wieland connectors for fixed systems
 ‐ Female Wieland connector included in ‘Start Led 

Module‘ to connect to mains
 ‐ 2x Fix ECO included

 ‐ Materials
 ‐ Steel housing
 ‐ PMMA lens cover
 ‐ ABS driver housing

 ‐ Colors
 ‐ Standard colors: black (RAL 9005), white (RAL 9010), 

grey (RAL 9006)

 ‐ Variations
 ‐ Available in 1 length: 1750 mm

 ‐ Optics
 ‐ Mat lenses: 30°, 90° or 110°
 ‐ Clear lenses: 60° 

 ‐ Light sources
 ‐ LED 26-48-53-85-100W/830-840

 ‐ Power source
 ‐ Independent 230V AC driver
 ‐ Dali optional

BACK TO SUSPENDED
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TERRA

Ø 80

95°350°

150

230V
50Hz

max.
190

 ‐ Categorie
 ‐ Track mounted projector

 ‐ Design & features
 ‐ Cylindrical shape
 ‐ Mounted on in-track adapter
 ‐ Can be tilted 95°
 ‐ Can be rotated 350°

 ‐ Materials
 ‐ Die cast aluminium parts
 ‐ Aluminium reflector
 ‐ Plastic adapter

 ‐ Colors
 ‐ Standard colors: black (RAL 9005 TEX), white (RAL 

9016 TEX) or grey (RAL 9006 TEX)
 ‐ All other colors on request

 ‐ Optics
 ‐ Aluminium facetted reflector
 ‐ 15°, 25°, 40°, 55°

 ‐ Light sources
 ‐ LED 14-27W/830-840-927-930-940
 ‐ LED 19W/MEAT-GOLD

 ‐ Power source
 ‐ Built-in 230V AC driver in adapter
 ‐ TE/LE optional (only for PG-Track)
 ‐ Dali optional (only for PG-Track)
 ‐ Casambi optional (for both PG-Track & EU-Track)
 ‐ Masterconnect optional (for both PG-Track & EU-Track)

BACK TO 3F TRACK MOUNTED
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VARO

Ø 96

95°350°

135

230V
50Hz

max.
170

 ‐ Categorie
 ‐ Track mounted projector

 ‐ Design & features
 ‐ Cylindrical shape
 ‐ Mounted on in-track adapter
 ‐ Can be tilted 95°
 ‐ Can be rotated 350°

 ‐ Materials
 ‐ Die cast aluminium parts
 ‐ Aluminium reflector
 ‐ Plastic adapter

 ‐ Colors
 ‐ Standard colors: black (RAL 9005 TEX), white (RAL 

9016 TEX) or grey (RAL 9006 TEX)
 ‐ All other colors on request

 ‐ Optics
 ‐ Aluminium facetted reflector
 ‐ 15°, 25°, 40°, 55°

 ‐ Light sources
 ‐ LED 14-39W/927-930-940
 ‐ LED 19-27W/MEAT-GOLD

 ‐ Power source
 ‐ Built-in 230V AC driver in adapter
 ‐ Dali optional (only for PG-Track)
 ‐ Casambi optional (for both PG-Track & EU-Track)
 ‐ Masterconnect optional (for both PG-Track & EU-Track)

 ‐ Extra
 ‐ Honeycomb louver

BACK TO 3F TRACK MOUNTED
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SIROCCO

Ø 115
120°350°

230V
50Hz

max.
180

 ‐ Categorie
 ‐ Track mounted projector

 ‐ Design & features
 ‐ Cylindrical shape
 ‐ Mounted on in-track adapter
 ‐ Can be tilted 95°
 ‐ Can be rotated 350°

 ‐ Materials
 ‐ Die cast aluminium parts
 ‐ Aluminium reflector
 ‐ Plastic adapter

 ‐ Colors
 ‐ Standard colors: black (RAL 9005 TEX), white (RAL 

9016 TEX) or grey (RAL 9006 TEX)
 ‐ All other colors on request

 ‐ Optics
 ‐ Aluminium facetted reflector
 ‐ 15°, 25°, 40°, 55°

 ‐ Light sources
 ‐ LED 14-39W/927-930-940
 ‐ LED 19-27W/MEAT-GOLD

 ‐ Power source
 ‐ Built-in 230V AC driver in adapter
 ‐ Dali optional (only for PG-Track)
 ‐ Casambi optional (for both PG-Track & EU-Track)
 ‐ Masterconnect optional (for both PG-Track & EU-Track)

 ‐ Extra
 ‐ Honeycomb louver

pending

BACK TO 3F TRACK MOUNTED
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ECLIPSO

350°
120°

170

H

W

LxWxH 157x52x90

Ø 115

230V
50Hz

L

 ‐ Categorie
 ‐ Track mounted projector

 ‐ Design & features
 ‐ Cylindrical shape
 ‐ Mounted on driver housing
 ‐ Can be tilted 120°
 ‐ Can be rotated 350°

 ‐ Materials
 ‐ Die cast aluminium parts
 ‐ Aluminium reflector
 ‐ Plastic adapter

 ‐ Colors
 ‐ Standard colors: black (RAL 9005 TEX), white (RAL 

9016 TEX) or grey (RAL 9006 TEX)
 ‐ All other colors on request

 ‐ Optics
 ‐ Aluminium facetted reflector
 ‐ 15°, 25°, 40°, 55°

 ‐ Light sources
 ‐ LED 14-39W/927-930-940
 ‐ LED 35W/918-930 Dim-to-Warm
 ‐ LED 19-42W/MEAT-GOLD

 ‐ Power source
 ‐ Integrated 230V AC driver
 ‐ Fixed driver included
 ‐ Dali optional
 ‐ Casambi optional
 ‐ Phasecut optional

 ‐ Extra
 ‐ Honeycomb louver

BACK TO 3F TRACK MOUNTED
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ITEM NO. DESCRIPTIONCOLOR
Black LED / 25W

 

4001.01

TYPE
3 phase track mounted

 

30°

Ø0.54 1.0

Ø1.07 2.0

Ø2.14

3.0Ø1.61

Ø2.68

Ø3.22

Ø3.75

Ø4.29

4.0

5.0

6.0

7.0

8.0

pattern distance (m): diameter of pattern (m): 

0 0

Ø0.32

Ø0.63

Ø1.27

Ø0.95

Ø1.58

Ø1.90

Ø2.22

Ø2.53

Lens 30° Lens 18° 

0

18°

Pattern projected:

TELOS 230V
50Hz

210

Ø 6590° 350°

 ‐ Categorie
 ‐ Track mounted projector

 ‐ Design & features
 ‐ Cylindrical shape
 ‐ Mounted on in-track adapter
 ‐ Can be tilted 90°
 ‐ Can be rotated 350°
 ‐ Black or white with a black glass ring
 ‐ Projects a logo or symbol on any surface
 ‐ The logo or symbol is printed on a glass plate (=Gobo)
 ‐ Gobo’s are made to measure and ordered separately 

(custom made)
 ‐ Size of logo can be adjusted by rotating a lens inside 

of the luminaire (switches between 18° or 30° beam 
angle)

 ‐ Sharpness of the logo can be adjusted by rotating the 
lens on the front

 ‐ Materials
 ‐ Die cast aluminium parts
 ‐ Glass lenses
 ‐ Plastic adapter

 ‐ Colors
 ‐ Standard colors: black (RAL 9005 TEX) or white (RAL 

9016 TEX)
 ‐ Front ring is always black

 ‐ Optics
 ‐ Glass lenses
 ‐ 18° or 30° (both possible with the same luminaire)
 ‐ Extra lens to focus the logo-slide

 ‐ Light sources
 ‐ LED 25W/865

 ‐ Power source
 ‐ Built-in 230V AC driver in adapter

 ‐ Included
 ‐ Luminaire
 ‐ In-track adapter with driver

 ‐ Add
 ‐ Gobo: your logo or symbol

BACK TO 3F TRACK MOUNTED
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POLARO

350°

100°

230V
50Hz

280

165

110 ‐ Categorie
 ‐ Track mounted projector

 ‐ Design & features
 ‐ Rectangular shape
 ‐ Mounted on adapter
 ‐ Can be tilted 100°
 ‐ Can be rotated 350°

 ‐ Materials
 ‐ Extruded aluminium parts
 ‐ Aluminium reflector
 ‐ Plastic adapter

 ‐ Colors
 ‐ Standard colors: black (RAL 9005 TEX), white (RAL 

9016 TEX) or grey (RAL 9006 TEX)
 ‐ All other colors on request

 ‐ Optics
 ‐ Aluminium mat reflector
 ‐ 70°x90°

 ‐ Light sources
 ‐ LED 14-39W/927-930-940
 ‐ LED 19-27W/MEAT-GOLD

 ‐ Power source
 ‐ Built-in 230V AC driver in adapter
 ‐ Dali optional (only for PG-Track)
 ‐ Casambi optional (for both PG-Track & EU-Track)
 ‐ Masterconnect optional (for both PG-Track & EU-Track)

BACK TO 3F TRACK MOUNTED
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ONIS BAR 150

36

Ø 105

62

90°350°

 ‐ Categorie
 ‐ Track mounted luminaire

 ‐ Design & features
 ‐ Round spotheads on rectangular housing
 ‐ Can be tilted 90° and rotated 350°

 ‐ Materials
 ‐ Die cast aluminium parts
 ‐ Aluminium reflector

 ‐ Colors
 ‐ Standard colors: black (RAL 9005 TEX), white (RAL 

9016 TEX) or grey (RAL 9006 TEX)
 ‐ All other colors on request

 ‐ Optics
 ‐ Aluminium facetted reflector
 ‐ 20° or 40°

 ‐ Light sources
 ‐ LED 5-11W/927-930-940

 ‐ Power source
 ‐ Integrated 230V AC driver
 ‐ Fixed driver included
 ‐ Dali optional

BACK TO 3F TRACK MOUNTED
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ONIS TRIM
Ø 105

180°350°

 122
 ‐ Categorie

 ‐ Track mounted luminaire

 ‐ Design & features
 ‐ Round spotheads on rectangular housing
 ‐ Can be tilted 90° and rotated 350°

 ‐ Materials
 ‐ Die cast aluminium parts
 ‐ Aluminium reflector

 ‐ Colors
 ‐ Standard colors: black (RAL 9005 TEX), white (RAL 

9016 TEX) or grey (RAL 9006 TEX)
 ‐ All other colors on request

 ‐ Optics
 ‐ Aluminium facetted reflector
 ‐ 20° or 40°

 ‐ Light sources
 ‐ LED 5-11W/927-930-940

 ‐ Power source
 ‐ Integrated 230V AC driver
 ‐ Fixed driver included
 ‐ Dali optional

BACK TO 3F TRACK MOUNTED
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IZARO FOR 3-PHASE TRACK

350°
120°

102
Ø 58

230V
50Hz

 ‐ Categorie
 ‐ Track mounted luminaire for 3-phase tracks

 ‐ Design & features
 ‐ Cylindrical shape
 ‐ Can be tilted 120° and rotated 350°

 ‐ Materials
 ‐ Die cast aluminium parts
 ‐ Aluminium reflector

 ‐ Colors
 ‐ Standard colors: black (RAL 9005 TEX), white (RAL 

9016 TEX) or grey (RAL 9006 TEX)
 ‐ All other colors on request

 ‐ Optics
 ‐ Aluminium facetted reflector
 ‐ 25° or 35°

 ‐ Light sources
 ‐ LED 11-15W/927-930-940
 ‐ LED 14W/918-930 DW

 ‐ Power source
 ‐ Built-in 230V AC driver in adapter
 ‐ TE/LE optional (only for PG-Track)
 ‐ Dali optional (only for PG-Track)
 ‐ Casambi optional (for both PG-Track & EU-Track)
 ‐ Masterconnect optional (for both PG-Track & EU-Track)

 ‐ Extra’s
 ‐ Optional sandblasted gold or sandblasted copper front 

ring

BACK TO 3F TRACK MOUNTED
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TUBINI FLEX 3F-TRACK

120 Ø 65

60° 350°

 ‐ Categorie
 ‐ Track mounted luminaire for 3-phase tracks

 ‐ Design & features
 ‐ Tubular profile
 ‐ Seamless finish
 ‐ Black reflector ring
 ‐ Powder coated parts
 ‐ Mounted on in-track adapter
 ‐ Suitable for PG-Track & EU-Track

 ‐ Variations
 ‐ Available in 1 length: 120 mm

 ‐ Materials
 ‐ Aluminium housing, heatsink, reflector & reflector ring
 ‐ PMMA protective cover
 ‐ ABS in-track adapter

 ‐ Colors
 ‐ Standard colors: black (RAL 9005 TEX), white (RAL 

9016 TEX) or grey (RAL 9006 TEX)
 ‐ All other colors on request
 ‐ Front ring always black

 ‐ Optics
 ‐ Aluminium facetted reflector of 20° or 40°

 ‐ Light sources
 ‐ LED 5-11W/927-930-940

 ‐ Power source
 ‐ Built-in 230V AC driver in adapter
 ‐ Dali optional (only for PG-Track)
 ‐ Casambi optional (for both PG-Track & EU-Track)
 ‐ Masterconnect optional (for both PG-Track & EU-Track)

 ‐ Included
 ‐ Luminaire
 ‐ In-track adapter with driver

 ‐ Add
 ‐ Nothing, luminaire is complete

 ‐ Optional accessories
 ‐ Honeycomb louver
 ‐ Sandblasted gold or copper reflector ring

BACK TO 3F TRACK MOUNTED
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TUBINI FLEX LVS-TRACK 120

120 Ø 65

60° 350°

 ‐ Categorie
 ‐ Track mounted luminaire for 48V DC tracks

 ‐ Design & features
 ‐ Tubular profile
 ‐ Seamless finish
 ‐ Black reflector ring
 ‐ Powder coated parts
 ‐ Suitable for LVS-Track

 ‐ Variations
 ‐ Available in 1 length: 120 mm

 ‐ Materials
 ‐ Aluminium housing, heatsink, reflector & reflector ring
 ‐ PMMA protective cover
 ‐ ABS in-track adapter

 ‐ Colors
 ‐ Standard colors: black (RAL 9005 TEX), white (RAL 

9016 TEX) or grey (RAL 9006 TEX)
 ‐ All other colors on request
 ‐ Front ring always black

 ‐ Optics
 ‐ Aluminium facetted reflector of 20° or 40°

 ‐ Light sources
 ‐ LED 5-11W/927-930-940 

 ‐ Power source
 ‐ Built-in 48V DC driver in adapter
 ‐ Dali & 1-10V optional

 ‐ Included
 ‐ Luminaire
 ‐ In-track adapter with driver

 ‐ Add
 ‐ Nothing, luminaire is complete

 ‐ Optional accessories
 ‐ Honeycomb louver
 ‐ Sandblasted gold or copper housing
 ‐ Sandblasted gold or copper reflector ring

BACK TO LVS-TRACK MOUNTED
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TUBINI AIR LVS-TRACK 
220/320/420

220

Ø 65

48V DC

 ‐ Categorie
 ‐ Track mounted luminaire for 48V DC tracks

 ‐ Design & features
 ‐ Tubular profile
 ‐ Seamless finish
 ‐ Black reflector ring
 ‐ Powder coated parts
 ‐ Suspended from in-track adapter
 ‐ Suitable for LVS-Track

 ‐ Variations
 ‐ Available in 3 lengths: 220, 320 & 420 mm

 ‐ Materials
 ‐ Aluminium housing, heatsink, reflector & reflector ring
 ‐ PMMA protective cover
 ‐ ABS in-track adapter

 ‐ Colors
 ‐ Standard colors: black (RAL 9005 TEX), white (RAL 

9016 TEX) or grey (RAL 9006 TEX)
 ‐ All other colors on request
 ‐ Front ring always black

 ‐ Optics
 ‐ Aluminium facetted reflector of 20° or 40°

 ‐ Light sources
 ‐ LED 5-11W/927-930-940

 ‐ Power source
 ‐ Built-in 48V DC driver in adapter
 ‐ Dali & 1-10V optional

 ‐ Included
 ‐ Luminaire
 ‐ In-track adapter with driver

 ‐ Add
 ‐ PVC or textile cable of 2,4 or 6 meters

 ‐ Optional accessories
 ‐ Honeycomb louver
 ‐ Sandblasted gold or copper reflector ring

BACK TO LVS-TRACK MOUNTED

320

Ø 65

48V DC

420

Ø 65

48V DC

GO TO
PRODUCT FOLDER

TUBINI AIR
LVS-TRACK 220

TUBINI AIR
LVS-TRACK 320

TUBINI AIR
LVS-TRACK 420



the lighting company BACK TO OVERVIEW

BRIDGE LUNGO

1150
60

50

 ‐ Categorie
 ‐ Track mounted downlighter

 ‐ Design & features
 ‐ Rectangular shape
 ‐ Mounted on adapters

 ‐ Materials
 ‐ Sheet metal parts
 ‐ Plastic adapters
 ‐ PMMA lenses

 ‐ Colors
 ‐ Standard colors: black (RAL 9005 TEX), white (RAL 

9016 TEX) or grey (RAL 9006 TEX)
 ‐ All other colors on request

 ‐ Optics
 ‐ Mat lenses: 30°, 90° or 110°
 ‐ Clear lenses: 60°

 ‐ Light sources
 ‐ LED 23-85W/830-840-930-940

 ‐ Power source
 ‐ Integrated 230V AC driver
 ‐ Fixed driver included
 ‐ Dali optional

BACK TO TRACK-MOUNTED

GO TO
PRODUCT FOLDER

GO TO
PRODUCT FOLDER



the lighting company BACK TO OVERVIEW

BRIDGE QUATRO

580

65

130

230V
50Hz

350°

 ‐ Categorie
 ‐ Track mounted downlighter

 ‐ Design & features
 ‐ Rectangular shape
 ‐ Mounted on adapter
 ‐ Can be rotated 350°

 ‐ Materials
 ‐ Sheet metal parts
 ‐ Plastic adapters
 ‐ PMMA lenses

 ‐ Colors
 ‐ Standard colors: black (RAL 9005 TEX), white (RAL 

9016 TEX) or grey (RAL 9006 TEX)
 ‐ All other colors on request

 ‐ Optics
 ‐ Mat lenses: 30°, 90° or 110°
 ‐ Clear lenses: 60°

 ‐ Light sources
 ‐ LED 23-85W/830-840-930-940

 ‐ Power source
 ‐ Integrated 230V AC driver
 ‐ Fixed driver included
 ‐ Dali optional

BACK TO TRACK-MOUNTED

GO TO
PRODUCT FOLDER



the lighting company BACK TO OVERVIEW

APOLLO RAIL 175

Ø 175

230V
50Hz

135

 ‐ Categorie
 ‐ Track mounted downlighter

 ‐ Design & features
 ‐ Cylindrical shape
 ‐ Anti-glare facetted reflector or matt reflector
 ‐ Built-in driver
 ‐ Easy installation

 ‐ Materials
 ‐ Aluminium housing
 ‐ Aluminium reflector
 ‐ Aluminium heatsink

 ‐ Colors
 ‐ Standard colors: black (RAL 9005 TEX), white (RAL 

9016 TEX) or grey (RAL 9006 TEX)
 ‐ All other colors on request

 ‐ Optics
 ‐ 55° facetted aluminium reflector with low UGR
 ‐ 60° matt aluminium reflector
 ‐ 80° matt aluminium reflector

 ‐ Light sources
 ‐ LED 14-29W/927-930-940
 ‐ LED 19-27W/MEAT-GOLD

 ‐ Power source
 ‐ Built-in 230V AC driver in adapter
 ‐ TE/LE optional (only for PG-Track)
 ‐ Dali optional (only for PG-Track)
 ‐ Casambi optional (for both PG-Track & EU-Track)
 ‐ Masterconnect optional (for both PG-Track & EU-Track)

BACK TO TRACK-MOUNTED



the lighting company BACK TO OVERVIEW

BRIDGE UNO VERSO
65

290

230V
50Hz

90°350°

 ‐ Categorie
 ‐ Track mounted downlighter

 ‐ Design & features
 ‐ Rectangular shape
 ‐ Mounted on adapter
 ‐ Can be tilted 90°
 ‐ Can be rotated 350°

 ‐ Materials
 ‐ Sheet metal parts
 ‐ Plastic adapters
 ‐ PMMA lenses

 ‐ Colors
 ‐ Standard colors: black (RAL 9005 TEX), white (RAL 

9016 TEX) or grey (RAL 9006 TEX)
 ‐ All other colors on request

 ‐ Optics
 ‐ Mat lenses: 30°, 90° or 110°
 ‐ Clear lenses: 60°

 ‐ Light sources
 ‐ LED 13-19W/830-840-930-940

 ‐ Power source
 ‐ Built-in 230V AC driver in adapter
 ‐ Dali optional (only for PG-Track)
 ‐ Casambi optional (for both PG-Track & EU-Track)
 ‐ Masterconnect optional (for both PG-Track & EU-Track)

BACK TO TRACK-MOUNTED

GO TO
PRODUCT FOLDER



the lighting company BACK TO OVERVIEW

BRIDGE UNO ALTO

65

290

230V
50Hz

90°350°

 ‐ Categorie
 ‐ Track mounted downlighter

 ‐ Design & features
 ‐ Rectangular shape
 ‐ Mounted on adapter
 ‐ Can be tilted 90°
 ‐ Can be rotated 350°

 ‐ Materials
 ‐ Sheet metal parts
 ‐ Plastic adapters
 ‐ PMMA lenses

 ‐ Colors
 ‐ Standard colors: black (RAL 9005 TEX), white (RAL 

9016 TEX) or grey (RAL 9006 TEX)
 ‐ All other colors on request

 ‐ Optics
 ‐ Mat lenses: 30°, 90° or 110°
 ‐ Clear lenses: 60°

 ‐ Light sources
 ‐ LED 13-19W/830-840-930-940

 ‐ Power source
 ‐ Built-in 230V AC driver in adapter
 ‐ Dali optional (only for PG-Track)
 ‐ Casambi optional (for both PG-Track & EU-Track)
 ‐ Masterconnect optional (for both PG-Track & EU-Track)

BACK TO TRACK-MOUNTED

GO TO
PRODUCT FOLDER



the lighting company BACK TO OVERVIEW

BRIDGE DUO
130

290

230V
50Hz

90°350°

 ‐ Categorie
 ‐ Track mounted downlighter

 ‐ Design & features
 ‐ Rectangular shape
 ‐ Mounted on adapter
 ‐ Can be tilted 90°
 ‐ Can be rotated 350°

 ‐ Materials
 ‐ Sheet metal parts
 ‐ Plastic adapters
 ‐ PMMA lenses

 ‐ Colors
 ‐ Standard colors: black (RAL 9005 TEX), white (RAL 

9016 TEX) or grey (RAL 9006 TEX)
 ‐ All other colors on request

 ‐ Optics
 ‐ Mat lenses: 30°, 90° or 110°
 ‐ Clear lenses: 60°

 ‐ Light sources
 ‐ LED 26-38W/830-840-930-940

 ‐ Power source
 ‐ Built-in 230V AC driver in adapter
 ‐ Dali optional (only for PG-Track)
 ‐ Casambi optional (for both PG-Track & EU-Track)
 ‐ Masterconnect optional (for both PG-Track & EU-Track)

BACK TO TRACK-MOUNTED

GO TO
PRODUCT FOLDER



the lighting company BACK TO OVERVIEW

TITAN 3F-TRACK 560/1120

 ‐ Categorie
 ‐ Track-mounted luminaire

 ‐ Design & features
 ‐ Rectangular housing
 ‐ Mat black or mat metallic louvers

 ‐ Materials
 ‐ Steel housing
 ‐ Plastic Louvers
 ‐ PMMA lenses

 ‐ Colors
 ‐ Standard colors: black (RAL 9005 TEX), white (RAL 

9016 TEX) or grey (RAL 9006 TEX)
 ‐ All other colors on request
 ‐ Standard louver colors: Mat black or mat metallic

 ‐ Optics
 ‐ Mat black or mat metallic louvers
 ‐ Integrated lenses of 65° or 80°

 ‐ Light sources
 ‐ TITAN 3F-TRACK 560:

 LED 15-22-27W/830-840-927-930-940
 ‐ TITAN 3F-TRACK  1120:

 LED 15-26-35-46W/830-840-927-930-940

 ‐ Power source
 ‐ Integrated 230V AC driver
 ‐ Fixed driver included
 ‐ Dali optional

560

53

43

1120

53

43

TITAN 3F-TRACK 560

TITAN 3F-TRACK 1120

BACK TO TRACK-MOUNTED

GO TO
PRODUCT FOLDER



the lighting company BACK TO OVERVIEW

TALGO 3F-TRACK 600/1160

594

64

36

230V
50Hz

 ‐ Categorie
 ‐ Track mounted downlighter

 ‐ Design & features
 ‐ Rectangular shape
 ‐ Mounted on invisible adapters

 ‐ Materials
 ‐ Sheet metal parts
 ‐ Plastic adapters
 ‐ PMMA diffuser

 ‐ Colors
 ‐ Standard colors: black (RAL 9005 TEX), white (RAL 

9016 TEX) or grey (RAL 9006 TEX)
 ‐ All other colors on request

 ‐ Optics
 ‐ Opal plexi

 ‐ Light sources
 ‐ LED 16-39W/830-840

 ‐ Power source
 ‐ Integrated 230V AC driver
 ‐ Fixed driver included
 ‐ Dali optional

BACK TO TRACK-MOUNTED

1154

64

36

230V
50Hz

TALGO 3F-TRACK 600

TALGO 3F-TRACK 1160



the lighting company BACK TO OVERVIEW

TALGO BAP

1190
83

91

 ‐ Categorie
 ‐ Track mounted downlighter

 ‐ Design & features
 ‐ Rectangular shape
 ‐ Mounted on invisible adapters

 ‐ Materials
 ‐ Sheet metal parts
 ‐ Plastic adapters
 ‐ PMMA diffuser
 ‐ Aluminium louver

 ‐ Colors
 ‐ Standard colors: black (RAL 9005 TEX), white (RAL 

9016 TEX) or grey (RAL 9006 TEX)
 ‐ All other colors on request

 ‐ Optics
 ‐ Opal plexi with louver

 ‐ Light sources
 ‐ LED 16-39W/830-840

 ‐ Power source
 ‐ Integrated 230V AC driver
 ‐ Fixed driver included
 ‐ Dali optional

BACK TO TRACK-MOUNTED



the lighting company BACK TO OVERVIEW

TUBINI AIR 3F-TRACK 
220/320/420

220

Ø 65

230V
50Hz

 ‐ Categorie
 ‐ Suspended luminaire

 ‐ Design & features
 ‐ Cylindrical shape

 ‐ Materials
 ‐ Aluminium housing
 ‐ Die cast aluminium parts
 ‐ Aluminium reflector

 ‐ Colors
 ‐ Standard colors: black (RAL 9005 TEX), white (RAL 

9016 TEX) or grey (RAL 9006 TEX)
 ‐ All other colors on request
 ‐ Front ring always black

 ‐ Optics
 ‐ Aluminium facetted reflector
 ‐ 20° or 40°

 ‐ Light sources
 ‐ LED 14-29W/927-930-940
 ‐ LED 19W/MEAT-GOLD

 ‐ Light sources
 ‐ LED 5-11W/927-930-940

 ‐ Power source
 ‐ Built-in 230V AC driver in adapter
 ‐ TE/LE optional (only for PG-Track)
 ‐ Dali optional (only for PG-Track)
 ‐ Casambi optional (for both PG-Track & EU-Track)
 ‐ Masterconnect optional (for both PG-Track & EU-Track)

BACK TO SUSPENDED

320

Ø 65

230V
50Hz

420

Ø 65

230V
50Hz

GO TO
PRODUCT FOLDER

TUBINI AIR
3F-TRACK 220

TUBINI AIR
3F-TRACK 320

TUBINI AIR
3F-TRACK 420



the lighting company BACK TO OVERVIEW

FUGO
230V
50Hz

58

291
65

 ‐ Categorie
 ‐ Track mounted downlighter
 ‐ Emergency lighting

 ‐ Design & features
 ‐ Rectangular shape
 ‐ Mounted on adapter

 ‐ Materials
 ‐ Sheet metal parts
 ‐ Plastic adapter

 ‐ Colors
 ‐ Standard colors: black (RAL 9005 TEX), white (RAL 

9016 TEX) or grey (RAL 9006 TEX)
 ‐ All other colors on request

 ‐ Optics
 ‐ Mat lenses of 110°

 ‐ Light sources
 ‐ LED 6W/840

 ‐ Power source
 ‐ Integrated 230V AC driver
 ‐ Integrated battery of 1 hour
 ‐ Fixed driver included

BACK TO TRACK-MOUNTED



the lighting company BACK TO OVERVIEW

PANICO

155
52

90

 ‐ Categorie
 ‐ Track mounted downlighter
 ‐ Emergency lighting

 ‐ Design & features
 ‐ Rectangular shape
 ‐ Mounted on adapter

 ‐ Materials
 ‐ Die cast aluminium parts
 ‐ Plastic adapter

 ‐ Colors
 ‐ Standard colors: black (RAL 9005 TEX), white (RAL 

9016 TEX) or grey (RAL 9006 TEX)
 ‐ All other colors on request

 ‐ Optics
 ‐ Lens of 105°

 ‐ Light sources
 ‐ LED 2W/950

 ‐ Power source
 ‐ Integrated 230V AC driver
 ‐ Integrated battery of 1 hour
 ‐ Fixed driver included

 ‐ Extra
 ‐ available as anti-panic or escape route lighting

BACK TO TRACK-MOUNTED



the lighting company BACK TO OVERVIEW

RIO

Ø 85

100

DRIVER

30°

Ø79

 ‐ Categorie
 ‐ Recessed luminaire

 ‐ Design & features
 ‐ Round shape
 ‐ Flat ceiling ring
 ‐ Can be tilted 30°
 ‐ Cut-out of Ø79 mm

 ‐ Materials
 ‐ Die cast aluminium parts
 ‐ Aluminium reflector
 ‐ Alumnium heatsink

 ‐ Colors
 ‐ Standard colors: black (RAL 9005 TEX), white (RAL 

9016 TEX) or grey (RAL 9006 TEX)
 ‐ All other colors on request

 ‐ Optics
 ‐ Aluminium facetted reflector
 ‐ 20° or 40°

 ‐ Light sources
 ‐ LED 5-17W/927-930-940
 ‐ LED 14W/918-930 Dim-to-Warm

 ‐ Power source
 ‐ Independent 230V AC driver
 ‐ Driver included
 ‐ Phasecut dimming included
 ‐ Dali optional
 ‐ Casambi optional

 ‐ Extra’s
 ‐ Honeycomb louver
 ‐ Available with leaf or coil springs

BACK TO RECESSED



the lighting company BACK TO OVERVIEW

RIO SQUARE
100

DRIVER

85
30°

Ø79

 ‐ Categorie
 ‐ Recessed luminaire

 ‐ Design & features
 ‐ Square shape
 ‐ Flat ceiling ring
 ‐ Can be tilted 30°
 ‐ Cut-out of Ø79 mm

 ‐ Materials
 ‐ Die cast aluminium parts
 ‐ Aluminium reflector
 ‐ Alumnium heatsink

 ‐ Colors
 ‐ Standard colors: black (RAL 9005 TEX), white (RAL 

9016 TEX) or grey (RAL 9006 TEX)
 ‐ All other colors on request

 ‐ Optics
 ‐ Aluminium facetted reflector
 ‐ 20° or 40°

 ‐ Light sources
 ‐ LED 5-17W/927-930-940
 ‐ LED 14W/918-930 Dim-to-Warm

 ‐ Power source
 ‐ Independent 230V AC driver
 ‐ Driver included
 ‐ Phasecut dimming included
 ‐ Dali optional
 ‐ Casambi optional

 ‐ Phasecut optionalExtra’s
 ‐ Honeycomb louver
 ‐ Available with leaf or coil springs

BACK TO RECESSED



the lighting company BACK TO OVERVIEW

ONA

Ø 85

100

DRIVER

Ø79

 ‐ Categorie
 ‐ Recessed luminaire

 ‐ Design & features
 ‐ Round shape
 ‐ Cut-out of Ø79 mm
 ‐ IP44 from bottom, IP20 from top

 ‐ Materials
 ‐ Die cast aluminium parts
 ‐ Aluminium reflector
 ‐ Alumnium heatsink

 ‐ Colors
 ‐ Standard colors: black (RAL 9005 TEX), white (RAL 

9016 TEX) or grey (RAL 9006 TEX)
 ‐ All other colors on request

 ‐ Optics
 ‐ Aluminium facetted reflector
 ‐ 20° or 40°

 ‐ Light sources
 ‐ LED 5-17W/927-930-940
 ‐ LED 14W/918-930 Dim-to-Warm

 ‐ Power source
 ‐ Independent 230V AC driver
 ‐ Driver included
 ‐ Phasecut dimming included
 ‐ Dali optional
 ‐ Casambi optional

 ‐ Extra’s
 ‐ Honeycomb louver
 ‐ Available with leaf of coil springs

BACK TO RECESSED



the lighting company BACK TO OVERVIEW

ONA FLEX

Ø 85

100

DRIVER

30°

Ø79

 ‐ Categorie
 ‐ Recessed luminaire

 ‐ Design & features
 ‐ Round shape
 ‐ Can be tilted 30°
 ‐ Cut-out of Ø79 mm

 ‐ Materials
 ‐ Die cast aluminium parts
 ‐ Aluminium reflector
 ‐ Alumnium heatsink

 ‐ Colors
 ‐ Standard colors: black (RAL 9005 TEX), white (RAL 

9016 TEX) or grey (RAL 9006 TEX)
 ‐ All other colors on request

 ‐ Optics
 ‐ Aluminium facetted reflector
 ‐ 20° or 40°

 ‐ Light sources
 ‐ LED 5-17W/927-930-940
 ‐ LED 14W/918-930 Dim-to-Warm

 ‐ Power source
 ‐ Independent 230V AC driver
 ‐ Driver included
 ‐ Phasecut dimming included
 ‐ Dali optional
 ‐ Casambi optional

 ‐ Extra’s
 ‐ Honeycomb louver
 ‐ Available with leaf or coil springs

BACK TO RECESSED



the lighting company BACK TO OVERVIEW

MIRO

Ø 85

100

DRIVER

Ø79

 ‐ Categorie
 ‐ Recessed luminaire

 ‐ Design & features
 ‐ Round shape
 ‐ Cut-out of Ø79 mm
 ‐ IP44 from bottom, IP20 from top

 ‐ Materials
 ‐ Die cast aluminium parts
 ‐ Aluminium reflector
 ‐ Alumnium heatsink

 ‐ Colors
 ‐ Standard colors: black (RAL 9005 TEX), white (RAL 

9016 TEX) or grey (RAL 9006 TEX)
 ‐ All other colors on request

 ‐ Optics
 ‐ Aluminium facetted reflector
 ‐ 20° or 40°

 ‐ Light sources
 ‐ LED 5-17W/927-930-940
 ‐ LED 14W/918-930 Dim-to-Warm

 ‐ Power source
 ‐ Independent 230V AC driver
 ‐ Driver included
 ‐ Phasecut dimming included
 ‐ Dali optional
 ‐ Casambi optional

 ‐ Extra’s
 ‐ Honeycomb louver
 ‐ Available with leaf or coil springs

BACK TO RECESSED



the lighting company BACK TO OVERVIEW

MIRO FLEX

Ø 85

100

DRIVER

30°

Ø79

 ‐ Categorie
 ‐ Recessed luminaire

 ‐ Design & features
 ‐ Round shape
 ‐ Can be tilted 30°
 ‐ Cut-out of Ø79 mm

 ‐ Materials
 ‐ Die cast aluminium parts
 ‐ Aluminium reflector
 ‐ Alumnium heatsink

 ‐ Colors
 ‐ Standard colors: black (RAL 9005 TEX), white (RAL 

9016 TEX) or grey (RAL 9006 TEX)
 ‐ All other colors on request

 ‐ Optics
 ‐ Aluminium facetted reflector
 ‐ 20° or 40°

 ‐ Light sources
 ‐ LED 5-17W/927-930-940
 ‐ LED 14W/918-930 Dim-to-Warm

 ‐ Power source
 ‐ Independent 230V AC driver
 ‐ Driver included
 ‐ Phasecut dimming included
 ‐ Dali optional
 ‐ Casambi optional

 ‐ Extra’s
 ‐ Honeycomb louver
 ‐ Available with leaf or coil springs

BACK TO RECESSED



the lighting company BACK TO OVERVIEW

NORA

Ø 85

130

DRIVER

Ø79

 ‐ Categorie
 ‐ Recessed luminaire

 ‐ Design & features
 ‐ Round shape
 ‐ Deeper recessed reflector
 ‐ Cut-out of Ø79 mm
 ‐ IP44 from bottom, IP20 from top

 ‐ Materials
 ‐ Die cast aluminium parts
 ‐ Aluminium reflector
 ‐ Alumnium heatsink

 ‐ Colors
 ‐ Standard colors: black (RAL 9005 TEX), white (RAL 

9016 TEX) or grey (RAL 9006 TEX)
 ‐ All other colors on request

 ‐ Optics
 ‐ Aluminium facetted reflector
 ‐ 20° or 40°

 ‐ Light sources
 ‐ LED 5-17W/927-930-940
 ‐ LED 14W/918-930 Dim-to-Warm

 ‐ Power source
 ‐ Independent 230V AC driver
 ‐ Driver included
 ‐ Phasecut dimming included
 ‐ Dali optional
 ‐ Casambi optional

 ‐ Extra’s
 ‐ Honeycomb louver
 ‐ Available with leaf or coil springs

BACK TO RECESSED



the lighting company BACK TO OVERVIEW

ORION

Ø 125

DRIVER

H

Ø115
29W: H=100 mm
29W: H=133 mm

 ‐ Categorie
 ‐ Recessed luminaire

 ‐ Design & features
 ‐ Round shape
 ‐ Flat ceiling ring
 ‐ Cut-out of Ø115 mm

 ‐ Materials
 ‐ Die cast aluminium parts
 ‐ Aluminium reflector
 ‐ Alumnium heatsink

 ‐ Colors
 ‐ Standard colors: black (RAL 9005 TEX), white (RAL 

9016 TEX) or grey (RAL 9006 TEX)
 ‐ All other colors on request

 ‐ Optics
 ‐ Aluminium facetted reflector
 ‐ 15°, 25°, 40°, 55°

 ‐ Light sources
 ‐ LED 14-39W/830-840-927-930-940
 ‐ LED 34W/918-930 Dim-to-Warm
 ‐ LED 19-42W/MEAT-GOLD

 ‐ Power source
 ‐ Independent 230V AC driver
 ‐ Fixed driver included
 ‐ Dali optional
 ‐ Casambi optional
 ‐ Phasecut optional

 ‐ Extra’s
 ‐ Honeycomb louver
 ‐ Integrated anti-panic module
 ‐ Power cable loop through (only for dali)

BACK TO RECESSED



the lighting company BACK TO OVERVIEW

ORION FLEX

Ø 125

DRIVER

H

30°350°

Ø115
29W: H=100 mm
29W: H=133 mm

 ‐ Categorie
 ‐ Recessed luminaire

 ‐ Design & features
 ‐ Round shape
 ‐ Flat ceiling ring
 ‐ Can be tilted 30° and rotated 350°
 ‐ Cut-out of Ø115 mm

 ‐ Materials
 ‐ Die cast aluminium parts
 ‐ Aluminium reflector
 ‐ Alumnium heatsink

 ‐ Colors
 ‐ Standard colors: black (RAL 9005 TEX), white (RAL 

9016 TEX) or grey (RAL 9006 TEX)
 ‐ All other colors on request

 ‐ Optics
 ‐ Aluminium facetted reflector
 ‐ 15°, 25°, 40°, 55°

 ‐ Light sources
 ‐ LED 14-39W/830-840-927-930-940
 ‐ LED 34W/918-930 Dim-to-Warm
 ‐ LED 19-42W/MEAT-GOLD

 ‐ Power source
 ‐ Independent 230V AC driver
 ‐ Fixed driver included
 ‐ Dali optional
 ‐ Casambi optional
 ‐ Phasecut optional

 ‐ Extra’s
 ‐ Honeycomb louver
 ‐ Integrated anti-panic module
 ‐ Power cable loop through (only for dali)

BACK TO RECESSED



the lighting company BACK TO OVERVIEW

ORION DEEP

Ø 125

DRIVER

Ø115
29W: H=122 mm
29W: H=155 mm

 ‐ Categorie
 ‐ Recessed luminaire

 ‐ Design & features
 ‐ Round shape
 ‐ Flat ceiling ring
 ‐ Deeper recessed reflector
 ‐ Cut-out of Ø115 mm

 ‐ Materials
 ‐ Die cast aluminium parts
 ‐ Aluminium reflector
 ‐ Alumnium heatsink

 ‐ Colors
 ‐ Standard colors: black (RAL 9005 TEX), white (RAL 

9016 TEX) or grey (RAL 9006 TEX)
 ‐ All other colors on request

 ‐ Optics
 ‐ Aluminium facetted reflector
 ‐ 15°, 25°, 40°, 55°

 ‐ Light sources
 ‐ LED 14-39W/830-840-927-930-940
 ‐ LED 34W/918-930 Dim-to-Warm
 ‐ LED 19-42W/MEAT-GOLD

 ‐ Power source
 ‐ Independent 230V AC driver
 ‐ Fixed driver included
 ‐ Dali optional
 ‐ Casambi optional
 ‐ Phasecut optional

 ‐ Extra’s
 ‐ Integrated anti-panic module
 ‐ Power cable loop through (only for dali)

BACK TO RECESSED
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ORION II FLEX

Ø 125

H

DRIVER

DRIVER

265

30°350°

Ø111x252
29W: H=100 mm
29W: H=133 mm

 ‐ Categorie
 ‐ Recessed luminaire

 ‐ Design & features
 ‐ Oval shape
 ‐ 2 flexible light sources
 ‐ Can be tilted 30° and rotated 350°
 ‐ Cut-out of Ø111x252 mm

 ‐ Materials
 ‐ Die cast aluminium parts
 ‐ Aluminium reflector
 ‐ Alumnium heatsink

 ‐ Colors
 ‐ Standard colors: black (RAL 9005 TEX), white (RAL 

9016 TEX) or grey (RAL 9006 TEX)
 ‐ All other colors on request

 ‐ Optics
 ‐ Aluminium facetted reflector
 ‐ 15°, 25°, 40°, 55°

 ‐ Light sources
 ‐ LED 14-39W/830-840-927-930-940
 ‐ LED 34W/918-930 Dim-to-Warm
 ‐ LED 19-42W/MEAT-GOLD

 ‐ Power source
 ‐ Independent 230V AC driver
 ‐ Fixed driver included
 ‐ Dali optional
 ‐ Casambi optional
 ‐ Phasecut optional

 ‐ Extra’s
 ‐ Honeycomb louver
 ‐ Integrated anti-panic module
 ‐ Power cable loop through (only for dali)

BACK TO RECESSED
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ORION II FLEX FLAT

Ø 125

H

DRIVER

DRIVER

265

30°350°

Ø111x252
29W: H=100 mm
29W: H=133 mm

 ‐ Categorie
 ‐ Recessed luminaire

 ‐ Design & features
 ‐ Oval shape
 ‐ Flat ceiling ring
 ‐ 2 flexible light sources
 ‐ Can be tilted 30° and rotated 350°
 ‐ Cut-out of Ø111x252 mm

 ‐ Materials
 ‐ Die cast aluminium parts
 ‐ Aluminium reflector
 ‐ Alumnium heatsink

 ‐ Colors
 ‐ Standard colors: black (RAL 9005 TEX), white (RAL 

9016 TEX) or grey (RAL 9006 TEX)
 ‐ All other colors on request

 ‐ Optics
 ‐ Aluminium facetted reflector
 ‐ 15°, 25°, 40°, 55°

 ‐ Light sources
 ‐ LED 14-39W/830-840-927-930-940
 ‐ LED 34W/918-930 Dim-to-Warm
 ‐ LED 19-42W/MEAT-GOLD

 ‐ Power source
 ‐ Independent 230V AC driver
 ‐ Fixed driver included
 ‐ Dali optional
 ‐ Casambi optional
 ‐ Phasecut optional

 ‐ Extra’s
 ‐ Honeycomb louver
 ‐ Integrated anti-panic module
 ‐ Power cable loop through (only for dali)

BACK TO RECESSED



the lighting company BACK TO OVERVIEW

NOVA
H

125

DRIVER

Ø115
29W: H=100 mm
29W: H=133 mm

 ‐ Categorie
 ‐ Recessed luminaire

 ‐ Design & features
 ‐ Square shape with rounded corners
 ‐ Flat ceiling ring

 ‐ Materials
 ‐ Die cast aluminium parts
 ‐ Aluminium reflector
 ‐ Alumnium heatsink
 ‐ Cut-out of Ø115 mm

 ‐ Colors
 ‐ Standard colors: black (RAL 9005 TEX), white (RAL 

9016 TEX) or grey (RAL 9006 TEX)
 ‐ All other colors on request

 ‐ Optics
 ‐ Aluminium facetted reflector
 ‐ 15°, 25°, 40°, 55°

 ‐ Light sources
 ‐ LED 14-39W/830-840-927-930-940
 ‐ LED 34W/918-930 Dim-to-Warm
 ‐ LED 19-42W/MEAT-GOLD

 ‐ Power source
 ‐ Independent 230V AC driver
 ‐ Fixed driver included
 ‐ Dali optional
 ‐ Casambi optional
 ‐ Phasecut optional

 ‐ Extra’s
 ‐ Honeycomb louver
 ‐ Integrated anti-panic module
 ‐ Power cable loop through (only for dali)

BACK TO RECESSED
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NOVA FLEX
H

125

DRIVER

30°350°

Ø115
29W: H=100 mm
29W: H=133 mm

 ‐ Categorie
 ‐ Recessed luminaire

 ‐ Design & features
 ‐ Square shape with rounded corners
 ‐ Flat ceiling ring
 ‐ Can be tilted 30° and rotated 350°
 ‐ Cut-out of Ø115 mm

 ‐ Materials
 ‐ Die cast aluminium parts
 ‐ Aluminium reflector
 ‐ Alumnium heatsink

 ‐ Colors
 ‐ Standard colors: black (RAL 9005 TEX), white (RAL 

9016 TEX) or grey (RAL 9006 TEX)
 ‐ All other colors on request

 ‐ Optics
 ‐ Aluminium facetted reflector
 ‐ 15°, 25°, 40°, 55°

 ‐ Light sources
 ‐ LED 14-39W/830-840-927-930-940
 ‐ LED 34W/918-930 Dim-to-Warm
 ‐ LED 19-42W/MEAT-GOLD

 ‐ Power source
 ‐ Independent 230V AC driver
 ‐ Fixed driver included
 ‐ Dali optional
 ‐ Casambi optional
 ‐ Phasecut optional

 ‐ Extra’s
 ‐ Honeycomb louver
 ‐ Integrated anti-panic module
 ‐ Power cable loop through (only for dali)

BACK TO RECESSED



the lighting company BACK TO OVERVIEW

NOVA DEEP
H

125

DRIVER

Ø115
29W: H=122 mm
29W: H=155 mm

 ‐ Categorie
 ‐ Recessed luminaire

 ‐ Design & features
 ‐ Square shape with rounded corners
 ‐ Flat ceiling ring
 ‐ Deeper recessed reflector
 ‐ Cut-out of Ø115 mm

 ‐ Materials
 ‐ Die cast aluminium parts
 ‐ Aluminium reflector
 ‐ Alumnium heatsink

 ‐ Colors
 ‐ Standard colors: black (RAL 9005 TEX), white (RAL 

9016 TEX) or grey (RAL 9006 TEX)
 ‐ All other colors on request

 ‐ Optics
 ‐ Aluminium facetted reflector
 ‐ 15°, 25°, 40°, 55°

 ‐ Light sources
 ‐ LED 14-39W/830-840-927-930-940
 ‐ LED 34W/918-930 Dim-to-Warm
 ‐ LED 19-42W/MEAT-GOLD

 ‐ Power source
 ‐ Independent 230V AC driver
 ‐ Fixed driver included
 ‐ Dali optional
 ‐ Casambi optional
 ‐ Phasecut optional

 ‐ Extra’s
 ‐ Integrated anti-panic module
 ‐ Power cable loop through (only for dali)

BACK TO RECESSED
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NOVA II FLEX
H

265

DRIVER
DRIVER

125
30°350°

252x111
29W: H=100 mm
29W: H=133 mm

 ‐ Categorie
 ‐ Recessed luminaire

 ‐ Design & features
 ‐ Rectangular shape with rounded corners
 ‐ 2 flexible light sources
 ‐ Can be tilted 30° and rotated 350°
 ‐ Cut-out of Ø110x250 mm

 ‐ Materials
 ‐ Die cast aluminium parts
 ‐ Aluminium reflector
 ‐ Alumnium heatsink

 ‐ Colors
 ‐ Standard colors: black (RAL 9005 TEX), white (RAL 

9016 TEX) or grey (RAL 9006 TEX)
 ‐ All other colors on request

 ‐ Optics
 ‐ Aluminium facetted reflector
 ‐ 15°, 25°, 40°, 55°

 ‐ Light sources
 ‐ LED 14-39W/830-840-927-930-940
 ‐ LED 34W/918-930 Dim-to-Warm
 ‐ LED 19-42W/MEAT-GOLD

 ‐ Power source
 ‐ Independent 230V AC driver
 ‐ Fixed driver included
 ‐ Dali optional
 ‐ Casambi optional
 ‐ Phasecut optional

 ‐ Extra’s
 ‐ Honeycomb louver
 ‐ Integrated anti-panic module
 ‐ Power cable loop through (only for dali)

BACK TO RECESSED
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NOVA II FLEX FLAT
H

265

DRIVER
DRIVER

125

30°350°

Ø111x252
29W: H=100 mm
29W: H=133 mm

 ‐ Categorie
 ‐ Recessed luminaire

 ‐ Design & features
 ‐ Rectangular shape with rounded corners
 ‐ Flat ceiling ring
 ‐ 2 flexible light sources
 ‐ Can be tilted 30° and rotated 350°
 ‐ Cut-out of Ø110x250 mm

 ‐ Materials
 ‐ Die cast aluminium parts
 ‐ Aluminium reflector
 ‐ Alumnium heatsink

 ‐ Colors
 ‐ Standard colors: black (RAL 9005 TEX), white (RAL 

9016 TEX) or grey (RAL 9006 TEX)
 ‐ All other colors on request

 ‐ Optics
 ‐ Aluminium facetted reflector
 ‐ 15°, 25°, 40°, 55°

 ‐ Light sources
 ‐ LED 14-39W/830-840-927-930-940
 ‐ LED 34W/918-930 Dim-to-Warm
 ‐ LED 19-42W/MEAT-GOLD

 ‐ Power source
 ‐ Independent 230V AC driver
 ‐ Fixed driver included
 ‐ Dali optional
 ‐ Casambi optional
 ‐ Phasecut optional

 ‐ Extra’s
 ‐ Honeycomb louver
 ‐ Integrated anti-panic module
 ‐ Power cable loop through (only for dali)

BACK TO RECESSED
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DION FLEX DRIVER

125125

H

30°350°

110x110
29W: H=100 mm
29W: H=133 mm

 ‐ Categorie
 ‐ Recessed luminaire

 ‐ Design & features
 ‐ Square shape
 ‐ Flat ceiling ring
 ‐ Can be tilted 30° and rotated 350°
 ‐ Cut-out of 115x115 mm

 ‐ Materials
 ‐ Die cast aluminium parts
 ‐ Aluminium reflector
 ‐ Alumnium heatsink

 ‐ Colors
 ‐ Standard colors: black (RAL 9005 TEX), white (RAL 

9016 TEX) or grey (RAL 9006 TEX)
 ‐ All other colors on request

 ‐ Optics
 ‐ Aluminium facetted reflector
 ‐ 15°, 25°, 40°, 55°

 ‐ Light sources
 ‐ LED 14-39W/830-840-927-930-940
 ‐ LED 34W/918-930 Dim-to-Warm
 ‐ LED 19-42W/MEAT-GOLD

 ‐ Power source
 ‐ Independent 230V AC driver
 ‐ Fixed driver included
 ‐ Dali optional
 ‐ Casambi optional
 ‐ Phasecut optional

 ‐ Extra’s
 ‐ Honeycomb louver
 ‐ Integrated anti-panic module
 ‐ Power cable loop through (only for dali)

BACK TO RECESSED
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DION II FLEX DRIVER
DRIVER

265125

H

30°350°

250x110
29W: H=100 mm
29W: H=133 mm

 ‐ Categorie
 ‐ Recessed luminaire

 ‐ Design & features
 ‐ Rectangular shape
 ‐ 2 flexible light sources
 ‐ Can be tilted 30° and rotated 350°
 ‐ Cut-out of 250x110 mm

 ‐ Materials
 ‐ Die cast aluminium parts
 ‐ Aluminium reflector
 ‐ Alumnium heatsink

 ‐ Colors
 ‐ Standard colors: black (RAL 9005 TEX), white (RAL 

9016 TEX) or grey (RAL 9006 TEX)
 ‐ All other colors on request

 ‐ Optics
 ‐ Aluminium facetted reflector
 ‐ 15°, 25°, 40°, 55°

 ‐ Light sources
 ‐ LED 14-39W/830-840-927-930-940
 ‐ LED 34W/918-930 Dim-to-Warm
 ‐ LED 19-42W/MEAT-GOLD

 ‐ Power source
 ‐ Independent 230V AC driver
 ‐ Fixed driver included
 ‐ Dali optional
 ‐ Casambi optional
 ‐ Phasecut optional

 ‐ Extra’s
 ‐ Honeycomb louver
 ‐ Integrated anti-panic module
 ‐ Power cable loop through (only for dali)

BACK TO RECESSED
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DION III FLEX DRIVER
DRIVER

DRIVER

350
125

H

30°350°

335x110
29W: H=100 mm
29W: H=133 mm

 ‐ Categorie
 ‐ Recessed luminaire

 ‐ Design & features
 ‐ Rectangular shape
 ‐ 3 flexible light sources
 ‐ Can be tilted 30° and rotated 350°
 ‐ Cut-out of 355x110 mm

 ‐ Materials
 ‐ Die cast aluminium parts
 ‐ Aluminium reflector
 ‐ Alumnium heatsink

 ‐ Colors
 ‐ Standard colors: black (RAL 9005 TEX), white (RAL 

9016 TEX) or grey (RAL 9006 TEX)
 ‐ All other colors on request

 ‐ Optics
 ‐ Aluminium facetted reflector
 ‐ 15°, 25°, 40°, 55°

 ‐ Light sources
 ‐ LED 14-39W/830-840-927-930-940
 ‐ LED 34W/918-930 Dim-to-Warm
 ‐ LED 19-42W/MEAT-GOLD

 ‐ Power source
 ‐ Independent 230V AC driver
 ‐ Fixed driver included
 ‐ Dali optional
 ‐ Casambi optional
 ‐ Phasecut optional

 ‐ Extra’s
 ‐ Honeycomb louver
 ‐ Integrated anti-panic module
 ‐ Power cable loop through (only for dali)

BACK TO RECESSED
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DION FLEX TRIMLESS DRIVER

112112

H

30°350°

115x115
29W: H=115 mm
29W: H=148 mm

 ‐ Categorie
 ‐ Recessed luminaire

 ‐ Design & features
 ‐ Square shape with
 ‐ No ceiling ring
 ‐ Deeper recessed reflector
 ‐ Housing is plastered in gypsum board
 ‐ Can be tilted 30° and rotated 350°
 ‐ Cut-out of 112x112 mm

 ‐ Materials
 ‐ Steel housing
 ‐ Die cast aluminium parts
 ‐ Aluminium reflector
 ‐ Alumnium heatsink

 ‐ Colors
 ‐ Standard colors: black (RAL 9005 TEX), white (RAL 

9016 TEX) or grey (RAL 9006 TEX)
 ‐ All other colors on request

 ‐ Optics
 ‐ Aluminium facetted reflector
 ‐ 15°, 25°, 40°, 55°

 ‐ Light sources
 ‐ LED 14-39W/830-840-927-930-940
 ‐ LED 34W/918-930 Dim-to-Warm
 ‐ LED 19-42W/MEAT-GOLD

 ‐ Power source
 ‐ Independent 230V AC driver
 ‐ Fixed driver included
 ‐ Dali optional
 ‐ Casambi optional
 ‐ Phasecut optional

 ‐ Extra’s
 ‐ Integrated anti-panic module
 ‐ Power cable loop through (only for dali)

BACK TO RECESSED
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DION II FLEX TRIMLESS DRIVER

250112

H

30°350°

DRIVER

115x255
29W: H=115 mm
29W: H=148 mm

 ‐ Categorie
 ‐ Recessed luminaire

 ‐ Design & features
 ‐ Rectangular shape
 ‐ No ceiling ring
 ‐ Deeper recessed reflector
 ‐ Housing is plastered in gypsum board
 ‐ 2 flexible light sources
 ‐ Can be tilted 30° and rotated 350°
 ‐ Cut-out of 112x250 mm

 ‐ Materials
 ‐ Steel housing
 ‐ Die cast aluminium parts
 ‐ Aluminium reflector
 ‐ Alumnium heatsink

 ‐ Colors
 ‐ Standard colors: black (RAL 9005 TEX), white (RAL 

9016 TEX) or grey (RAL 9006 TEX)
 ‐ All other colors on request

 ‐ Optics
 ‐ Aluminium facetted reflector
 ‐ 15°, 25°, 40°, 55°

 ‐ Light sources
 ‐ LED 14-39W/830-840-927-930-940
 ‐ LED 34W/918-930 Dim-to-Warm
 ‐ LED 19-42W/MEAT-GOLD

 ‐ Power source
 ‐ Independent 230V AC driver
 ‐ Fixed driver included
 ‐ Dali optional
 ‐ Casambi optional
 ‐ Phasecut optional

 ‐ Extra’s
 ‐ Integrated anti-panic module
 ‐ Power cable loop through (only for dali)

BACK TO RECESSED
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MAGNUM SQUARE 100

97

40

97

DRIVER

87x87

 ‐ Categorie
 ‐ Recessed luminaire

 ‐ Design & features
 ‐ Square housing
 ‐ Mat black or mat metallic louvers

 ‐ Materials
 ‐ Steel housing
 ‐ Plastic Louvers
 ‐ PMMA lenses

 ‐ Colors
 ‐ Standard colors: black (RAL 9005 TEX), white (RAL 

9016 TEX) or grey (RAL 9006 TEX)
 ‐ All other colors on request
 ‐ Standard louver colors: Mat black or mat metallic

 ‐ Optics
 ‐ Mat black or mat metallic louvers
 ‐ Integrated lenses of 65° or 80°

 ‐ Light sources
 ‐ LED 5-8-14W/830-840-927-930-940

 ‐ Power source
 ‐ Independent 230V AC driver
 ‐ Fixed driver included
 ‐ Phasecut dimming included
 ‐ Dali optional (only for 14W)
 ‐ Casambi optional (only for 14W)
 ‐ Masterconnect optional (only for 14W)

 ‐ Extra’s
 ‐ Power cable loop through (only for dali)

BACK TO RECESSED
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PRODUCT FOLDER



the lighting company BACK TO OVERVIEW

MAGNUM 180

176

40

57

DRIVER

47x166

 ‐ Categorie
 ‐ Recessed luminaire

 ‐ Design & features
 ‐ Rectangular housing
 ‐ Mat black or mat metallic louvers

 ‐ Materials
 ‐ Steel housing
 ‐ Plastic Louvers
 ‐ PMMA lenses

 ‐ Colors
 ‐ Standard colors: black (RAL 9005 TEX), white (RAL 

9016 TEX) or grey (RAL 9006 TEX)
 ‐ All other colors on request
 ‐ Standard louver colors: Mat black or mat metallic

 ‐ Optics
 ‐ Mat black or mat metallic louvers
 ‐ Integrated lenses of 65° or 80°

 ‐ Light sources
 ‐ LED 5-8W/830-840-927-930-940

 ‐ Power source
 ‐ Independent 230V AC driver
 ‐ Fixed driver included
 ‐ Phasecut dimming included

 ‐ Extra’s
 ‐ Power cable loop through (only for dali)

BACK TO RECESSED
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MAGNUM 300

298

40

57

DRIVER

288x47

 ‐ Categorie
 ‐ Recessed luminaire

 ‐ Design & features
 ‐ Rectangular housing
 ‐ Mat black or mat metallic louvers

 ‐ Materials
 ‐ Steel housing
 ‐ Plastic Louvers
 ‐ PMMA lenses

 ‐ Colors
 ‐ Standard colors: black (RAL 9005 TEX), white (RAL 

9016 TEX) or grey (RAL 9006 TEX)
 ‐ All other colors on request
 ‐ Standard louver colors: Mat black or mat metallic

 ‐ Optics
 ‐ Mat black or mat metallic louvers
 ‐ Integrated lenses of 65° or 80°

 ‐ Light sources
 ‐ LED 6-9-14W/830-840-927-930-940

 ‐ Power source
 ‐ Independent 230V AC driver
 ‐ Fixed driver included
 ‐ Phasecut dimming included
 ‐ Dali optional (only for 9W & 14W)
 ‐ Casambi optional (only for 9W & 14W)
 ‐ Masterconnect optional (only for 9W & 14W)

 ‐ Extra’s
 ‐ Power cable loop through (only for dali)

BACK TO RECESSED

GO TO
PRODUCT FOLDER



the lighting company BACK TO OVERVIEW

MAGNUM 580

576

40

57

DRIVER

566x47

 ‐ Categorie
 ‐ Recessed luminaire

 ‐ Design & features
 ‐ Rectangular housing
 ‐ Mat black or mat metallic louvers

 ‐ Materials
 ‐ Steel housing
 ‐ Plastic Louvers
 ‐ PMMA lenses

 ‐ Colors
 ‐ Standard colors: black (RAL 9005 TEX), white (RAL 

9016 TEX) or grey (RAL 9006 TEX)
 ‐ All other colors on request
 ‐ Standard louver colors: Mat black or mat metallic

 ‐ Optics
 ‐ Mat black or mat metallic louvers
 ‐ Integrated lenses of 65° or 80°

 ‐ Light sources
 ‐ LED 15-22-27W/830-840-927-930-940

 ‐ Power source
 ‐ Independent 230V AC driver
 ‐ Fixed driver included
 ‐ Phasecut dimming included
 ‐ Dali optional
 ‐ Casambi optional 
 ‐ Masterconnect optional

 ‐ Extra’s
 ‐ Power cable loop through (only for dali)

BACK TO RECESSED

GO TO
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MAGNUM 860

855

40

57

DRIVER

845x47

 ‐ Categorie
 ‐ Recessed luminaire

 ‐ Design & features
 ‐ Rectangular housing
 ‐ Mat black or mat metallic louvers

 ‐ Materials
 ‐ Steel housing
 ‐ Plastic Louvers
 ‐ PMMA lenses

 ‐ Colors
 ‐ Standard colors: black (RAL 9005 TEX), white (RAL 

9016 TEX) or grey (RAL 9006 TEX)
 ‐ All other colors on request
 ‐ Standard louver colors: Mat black or mat metallic

 ‐ Optics
 ‐ Mat black or mat metallic louvers
 ‐ Integrated lenses of 65° or 80°

 ‐ Light sources
 ‐ LED 15-22-31W/830-840-927-930-940

 ‐ Power source
 ‐ Independent 230V AC driver
 ‐ Fixed driver included
 ‐ Phasecut dimming included
 ‐ Dali optional
 ‐ Casambi optional 
 ‐ Masterconnect optional

 ‐ Extra’s
 ‐ Power cable loop through (only for dali)

BACK TO RECESSED

GO TO
PRODUCT FOLDER
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CERES
125

Ø 125

45° 350°

DRIVER

Ø115

 ‐ Categorie
 ‐ Recessed luminaire

 ‐ Design & features
 ‐ Round shape
 ‐ Can be tilted 45° and rotated 350°

 ‐ Materials
 ‐ Die cast aluminium parts
 ‐ Aluminium reflector
 ‐ Alumnium heatsink

 ‐ Colors
 ‐ Standard colors: black (RAL 9005 TEX), white (RAL 

9016 TEX) or grey (RAL 9006 TEX)
 ‐ All other colors on request

 ‐ Optics
 ‐ Aluminium facetted reflector
 ‐ 15°, 25°, 40°, 55°

 ‐ Light sources
 ‐ LED 14-31W/927-930-940
 ‐ LED 19-27W/MEAT-GOLD

 ‐ Power source
 ‐ Independent 230V AC driver
 ‐ Fixed driver included
 ‐ Dali optional
 ‐ Casambi optional
 ‐ Phasecut optional

 ‐ Extra’s
 ‐ Honeycomb louver
 ‐ Integrated anti-panic module
 ‐ Power cable loop through (only for dali)

BACK TO RECESSED
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SCOOP
H

Ø190

DRIVER

35°350°

Ø175
29W: H=132 mm
29W: H=165 mm

 ‐ Categorie
 ‐ Recessed luminaire

 ‐ Design & features
 ‐ Round shape
 ‐ Can be tilted 35° and rotated 350°
 ‐ Cutout of Ø175

 ‐ Materials
 ‐ Die cast aluminium parts
 ‐ Aluminium reflector
 ‐ Alumnium heatsink

 ‐ Colors
 ‐ Standard colors: black (RAL 9005 TEX), white (RAL 

9016 TEX) or grey (RAL 9006 TEX)
 ‐ All other colors on request

 ‐ Optics
 ‐ Aluminium facetted reflector
 ‐ 40°, 55°

 ‐ Light sources
 ‐ LED 14-39W/927-930-940
 ‐ LED 19-27W/MEAT-GOLD

 ‐ Power source
 ‐ Independent 230V AC driver
 ‐ Fixed driver included
 ‐ Dali optional
 ‐ Casambi optional
 ‐ Phasecut optional

 ‐ Extra’s
 ‐ Integrated anti-panic module
 ‐ 1 hour anti-panic emergency unit
 ‐ Power cable loop through (only for dali)

BACK TO RECESSED
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SCOOP SQUARE
H

DRIVER

45°350°

190

Ø175
29W: H=132 mm
29W: H=165 mm

 ‐ Categorie
 ‐ Recessed luminaire

 ‐ Design & features
 ‐ Square shape
 ‐ Can be tilted 45° and rotated 350°
 ‐ Cutout of Ø175

 ‐ Materials
 ‐ Die cast aluminium parts
 ‐ Aluminium reflector
 ‐ Alumnium heatsink

 ‐ Colors
 ‐ Standard colors: black (RAL 9005 TEX), white (RAL 

9016 TEX) or grey (RAL 9006 TEX)
 ‐ All other colors on request

 ‐ Optics
 ‐ Aluminium facetted reflector
 ‐ 40°, 55°

 ‐ Light sources
 ‐ LED 14-39W/927-930-940
 ‐ LED 35W/918-930 Dim-to-Warm
 ‐ LED 19-42W/MEAT-GOLD

 ‐ Power source
 ‐ Independent 230V AC driver
 ‐ Fixed driver included
 ‐ Dali optional
 ‐ Casambi optional
 ‐ Phasecut optional

 ‐ Extra’s
 ‐ Integrated anti-panic module
 ‐ Power cable loop through (only for dali)

BACK TO RECESSED
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CARERO

45°

H

DRIVER

2000 lm: H=155 mm
2000 lm: H=180 mm

186

170x170

 ‐ Categorie
 ‐ Recessed luminaire

 ‐ Design & features
 ‐ Square shape
 ‐ Can be tilted 45°

 ‐ Materials
 ‐ Die cast aluminium parts
 ‐ Aluminium reflector
 ‐ Alumnium heatsink

 ‐ Colors
 ‐ Standard colors: black (RAL 9005 TEX), white (RAL 

9016 TEX) or grey (RAL 9006 TEX)
 ‐ All other colors on request

 ‐ Optics
 ‐ Aluminium reflector
 ‐ 60°

 ‐ Light sources
 ‐ LED 14-31W/927-930-940
 ‐ LED 19-27W/MEAT-GOLD

 ‐ Power source
 ‐ Independent 230V AC driver
 ‐ Fixed driver included
 ‐ Dali optional
 ‐ Phasecut optional

 ‐ Extra’s
 ‐ Safety glass
 ‐ Power cable loop through (only for dali)

BACK TO RECESSED
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POLARIS

60°

H
DRIVER

LxWxH 275x145x120

W

L

260x125

 ‐ Categorie
 ‐ Recessed luminaire

 ‐ Design & features
 ‐ Rectangular shape
 ‐ Can be tilted 60°
 ‐ Cutout of 125x260 mm

 ‐ Materials
 ‐ Extruded aluminium parts
 ‐ Sheet metal ceiling ring
 ‐ Aluminium reflector

 ‐ Colors
 ‐ Standard colors: black (RAL 9005 TEX), white (RAL 

9016 TEX) or grey (RAL 9006 TEX)
 ‐ All other colors on request

 ‐ Optics
 ‐ Aluminium mat reflector
 ‐ 70°x90°

 ‐ Light sources
 ‐ LED 14-39W/927-930-940
 ‐ LED 35W/918-930 Dim-to-Warm
 ‐ LED 19-27W/MEAT-GOLD

 ‐ Power source
 ‐ Independent 230V AC driver
 ‐ Fixed driver included
 ‐ Dali optional
 ‐ Casambi optional
 ‐ Phasecut optional

 ‐ Extra
 ‐ 1 hour anti-panic emergency unit
 ‐ Power cable loop through (only for dali)

BACK TO RECESSED
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BRIDGE CARRE IN

335

41

335

230V
50Hz

310x310

 ‐ Categorie
 ‐ Recessed downlighter

 ‐ Design & features
 ‐ Square shape
 ‐ 4 mounting springs

 ‐ Materials
 ‐ Sheet metal parts
 ‐ PMMA lenses

 ‐ Colors
 ‐ Standard colors: black (RAL 9005 TEX), white (RAL 

9016 TEX) or grey (RAL 9006 TEX)
 ‐ All other colors on request

 ‐ Optics
 ‐ Mat lenses: 30°, 90° or 110°
 ‐ Clear lenses: 60°

 ‐ Light sources
 ‐ LED 23-85W/830-840-930-940

 ‐ Power source
 ‐ Integrated 230V AC driver
 ‐ Fixed driver included
 ‐ Dali optional

BACK TO MOUNTED
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MODITO IN 600X600

 ‐ Categorie
 ‐ Recessed luminaire

 ‐ Design & features
 ‐ Square shape
 ‐ Combination of led panel and recessed mounting frame

 ‐ Materials
 ‐ Aluminium housing
 ‐ PMMA diffuser

 ‐ Colors
 ‐ Standard colors: black (RAL 9005 TEX), white (RAL 

9016 TEX) or grey (RAL 9006 TEX)
 ‐ All other colors on request

 ‐ Optics
 ‐ Micro-prismatic diffuser

 ‐ Light sources
 ‐ LED 33-37W/830-840

 ‐ Power source
 ‐ Independent 230V AC driver 
 ‐ Fixed driver included
 ‐ Dali optional

BACK TO CEILING SYSTEMS

625 625

76

610x610

DRIVER
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APOLLO 170 DRIVER

29W: H=124 mm
29W: H=157 mm

Ø 170

H

Ø155

 ‐ Categorie
 ‐ Recessed luminaire

 ‐ Design & features
 ‐ Round shape
 ‐ Flat ceiling ring
 ‐ cutout of Ø145 mm

 ‐ Materials
 ‐ Aluminium ceiling ring
 ‐ Aluminium reflector
 ‐ Alumnium heatsink

 ‐ Colors
 ‐ Standard colors: black (RAL 9005 TEX), white (RAL 

9016 TEX) or grey (RAL 9006 TEX)
 ‐ All other colors on request

 ‐ Optics
 ‐ 55° facetted aluminium reflector with low UGR

 ‐ Light sources
 ‐ LED 14-39W/830-840-927-930-940
 ‐ LED 34W/918-930 Dim-to-Warm
 ‐ LED 19-42W/MEAT-GOLD

 ‐ Power source
 ‐ Independent 230V AC driver
 ‐ Fixed driver included
 ‐ Dali optional
 ‐ Casambi optional
 ‐ Phasecut optional

 ‐ Extra’s
 ‐ Integrated anti-panic module
 ‐ Protective frosted glass
 ‐ IP44 from bottom, IP20 from top
 ‐ Power cable loop through (only for dali)

BACK TO RECESSED

GO TO
PRODUCT FOLDER



the lighting company BACK TO OVERVIEW

APOLLO 190 DRIVER

29W: H=124 mm
29W: H=157 mm

Ø 190

H

Ø175

 ‐ Categorie
 ‐ Recessed luminaire

 ‐ Design & features
 ‐ Round shape
 ‐ Flat ceiling ring
 ‐ cutout of Ø175 mm

 ‐ Materials
 ‐ Aluminium ceiling ring
 ‐ Aluminium reflector
 ‐ Alumnium heatsink

 ‐ Colors
 ‐ Standard colors: black (RAL 9005 TEX), white (RAL 

9016 TEX) or grey (RAL 9006 TEX)
 ‐ All other colors on request

 ‐ Optics
 ‐ 55° facetted aluminium reflector with low UGR
 ‐ 60° matt aluminium reflector
 ‐ 80° matt aluminium reflector

 ‐ Light sources
 ‐ LED 14-39W/830-840-927-930-940
 ‐ LED 34W/918-930 Dim-to-Warm
 ‐ LED 19-42W/MEAT-GOLD

 ‐ Power source
 ‐ Independent 230V AC driver
 ‐ Fixed driver included
 ‐ Dali optional
 ‐ Casambi optional
 ‐ Phasecut optional

 ‐ Extra’s
 ‐ Integrated anti-panic module
 ‐ Protective frosted glass
 ‐ IP44 from bottom, IP20 from top
 ‐ Power cable loop through (only for dali)

BACK TO RECESSED
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APOLLO 215 DRIVER

29W: H=126 mm
29W: H=159 mm

Ø 215

H

Ø190

 ‐ Categorie
 ‐ Recessed luminaire

 ‐ Design & features
 ‐ Round shape
 ‐ Flat ceiling ring
 ‐ cutout of Ø190 mm

 ‐ Materials
 ‐ Aluminium ceiling ring
 ‐ Aluminium reflector
 ‐ Alumnium heatsink

 ‐ Colors
 ‐ Standard colors: black (RAL 9005 TEX), white (RAL 

9016 TEX) or grey (RAL 9006 TEX)
 ‐ All other colors on request

 ‐ Optics
 ‐ 55° facetted aluminium reflector with low UGR

 ‐ Light sources
 ‐ LED 14-39W/830-840-927-930-940
 ‐ LED 34W/918-930 Dim-to-Warm
 ‐ LED 19-42W/MEAT-GOLD

 ‐ Power source
 ‐ Independent 230V AC driver
 ‐ Fixed driver included
 ‐ Dali optional
 ‐ Casambi optional
 ‐ Phasecut optional

 ‐ Extra’s
 ‐ Integrated anti-panic module
 ‐ Protective frosted glass
 ‐ IP44 from bottom, IP20 from top
 ‐ Power cable loop through (only for dali)

BACK TO RECESSED
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FIUS 185

Ø 185

30°

145

DRIVER

29W: H=145 mm
29W: H=178 mmØ170

 ‐ Categorie
 ‐ Recessed luminaire

 ‐ Design & features
 ‐ Round shape
 ‐ Flat ceiling ring
 ‐ Cutout of Ø170 mm

 ‐ Materials
 ‐ Aluminium ceiling ring
 ‐ Aluminium reflector
 ‐ Alumnium heatsink

 ‐ Colors
 ‐ Standard colors: black (RAL 9005 TEX), white (RAL 

9016 TEX) or grey (RAL 9006 TEX)
 ‐ All other colors on request

 ‐ Optics
 ‐ Aluminium glossy reflector
 ‐ Mat diffusor inside
 ‐ 90°

 ‐ Light sources
 ‐ LED 14-39W/830-840-927-930-940
 ‐ LED 34W/918-930 Dim-to-Warm
 ‐ LED 19-42W/MEAT-GOLD

 ‐ Power source
 ‐ Independent 230V AC driver
 ‐ Fixed driver included
 ‐ Dali optional
 ‐ Casambi optional

 ‐ Extra’s
 ‐ Power cable loop through (only for dali)

BACK TO RECESSED
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FIUS 220

Ø 220

30°
165

DRIVER

29W: H=165 mm
29W: H=198 mm

Ø205

 ‐ Categorie
 ‐ Recessed luminaire

 ‐ Design & features
 ‐ Round shape
 ‐ Flat ceiling ring
 ‐ cutout of Ø205 mm

 ‐ Materials
 ‐ Aluminium ceiling ring
 ‐ Aluminium reflector
 ‐ Alumnium heatsink

 ‐ Colors
 ‐ Standard colors: black (RAL 9005 TEX), white (RAL 

9016 TEX) or grey (RAL 9006 TEX)
 ‐ All other colors on request

 ‐ Optics
 ‐ Aluminium glossy reflector
 ‐ Mat diffusor inside
 ‐ 80°

 ‐ Light sources
 ‐ LED 14-39W/830-840-927-930-940
 ‐ LED 34W/918-930 Dim-to-Warm

 ‐ LED 19-42W/MEAT-GOLD

 ‐ Power source
 ‐ Independent 230V AC driver
 ‐ Fixed driver included
 ‐ Dali optional
 ‐ Casambi optional

 ‐ Extra’s
 ‐ Power cable loop through (only for dali)

BACK TO RECESSED
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PANICO DISC

Ø 74

32

BATTERY + CONTROL GEAR

Ø65

 ‐ Categorie
 ‐ Recessed luminaire
 ‐ Emergency lighting

 ‐ Design & features
 ‐ Round shape

 ‐ Materials
 ‐ Die cast aluminium parts

 ‐ Colors
 ‐ Standard colors: black (RAL 9005 TEX), white (RAL 

9016 TEX) or grey (RAL 9006 TEX)
 ‐ All other colors on request

 ‐ Optics
 ‐ Lens of 105°

 ‐ Light sources
 ‐ LED 2W/950

 ‐ Power source
 ‐ Integrated 230V AC driver
 ‐ Integrated battery of 1 hour
 ‐ Fixed driver included

 ‐ Extra
 ‐ available as anti-panic or escape route lighting

BACK TO RECESSED
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STONE

18052

190

 ‐ Categorie
 ‐ Wall-mounted luminaire

 ‐ Design & features
 ‐ Free-form shape on cylindrical housing

 ‐ Materials
 ‐ Sheet metal front plate
 ‐ Aluminium housing

 ‐ Colors
 ‐ Standard colors: black (RAL 9005 TEX), white (RAL 

9016 TEX) or grey (RAL 9006 TEX)
 ‐ All other colors on request

 ‐ Optics
 ‐ Indirect lighting

 ‐ Light sources
 ‐ LED 11W/927

 ‐ Power source
 ‐ 230V AC led module
 ‐ Fixed driver included

BACK TO WALL-MOUNTED



the lighting company BACK TO OVERVIEW

TRILADA
2000

230V
50Hz

112

 ‐ Categorie
 ‐ Wall-mounted luminaire

 ‐ Design & features
 ‐ Triangular shape

 ‐ Materials
 ‐ Sheet metal housing
 ‐ PMMA diffuser

 ‐ Colors
 ‐ Standard colors: black (RAL 9005 TEX), white (RAL 

9016 TEX) or grey (RAL 9006 TEX)
 ‐ All other colors on request

 ‐ Optics
 ‐ Opal plexi

 ‐ Light sources
 ‐ LED 11W/830

 ‐ Power source
 ‐ Integrated 230V AC driver
 ‐ Fixed driver included

BACK TO WALL-MOUNTED
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MAGNUM SQUARE
WALL 85

105

53

85

230V
50Hz

 ‐ Categorie
 ‐ Wall-mounted luminaire

 ‐ Design & features
 ‐ Square housing
 ‐ Mat black or mat metallic louvers

 ‐ Materials
 ‐ Steel housing
 ‐ Plastic Louvers
 ‐ PMMA lenses

 ‐ Colors
 ‐ Standard colors: black (RAL 9005 TEX), white (RAL 

9016 TEX) or grey (RAL 9006 TEX)
 ‐ All other colors on request

 ‐ Optics
 ‐ Mat black or mat metallic louvers
 ‐ Integrated lenses of 65° or 80°

 ‐ Light sources
 ‐ LED 8-14W/830-840-927-930-940

 ‐ Power source
 ‐ Integrated 230V AC driver
 ‐ Fixed driver included
 ‐ Phasecut dimming included

BACK TO WALL-MOUNTED

GO TO
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MAGNUM WALL 165

45

53

165

230V
50Hz

 ‐ Categorie
 ‐ Wall-mounted luminaire

 ‐ Design & features
 ‐ Rectangular housing
 ‐ Mat black or mat metallic louvers

 ‐ Materials
 ‐ Steel housing
 ‐ Plastic Louvers
 ‐ PMMA lenses

 ‐ Colors
 ‐ Standard colors: black (RAL 9005 TEX), white (RAL 

9016 TEX) or grey (RAL 9006 TEX)
 ‐ All other colors on request

 ‐ Optics
 ‐ Mat black or mat metallic louvers
 ‐ Integrated lenses of 65° or 80°

 ‐ Light sources
 ‐ LED 5-8W/830-840-927-930-940

 ‐ Power source
 ‐ Integrated 230V AC driver
 ‐ Fixed driver included
 ‐ Phasecut dimming included

BACK TO WALL-MOUNTED

GO TO
PRODUCT FOLDER
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ONIS BOARD

Ø 105

174
Ø 64

37

90°350°

 ‐ Categorie
 ‐ Mounted luminaire

 ‐ Design & features
 ‐ Round spothead on oval housing
 ‐ Can be tilted 90° and rotated 350°

 ‐ Materials
 ‐ Die cast aluminium parts
 ‐ Aluminium reflector

 ‐ Colors
 ‐ Standard colors: black (RAL 9005 TEX), white (RAL 

9016 TEX) or grey (RAL 9006 TEX)
 ‐ All other colors on request

 ‐ Optics
 ‐ Aluminium facetted reflector
 ‐ 20° or 40°

 ‐ Light sources
 ‐ LED 5-11W/927-930-940

 ‐ Power source
 ‐ Integrated 230V AC driver
 ‐ Fixed driver included
 ‐ Dali optional
 ‐ 1-10V optional

 ‐ Extra’s
 ‐ Available with leaf or coil springs 

BACK TO MOUNTED
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ONIS TWIN

Ø 105

174
Ø 64

37

90°350°

 ‐ Categorie
 ‐ Mounted luminaire

 ‐ Design & features
 ‐ Round spotheads on oval housing
 ‐ 2 flexible light sources
 ‐ Can be tilted 90° and rotated 350°

 ‐ Materials
 ‐ Die cast aluminium parts
 ‐ Aluminium reflector

 ‐ Colors
 ‐ Standard colors: black (RAL 9005 TEX), white (RAL 

9016 TEX) or grey (RAL 9006 TEX)
 ‐ All other colors on request

 ‐ Optics
 ‐ Aluminium facetted reflector
 ‐ 20° or 40°

 ‐ Light sources
 ‐ LED 5-11W/927-930-940

 ‐ Power source
 ‐ Integrated 230V AC driver
 ‐ Fixed driver included
 ‐ Dali optional
 ‐ 1-10V optional

BACK TO MOUNTED
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VISTA TWIN

Ø 32

174

37

90°350°

55

 ‐ Categorie
 ‐ Mounted luminaire

 ‐ Design & features
 ‐ Round spotheads on oval housing
 ‐ 2 flexible light sources
 ‐ Can be tilted 90° and rotated 350°

 ‐ Materials
 ‐ Die cast aluminium parts
 ‐ Aluminium reflector

 ‐ Colors
 ‐ Standard colors: black (RAL 9005 TEX), white (RAL 

9016 TEX) or grey (RAL 9006 TEX)
 ‐ All other colors on request

 ‐ Optics
 ‐ Aluminium facetted reflector of 40°

 ‐ Light sources
 ‐ LED 5W/927-930-940

 ‐ Power source
 ‐ Integrated 230V AC driver
 ‐ Fixed driver included

BACK TO MOUNTED
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CENTERLINE WALL 574/1134

 ‐ Categorie
 ‐ Wall-mounted luminaire

 ‐ Design & features
 ‐ Rectangular profile
 ‐ Powder coated aluminium
 ‐ Available in 574 or 1134 mm long
 ‐ Standard direct and optional indirect light

 ‐ Materials
 ‐ Aluminium extruded profile
 ‐ PMMA diffuser

 ‐ Colors
 ‐ Standard colors: black (RAL 9005 TEX), white (RAL 

9016 TEX) or grey (RAL 9006 TEX)
 ‐ All other colors on request

 ‐ Optics
 ‐ Opal plexi
 ‐ Optional prismatic plexi

 ‐ Light sources
 ‐ CENTERLINE WALL 574:

 ‐ standard: LED 6-11-16-23W/830-840
 ‐ optional indirect light: LED 4-9W/830-840

 ‐ CENTERLINE WALL 1134:
 ‐ standard: LED 13-22-31-46W/830-840
 ‐ optional indirect light: LED 7-14W/830-840

 ‐ Power source
 ‐ Integrated 230V AC driver
 ‐ Fixed driver included
 ‐ Dali optional

 ‐ Extra’s
 ‐ Prismatic plexi

BACK TO WALL-MOUNTED

230V
50Hz
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the lighting company BACK TO OVERVIEW

ONIS DISC
Ø 105

Ø 74

90°350°

Ø65

 ‐ Categorie
 ‐ Recessed luminaire

 ‐ Design & features
 ‐ Round shape
 ‐ Can be tilted 90° and rotated 350°
 ‐ Cut-out of Ø65 mm

 ‐ Materials
 ‐ Die cast aluminium parts
 ‐ Aluminium reflector

 ‐ Colors
 ‐ Standard colors: black (RAL 9005 TEX), white (RAL 

9016 TEX) or grey (RAL 9006 TEX)
 ‐ All other colors on request

 ‐ Optics
 ‐ Aluminium facetted reflector
 ‐ 20° or 40°

 ‐ Light sources
 ‐ LED 5-11W/927-930-940

 ‐ Power source
 ‐ Independent 230V AC driver
 ‐ Driver not included
 ‐ Dali optional
 ‐ 1-10V optional

 ‐ Extra’s
 ‐ Available with leaf or coil springs 
 ‐ Power cable loop through (only for dali)

BACK TO RECESSED
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ONIS SPLIT
Ø 105

Ø 115

60

90°350°

 ‐ Categorie
 ‐ Mounted luminaire

 ‐ Design & features
 ‐ Round spotheads on round housing
 ‐ Can be tilted 90° and rotated 350°

 ‐ Materials
 ‐ Die cast aluminium parts
 ‐ Aluminium reflector

 ‐ Colors
 ‐ Standard colors: black (RAL 9005 TEX), white (RAL 

9016 TEX) or grey (RAL 9006 TEX)
 ‐ All other colors on request

 ‐ Optics
 ‐ Aluminium facetted reflector
 ‐ 20° or 40°

 ‐ Light sources
 ‐ LED 5-11W/927-930-940

 ‐ Power source
 ‐ Integrated 230V AC driver
 ‐ Fixed driver included
 ‐ Dali optional

BACK TO MOUNTED
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VISTA DISC
Ø 32

Ø 74

90°350°

55

Ø65

 ‐ Categorie
 ‐ Recessed luminaire

 ‐ Design & features
 ‐ Cylindrical shape
 ‐ Can be tilted 90°
 ‐ Can be rotated 350°

 ‐ Materials
 ‐ Die cast aluminium parts
 ‐ Aluminium reflector

 ‐ Colors
 ‐ Standard colors: black (RAL 9005 TEX), white (RAL 

9016 TEX) or grey (RAL 9006 TEX)
 ‐ All other colors on request

 ‐ Optics
 ‐ Aluminium facetted reflector of 40°

 ‐ Light sources
 ‐ LED 5W/927-930-940

 ‐ Power source
 ‐ Independent 230V AC driver
 ‐ Driver not included
 ‐ 1-10V optional

BACK TO RECESSED
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VARO FLOW DISC

Ø 96

Ø 118

95°350°

135

DRIVER

Ø105

 ‐ Categorie
 ‐ Recessed luminaire

 ‐ Design & features
 ‐ Cylindrical shape
 ‐ Can be tilted 95°
 ‐ Can be rotated 350°

 ‐ Materials
 ‐ Die cast aluminium parts
 ‐ Aluminium reflector

 ‐ Colors
 ‐ Standard colors: black (RAL 9005 TEX), white (RAL 

9016 TEX) or grey (RAL 9006 TEX)
 ‐ All other colors on request

 ‐ Optics
 ‐ Aluminium facetted reflector
 ‐ 15°, 25°, 40°, 55°

 ‐ Light sources
 ‐ LED 14-39W/927-930-940
 ‐ LED 35W/918-930 Dim-to-Warm
 ‐ LED 19-27W/MEAT-GOLD

 ‐ Power source
 ‐ Integrated 230V AC driver
 ‐ Fixed driver included
 ‐ Dali optional
 ‐ Casambi optional
 ‐ Phasecut optional

 ‐ Extra
 ‐ Honeycomb louver
 ‐ 1 hour anti-panic emergency unit
 ‐ Power cable loop through (only for dali)

BACK TO RECESSED
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VARO FLOW IN

55°

DRIVER

135 Ø 96

Ø 160

95

Ø150

 ‐ Categorie
 ‐ Recessed luminaire

 ‐ Design & features
 ‐ Cylindrical shape
 ‐ Can be tilted 95°
 ‐ Can be rotated 350°

 ‐ Materials
 ‐ Die cast aluminium parts
 ‐ Aluminium reflector

 ‐ Colors
 ‐ Standard colors: black (RAL 9005 TEX), white (RAL 

9016 TEX) or grey (RAL 9006 TEX)
 ‐ All other colors on request

 ‐ Optics
 ‐ Aluminium facetted reflector
 ‐ 15°, 25°, 40°, 55°

 ‐ Light sources
 ‐ LED 14-39W/927-930-940
 ‐ LED 35W/918-930 Dim-to-Warm
 ‐ LED 19-27W/MEAT-GOLD

 ‐ Power source
 ‐ Independent 230V AC driver
 ‐ Fixed driver included
 ‐ Dali optional
 ‐ Casambi optional
 ‐ Phasecut optional

 ‐ Extra
 ‐ Honeycomb louver
 ‐ 1 hour anti-panic emergency unit
 ‐ Power cable loop through (only for dali)

BACK TO RECESSED
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SIROCCO DISC

Ø 115

Ø 118

120°350°

112

max.
170

DRIVER

Ø105

 ‐ Categorie
 ‐ Recessed luminaire

 ‐ Design & features
 ‐ Cylindrical shape
 ‐ Can be tilted 95°
 ‐ Can be rotated 350°

 ‐ Materials
 ‐ Die cast aluminium parts
 ‐ Aluminium reflector

 ‐ Colors
 ‐ Standard colors: black (RAL 9005 TEX), white (RAL 

9016 TEX) or grey (RAL 9006 TEX)
 ‐ All other colors on request

 ‐ Optics
 ‐ Aluminium facetted reflector
 ‐ 15°, 25°, 40°, 55°

 ‐ Light sources
 ‐ LED 14-39W/927-930-940
 ‐ LED 35W/918-930 Dim-to-Warm
 ‐ LED 19-42W/MEAT-GOLD

 ‐ Power source
 ‐ Independent 230V AC driver
 ‐ Fixed driver included
 ‐ Dali optional
 ‐ Casambi optional

 ‐ Extra
 ‐ Honeycomb louver
 ‐ Power cable loop through (only for dali)

BACK TO RECESSED

pending
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TERRA DISC

Ø 80

Ø 118

95°350°

150

max.
180

DRIVER

Ø105

 ‐ Categorie
 ‐ Track mounted projector

 ‐ Design & features
 ‐ Cylindrical shape
 ‐ Mounted on in-track adapter
 ‐ Can be tilted 95°
 ‐ Can be rotated 350°

 ‐ Materials
 ‐ Die cast aluminium parts
 ‐ Aluminium reflector
 ‐ Plastic adapter

 ‐ Colors
 ‐ Standard colors: black (RAL 9005 TEX), white (RAL 

9016 TEX) or grey (RAL 9006 TEX)
 ‐ All other colors on request

 ‐ Optics
 ‐ Aluminium facetted reflector
 ‐ 15°, 25°, 40°, 55°

 ‐ Light sources
 ‐ LED 14-27W/830-840-927-930-940
 ‐ LED 19W/MEAT-GOLD

 ‐ Power source
 ‐ Independent 230V AC driver
 ‐ Fixed driver included
 ‐ Dali optional
 ‐ Casambi optional

 ‐ Extra
 ‐ Power cable loop through (only for dali)

BACK TO RECESSED

pending
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IZARO DISC

350°
120°

102
Ø 58

Ø 74

Ø65

 ‐ Categorie
 ‐ Recessed luminaire

 ‐ Design & features
 ‐ Cylindrical shape
 ‐ Can be tilted 120° and rotated 350°
 ‐ Cut-out of Ø65 mm

 ‐ Materials
 ‐ Die cast aluminium parts
 ‐ Aluminium reflector

 ‐ Colors
 ‐ Standard colors: black (RAL 9005 TEX), white (RAL 

9016 TEX) or grey (RAL 9006 TEX)
 ‐ All other colors on request

 ‐ Optics
 ‐ Aluminium facetted reflector
 ‐ 25° or 40°

 ‐ Light sources
 ‐ LED 6-17W/927-930-940

 ‐ Power source
 ‐ Independent 230V AC driver
 ‐ Driver not included
 ‐ Dali optional
 ‐ 1-10V optional

 ‐ Extra
 ‐ Power cable loop through (only for dali)

BACK TO RECESSED
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WAVE 550
300

Ø 550

230V
50Hz

 ‐ Categorie
 ‐ Mounted luminaire

 ‐ Design & features
 ‐ Decorative lampshade on the outside
 ‐ Planet luminaire on the inside

 ‐ Materials
 ‐ PVC decorative shade covered with cotton fabric
 ‐ Aluminium housing
 ‐ PMMA diffuser

 ‐ Colors
 ‐ All colors on request

 ‐ Optics
 ‐ Opal or micro-prismatic diffuser

 ‐ Light sources
 ‐ LED 27W/830-840

 ‐ Power source
 ‐ Integrated 230V AC driver
 ‐ Fixed driver included
 ‐ Dali optional
 ‐ Casambi optional

BACK TO MOUNTED
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WAVE 750
180

Ø 750

230V
50Hz

 ‐ Categorie
 ‐ Mounted luminaire

 ‐ Design & features
 ‐ Decorative lampshade on the outside
 ‐ Planet luminaire on the inside

 ‐ Materials
 ‐ PVC decorative shade covered with cotton fabric
 ‐ Aluminium housing
 ‐ PMMA diffuser

 ‐ Colors
 ‐ All colors on request

 ‐ Optics
 ‐ Opal or micro-prismatic diffuser

 ‐ Light sources
 ‐ LED 27-34-42-49W/830-840

 ‐ Power source
 ‐ Integrated 230V AC driver
 ‐ Fixed driver included
 ‐ Dali optional

BACK TO MOUNTED
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PLANET UP
300/500/700/900/1100

Ø 300

80

230V
50Hz

 ‐ Categorie
 ‐ Mounted luminaire

 ‐ Design & features
 ‐ Cylindrical shape

 ‐ Materials
 ‐ Aluminium housing
 ‐ PMMA diffuser

 ‐ Colors
 ‐ Standard colors: black (RAL 9005 TEX), white (RAL 

9016 TEX) or grey (RAL 9006 TEX)
 ‐ All other colors on request

 ‐ Optics
 ‐ Opal or micro-prismatic diffuser

 ‐ Light sources
 ‐ PLANET AIR 300:

 ‐ LED 20W/830-840
 ‐ PLANET AIR 500:

 ‐ LED 15-19-23-27W/830-840
 ‐ PLANET AIR 700:

 ‐ LED 27-34-42-49W/830-840
 ‐ PLANET AIR 900: 

 ‐ LED 54-68-83-98W/830-840
 ‐ PLANET AIR 1100: 

 ‐ LED 76-96-117-138W/830-840

 ‐ Power source
 ‐ 230V AC led module
 ‐ Fixed driver included
 ‐ Dali optional

pending

Ø 500

230V
50Hz

110

Ø 700

110

230V
50Hz
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110

230V
50Hz

Ø 1100

110

230V
50Hz

PLANET UP 300

PLANET UP 500
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APOLLO UP 175

Ø 174

230V
50Hz

135

 ‐ Categorie
 ‐ Mounted luminaire

 ‐ Design & features
 ‐ Cylindrical shape
 ‐ Anti-glare facetted reflector or matt reflector
 ‐ Built-in driver
 ‐ Easy installation

 ‐ Materials
 ‐ Aluminium housing
 ‐ Aluminium reflector
 ‐ Aluminium heatsink

 ‐ Colors
 ‐ Standard colors: black (RAL 9005 TEX), white (RAL 

9016 TEX) or grey (RAL 9006 TEX)
 ‐ All other colors on request

 ‐ Optics
 ‐ 55° facetted aluminium reflector with low UGR
 ‐ 60° matt aluminium reflector
 ‐ 80° matt aluminium reflector

 ‐ Light sources
 ‐ LED 14-29W/927-930-940
 ‐ LED 19-27W/MEAT-GOLD

 ‐ Power source
 ‐ Built-in 230V AC driver
 ‐ Fixed driver included
 ‐ Dali optional
 ‐ Casambi optional
 ‐ Phasecut optional

BACK TO MOUNTED
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DION FLEX UP

130130

162

20°350°

 ‐ Categorie
 ‐ Mounted luminaire

 ‐ Design & features
 ‐ Rectangular housing
 ‐ Deeper recessed reflector
 ‐ Can be tilted 20° and rotated 350°

 ‐ Materials
 ‐ Steel housing
 ‐ Die cast aluminium parts
 ‐ Aluminium reflector
 ‐ Alumnium heatsink

 ‐ Colors
 ‐ Standard colors: black (RAL 9005 TEX), white (RAL 

9016 TEX) or grey (RAL 9006 TEX)
 ‐ All other colors on request

 ‐ Optics
 ‐ Aluminium facetted reflector
 ‐ 15°, 25°, 40°, 55°

 ‐ Light sources
 ‐ LED 14-24W/927-930-940
 ‐ LED 19W/MEAT-GOLD

 ‐ Power source
 ‐ Integrated 230V AC driver
 ‐ Fixed driver included
 ‐ Dali optional
 ‐ Phasecut optional

BACK TO MOUNTED
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DION II FLEX UP

270130

162

20°350°

 ‐ Categorie
 ‐ Mounted luminaire

 ‐ Design & features
 ‐ Rectangular housing
 ‐ Deeper recessed reflector
 ‐ 2 flexible light sources
 ‐ Can be tilted 20° and rotated 350°

 ‐ Materials
 ‐ Steel housing
 ‐ Die cast aluminium parts
 ‐ Aluminium reflector
 ‐ Alumnium heatsink

 ‐ Colors
 ‐ Standard colors: black (RAL 9005 TEX), white (RAL 

9016 TEX) or grey (RAL 9006 TEX)
 ‐ All other colors on request

 ‐ Optics
 ‐ Aluminium facetted reflector
 ‐ 15°, 25°, 40°, 55°

 ‐ Light sources
 ‐ LED 14-24W/927-930-940
 ‐ LED 19W/MEAT-GOLD

 ‐ Power source
 ‐ Integrated 230V AC driver
 ‐ Fixed driver included
 ‐ Dali optional
 ‐ Phasecut optional

BACK TO MOUNTED
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ONA (FLEX) SQUARE UP

BACK TO MOUNTED

9595

120

230V
50Hz

9595

120

20°

230V
50Hz

350°

ONA SQUARE UP

ONA FLEX SQUARE UP

 ‐ Categorie
 ‐ Mounted luminaire

 ‐ Design & features
 ‐ Rectangular housing
 ‐ Fixed or tiltable light sources
 ‐ Can be tilted 20°
 ‐ Can be rotated 350°

 ‐ Materials
 ‐ Steel housing
 ‐ Die cast aluminium parts
 ‐ Aluminium reflector
 ‐ Alumnium heatsink

 ‐ Colors
 ‐ Standard colors: black (RAL 9005 TEX), white (RAL 

9016 TEX) or grey (RAL 9006 TEX)
 ‐ All other colors on request

 ‐ Optics
 ‐ Aluminium facetted reflector
 ‐ 20°, 40°

 ‐ Light sources
 ‐ LED 5-11W/927-930-940

 ‐ Power source
 ‐ Integrated 230V AC driver
 ‐ Fixed driver included
 ‐ Dali optional
 ‐ Phasecut optional

 ‐ Extra’s
 ‐ Honeycomb louver
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ONA II (FLEX) SQUARE UP

BACK TO MOUNTED

19095

120

230V
50Hz

19095

120

20°

230V
50Hz

350°

ONA II SQUARE UP

ONA II FLEX SQUARE UP

 ‐ Categorie
 ‐ Mounted luminaire

 ‐ Design & features
 ‐ Rectangular housing
 ‐ Fixed or tiltable light sources
 ‐ Can be tilted 20°
 ‐ Can be rotated 350°

 ‐ Materials
 ‐ Steel housing
 ‐ Die cast aluminium parts
 ‐ Aluminium reflector
 ‐ Alumnium heatsink

 ‐ Colors
 ‐ Standard colors: black (RAL 9005 TEX), white (RAL 

9016 TEX) or grey (RAL 9006 TEX)
 ‐ All other colors on request

 ‐ Optics
 ‐ Aluminium facetted reflector
 ‐ 20°, 40°

 ‐ Light sources
 ‐ LED 5-11W/927-930-940

 ‐ Power source
 ‐ Integrated 230V AC driver
 ‐ Fixed driver included
 ‐ Dali optional
 ‐ Phasecut optional

 ‐ Extra’s
 ‐ Honeycomb louver
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MAGNUM SQUARE UP 85

BACK TO MOUNTED

85

53

85

230V
50Hz

 ‐ Categorie
 ‐ Mounted luminaire

 ‐ Design & features
 ‐ Square housing
 ‐ Mat black or mat metallic louvers

 ‐ Materials
 ‐ Steel housing
 ‐ Plastic Louvers
 ‐ PMMA lenses

 ‐ Colors
 ‐ Standard colors: black (RAL 9005 TEX), white (RAL 

9016 TEX) or grey (RAL 9006 TEX)
 ‐ All other colors on request
 ‐ Standard louver colors: Mat black or mat metallic

 ‐ Optics
 ‐ Mat black or mat metallic louvers
 ‐ Integrated lenses of 65° or 80°

 ‐ Light sources
 ‐ LED 8-14W/830-840-927-930-940

 ‐ Power source
 ‐ Integrated 230V AC driver
 ‐ Fixed driver included
 ‐ Phasecut dimming included

GO TO
PRODUCT FOLDER
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MAGNUM UP 165

BACK TO MOUNTED

164

53

45

230V
50Hz

 ‐ Categorie
 ‐ Mounted luminaire

 ‐ Design & features
 ‐ Rectangular housing
 ‐ Mat black or mat metallic louvers

 ‐ Materials
 ‐ Steel housing
 ‐ Plastic Louvers
 ‐ PMMA lenses

 ‐ Colors
 ‐ Standard colors: black (RAL 9005 TEX), white (RAL 

9016 TEX) or grey (RAL 9006 TEX)
 ‐ All other colors on request
 ‐ Standard louver colors: Mat black or mat metallic

 ‐ Optics
 ‐ Mat black or mat metallic louvers
 ‐ Integrated lenses of 65° or 80°

 ‐ Light sources
 ‐ LED 5-8W/830-840--927-930-940

 ‐ Power source
 ‐ Integrated 230V AC driver
 ‐ Fixed driver included
 ‐ Phasecut dimming included

GO TO
PRODUCT FOLDER
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MAGNUM UP 285

BACK TO MOUNTED

284

53

45

230V
50Hz

 ‐ Categorie
 ‐ Mounted luminaire

 ‐ Design & features
 ‐ Rectangular housing
 ‐ Mat black or mat metallic louvers

 ‐ Materials
 ‐ Steel housing
 ‐ Plastic Louvers
 ‐ PMMA lenses

 ‐ Colors
 ‐ Standard colors: black (RAL 9005 TEX), white (RAL 

9016 TEX) or grey (RAL 9006 TEX)
 ‐ All other colors on request
 ‐ Standard louver colors: Mat black or mat metallic

 ‐ Optics
 ‐ Mat black or mat metallic louvers
 ‐ Integrated lenses of 65° or 80°

 ‐ Light sources
 ‐ LED 6-9-14W/830-840-927-930-940

 ‐ Power source
 ‐ Integrated 230V AC driver
 ‐ Fixed driver included
 ‐ Phasecut dimming included

GO TO
PRODUCT FOLDER
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TUBE UP 200/300/450
200

Ø 105

230V
50Hz

 ‐ Categorie
 ‐ Mounted luminaire

 ‐ Design & features
 ‐ Cylindrical shape

 ‐ Materials
 ‐ Aluminium housing
 ‐ Die cast aluminium parts
 ‐ Aluminium reflector

 ‐ Colors
 ‐ Standard colors: black (RAL 9005 TEX), white (RAL 

9016 TEX) or grey (RAL 9006 TEX)
 ‐ All other colors on request

 ‐ Optics
 ‐ Aluminium facetted reflector
 ‐ 15°, 25°, 40°, 55°

 ‐ Light sources
 ‐ TUBE UP 200:

 ‐ LED 14-29W/927-930-940
 ‐ LED 19W/MEAT-GOLD

 ‐ TUBE UP 300/450:
 ‐ LED 14-39W/927-930-940
 ‐ LED 35W/918-930 Dim-to-Warm
 ‐ LED 19-27W/MEAT-GOLD

 ‐ Power source
 ‐ Integrated 230V AC driver
 ‐ Fixed driver included
 ‐ Dali optional
 ‐ Casambi optional
 ‐ Phasecut optional

BACK TO MOUNTED
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QUBE UP 200/300/450
200

230V
50Hz

105

 ‐ Categorie
 ‐ Mounted luminaire

 ‐ Design & features
 ‐ Square shape

 ‐ Materials
 ‐ Aluminium housing
 ‐ Die cast aluminium parts
 ‐ Aluminium reflector

 ‐ Colors
 ‐ Standard colors: black (RAL 9005 TEX), white (RAL 

9016 TEX) or grey (RAL 9006 TEX)
 ‐ All other colors on request

 ‐ Optics
 ‐ Aluminium facetted reflector
 ‐ 15°, 25°, 40°, 55°

 ‐ Light sources
 ‐ QUBE UP 200:

 ‐ LED 14-29W/927-930-940
 ‐ LED 19W/MEAT-GOLD

 ‐ QUBE UP 300/450:
 ‐ LED 14-39W/927-930-940
 ‐ LED 35W/918-930 Dim-to-Warm
 ‐ LED 19-27W/MEAT-GOLD

 ‐ Power source
 ‐ Integrated 230V AC driver
 ‐ Fixed driver included
 ‐ Dali optional
 ‐ Casambi optional
 ‐ Phasecut optional

BACK TO MOUNTED
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230V
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450
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QUBE UP 200

QUBE UP 300

QUBE UP 450



the lighting company BACK TO OVERVIEW

TUBINI UP 220
220

Ø 65

230V
50Hz

BACK TO MOUNTED

 ‐ Categorie
 ‐ Mounted luminaire

 ‐ Design & features
 ‐ Tubular profile
 ‐ Seamless finish
 ‐ Design gap between ceiling and top of luminaire
 ‐ Easy installation without screws
 ‐ Black reflector ring
 ‐ Powder coated parts

 ‐ Variations
 ‐ Available in 1 length: 220 mm

 ‐ Materials
 ‐ Aluminium housing, heatsink, reflector & reflector ring
 ‐ PMMA protective cover

 ‐ Colors
 ‐ Standard colors: black (RAL 9005 TEX), white (RAL 

9016 TEX) or grey (RAL 9006 TEX)
 ‐ All other colors on request
 ‐ Front ring is always black

 ‐ Optics
 ‐ Aluminium facetted reflector of 20° or 40°

 ‐ Light sources
 ‐ LED 5-11W/927-930-940

 ‐ Power source
 ‐ Built-in 230V AC driver
 ‐ Phasecut, dali, Casambi and Masterconnect are 

optional

 ‐ Optional accessories
 ‐ Honeycomb louver
 ‐ Sandblasted gold or copper reflector ring

GO TO
PRODUCT FOLDER



the lighting company BACK TO OVERVIEW

TUBINI FLEX IN 120

120
Ø 65

DRIVER

30°350°

Ø115

Ø 125

 ‐ Categorie
 ‐ Recessed luminaire

 ‐ Design & features
 ‐ Tubular profile
 ‐ Seamless finish
 ‐ Black reflector ring and inside of ceiling ring
 ‐ Powder coated parts
 ‐ Semi-recessed in ceiling ring
 ‐ Can tilt 30° and rotate 350°

 ‐ Variations
 ‐ Available in 1 length: 120 mm

 ‐ Materials
 ‐ Aluminium housing, heatsink, reflector & reflector ring
 ‐ PMMA protective cover
 ‐ ABS driver housing

 ‐ Colors
 ‐ Standard colors: black (RAL 9005 TEX), white (RAL 

9016 TEX) or grey (RAL 9006 TEX)
 ‐ All other colors on request
 ‐ Front ring is always black

 ‐ Optics
 ‐ Aluminium facetted reflector of 20° or 40°

 ‐ Light sources
 ‐ LED 5-11W/927-930-940

 ‐ Power source
 ‐ Independent 230V AC driver
 ‐ Dali, Casambi & Masterconnect optional

 ‐ Included
 ‐ Luminaire
 ‐ Independent driver

 ‐ Add
 ‐ Nothing, luminaire is complete

 ‐ Optional accessories
 ‐ Honeycomb louver
 ‐ Sandblasted gold or copper housing
 ‐ Sandblasted gold or copper reflector ring

 ‐ Extra
 ‐ Power cable loop through (only for dali)

BACK TO RECESSED

GO TO
PRODUCT FOLDER



the lighting company BACK TO OVERVIEW

TUBINI IN 120

120

Ø 65

DRIVER

Ø50

 ‐ Categorie
 ‐ Mounted luminaire

 ‐ Design & features
 ‐ Tubular profile
 ‐ Seamless finish
 ‐ Black reflector ring
 ‐ Powder coated parts
 ‐ Top part is recessed in ceiling

 ‐ Variations
 ‐ Available in 1 length: 120 mm

 ‐ Materials
 ‐ Aluminium housing, heatsink, reflector & reflector ring
 ‐ PMMA protective cover
 ‐ ABS driver housing

 ‐ Colors
 ‐ Standard colors: black (RAL 9005 TEX), white (RAL 

9016 TEX) or grey (RAL 9006 TEX)
 ‐ All other colors on request
 ‐ Front ring is always black

 ‐ Optics
 ‐ Aluminium facetted reflector of 20° or 40°

 ‐ Light sources
 ‐ LED 5-11W/927-930-940 

 ‐ Power source
 ‐ Independent 230V AC driver
 ‐ Dali, Casambi & Masterconnect optional

 ‐ Included
 ‐ Luminaire
 ‐ Independent driver

 ‐ Add
 ‐ Nothing, luminaire is complete

 ‐ Optional accessories
 ‐ Honeycomb louver
 ‐ Sandblasted gold or copper housing
 ‐ Sandblasted gold or copper reflector ring

 ‐ Extra
 ‐ Power cable loop through (only for dali)

GO TO
PRODUCT FOLDER
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TUBINI FLEX DISC 120

120 Ø 65

DRIVER

60° 350°

Ø65

 ‐ Categorie
 ‐ Mounted luminaire

 ‐ Design & features
 ‐ Tubular profile
 ‐ Seamless finish
 ‐ Black reflector ring
 ‐ Powder coated parts
 ‐ Flexible arm mounted on flat disc
 ‐ Can tilt 90° and rotate 350°

 ‐ Variations
 ‐ Available in 1 length: 120 mm

 ‐ Materials
 ‐ Aluminium housing, heatsink, reflector & reflector ring
 ‐ PMMA protective cover
 ‐ ABS driver housing

 ‐ Colors
 ‐ Standard colors: black (RAL 9005 TEX), white (RAL 

9016 TEX) or grey (RAL 9006 TEX)
 ‐ All other colors on request
 ‐ Front ring is always black

 ‐ Optics
 ‐ Aluminium facetted reflector of 20° or 40°

 ‐ Light sources
 ‐ LED 5-11W/927-930-940 

 ‐ Power source
 ‐ Independent 230V AC driver
 ‐ Dali, Casambi & Masterconnect optional

 ‐ Included
 ‐ Luminaire
 ‐ Independent driver

 ‐ Add
 ‐ Nothing, luminaire is complete

 ‐ Optional accessories
 ‐ Honeycomb louver
 ‐ Sandblasted gold or copper housing
 ‐ Sandblasted gold or copper reflector ring

 ‐ Extra
 ‐ Power cable loop through (only for dali)

GO TO
PRODUCT FOLDER

BACK TO RECESSED
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BRIDGE CARRE UP

300

41

300

230V
50Hz

 ‐ Categorie
 ‐ Mounted downlighter

 ‐ Design & features
 ‐ Square shape

 ‐ Materials
 ‐ Sheet metal parts
 ‐ PMMA lenses

 ‐ Colors
 ‐ Standard colors: black (RAL 9005 TEX), white (RAL 

9016 TEX) or grey (RAL 9006 TEX)
 ‐ All other colors on request

 ‐ Optics
 ‐ Mat lenses: 30°, 90° or 110°
 ‐ Clear lenses: 60°

 ‐ Light sources
 ‐ LED 23-85W/830-840-930-940

 ‐ Power source
 ‐ Integrated 230V AC driver
 ‐ Fixed driver included
 ‐ Dali optional

BACK TO MOUNTED

GO TO
PRODUCT FOLDER
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BRIDGE CARRE DUCT

300

41

300

230V
50Hz

 ‐ Categorie
 ‐ Mounted downlighter

 ‐ Design & features
 ‐ Square shape
 ‐ 2 mounting points for cable ducts
 ‐ wing bolts for mounting are included

 ‐ Materials
 ‐ Sheet metal parts
 ‐ PMMA lenses

 ‐ Colors
 ‐ Standard colors: black (RAL 9005 TEX), white (RAL 

9016 TEX) or grey (RAL 9006 TEX)
 ‐ All other colors on request

 ‐ Optics
 ‐ Mat lenses: 30°, 90° or 110°
 ‐ Clear lenses: 60°

 ‐ Light sources
 ‐ LED 23-85W/830-840-930-940

 ‐ Power source
 ‐ Integrated 230V AC driver
 ‐ Fixed driver included
 ‐ Dali optional

BACK TO MOUNTED

GO TO
PRODUCT FOLDER
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TALGO UP 600/1160

594

64

36

230V
50Hz

 ‐ Categorie
 ‐ Mounted downlighter

 ‐ Design & features
 ‐ Rectangular shape

 ‐ Materials
 ‐ Sheet metal parts
 ‐ PMMA diffuser

 ‐ Colors
 ‐ Standard colors: black (RAL 9005 TEX), white (RAL 

9016 TEX) or grey (RAL 9006 TEX)
 ‐ All other colors on request

 ‐ Optics
 ‐ Opal plexi

 ‐ Light sources
 ‐ LED 16-39W/830-840

 ‐ Power source
 ‐ Integrated 230V AC driver
 ‐ Fixed driver included
 ‐ Dali optional

BACK TO TRACK-MOUNTED

1154

64

36

230V
50Hz

TALGO UP 600

TALGO UP 1160
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VESTA UP 700/1200/1500

 ‐ Categorie
 ‐ Mounted luminaire

 ‐ Design & features
 ‐ Rectagular shape

 ‐ Design & features 
 ‐ IP66 rating
 ‐ IK08 impact resistance
 ‐ Cable loop-through of 3G1,5
 ‐ Easy removable cover for cabling
 ‐ ENEC certification

 ‐ Materials
 ‐ Plastic parts
 ‐ Stainless steel clips and mounting brackets

 ‐ Colors
 ‐ Standard color: white (RAL 9010 TEX)

 ‐ Optics
 ‐ PC diffuser
 ‐ 120° beam angle

 ‐ Light sources
 ‐ VESTA 700:  LED 18W/840
 ‐ VESTA 1200:  LED 36W/840
 ‐ VESTA 1500:  LED 42-55W/840

 ‐ Power source
 ‐ Integrated 230V AC driver
 ‐ Fixed driver included

 ‐ Extra’s
 ‐ Presence detector for Vesta 1200

BACK TO MOUNTED

88

230V
50Hz

670

85

88

230V
50Hz

1220

85

88

230V
50Hz

1520

85

VESTA UP 1200

VESTA UP 1500

VESTA UP 700

GO TO
PRODUCT FOLDER



the lighting company BACK TO OVERVIEW

MODITO UP 600X600

 ‐ Categorie
 ‐ Mounted luminaire

 ‐ Design & features
 ‐ Square shape

 ‐ Materials
 ‐ Aluminium housing
 ‐ PMMA diffuser

 ‐ Colors
 ‐ Standard color: white (RAL 9010 TEX)

 ‐ Optics
 ‐ Opal or micro-prismatic diffuser

 ‐ Light sources
 ‐ LED 33-37W/830-840

 ‐ Power source
 ‐ Integrated 230V AC driver
 ‐ Fixed driver included
 ‐ Dali optional

BACK TO MOUNTED

230V
50Hz

613 613

72



the lighting company BACK TO OVERVIEW

MODITO UP 300X1200

 ‐ Categorie
 ‐ Mounted luminaire

 ‐ Design & features
 ‐ Rectangular shape

 ‐ Materials
 ‐ Aluminium housing
 ‐ PMMA diffuser

 ‐ Colors
 ‐ Standard color: white (RAL 9010 TEX)

 ‐ Optics
 ‐ Micro-prismatic diffuser

 ‐ Light sources
 ‐ LED 33-37W/830-840

 ‐ Power source
 ‐ Integrated 230V AC driver
 ‐ Fixed driver included
 ‐ Dali optional

BACK TO MOUNTED

230V
50Hz

313 1213

72
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L-WAY 230V
50Hz

80

100

L
 ‐ Categorie

 ‐ Recessed profile

 ‐ Design & features
 ‐ Rectangular profile
 ‐ Powder coated aluminium
 ‐ Can be recessed in lowered ceiling

 ‐ Variations
 ‐ Available in many lengths:

1152/1712/2272/2832/3392
3952/4512/5072/5632/... mm 

 ‐ Materials
 ‐ Aluminium extruded profile
 ‐ PMMA diffuser

 ‐ Colors
 ‐ Standard colors: black (RAL 9005 TEX), white (RAL 

9016 TEX) or grey (RAL 9006 TEX)
 ‐ All other colors on request

 ‐ Optics

 ‐ Opal and/or micro-prismatic plexi

 ‐ Light sources
 ‐ L1132mm 13-22-31-46W/830-840-842 CES
 ‐ L1692mm 19-33-47-69W/830-840-842 CES
 ‐ L2252mm 26-44-63-92W/830-840-842 CES 
 ‐ L2812mm 32-55-78-115W/830-840-842 CES
 ‐ L3372mm 39-66-94-137W/830-840-842 CES
 ‐ L3932mm 45-77-110-160W/830-840-842 CES
 ‐ L4492mm 52-88-125-183W/830-840-842 CES

 ‐ Power source
 ‐ Integrated 230V AC drivers
 ‐ Dali optional

BACK TO PROFILES



the lighting company BACK TO OVERVIEW

CENTERLINE UP
230V
50Hz

62

80

L ‐ Categorie
 ‐ Mounted profile

 ‐ Design & features
 ‐ Rectangular profile
 ‐ Powder coated aluminium

 ‐ Variations
 ‐ Available in many lengths:

1134/1694/2254/2814/3374
3943/4494/5054/5614/... mm

 ‐ Materials
 ‐ Aluminium extruded profile
 ‐ PMMA diffuser

 ‐ Colors
 ‐ Standard colors: black (RAL 9005 TEX), white (RAL 

9016 TEX) or grey (RAL 9006 TEX)
 ‐ All other colors on request

 ‐ Optics
 ‐ Opal and/or micro-prismatic plexi

 ‐ Light sources
 ‐ L1132mm 13-22-31-46W/830-840-842 CES
 ‐ L1692mm 19-33-47-69W/830-840-842 CES
 ‐ L2252mm 26-44-63-92W/830-840-842 CES 
 ‐ L2812mm 32-55-78-115W/830-840-842 CES
 ‐ L3372mm 39-66-94-137W/830-840-842 CES
 ‐ L3932mm 45-77-110-160W/830-840-842 CES
 ‐ L4492mm 52-88-125-183W/830-840-842 CES

 ‐ Power source
 ‐ Integrated 230V AC drivers
 ‐ Dali optional
 ‐ Casambi optional

 ‐ Extra’s
 ‐ Integrated1 hour anti-panic or escape route emergency 

unit
 ‐ Integrated daylight and motion sensor

BACK TO PROFILES
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CENTERLINE AIR 230V
50Hz

62

80

L
 ‐ Categorie

 ‐ Suspended profile

 ‐ Design & features
 ‐ Rectangular profile
 ‐ Powder coated aluminium

 ‐ Variations
 ‐ Available in many lengths:

1134/1694/2254/2814/3374
3943/4494/5054/5614/... mm

 ‐ Materials
 ‐ Aluminium extruded profile
 ‐ PMMA diffuser

 ‐ Colors
 ‐ Standard colors: black (RAL 9005 TEX), white (RAL 

9016 TEX) or grey (RAL 9006 TEX)
 ‐ All other colors on request

 ‐ Optics
 ‐ Opal and/or micro-prismatic plexi

 ‐ Light sources
 ‐ L1132mm 13-22-31-46W/830-840-842 CES
 ‐ L1692mm 19-33-47-69W/830-840-842 CES
 ‐ L2252mm 26-44-63-92W/830-840-842 CES 
 ‐ L2812mm 32-55-78-115W/830-840-842 CES
 ‐ L3372mm 39-66-94-137W/830-840-842 CES
 ‐ L3932mm 45-77-110-160W/830-840-842 CES
 ‐ L4492mm 52-88-125-183W/830-840-842 CES

 ‐ Power source
 ‐ Integrated 230V AC drivers
 ‐ Dali optional
 ‐ Casambi optional

 ‐ Extra’s
 ‐ Integrated1 hour anti-panic or escape route emergency 

unit
 ‐ Integrated daylight and motion sensor

BACK TO PROFILES
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CENTERLINE ONIS I/II/III
230V
50Hz

115

Ø105

150

230V
50Hz

115

Ø105

300

230V
50Hz

115

Ø105

450

CENTERLINE ONIS I

CENTERLINE ONIS II

CENTERLINE ONIS III

 ‐ Categorie
 ‐ Suspended profile

 ‐ Design & features
 ‐ Rectangular profile
 ‐ Powder coated aluminium
 ‐ 1, 2 of 3 Vista Spots mounted on profile

 ‐ Variations
 ‐ Available with 1, 2 of 3 Onis spots

 ‐ Materials
 ‐ Aluminium extruded profile
 ‐ Die-cast aluminium spots
 ‐ Aluminium reflectors

 ‐ Colors
 ‐ Standard colors: black (RAL 9005 TEX), white (RAL 

9016 TEX) or grey (RAL 9006 TEX)
 ‐ All other colors on request

 ‐ Optics
 ‐ Aluminim facetted reflector
 ‐ 20° or 40°

 ‐ Light sources
 ‐ LED 5-11W/927-930 per spot

 ‐ Power source
 ‐ Integrated 230V AC drivers
 ‐ Dali optional

BACK TO PROFILES
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CENTERLINE VISTA I/II/III

 ‐ Categorie
 ‐ Suspended profile

 ‐ Design & features
 ‐ Rectangular profile
 ‐ Powder coated aluminium
 ‐ 1, 2 of 3 Vista Spots mounted on profile

 ‐ Variations
 ‐ Available with 1, 2 of 3 Vista spots

 ‐ Materials
 ‐ Aluminium extruded profile
 ‐ Die-cast aluminium spots
 ‐ Aluminium reflectors

 ‐ Colors
 ‐ Standard colors: black (RAL 9005 TEX), white (RAL 

9016 TEX) or grey (RAL 9006 TEX)
 ‐ All other colors on request

 ‐ Optics
 ‐ Aluminim facetted reflector of 40°

 ‐ Light sources
 ‐ LED 5W/927-930 per spot

 ‐ Power source
 ‐ Integrated 230V AC drivers
 ‐ Dali optional

230V
50Hz

55

Ø33

150

230V
50Hz

55

Ø33

250

230V
50Hz

55

Ø33

350

CENTERLINE VISTA I

CENTERLINE VISTA II

CENTERLINE VISTA III

BACK TO PROFILES
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CENTERLINE SPOTS I/II/III 230V
50Hz

80

150

62

230V
50Hz

80

250

62

230V
50Hz

80

350

62

CENTERLINE SPOTS I

CENTERLINE SPOTS II

CENTERLINE SPOTS III

 ‐ Categorie
 ‐ Suspended profile

 ‐ Design & features
 ‐ Powder coated aluminium blind cover
 ‐ 1, 2 of 3 silver reflectors recessed
 ‐ Trimless Design & features

 ‐ Variations
 ‐ Available with 1, 2 of 3 spots

 ‐ Materials
 ‐ Aluminium extruded profile
 ‐ Aluminium reflectors

 ‐ Colors
 ‐ Standard colors: black (RAL 9005 TEX), white (RAL 

9016 TEX) or grey (RAL 9006 TEX)
 ‐ All other colors on request

 ‐ Optics
 ‐ Aluminim facetted reflector
 ‐ 20° or 40°

 ‐ Light sources
 ‐ LED 5W/927-930-940 per spot

 ‐ Power source
 ‐ Integrated 230V AC drivers
 ‐ Dali optional

BACK TO PROFILES
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CENTERLINE TRACK UP

 ‐ Categorie
 ‐ Mounted profile

 ‐ Design & features
 ‐ Rectangular profile
 ‐ Powder coated aluminium
 ‐ Recessed PG-TRACK 3F with optional dali

 ‐ Materials
 ‐ Aluminium extruded profile
 ‐ Aluminium extruded track

 ‐ Colors
 ‐ Standard colors: black (RAL 9005 TEX), white (RAL 

9016 TEX) or grey (RAL 9006 TEX)
 ‐ All other colors on request

 ‐ Power source
 ‐ 230V AC
 ‐ Dali track optional

230V
50Hz

62

80

150

150

BACK TO MODULAR SYSTEMS
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CENTERLINE TRACK AIR

 ‐ Categorie
 ‐ Suspended profile

 ‐ Design & features
 ‐ Rectangular profile
 ‐ Powder coated aluminium
 ‐ Recessed PG-TRACK 3F with optional dali

 ‐ Materials
 ‐ Aluminium extruded profile
 ‐ Aluminium extruded track

 ‐ Colors
 ‐ Standard colors: black (RAL 9005 TEX), white (RAL 

9016 TEX) or grey (RAL 9006 TEX)
 ‐ All other colors on request

 ‐ Power source
 ‐ 230V AC
 ‐ Dali track optional

230V
50Hz

62

80

150

150

BACK TO MODULAR SYSTEMS
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SKYLINE AIR 230V
50Hz

36

96

L
 ‐ Categorie

 ‐ Suspended profile

 ‐ Design & features
 ‐ Rectangular profile
 ‐ Powder coated aluminium

 ‐ Variations
 ‐ Available in many lengths:

1132/1692/2252/2812/3372/
3932/4492/... mm 

 ‐ Materials
 ‐ Aluminium extruded profile
 ‐ PMMA diffuser

 ‐ Colors
 ‐ Standard colors: black (RAL 9005 TEX), white (RAL 

9016 TEX) or grey (RAL 9006 TEX)
 ‐ All other colors on request

 ‐ Optics
 ‐ Opal and micro-prismatic plexi

 ‐ Light sources
 ‐ L1132mm 13-22-31-46W/830-840-842 CES
 ‐ L1692mm 19-33-47-69W/830-840-842 CES
 ‐ L2252mm 26-44-63-92W/830-840-842 CES 
 ‐ L2812mm 32-55-78-115W/830-840-842 CES
 ‐ L3372mm 39-66-94-137W/830-840-842 CES
 ‐ L3932mm 45-77-110-160W/830-840-842 CES
 ‐ L4492mm 52-88-125-183W/830-840-842 CES

 ‐ Power source
 ‐ Integrated 230V AC drivers
 ‐ Dali optional

BACK TO PROFILES
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SKYLINE AIR VISTA I/II/III

 ‐ Categorie
 ‐ Suspended profile

 ‐ Design & features
 ‐ Rectangular profile
 ‐ Powder coated aluminium
 ‐ 1, 2 of 3 Vista Spots mounted on profile

 ‐ Variations
 ‐ Available with 1, 2 of 3 Vista spots

 ‐ Materials
 ‐ Aluminium extruded profile
 ‐ Die-cast aluminium spots
 ‐ Aluminium reflectors

 ‐ Colors
 ‐ Standard colors: black (RAL 9005 TEX), white (RAL 

9016 TEX) or grey (RAL 9006 TEX)
 ‐ All other colors on request

 ‐ Optics
 ‐ Aluminim facetted reflector of 40°

 ‐ Light sources
 ‐ LED 5W/927-930-940 per spot

 ‐ Power source
 ‐ Integrated 230V AC drivers
 ‐ Dali optional

230V
50Hz

Ø32

150

90°350°

55

230V
50Hz

Ø32

250

90°350°

55

230V
50Hz

55
Ø32

350

90°350°

SKYLINE AIR
VISTA I

SKYLINE AIR
VISTA II

SKYLINE AIR
VISTA III

BACK TO PROFILES
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BASELINE UP 24V DC

26

20

X
 ‐ Categorie

 ‐ Mounted profile

 ‐ Design & features
 ‐ Rectangular profile
 ‐ Powder coated or brushed and anodised aluminium
 ‐ Integrated led strip

 ‐ Variations
 ‐ Available in many lengths:

1029/1229/1529/1829/2129/... mm

 ‐ Materials
 ‐ Aluminium extruded profile
 ‐ PMMA diffuser

 ‐ Colors
 ‐ Standard powder coat colors: black (RAL 9005 TEX), 

white (RAL 9016 TEX) or grey (RAL 9006 TEX)
 ‐ Standard anodised colors: brushed gold, brushed 

champagne, brushed black
 ‐ All other colors on request

 ‐ Optics
 ‐ Opal plexi

 ‐ Light sources
 ‐ LED 6-11W/930-940
 ‐ LED 15W/RGB
 ‐ LED 10W/826-860 Tunable White
 ‐ Led strip delivered seperately

 ‐ Power source
 ‐ Independent 24V DC power supply
 ‐ Power supply not included
 ‐ Dali optional
 ‐ Casambi optional

 ‐ Extra’s
 ‐ Integrated on/off sensor
 ‐ Analog remote dimmer

BACK TO PROFILES
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BASELINE AIR 24V DC

26

20

X
 ‐ Categorie

 ‐ Suspended profile

 ‐ Design & features
 ‐ Rectangular profile
 ‐ Powder coated or brushed and anodised aluminium
 ‐ Integrated led strip
 ‐ Pre-assembled

 ‐ Variations
 ‐ Available in any length from 500 up to 3000 mm

 ‐ Materials
 ‐ Aluminium extruded profile
 ‐ PMMA diffuser

 ‐ Colors
 ‐ Standard powder coat colors: black (RAL 9005 TEX), 

white (RAL 9016 TEX) or grey (RAL 9006 TEX)
 ‐ Standard anodised colors: brushed gold, brushed 

champagne, brushed black
 ‐ All other colors on request

 ‐ Optics
 ‐ Opal plexi

 ‐ Light sources
 ‐ LED 6-11W/930-940
 ‐ LED 15W/RGB
 ‐ LED 10W/826-860 Tunable White

 ‐ Power source
 ‐ Independent 24V DC power supply
 ‐ Power supply not included
 ‐ Dali optional
 ‐ Casambi optional

 ‐ Extra’s
 ‐ Integrated on/off sensor
 ‐ Analog remote dimmer

BACK TO PROFILES
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LED PROFILE UP 15
14,4

2000

6,6

PROFILE
 - aluminium profile
 - max. width of led strip: 12 mm
 - 2 meters long
 - black, white or anodised

12,4

22

OPAL SLIDE COVER
 - PMMA diffuser
 - 2 meters long
 - opal diffusion
 - slides into led profile

14,4

7

6,6

END CAP SET
 - ABS end caps
 - 2 pieces per set
 - black, white or silver

BACK TO MODULAR SYSTEMS

 ‐ Categorie
 ‐ Mounted profile

 ‐ Design & features
 ‐ Rectangular profile
 ‐ Black, white or anodised aluminium
 ‐ 2000 mm base and plexi

 ‐ Materials
 ‐ Aluminium extruded aluminium
 ‐ PMMA diffuser

 ‐ Colors
 ‐ Standard colors: black (RAL 9005 TEX), white (RAL 

9016 TEX) or anodised aluminium

 ‐ Colors
 ‐ Standard colors: black (RAL 9005 TEX), white (RAL 

9016 TEX) or grey (RAL 9006 TEX)
 ‐ All other colors on request

 ‐ Optics
 ‐ Opal plexi

 ‐ Light sources
 ‐ LED 8-12W/m/827-830-840
 ‐ LED 6-11W/m/930-940
 ‐ Led strips delivered seperately

 ‐ Power source
 ‐ Independent 24V DC power supply
 ‐ Power supply not included
 ‐ Dali optional
 ‐ Casambi optional

 ‐ Extra’s
 ‐ Mounting brackets

15 22

5,4

MOUNTING BRACKET SET
 - inox mounting brackets
 - 2 pieces per set
 - for easy mounting led profile

GO TO
PRODUCT FOLDER
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LED PROFILE IN 20

28

18,6
l

PROFILE
 - aluminium profile

 - max. width of led strip: 12 mm

 - 2 meters long

 - black, white or anodised

12,4

22

OPAL SLIDE COVER
 - PMMA diffuser

 - 2 meters long

 - opal diffusion

 - slides into led profile

14,4

7

6,6

END CAP SET
 - ABS end caps

 - 2 pieces per set

 - black, white or silver

BACK TO MODULAR SYSTEMS

 ‐ Categorie
 ‐ Recessed profile

 ‐ Design & features
 ‐ Rectangular profile
 ‐ Black, white or anodised aluminium
 ‐ 2000 mm base and plexi

 ‐ Materials
 ‐ Aluminium extruded aluminium
 ‐ PMMA diffuser

 ‐ Colors
 ‐ Standard colors: black (RAL 9005 TEX), white (RAL 

9016 TEX) or anodised aluminium

 ‐ Optics
 ‐ Opal plexi

 ‐ Light sources
 ‐ LED 8-12W/m/827-830-840
 ‐ LED 6-11W/m/930-940
 ‐ Led strips delivered seperately

 ‐ Power source
 ‐ Independent 24V DC power supply
 ‐ Power supply not included
 ‐ Dali optional
 ‐ Casambi optional

 ‐ Extra’s
 ‐ Mounting brackets

15,4

2000

OPAL CLICK COVER
 - PMMA diffuser

 - 2 meters long

 - opal diffusion

 - clicks on led profile

20 25

11

MOUNTING BRACKET SET
 - inox mounting brackets

 - 2 pieces per set

 - for easy mounting led profile

20

25

24,7

DOUBLE INOX SPRING SET
 - inox mounting brackets with springs

 - 2 pieces per set

 - for recessing led profile

GO TO
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LED PROFILE CORNER 18

19,2

2000

5,4

PROFILE
 - aluminium profile

 - max. width of led strip: 12 mm

 - 2 meters long

 - anodised

12,4

22

OPAL SLIDE COVER
 - PMMA diffuser

 - 2 meters long

 - opal diffusion

 - slides into led profile

19

END CAP SET FOR SLIDE COVER 
 - ABS end caps for led profile with a slide cover

 - 2 pieces per set

 - silver

BACK TO MODULAR SYSTEMS

 ‐ Categorie
 ‐ Mounted profile

 ‐ Design & features
 ‐ Triangular profile
 ‐ For corners
 ‐ Anodised aluminium
 ‐ 2000 mm base and plexi

 ‐ Materials
 ‐ Aluminium extruded aluminium
 ‐ PMMA diffuser

 ‐ Colors
 ‐ Standard color: Anodised aluminium

 ‐ Optics
 ‐ Opal plexi

 ‐ Light sources
 ‐ LED 8-12W/m/827-830-840
 ‐ LED 6-11W/m/930-940
 ‐ Led strips delivered seperately

 ‐ Power source
 ‐ Independent 24V DC power supply
 ‐ Power supply not included
 ‐ Dali optional
 ‐ Casambi optional

 ‐ Extra’s
 ‐ Mounting brackets

19,2

2000

10,9

OPAL CLICK COVER
 - PMMA diffuser

 - 2 meters long

 - opal diffusion

 - clicks on led profile

19

END CAP SET FOR CLICK COVER 
 - ABS end caps for led profile with a click cover

 - 2 pieces per set

 - silver

17 24

5

MOUNTING BRACKET SET
 - inox mounting brackets

 - 2 pieces per set

 - for mounting led profile

GO TO
PRODUCT FOLDER
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LIGHT BAR
24V
DC

19

10

200-2500 ‐ Categorie
 ‐ Mounted profile

 ‐ Design & features
 ‐ Rectangular profile
 ‐ Anodised aluminium
 ‐ Fully assembled

 ‐ Variations
 ‐ Available in any length

from 200 up to 2500 mm

 ‐ Materials
 ‐ Aluminium extruded profile
 ‐ PMMA diffuser

 ‐ Colors
 ‐ Standard color: Anodised aluminium

 ‐ Optics
 ‐ Opal plexi

 ‐ Light sources
 ‐ LED 15W/827-830-840-927-930-940

 ‐ Power source
 ‐ Independent 24V DC power supply
 ‐ Power supply not included
 ‐ Dali optional
 ‐ Casambi optional

 ‐ Extra’s
 ‐ Optional loop-through
 ‐ Optional DC connectors
 ‐ Optional extra diffuser

BACK TO PROFILES
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ECOLINE AIR 1750
50

1750
74

230V
50Hz

1750

74

50

125

1750

74

50

END CAP

ECOLINE START

ECOLINE CENTER

ECOLINE END

 ‐ Categorie
 ‐ Suspended modular profile system

 ‐ Design & features
 ‐ Suspended modular profile system
 ‐ Low glare lenses
 ‐ Toolless & fast installation
 ‐ Loop-through cable to next led module is included (2m)
 ‐ Electrical connection between led modules with 

Wieland
 ‐ GST18i5 connectors
 ‐ Fixed drivers set to L1, L2 or L3
 ‐ Pastel blue Wieland connectors for dali systems
 ‐ Black Wieland connectors for fixed systems
 ‐ Female Wieland connector included in ‘Start Led 

Module‘ to connect to mains

 ‐ Materials
 ‐ Steel housing
 ‐ ‐ PMMA lens cover
 ‐ ‐ ABS driver housing

 ‐ Colors
 ‐ Standard colors: black (RAL 9005), white (RAL 9010),
 ‐ grey (RAL 9006)

 ‐ Optics
 ‐ Mat lenses: 30°, 90° or 110°
 ‐ Clear lenses: 60°

 ‐ Light sources
 ‐ LED 26-100W/830-840

 ‐ Power source
 ‐ Integrated 230V AC drivers
 ‐ Dali optional

 ‐ Extra’s
 ‐ I-, L-, or T-coupler
 ‐ ‐ Blind module of 1000, 1500 or 2000 mm
 ‐ ‐ Power cable 5G1,5 2, 4 or 6 meters

BACK TO MODULAR SYSTEMS
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ECOLINE ONE AIR

1750

74

50

230V
50Hz

125

1750

74

50

125

1750

74

50

ECOLINE ONE START

ECOLINE ONE CENTER

ECOLINE ONE END

 ‐ Categorie
 ‐ Suspended modular profile system

 ‐ Design & features
 ‐ Rectangular profile
 ‐ Glossy white (black and grey on demand)

 ‐ Materials
 ‐ Steel sheet metal profile
 ‐ PMMA lenses

 ‐ Colors
 ‐ Standard colors: black (RAL 9005 MAT)

 ‐ Optics
 ‐ Clear lenses
 ‐ 60°, 90° or 110°

 ‐ Light sources
 ‐ LED 35-52-75W/830-840

 ‐ Power source
 ‐ Integrated 230V AC drivers
 ‐ Dali optional

 ‐ Extra’s
 ‐ Optional blind modules of 1 m
 ‐ Optional fix for Eclipso projector

BACK TO MODULAR SYSTEMS



the lighting company BACK TO OVERVIEW

SIROCCO FOR ECOLINE

Ø 115
120°350°

230V
50Hz 

max.
180

 ‐ Categorie
 ‐ Projector for Ecoline

 ‐ Design & features
 ‐ Cylindrical shape
 ‐ Mounted on metal bracket that clicks on to a Ecoline 

profile
 ‐ Can be tilted 95°
 ‐ Can be rotated 350°
 ‐ T-connector and extension cable included

 ‐ Materials
 ‐ Die cast aluminium parts
 ‐ Aluminium reflector
 ‐ Metal mounting bracket

 ‐ Colors
 ‐ Standard colors: black (RAL 9005 TEX), white (RAL 

9016 TEX) or grey (RAL 9006 TEX)
 ‐ All other colors on request

 ‐ Optics
 ‐ Aluminium facetted reflector
 ‐ 15°, 25°, 40°, 55°

 ‐ Light sources
 ‐ LED 14-39W/927-930-940
 ‐ LED 19-27W/MEAT-GOLD

 ‐ Power source
 ‐ Independent 230V AC driver in profile
 ‐ Fixed driver included
 ‐ Casambi optional

 ‐ Extra
 ‐ Honeycomb louver

BACK TO MODULAR SYSTEMS
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EU-TRACK 3F

BACK TO MODULAR SYSTEMS

to be completed
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EU-TRACK 3F DALI

BACK TO MODULAR SYSTEMS

to be completed
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PG-TRACK 3F

END FEED
LEFT DALI

TOP VIEW

L-COUPLER
LEFT DALI

FLEXIBLE
COUPLER

DALI

X-COUPLER
DALI

I-COUPLER 
DALI

TWISTED
T-COUPLER
LEFT1 DALI

STRAIGTH
COUPLER

DALI

END CAP

35,2

35,5
L2
D+
N

L1
D-
L3

181

20

32

SUSPENSION COUPLER CLAMP
 - connects 2 tracks mechani-

cally

 - black, white or grey

35

41

5 m

WIRE SUSPENSION CUP 5M
 - suspension system for every 

ceiling type

 - assembly of track clip, cable 
adjuster, steel wire and metal 
ceiling cup

 - black, white or grey

62

38

18

35

T-PROFILE CLAMP
 - mounting system for ceiling 

sytems with a visible T-profile

 - black, white or grey

35

41

5 m

WIRE SUSPENSION LOOP 5M
 - suspension system for hooks

 - assembly of track clip, cable 
adjuster and steel wire with 
loop

 - black, white or grey

Ø25

52

SUSPENSION HOOK
 - metal hook for suspending 

items to a track

 - black, white or grey

TRACK COVER 3M
 - plastic cover to hide the 

inside of a track

 - black or white

103

58,5

53,5

SCHUKO ADAPTER
 - power outlet for track

 - 6A fuse included

 - black or white

35

41

5 m

WIRE SUSPENSION STEEL DECK 5M
 - suspension system for steel 

decks

 - assembly of track clip, cable 
adjuster and steel wire with 
metal tab

 - black, white or grey

35,2

35,5
L2
D+
N

L1
D-
L3

EU-TRACK 3F TRACK
 - mounted or suspended

 - 3-phase

 - dali 

 - max. load 30 kg/m

 - 1,2 or 3 meters

 - black, white or grey

BACK TO MODULAR SYSTEMS

continue
on next page
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101

101

L-COUPLER RIGHT
 - electrical connection in a 90° 

angle

 - right polarisation

 - optional power feed

 - black, white or grey

101

101

L-COUPLER LEFT
 - electrical connection in a 90° 

angle

 - left polarisation

 - optional power feed

 - black, white or grey

203

119

T-COUPLER LEFT1

203

119

T-COUPLER LEFT2
 - electrical connection for 3 

tracks in a T-configuration

 - left polarisation

 - optional power feed

 - black, white or grey

 - electrical connection for 3 
tracks in a T-configuration

 - left polarisation

 - optional power feed

 - black, white or grey

203

119

T-COUPLER RIGHT1
 - electrical connection for 3 

tracks in a T-configuration

 - right polarisation

 - optional power feed

 - black, white or grey

139

35

END FEED LEFT
 - power connection to profile

 - left polarisation

 - black, white or grey

139

35

END FEED RIGHT
 - power connection to profile

 - right polarisation

 - black, white or grey

106

19

STRAIGHT COUPLER
 - electrical connection be-

tween 2 profiles

 - black, white or grey

203

35

I-COUPLER
 - electrical connection be-

tween 2 profiles

 - optional power feed

 - black, white or grey

285

35

FLEXIBLE COUPLER
 - electrical connection be-

tween 2 profiles

 - adjustable angle of 180°

 - black, white or grey

31

35

END CAP
 - to cover the end of a track

 - black, white or grey

203

119

T-COUPLER RIGHT2
 - electrical connection for 3 

tracks in a T-configuration

 - right polarisation

 - optional power feed

 - black, white or grey

203

203

X-COUPLER
 - electrical connection for 4 

tracks in an X-configuration

 - optional power feed

 - black, white or grey

BACK TO MODULAR SYSTEMS
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PG-TRACK 3F DALI

END FEED
LEFT DALI

TOP VIEW

L-COUPLER
LEFT DALI

FLEXIBLE
COUPLER

DALI

X-COUPLER
DALI

I-COUPLER 
DALI

TWISTED
T-COUPLER
LEFT1 DALI

STRAIGTH
COUPLER

DALI

END CAP

35,2

35,5
L2
D+
N

L1
D-
L3

181

20

32

SUSPENSION COUPLER CLAMP
 - connects 2 tracks mechani-

cally

 - black, white or grey

35

41

5 m

WIRE SUSPENSION CUP 5M
 - suspension system for every 

ceiling type

 - assembly of track clip, cable 
adjuster, steel wire and metal 
ceiling cup

 - black, white or grey

62

38

18

35

T-PROFILE CLAMP
 - mounting system for ceiling 

sytems with a visible T-profile

 - black, white or grey

35

41

5 m

WIRE SUSPENSION LOOP 5M
 - suspension system for hooks

 - assembly of track clip, cable 
adjuster and steel wire with 
loop

 - black, white or grey

Ø25

52

SUSPENSION HOOK
 - metal hook for suspending 

items to a track

 - black, white or grey

TRACK COVER 3M
 - plastic cover to hide the 

inside of a track

 - black or white

103

58,5

53,5

SCHUKO ADAPTER
 - power outlet for track

 - 6A fuse included

 - black or white

35

41

5 m

WIRE SUSPENSION STEEL DECK 5M
 - suspension system for steel 

decks

 - assembly of track clip, cable 
adjuster and steel wire with 
metal tab

 - black, white or grey

35,2

35,5
L2
D+
N

L1
D-
L3

PG-TRACK 3F DALI TRACK
 - mounted or suspended

 - 3-phase

 - dali 

 - max. load 30 kg/m

 - 1,2 or 3 meters

 - black, white or grey

BACK TO MODULAR SYSTEMS
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101

101

L-COUPLER RIGHT
 - electrical connection in a 90° 

angle

 - right polarisation

 - optional power feed

 - black, white or grey

101

101

L-COUPLER LEFT
 - electrical connection in a 90° 

angle

 - left polarisation

 - optional power feed

 - black, white or grey

203

119

T-COUPLER LEFT1

203

119

T-COUPLER LEFT2
 - electrical connection for 3 

tracks in a T-configuration

 - left polarisation

 - optional power feed

 - black, white or grey

 - electrical connection for 3 
tracks in a T-configuration

 - left polarisation

 - optional power feed

 - black, white or grey

203

119

T-COUPLER RIGHT1
 - electrical connection for 3 

tracks in a T-configuration

 - right polarisation

 - optional power feed

 - black, white or grey

139

35

END FEED LEFT
 - power connection to profile

 - left polarisation

 - black, white or grey

139

35

END FEED RIGHT
 - power connection to profile

 - right polarisation

 - black, white or grey

106

19

STRAIGHT COUPLER
 - electrical connection be-

tween 2 profiles

 - black, white or grey

203

35

I-COUPLER
 - electrical connection be-

tween 2 profiles

 - optional power feed

 - black, white or grey

285

35

FLEXIBLE COUPLER
 - electrical connection be-

tween 2 profiles

 - adjustable angle of 180°

 - black, white or grey

31

35

END CAP
 - to cover the end of a track

 - black, white or grey

203

119

T-COUPLER RIGHT2
 - electrical connection for 3 

tracks in a T-configuration

 - right polarisation

 - optional power feed

 - black, white or grey

203

203

X-COUPLER
 - electrical connection for 4 

tracks in an X-configuration

 - optional power feed

 - black, white or grey

BACK TO MODULAR SYSTEMS
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LVS-TRACK

END CAP W HOLE
+ END FEED LEFT

L-COUPLER OUTSIDE
+L-COUPLER COVER

STRAIGHT ELECTRICAL COUPLER
+ STRAIGHT MECHANICAL COUPLER

END CAP

TOP VIEW

48V
DC

27

26

48V
DC

27

26

LVS-TRACK 48V TRACK
 - mounted or suspended

 - 48V DC

 - integrated databus

 - 1,2 or 3 meters

 - black or white

26

29

2

LVS-TRACK END CAP WITH HOLE FOR CABLE ENTRY
 - end cap with a hole for guid-

ing the power cable to the 
end feed

 - black or white

26

29

2

LVS-TRACK END CAP
 - end cap without hole

 - black or white

16

18

105

LVS-TRACK STRAIGHT ELECTRICAL COUPLER
 - electrical connection be-

tween 2 profiles

 - black or white

16

18

112

LVS-TRACK END FEED LEFT
 - power connection to profile

 - left polarisation

 - black or white

105

18

105

LVS-TRACK L-COUPLER INSIDE
 - electrical connection in a 90° 

angle

 - polarisation on inside

 - black or white

LVS-TRACK L-COUPLER OUTSIDE
 - electrical connection in a 90° 

angle

 - polarisation on outside

 - black or white

40

29

40

LVS-TRACK L-COUPLER COVER
 - mechanical connection for 2 

profiles in an angle of 90°

 - houses the L-couper (not 
included)

 - black or white

16

18

112

LVS-TRACK END FEED RIGHT
 - power connection to profile

 - right polarisation

 - black or white

continue
on next page

BACK TO MODULAR SYSTEMS
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18
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 - on-track bridge

 - powered by 48V DC signal of the track

 - connects to the dali signal of the track

 - makes the dali signal controllable via a Casambi interface

 - control up to 64 lamps or 8 independent groups

57 29

Ø5,2

 - clamp to easily mount a pro-
file to the ceiling

 - twist-and-lock system

 - black or white

LVS-TRACK CEILING CLAMP

40

47

26

LVS-TRACK WIRE SUSPENSION CUP
 - suspension system for hooks

 - assembly of track clip, cable 
adjuster and steel wire with 
cup

 - always alu bracket and 
chrome cable adjusters

 - available in 2, 4 or 6 meters

BACK TO MODULAR SYSTEMS

80 23

LVS-TRACK STRAIGHT MECHANICAL COUPLER
 - connects 2 profiles mechan-

ically

 - always alu color

 - not visible after installation

 - power supply for DIN rails

 - 48V

 - maximum load 100W 

LVS-TRACK 48V DC POWER SUPPLY 100W FOR DIN RAIL

LVS-TRACK 48V DC POWER SUPPLY 240W FOR DIN RAIL
 - power supply for DIN rails

 - 48V

 - maximum load 240W 

LVS-TRACK 48V DC POWER SUPPLY 150W INDEPENDENT
 - independent power supply

 - 48V

 - maximum load 150W 

ON-TRACK BRIDGE 48V CASAMBI/DALI BLACK

INDEPENDENT BRIDGE 48V CASAMBI/DALI BLACK
 - independent bridge

 - powered by 48V DC

 - connects to the dali signal of a track

 - makes the dali signal controllable via a Casambi interface

 - control up to 4 lamps or 4 groups
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MODITO SCG 600X600
MODITO SCG 625X625

 ‐ Categorie
 ‐ Recessed luminaire
 ‐ Luminaire for ceiling systems
 ‐ Built for tile ceilings

 ‐ Design & features
 ‐ Square shape
 ‐ German dimensions also available

 ‐ Materials
 ‐ Aluminium housing
 ‐ PMMA diffuser

 ‐ Colors
 ‐ Standard color: white (RAL 9010)

 ‐ Optics
 ‐ Micro-prismatic diffuser

 ‐ Light sources
 ‐ LED 33-37W/830-840

 ‐ Power source
 ‐ Independent 230V AC driver 
 ‐ Fixed driver included
 ‐ Dali optional

BACK TO CEILING SYSTEMS

595 595

13

T24 A-TYPE

DRIVER

620 620

13

T24 A-TYPE

DRIVER

MODITO SCG 600X600 T24 A-TYPE

MODITO SCG 625X625 T24 A-TYPE

A-type T24 tile ceiling 595 595
D-type T24 tile ceiling 595 595
X-type T24 tile ceiling 595 595
A-type T15 tile ceiling 595 595

AVAILABLE FOR A B
A-type T24 tile ceiling 620 620
A-type T15 tile ceiling 620 620

GO TO
PRODUCT FOLDER
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MODITO SCG 300X1200

 ‐ Categorie
 ‐ Recessed luminaire
 ‐ Luminaire for ceiling systems
 ‐ Built for tile ceilings

 ‐ Design & features
 ‐ Rectangular shape

 ‐ Materials
 ‐ Aluminium housing
 ‐ PMMA diffuser

 ‐ Colors
 ‐ Standard color: white (RAL 9010)

 ‐ Optics
 ‐ Micro-prismatic diffuser

 ‐ Light sources
 ‐ LED 33-37W/830-840

 ‐ Power source
 ‐ Independent 230V AC driver 
 ‐ Fixed driver included
 ‐ Dali optional

BACK TO CEILING SYSTEMS

295
1195

13

T24 A-TYPE

DRIVER

AVAILABLE FOR A B
A-type T24 tile ceiling 295 1195
A-type T15 tile ceiling 295 1195

GO TO
PRODUCT FOLDER
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BLIP 2X280 SCG 600X600
230V
50Hz

595

37

595 ‐ Categorie
 ‐ Luminaires for ceiling grid systems

 ‐ Design & features
 ‐ Square panel
 ‐ Integrated led rows with lenses
 ‐ German dimensions on request

 ‐ Materials
 ‐ Sheet metal
 ‐ PMMA lenses

 ‐ Colors
 ‐ Standard colors: black (RAL 9005 TEX), white (RAL 

9016 TEX) or grey (RAL 9006 TEX)
 ‐ All other colors on request

 ‐ Optics
 ‐ Mat lenses: 30°, 90° or 110°
 ‐ Clear lenses: 60°

 ‐ Variations
 ‐ Available for

 ‐ T15 & T24 A-type ceilings
 ‐ T24 D-type ceilings
 ‐ T24 X-type ceilings
 ‐ T15 E-Type ceilings
 ‐ T24 E-Type ceilings

 ‐ Light sources
 ‐ LED 12-17-20W/830-840

 ‐ Power source
 ‐ Integrated 230V AC driver
 ‐ Fixed driver included
 ‐ Dali optional

 ‐ Extra
 ‐ Also available for German market

BACK TO CEILING SYSTEMS

AVAILABLE FOR A B
A-type T15 & T24 tile ceiling 595 595
D-type T24 tile ceiling 599 599
X-type T24 tile ceiling 599 599
E-type T15 tile ceiling 585 585
E-type T24 tile ceiling 576 576

GO TO
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BLIP 3X280 SCG 600X600

 ‐ Categorie
 ‐ Luminaires for ceiling grid systems

 ‐ Design & features
 ‐ Square panel
 ‐ Integrated led rows with lenses
 ‐ German dimensions on request

 ‐ Materials
 ‐ Sheet metal
 ‐ PMMA lenses

 ‐ Colors
 ‐ Standard colors: black (RAL 9005 TEX), white (RAL 

9016 TEX) or grey (RAL 9006 TEX)
 ‐ All other colors on request

 ‐ Optics
 ‐ Mat lenses: 30°, 90° or 110°
 ‐ Clear lenses: 60°

 ‐ Variations
 ‐ Available for

 ‐ T15 & T24 A-type ceilings
 ‐ T24 D-type ceilings
 ‐ T24 X-type ceilings
 ‐ T15 E-Type ceilings
 ‐ T24 E-Type ceilings

 ‐ Light sources
 ‐ LED 16-23-31W/830-840

 ‐ Power source
 ‐ Integrated 230V AC driver
 ‐ Fixed driver included
 ‐ Dali optional

 ‐ Extra
 ‐ Also available for German market

BACK TO CEILING SYSTEMS

AVAILABLE FOR A B
A-type T15 & T24 tile ceiling 595 595
D-type T24 tile ceiling 599 599
X-type T24 tile ceiling 599 599
E-type T15 tile ceiling 585 585
E-type T24 tile ceiling 576 576

GO TO
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DONNA 3X280 SCG 600X600

 ‐ Categorie
 ‐ Luminaires for ceiling grid systems

 ‐ Design & features
 ‐ Square panel
 ‐ Integrated led rows with mat black louvers
 ‐ Light control with built-in lenses
 ‐ German dimensions on request

 ‐ Materials
 ‐ Sheet metal
 ‐ PMMA lenses
 ‐ ABS louvers

 ‐ Colors
 ‐ Standard colors: black (RAL 9005 TEX), white (RAL 

9016 TEX) or grey (RAL 9006 TEX)
 ‐ All other colors on request
 ‐ Standard louver colors: Mat black or mat metallic

 ‐ Optics
 ‐ Mat black or mat metallic louvers
 ‐ Integrated lenses of 65° or 80°

 ‐ Variations
 ‐ Available for

 ‐ T15 & T24 A-type ceilings
 ‐ T24 D-type ceilings
 ‐ T24 X-type ceilings
 ‐ T15 E-Type ceilings
 ‐ T24 E-Type ceilings

 ‐ Light sources
 ‐ LED 15-31W/830-840

 ‐ Power source
 ‐ Integrated 230V AC driver
 ‐ Fixed driver included
 ‐ Dali optional

 ‐ Extra
 ‐ Also available for German market
 ‐ Power cable loop through (only for dali)

BACK TO CEILING SYSTEMS
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DONNA 4X280 S SCG 600X600

 ‐ Categorie
 ‐ Luminaires for ceiling grid systems

 ‐ Design & features
 ‐ Square panel
 ‐ Integrated led rows with mat black louvers
 ‐ Light control with built-in lenses
 ‐ German dimensions on request

 ‐ Materials
 ‐ Sheet metal
 ‐ PMMA lenses
 ‐ ABS louvers

 ‐ Colors
 ‐ Standard colors: black (RAL 9005 TEX), white (RAL 

9016 TEX) or grey (RAL 9006 TEX)
 ‐ All other colors on request
 ‐ Standard louver colors: Mat black or mat metallic

 ‐ Optics
 ‐ Mat black or mat metallic louvers
 ‐ Integrated lenses of 65° or 80°

 ‐ Variations
 ‐ Available for

 ‐ T15 & T24 A-type ceilings
 ‐ T24 D-type ceilings
 ‐ T24 X-type ceilings
 ‐ T15 E-Type ceilings
 ‐ T24 E-Type ceilings 

 ‐ Light sources
 ‐ LED 15-46W/830-840

 ‐ Power source
 ‐ Integrated 230V AC driver
 ‐ Fixed driver included
 ‐ Dali optional

 ‐ Extra
 ‐ Also available for German market
 ‐ Power cable loop through (only for dali)

BACK TO CEILING SYSTEMS

GO TO
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A

33

B

592

DRIVER

A

33

B

872

DRIVER

A

33

B

1152

DRIVER

BLIP 590 SCG 200X1200
BLIP 590 SCG 300X1200

BLIP 870 SCG 200X1200
BLIP 870 SCG 300X1200

BLIP 1150 SCG 200X1200
BLIP 1150 SCG 300X1200

BLIP 590/870/1150 SCG

 ‐ Categorie
 ‐ Luminaires for ceiling grid systems

 ‐ Design & features
 ‐ Metal plate with built-in Blip luminaire
 ‐ German dimensions on request

 ‐ Variations
 ‐ Integrated luminaire available in 3 lengths:

 592, 872 & 1152 mm
 ‐ Available in 2 widths: 200 & 300 mm
 ‐ Available for A-Type T15 & T24 grid ceiling systems

 ‐ Materials
 ‐ Sheet metal
 ‐ PMMA lenses

 ‐ Colors
 ‐ Standard colors: black (RAL 9005 TEX), white (RAL 

9016 TEX) or grey (RAL 9006 TEX)
 ‐ All other colors on request

 ‐ Optics
 ‐ Mat lenses: 30°, 90° or 110°
 ‐ Clear lenses: 60°

 ‐ Light sources
 ‐ BLIP 590 SCG: LED 12-17-20W/830-840
 ‐ BLIP 870 SCG: LED 16-23-31W/830-840
 ‐ BLIP 1150 SCG: LED 23-30-35W/830-840

 ‐ Power source
 ‐ Integrated 230V AC driver
 ‐ Fixed driver included
 ‐ Dali optional

 ‐ Extra’s
 ‐ Snap-in Wieland male + 1,5m cable female 
 ‐ 1,5m cable with Wieland male
 ‐ 1,5m cable with Wieland male + female
 ‐ Also available for German market

BACK TO CEILING SYSTEMS

AVAILABLE FOR A B
A-type T15 & T24 tile ceiling 195 1195
A-type T15 & T24 tile ceiling 295 1195

AVAILABLE FOR A B
A-type T15 & T24 tile ceiling 195 1195
A-type T15 & T24 tile ceiling 295 1195

AVAILABLE FOR A B
A-type T15 & T24 tile ceiling 195 1195
A-type T15 & T24 tile ceiling 295 1195

GO TO
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TESSO 590/870/1150 SCG

A

90

B

580

DRIVER

 ‐ Categorie
 ‐ Luminaires for ceiling grid systems

 ‐ Design & features
 ‐ Metal plate with built-in Tesso luminaire
 ‐ German dimensions on request

 ‐ Variations
 ‐ Integrated luminaire available in 3 lengths:

 588 (II), 868 (III) & 1148 mm (IV)
 ‐ Available in 2 widths: 200 & 300 mm
 ‐ Available for A-Type T15 & T24 grid ceiling systems

 ‐ Materials
 ‐ Sheet metal
 ‐ PMMA diffusor

 ‐ Colors
 ‐ Standard colors: black (RAL 9005 TEX), white (RAL 

9016 TEX) or grey (RAL 9006 TEX)
 ‐ All other colors on request

 ‐ Optics
 ‐ Opal and/or prismatic plexi

 ‐ Light sources
 ‐ TESSO 590 SCG: LED 15-21-29W/830-840
 ‐ TESSO 870 SCG: LED 24-33-43W/830-840
 ‐ TESSO 1150 SCG: LED 32-42-55W/830-840

 ‐ Power source
 ‐ Integrated 230V AC driver
 ‐ Fixed driver included
 ‐ Dali optional

 ‐ Extra’s
 ‐ Snap-in Wieland male + 1,5m cable female 
 ‐ 1,5m cable with Wieland male
 ‐ 1,5m cable with Wieland male + female
 ‐ Also available for German market

A

90

B

590

DRIVER

A

90

B

1148

DRIVER

TESSO 590 SCG 200X1200
TESSO 590 SCG 300X1200

TESSO 870 SCG 200X1200
TESSO 870 SCG 300X1200

TESSO 1150 SCG 200X1200
TESSO 1150 SCG 300X1200

BACK TO CEILING SYSTEMS

AVAILABLE FOR A B
A-type T15 & T24 tile ceiling 195 1195
A-type T15 & T24 tile ceiling 295 1195

AVAILABLE FOR A B
A-type T15 & T24 tile ceiling 195 1195
A-type T15 & T24 tile ceiling 295 1195

AVAILABLE FOR A B
A-type T15 & T24 tile ceiling 195 1195
A-type T15 & T24 tile ceiling 295 1195

GO TO
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DONNA 570/850/1130 SCG

A

62

B

560

DRIVER

 ‐ Categorie
 ‐ Luminaires for ceiling grid systems

 ‐ Design & features
 ‐ Metal plate with built-in Donna luminaire
 ‐ No visible edge, trimless
 ‐ German dimensions on request

 ‐ Variations
 ‐ Integrated luminaire available in 3 lengths:

 560 (II), 840 (III) & 1120 mm (IV)
 ‐ Available in 2 widths: 200 & 300 mm
 ‐ Available for A-Type T15 & T24 grid ceiling systems

 ‐ Materials
 ‐ Sheet metal
 ‐ PMMA diffusor

 ‐ Colors
 ‐ Standard colors: black (RAL 9005 TEX), white (RAL 

9016 TEX) or grey (RAL 9006 TEX)
 ‐ All other colors on request
 ‐ Standard louver colors: Mat black or mat metallic

 ‐ Optics
 ‐ Mat black or mat metallic louvers
 ‐ Integrated lenses of 65° or 80°

 ‐ Light sources
 ‐ DONNA 570 SCG: LED 15-27W/830-840-930-940
 ‐ DONNA 850 SCG: LED 15-31W/830-840-930-940
 ‐ DONNA 1130 SCG: LED 15-46W/830-840-930-

940

 ‐ Power source
 ‐ Integrated 230V AC driver
 ‐ Fixed driver included
 ‐ Dali optional

 ‐ Extra’s
 ‐ Snap-in Wieland male + 1,5m cable female 
 ‐ 1,5m cable with Wieland male
 ‐ 1,5m cable with Wieland male + female
 ‐ Also available for German market
 ‐ Power cable loop through (only for dali)

A

62

B

840

DRIVER

A

62

B

1120

DRIVER

DONNA 570 SCG 200X1200
DONNA 570 SCG 300X1200

DONNA 850 SCG 200X1200
DONNA 850 SCG 300X1200

DONNA 1130 SCG 200X1200
DONNA 1130 SCG 300X1200

BACK TO CEILING SYSTEMS

AVAILABLE FOR A B
A-type T15 & T24 tile ceiling 195 1195
A-type T15 & T24 tile ceiling 295 1195

AVAILABLE FOR A B
A-type T15 & T24 tile ceiling 195 1195
A-type T15 & T24 tile ceiling 295 1195

AVAILABLE FOR A B
A-type T15 & T24 tile ceiling 195 1195
A-type T15 & T24 tile ceiling 295 1195
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BELLO 570/850/1130 SCG 
200X1200/300X1200

A

82

B

560

DRIVER

 ‐ Categorie
 ‐ Luminaires for ceiling grid systems

 ‐ Design & features
 ‐ Metal plate with built-in Bello luminaire
 ‐ No visible edge, trimless
 ‐ German dimensions on request

 ‐ Variations
 ‐ Integrated luminaire available in 3 lengths:

 560 (II), 840 (III) & 1120 mm (IV)
 ‐ Available in 2 widths: 200 & 300 mm
 ‐ Available for A-Type T15 & T24 grid ceiling systems

 ‐ Materials
 ‐ Sheet metal
 ‐ PMMA diffusor

 ‐ Colors
 ‐ Standard colors: black (RAL 9005 TEX), white (RAL 

9016 TEX) or grey (RAL 9006 TEX)
 ‐ All other colors on request

 ‐ Light sources
 ‐ BELLO 570 SCG: LED 9-26W/830-840
 ‐ BELLO 850 SCG: LED 13-39W/830-840
 ‐ BELLO 11300 SCG: LED 18-52W/830-840

 ‐ Optics
 ‐ Opal diffusor
 ‐ Micro-prismatic optics with integrated opal diffusor

UGR<19 for:
 ‐ BELLO 570 SCG: LED 9W/830-840
 ‐ BELLO 850 SCG: LED 13W/830-840
 ‐ BELLO 11300 SCG: LED 18W/830-840

 ‐ Power source
 ‐ Integrated 230V AC driver
 ‐ Fixed driver included
 ‐ Dali optional

 ‐ Extra’s
 ‐ Snap-in Wieland male + 1,5m cable female 
 ‐ 1,5m cable with Wieland male
 ‐ 1,5m cable with Wieland male + female
 ‐ Also available for German market

295

82

1195

840

DRIVER

295

82

1195

1120

DRIVER

BELLO 570 SCG 200X1200
BELLO 570 SCG 300X1200

BELLO 850 SCG 200X1200
BELLO 850 SCG 300X1200

BELLO 1130 SCG 200X1200
BELLO 1130 SCG 300X1200
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AVAILABLE FOR A B
A-type T15 & T24 tile ceiling 195 1195
A-type T15 & T24 tile ceiling 295 1195

AVAILABLE FOR A B
A-type T15 & T24 tile ceiling 195 1195
A-type T15 & T24 tile ceiling 295 1195

AVAILABLE FOR A B
A-type T15 & T24 tile ceiling 195 1195
A-type T15 & T24 tile ceiling 295 1195
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LED PANEL
MOUNTING FRAME

599 599

10

T24 D-TYPE

 ‐ Categorie
 ‐ Luminaires for ceiling grid systems

 ‐ Design & features & features
 ‐ Powder coated frame
 ‐ Compatible with most led panels
 ‐ Quick and easy installation
 ‐ Led panel not included

 ‐ Variations
 ‐ Available for D- & X-type T24 ceilings

 ‐ Materials
 ‐ Sheet metal

 ‐ Colors
 ‐ Standard colors: black (RAL 9005 TEX), white (RAL 

9016 TEX) or grey (RAL 9006 TEX)
 ‐ All other colors on request

599 599

8

T24 X-TYPE

LED PANEL MOUNTING FRAME SCG 
600X600 T24 D-TYPE

LED PANEL MOUNTING FRAME
600X600 T24 E-TYPE

BACK TO CEILING SYSTEMS
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CENTERLINE AIR + FIX CAJ

BACK TO CEILING SYSTEMS

 ‐ Design & features & features
 ‐ Suspended luminaire
 ‐ Rectangular profile
 ‐ Powder coated aluminium
 ‐ Suspended to T24 profile with caddy clip (FIX CAJ)
 ‐ Mounting clips can be placed anywhere on the ceiling

 ‐ Variations
 ‐ Available in many lengths: 1134/1694/2254/2814

/33743943/4494/5054/5614/... mm 

 ‐ Materials
 ‐ Aluminium extruded profile
 ‐ PMMA diffuser

 ‐ Colors
 ‐ Standard colors: black (RAL 9005 TEX), white (RAL 

9016 TEX) or grey (RAL 9006 TEX)
 ‐ All other colors on request

 ‐ Optics
 ‐ Opal and/or micro-prismatic plexi

 ‐ Power source
 ‐ Integrated 230V AC drivers
 ‐ Dali optional
 ‐ Casambi optional

 ‐ Extra’s
 ‐ Integrated1 hour anti-panic or escape route emergency 

unit
 ‐ Integrated daylight and motion sensor

230V
50Hz

62

80

L
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CENTERLINE UP T24 230V
50Hz

62

80

L
 ‐ Design & features & features

 ‐ Mounted luminaire
 ‐ Rectangular profile
 ‐ Powder coated aluminium
 ‐ Mounted to T24 profile with caddy clip
 ‐ Mounting clips can be placed anywhere on the ceiling

 ‐ Variations
 ‐ Available in many lengths: 1134/1694/2254/2814

/33743943/4494/5054/5614/... mm 

 ‐ Materials
 ‐ Aluminium extruded profile
 ‐ PMMA diffuser

 ‐ Colors
 ‐ Standard colors: black (RAL 9005 TEX), white (RAL 

9016 TEX) or grey (RAL 9006 TEX)
 ‐ All other colors on request

 ‐ Optics
 ‐ Opal and/or micro-prismatic plexi

 ‐ Power source
 ‐ Integrated 230V AC drivers
 ‐ Dali optional
 ‐ Casambi optional

 ‐ Light source
 ‐ L1132mm 13-22-31-46W/830-840-842 CES
 ‐ L1692mm 19-33-47-69W/830-840-842 CES
 ‐ L2252mm 26-44-63-92W/830-840-842 CES 
 ‐ L2812mm 32-55-78-115W/830-840-842 CES
 ‐ L3372mm 39-66-94-137W/830-840-842 CES
 ‐ L3932mm 45-77-110-160W/830-840-842 CES
 ‐ L4492mm 52-88-125-183W/830-840-842 CES

 ‐ Extra’s
 ‐ Integrated1 hour anti-panic or escape route emergency 

unit
 ‐ Integrated daylight and motion sensor

BACK TO CEILING SYSTEMS
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STRETTO UP SCG T24

23

26

562

DRIVER

BACK TO CEILING SYSTEMS

23

26

842

DRIVER

23

26

1122

DRIVER

23

26

1402

DRIVER

STRETTO UP 560 SCG T24

STRETTO UP 840 SCG T24

STRETTO UP 1120 SCG T24

STRETTO UP 1400 SCG T24

 ‐ Design & features & features
 ‐ Linear profile
 ‐ UGR<19 for entire range
 ‐ Mat black louvers with integrated lenses
 ‐ Supported by T24 profiles
 ‐ Can be placed anywhere alongside a T24 profile
 ‐ Snaps into the ceiling with springs
 ‐ Powder coated in black (RAL 9005) or white (RAL 

9016 TEX)
 ‐ Driver is placed on top of tile

 ‐ Variations
 ‐ Available in 4 lengths: 560, 840, 1120 & 1400 mm

 ‐ Materials
 ‐ Steel profile
 ‐ PMMA lenses
 ‐ Polycarbonate louvers

 ‐ Colors
 ‐ Standard colors: black (RAL 9005 TEX), white (RAL 

9016 TEX) or grey (RAL 9006 TEX)
 ‐ All other colors on request
 ‐ Matt black louvers (MBL) or mat metallic louvers (MML)

 ‐ Optics
 ‐ Clear lenses of 55°
 ‐ Matt black louvers (MBL) or mat metallic louvers (MML)

 ‐ Light sources
 ‐ STRETTO 560: LED 16-23W/830-840
 ‐ STRETTO 840: LED 16-22-32W/830-840
 ‐ STRETTO 1120: LED 15-26-36-48W/830-840
 ‐ STRETTO 1400: LED 15-26-35-47W/830-840

 ‐ Power source
 ‐ Independent 230V AC driver
 ‐ Fixed driver included
 ‐ Dali optional
 ‐ Casambi optional

 ‐ Extra’s
 ‐ 1,5m cable with Wieland male
 ‐ Integrated anti-panic module
 ‐ Power cable loop through (only for dali)

GO TO
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TRENTA 580/860/1140 LCC
230V
50Hz

30

82

580

744
 ‐ Categorie

 ‐ Luminaires for ceiling systems
 ‐ Built for SAPP climate ceilings

 ‐ Design & features
 ‐ Linear profile
 ‐ Supported by carrier structure of ceiling

 ‐ Variations
 ‐ Available in 3 lengths: 580, 960 & 1240 mm 

 ‐ Materials
 ‐ Sheet metal profile
 ‐ Alumnium louver
 ‐ PMMA diffusor

 ‐ Colors
 ‐ Standard colors: black (RAL 9005 TEX), white 
(RAL 9016 TEX) or grey (RAL 9006 TEX)

 ‐ All other colors on request

 ‐ Optics
 ‐ Aluminium louver
 ‐ Opal and/or prismatic diffusor

 ‐ Light sources
 ‐ TRENTA 580 LCC: LED 13-19W/830-840
 ‐ TRENTA 860 LCC: LED 19-28W/830-840
 ‐ TRENTA 1140 LCC: LED 26-38W/830-840

 ‐ Power source
 ‐ Integrated 230V AC driver
 ‐ Driver included
 ‐ Dali optional

 ‐ Extra’s
 ‐ 1,5m cable with Wieland male
 ‐ 1,5m cable with Wieland male + female

230V
50Hz

30

82

860

1024

230V
50Hz

30

82

1140

1304

TRENTA 580 LCC

TRENTA 860

TRENTA 1140
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TESSO 590/870/1150
LCC 80X590/880/1160

80

84

590

776

DRIVER

 ‐ Categorie
 ‐ Luminaires for ceiling systems
 ‐ Built for SAPP climate ceilings

 ‐ Design & features
 ‐ Linear profile
 ‐ Supported by carrier structure of ceiling

 ‐ Variations
 ‐ Available in 3 lengths: 588, 874 & 1160 mm 

 ‐ Materials
 ‐ Sheet metal profile
 ‐ PMMA diffusor
 ‐ PMMA lenses

 ‐ Colors
 ‐ Standard colors: black (RAL 9005 TEX), white (RAL 

9016 TEX) or grey (RAL 9006 TEX)
 ‐ All other colors on request

 ‐ Optics
 ‐ Opal and/or prismatic diffusor
 ‐ Mat or clear lenses of 60°, 90° or 110°

 ‐ Light sources
 ‐ TESSO 590 LCC 80X590: LED 15-21-29W/830-840
 ‐ TESSO 870 LCC 80X880: LED 24-33-43W/830-840
 ‐ TESSO 1150 LCC 80X1160: LED 32-42-55W/830-

840

 ‐ Power source
 ‐ Integrated 230V AC driver
 ‐ Fixed driver included
 ‐ Dali optional

 ‐ Extra’s
 ‐ 1,5m cable with Wieland male
 ‐ 1,5m cable with Wieland male + female

80

84

880

1062

DRIVER

80

84

1160

1348

DRIVER

TESSO 590 LCC 80X590

TESSO 870 LCC 80X880

TESSO 1150 LCC 80X1160
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BLIP 590/870/1150
LCC 80X590/880/1160

80

84

590

776

DRIVER

 ‐ Categorie
 ‐ Luminaires for ceiling systems
 ‐ Built for SAPP climate ceilings

 ‐ Design & features
 ‐ Linear profile
 ‐ Supported by carrier structure of ceiling

 ‐ Variations
 ‐ Available in 3 lengths: 588, 874 & 1160 mm 

 ‐ Materials
 ‐ Sheet metal profile
 ‐ PMMA diffusor
 ‐ PMMA lenses

 ‐ Colors
 ‐ Standard colors: black (RAL 9005 TEX), white (RAL 

9016 TEX) or grey (RAL 9006 TEX)
 ‐ All other colors on request

 ‐ Optics
 ‐ Mat lenses: 30°, 90° or 110°
 ‐ Clear lenses: 60°

 ‐ Light sources
 ‐ BLIP 590 LCC 80X590: LED 12-17-20W/830-840
 ‐ BLIP 870 LCC 80X880: LED 16-23-31W/830-840
 ‐ BLIP 1150 LCC 80X1160: LED 23-30-35W/830-840

 ‐ Power source
 ‐ Integrated 230V AC driver
 ‐ Fixed driver included
 ‐ Dali optional

 ‐ Extra’s
 ‐ 1,5m cable with Wieland male
 ‐ 1,5m cable with Wieland male + female

DRIVER

80

84

880

1068

80

84

1160

1348

DRIVER

BLIP 590 LCC 80X590

BLIP 870 LCC 80X880

BLIP 1150 LCC 80X1160
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VENTI 1000/2000 LCC
POWER
SUPPLY

20

19

1000 ‐ Categorie
 ‐ Luminaires for ceiling systems
 ‐ Built for SAPP climate ceilings

 ‐ Design & features
 ‐ Linear profile
 ‐ Supported by carrier structure of ceiling

 ‐ Variations
 ‐ Available in 2 lengths: 1000 & 2000 mm 

 ‐ Materials
 ‐ Aluminium profile
 ‐ PMMA diffusor

 ‐ Colors
 ‐ Standard colors: black (RAL 9005 TEX), white (RAL 

9016 TEX) or grey (RAL 9006 TEX)
 ‐ All other colors on request

 ‐ Optics
 ‐ Opal diffusor

 ‐ Light sources
 ‐ VENTI 1000 LCC: LED 8W/830-840-930-940
 ‐ VENTI 2000 LCC: LED 16W/830-840-930-940

 ‐ Power source
 ‐ Independent 24V DC driver
 ‐ Driver not included
 ‐ Dali optional
 ‐ Casambi optional

 ‐ Extra’s
 ‐ 1,5m cable with Wieland male

POWER
SUPPLY

20

19

2000

VENTI 1000 LCC

VENTI 2000 LCC
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STRETTO 280/560/840
/1120/1400 LCC

20

35

560

DRIVER

 ‐ Categorie
 ‐ Luminaires for ceiling systems
 ‐ Built for SAPP climate ceilings

 ‐ Design & features & features
 ‐ Linear profile
 ‐ UGR<19 for entire range
 ‐ Mat black louvers with integrated lenses
 ‐ Supported by neighbouring profiles
 ‐ Can be placed anywhere in the SAPP ceiling
 ‐ Snaps into the ceiling with springs
 ‐ Removable end caps to form continuous light line
 ‐ Powder coated end caps in black (RAL 9005) or white 

(RAL 9016 TEX)
 ‐ Connector included between luminaire and driver

 ‐ Variations
 ‐ Available in 5 lengths: 280, 560, 840, 1120 & 1400 

mm

 ‐ Materials
 ‐ Steel profile
 ‐ PMMA lenses
 ‐ Polycarbonate louvers

 ‐ Colors
 ‐ Standard colors: black (RAL 9005 TEX), white (RAL 

9016 TEX) or grey (RAL 9006 TEX)
 ‐ All other colors on request
 ‐ Matt black louvers (MBL) or mat metallic louvers (MML)

 ‐

 ‐ Optics
 ‐ Clear lenses of 55°
 ‐ Matt black louvers (MBL) or mat metallic louvers (MML)

 ‐ Light sources
 ‐ STRETTO 280 LCC: LED 5-9W/830-840
 ‐ STRETTO 560 LCC: LED 16-23W/830-840
 ‐ STRETTO 840 LCC: LED 16-22-32W/830-840
 ‐ STRETTO 1120 LCC: LED 15-26-36-48W/830-840
 ‐ STRETTO 1400 LCC: LED 15-26-35-47W/830-840

 ‐ Power source
 ‐ Independent 230V AC driver
 ‐ Fixed driver included
 ‐ Dali optional
 ‐ Casambi optional

 ‐ Extra’s
 ‐ 1,5m cable with Wieland male
 ‐ Integrated anti-panic module
 ‐ Power cable loop through (only for dali)

20

35

840

DRIVER

STRETTO 560 LCC

STRETTO 840 LCC
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DRIVER

STRETTO 1120 LCC

20

35

280

DRIVER

STRETTO 280 LCC

20

35

1400

DRIVER

STRETTO 1400 LCC
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FIRKA LCC 180X180

Ø 147

DRIVER

180

165

180

 ‐ Categorie
 ‐ Luminaires for ceiling systems
 ‐ Built for SAPP climate ceilings

 ‐ Design & features
 ‐ Square housing
 ‐ Built-in trimless luminaire

 ‐ Materials
 ‐ Steel housing
 ‐ Aluminium reflector

 ‐ Colors
 ‐ Standard colors: black (RAL 9005 TEX), white (RAL 

9016 TEX) or grey (RAL 9006 TEX)
 ‐ All other colors on request

 ‐ Optics
 ‐ 55° facetted aluminium reflector with low UGR
 ‐ 60° matt aluminium reflector
 ‐ 80° matt aluminium reflector

 ‐ Light sources
 ‐ LED 14-39W/830-840-927-930-940
 ‐ LED 34W/918-930 Dim-to-Warm
 ‐ LED 19-42W/MEAT-GOLD

 ‐ Power source
 ‐ Independent 230V AC driver
 ‐ Fixed driver included
 ‐ Dali optional
 ‐ Casambi optional
 ‐ Phasecut optional

 ‐ Extra’s
 ‐ 1,5m cable with Wieland male
 ‐ Integrated anti-panic module
 ‐ Protective frosted glass
 ‐ Power cable loop through (only for dali)

BACK TO CEILING SYSTEMS
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APOLLO DEEP LCC 180X180

Ø 147

DRIVER

180

175

180

BACK TO CEILING SYSTEMS

 ‐ Categorie
 ‐ Luminaires for ceiling systems
 ‐ Built for SAPP climate ceilings

 ‐ Design & features
 ‐ Square housing
 ‐ Built-in trimless luminaire
 ‐ Reflector is placed higher for extra low UGR

 ‐ Materials
 ‐ Steel housing
 ‐ Aluminium reflector

 ‐ Colors
 ‐ Standard colors: black (RAL 9005 TEX), white (RAL 

9016 TEX) or grey (RAL 9006 TEX)
 ‐ All other colors on request

 ‐ Optics
 ‐ 55° facetted aluminium reflector with low UGR
 ‐ 60° matt aluminium reflector
 ‐ 80° matt aluminium reflector

 ‐ Light sources
 ‐ LED 14-39W/830-840-927-930-940
 ‐ LED 34W/918-930 Dim-to-Warm
 ‐ LED 19-42W/MEAT-GOLD

 ‐ Power source
 ‐ Independent 230V AC driver
 ‐ Fixed driver included
 ‐ Dali optional
 ‐ Casambi optional
 ‐ Phasecut optional

 ‐ Extra’s
 ‐ 1,5m cable with Wieland male
 ‐ Integrated anti-panic module
 ‐ Protective frosted glass
 ‐ Power cable loop through (only for dali)

GO TO
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STELLA FLEX LCC 130X130

Ø 85

DRIVER

130

100

130

35° 350°

BACK TO CEILING SYSTEMS

 ‐ Categorie
 ‐ Luminaires for ceiling systems
 ‐ Built for SAPP climate ceilings

 ‐ Design & features
 ‐ Square housing
 ‐ Built-in luminaire
 ‐ Can be tilted 30° and rotated 350°

 ‐ Materials
 ‐ Steel housing
 ‐ Aluminium reflector

 ‐ Colors
 ‐ Standard colors: black (RAL 9005 TEX), white (RAL 

9016 TEX) or grey (RAL 9006 TEX)
 ‐ All other colors on request

 ‐ Optics
 ‐ Aluminium facetted reflector
 ‐ 15°, 25°, 40°, 55°

 ‐ Light sources
 ‐ LED 14-39W/830-840-927-930-940
 ‐ LED 34W/918-930 Dim-to-Warm
 ‐ LED 19-42W/MEAT-GOLD

 ‐ Power source
 ‐ Independent 230V AC driver
 ‐ Fixed driver included
 ‐ Dali optional
 ‐ Casambi optional
 ‐ Phasecut optional

 ‐ Extra’s
 ‐ 1,5m cable with Wieland male
 ‐ Integrated anti-panic module
 ‐ Power cable loop through (only for dali)
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STELLA FLEX DEEP LCC 130

Ø 85

DRIVER

130

165

130

35° 350°

BACK TO CEILING SYSTEMS

 ‐ Categorie
 ‐ Luminaires for ceiling systems
 ‐ Built for SAPP climate ceilings

 ‐ Design & features
 ‐ Square housing
 ‐ Built-in luminaire
 ‐ Can be tilted 30° and rotated 350°

 ‐ Materials
 ‐ Steel housing
 ‐ Aluminium reflector

 ‐ Colors
 ‐ Standard colors: black (RAL 9005 TEX), white (RAL 

9016 TEX) or grey (RAL 9006 TEX)
 ‐ All other colors on request

 ‐ Optics
 ‐ Aluminium facetted reflector
 ‐ 15°, 25°, 40°, 55°

 ‐ Light sources
 ‐ LED 14-39W/830-840-927-930-940
 ‐ LED 34W/918-930 Dim-to-Warm
 ‐ LED 19-42W/MEAT-GOLD

 ‐ Power source
 ‐ Independent 230V AC driver
 ‐ Fixed driver included
 ‐ Dali optional
 ‐ Casambi optional
 ‐ Phasecut optional

 ‐ Extra’s
 ‐ 1,5m cable with Wieland male
 ‐ Integrated anti-panic module
 ‐ Power cable loop through (only for dali)

GO TO
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TUBINI FLEX LCC 120

120

Ø 65
60° 350°

DRIVER

 ‐ Categorie
 ‐ Mounted luminaire for linear climate ceilings

 ‐ Design & features
 ‐ Tubular profile
 ‐ Seamless finish
 ‐ Black reflector ring
 ‐ Powder coated parts
 ‐ Mounted on click-in adapter
 ‐ Easy installation
 ‐ Suitable for lineair climate ceilings with profiles of 30 

mm wide and gaps of 20 mm wide.

 ‐ Variations
 ‐ Available in 1 length: 120 mm

 ‐ Materials
 ‐ Aluminium housing, heatsink, reflector & reflector ring
 ‐ PMMA protective cover
 ‐ Metal adapter

 ‐ Colors
 ‐ Standard colors: black (RAL 9005 TEX), white (RAL 

9016 TEX) or grey (RAL 9006 TEX)
 ‐ All other colors on request
 ‐ Front ring always black

 ‐ Optics
 ‐ Aluminium facetted reflector of 20° or 40°

 ‐ Light sources
 ‐ LED 5-11W/927-930-940

 ‐ Power source
 ‐ Independent 230V AC driver
 ‐ Dali, Casambi & Masterconnect optional

 ‐ Optional accessories
 ‐ Honeycomb louver
 ‐ Sandblasted gold or copper reflector ring
 ‐ Power cable loop through (only for dali)

BACK TO CEILING SYSTEMS
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TUBINI AIR 220/320/420 LCC

220

Ø 65

230V
50Hz

 ‐ Categorie
 ‐ Suspended luminaire for linear climate ceilings

 ‐ Design & features
 ‐ Tubular profile
 ‐ Seamless finish
 ‐ Black reflector ring
 ‐ Powder coated parts
 ‐ Mounted on click-in adapter
 ‐ Easy installation
 ‐ Suitable for lineair climate ceilings with profiles of 30 

mm wide and gaps of 20 mm wide.

 ‐ Variations
 ‐ Available in 3 lengths: 220, 320 & 420 mm

 ‐ Materials
 ‐ Aluminium housing, heatsink, reflector & reflector ring
 ‐ PMMA protective cover
 ‐ Metal adapter

 ‐ Colors
 ‐ Standard colors: black (RAL 9005 TEX), white (RAL 

9016 TEX) or grey (RAL 9006 TEX)
 ‐ All other colors on request
 ‐ Front ring always black

 ‐ Optics
 ‐ Aluminium facetted reflector of 25° or 40°

 ‐ Light sources
 ‐ LED 5-11W/927-930-940

 ‐ Power source
 ‐ Independent 230V AC driver
 ‐ Dali, Casambi & Masterconnect optional

 ‐ Optional accessories
 ‐ Honeycomb louver
 ‐ Sandblasted gold or copper reflector ring

BACK TO SUSPENDED

320

Ø 65

230V
50Hz

420

Ø 65

230V
50Hz

TUBINI AIR 220 LCC

TUBINI AIR 320 LCC

TUBINI AIR 420 LCC
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AMOS AIR 1220/1400 LCC

1122

27

26

FIX LCC
+ DRIVER

 ‐ Categorie
 ‐ Suspended luminaire for linear climate ceilings

 ‐ Design & features
 ‐ Rectangular housing
 ‐ Seamless steel housing
 ‐ Driver is included in price of the luminaire
 ‐ Driver is placed on top of linear climate ceiling
 ‐ Power cable is secured by a strain relief (Fix LCC)

 ‐ Variations
 ‐ Available in 2 lengths: 1220 & 1400 mm

 ‐ Materials
 ‐ Steel housing
 ‐ Plastic Louvers
 ‐ PMMA lenses

 ‐ Colors
 ‐ Standard colors: black (RAL 9005 TEX), white (RAL 

9016 TEX) or grey (RAL 9006 TEX)
 ‐ All other colors on request
 ‐ Matt black louvers (MBL) or mat metallic louvers (MML)

 ‐ Optics
 ‐ Matt black louvers (MBL) or mat metallic louvers (MML)
 ‐ Integrated lenses of 55°

 ‐ Light sources
 ‐ LED 15-26-36-48W/830-840

 ‐ Power source
 ‐ Independent 230V AC driver
 ‐ Dali, Casambi & Masterconnect optional
 ‐ Driver not integrated in luminaire

BACK TO SUSPENDED

1402
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26

FIX LCC
+ DRIVER

AMOS AIR 1220 LCC

AMOS AIR 1400 LCC
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FIX LCC
230V
50Hz

 ‐ Categorie
 ‐ Fix for linear climate ceilings

 ‐ Design & features
 ‐ Used to suspend any suspended luminiare from a linear 

climate ceiling.
 ‐ Integrated cable strain relief

 ‐ Variations
 ‐ Available in 1 variation

 ‐ Materials
 ‐ Metal adapter

 ‐ Colors
 ‐ Always black (RAL 9005 TEX)

 ‐ Power source
 ‐ Independent 230V AC driver
 ‐ Dali, Casambi & Masterconnect optional

 ‐ Optional accessories
 ‐ Honeycomb louver
 ‐ Sandblasted gold or copper reflector ring

BACK TO SUSPENDED
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BLIP 590/870/1150 LMC

150

62

1200

590

DRIVER

 ‐ Categorie
 ‐ Luminaires for ceiling systems
 ‐ Built for Hounter-Douglas ceilings

 ‐ Design & features
 ‐ Linear profile
 ‐ Supported by carrier structure of the ceiling

 ‐ Variations
 ‐ Integrated luminaire available in 3 lengths: 588, 868 & 

1148 mm

 ‐ Materials
 ‐ Sheet metal
 ‐ PMMA lenses

 ‐ Colors
 ‐ Standard colors: black (RAL 9005 TEX), white (RAL 

9016 TEX) or grey (RAL 9006 TEX)
 ‐ All other colors on request

 ‐ Optics
 ‐ Mat lenses: 30°, 90° or 110°
 ‐ Clear lenses: 60°

 ‐ Light sources
 ‐ BLIP 590 LMC: LED 12-17-20W/830-840
 ‐ BLIP 870 LMC: LED 16-23-31W/830-840
 ‐ BLIP 1150 LMC: LED 23-30-35W/830-840

 ‐ Power source
 ‐ Integrated 230V AC driver
 ‐ Fixed driver included
 ‐ Dali optional

 ‐ Extra’s
 ‐ Snap-in Wieland male + 1,5m cable female 
 ‐ 1,5m cable with Wieland male
 ‐ 1,5m cable with Wieland male + female

150

62

1200

868

DRIVER

DRIVER

150

62

1200

1148

BLIP 590 LMC 150X1200

BLIP 870 LMC 150X1200

BLIP 1150 LMC 150X1200
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TESSO 590/870/1150 LMC

 ‐ Categorie
 ‐ Luminaires for ceiling systems
 ‐ Built for Hounter-Douglas ceilings

 ‐ Design & features
 ‐ Linear profile
 ‐ Supported by carrier structure of the ceiling

 ‐ Variations
 ‐ Integrated luminaire available in 3 lengths: 588, 868 & 

1148 mm

 ‐ Materials
 ‐ Sheet metal
 ‐ PMMA diffusor

 ‐ Colors
 ‐ Standard colors: black (RAL 9005 TEX), white (RAL 

9016 TEX) or grey (RAL 9006 TEX)
 ‐ All other colors on request

 ‐ Optics
 ‐ Opal and/or prismatic plexi

 ‐ Light sources
 ‐ TESSO 590 LMC: LED 15-21-29W/830-840
 ‐ TESSO 870 LMC: LED 24-33-43W/830-840
 ‐ TESSO 1150 LMC: LED 32-42-55W/830-840

 ‐ Power source
 ‐ Integrated 230V AC driver
 ‐ Fixed driver included
 ‐ Dali optional

 ‐ Extra’s
 ‐ Snap-in Wieland male + 1,5m cable female 
 ‐ 1,5m cable with Wieland male
 ‐ 1,5m cable with Wieland male + female

150

62

1200

590

DRIVER

150

62

1200

868

DRIVER

150

62

1200

1148

DRIVER

TESSO 590 LMC 150CX1200

TESSO 870 LMC 150CX1200

TESSO 1150 LMC 150CX1200

BACK TO CEILING SYSTEMS



the lighting company BACK TO OVERVIEW

DONNA 570/850/1130 LMC

 ‐ Categorie
 ‐ Luminaires for ceiling systems
 ‐ Built for Hounter-Douglas ceilings

 ‐ Design & features
 ‐ Linear profile
 ‐ Supported by carrier structure of the ceiling

 ‐ Variations
 ‐ Integrated luminaire available in 3 lengths: 588, 868 & 

1148 mm

 ‐ Materials
 ‐ Sheet metal
 ‐ PMMA diffusor

 ‐ Colors
 ‐ Standard colors: black (RAL 9005 TEX), white (RAL 

9016 TEX) or grey (RAL 9006 TEX)
 ‐ All other colors on request

 ‐ Optics
 ‐ Mat black or mat metallic louvers
 ‐ Integrated lenses of 65° or 80°

 ‐ Light sources
 ‐ DONNA 570 LMC: LED 15-27W/830-840-930-940
 ‐ DONNA 850 LMC: LED 15-31W/830-840-930-940
 ‐ DONNA 1130 LMC: LED 25-46W/830-840-930-

940

 ‐ Power source
 ‐ Integrated 230V AC driver
 ‐ Fixed driver included
 ‐ Dali optional

 ‐ Extra’s
 ‐ Snap-in Wieland male + 1,5m cable female 
 ‐ 1,5m cable with Wieland male
 ‐ 1,5m cable with Wieland male + female

150

62

1200

570

DRIVER

150

62

1200

850

DRIVER

150

62

1200

1130

DRIVER

DONNA 570 LMC 150CX1200

DONNA 850 LMC 150CX1200

DONNA 1130 LMC 150CX1200

BACK TO CEILING SYSTEMS



the lighting company BACK TO OVERVIEW

BELLO 570/850/1130 LMC

 ‐ Categorie
 ‐ Luminaires for ceiling systems
 ‐ Built for Hounter-Douglas ceilings

 ‐ Design & features
 ‐ Linear profile
 ‐ Supported by carrier structure of the ceiling

 ‐ Variations
 ‐ Integrated luminaire available in 3 lengths: 588, 868 & 

1148 mm

 ‐ Materials
 ‐ Sheet metal
 ‐ PMMA diffusor

 ‐ Colors
 ‐ Standard colors: black (RAL 9005 TEX), white (RAL 

9016 TEX) or grey (RAL 9006 TEX)
 ‐ All other colors on request

 ‐ Optics
 ‐ Opal and/or prismatic plexi

 ‐ Light sources
 ‐ BELLO 570 LMC: LED 13-26W/830-840
 ‐ BELLO 850 LMC: LED 19-39W/830-840
 ‐ BELLO 1130 LMC: LED 26-52W/830-840

 ‐ Power source
 ‐ Integrated 230V AC driver
 ‐ Fixed driver included
 ‐ Dali optional

 ‐ Extra’s
 ‐ Snap-in Wieland male + 1,5m cable female 
 ‐ 1,5m cable with Wieland male
 ‐ 1,5m cable with Wieland male + female

150

62

1200

570

DRIVER

150

62

1200

850

DRIVER

150

62

1200

1130

DRIVER

BELLO 570 LMC 150CX1200

BELLO 850 LMC 150CX1200

BELLO 1130 LMC 150CX1200

BACK TO CEILING SYSTEMS



the lighting company BACK TO OVERVIEW

BLIP 590/870/1150 CCC

69

33

592

DRIVER

 ‐ Categorie
 ‐ Luminaires for ceiling systems
 ‐ Built for metal ceilings

 ‐ Design & features
 ‐ Linear profile
 ‐ No visible edge
 ‐ Locked in sheet metal ceiling by bending metal tabs

 ‐ Variations
 ‐ available in 3 lengths: 592, 872 & 1152 mm 

 ‐ Materials
 ‐ Sheet metal
 ‐ PMMA lenses

 ‐ Colors
 ‐ No color visible

 ‐ Optics
 ‐ Mat lenses: 30°, 90° or 110°
 ‐ Clear lenses: 60°

 ‐ Light sources
 ‐ BLIP 590 CCC: LED 12-17-20W/830-840
 ‐ BLIP 870 CCC: LED 16-23-31W/830-840
 ‐ BLIP 1150 CCC: LED 23-30-35W/830-840

 ‐ Power source
 ‐ Integrated 230V AC driver
 ‐ Fixed driver included
 ‐ Dali optional

 ‐ Extra’s
 ‐ Snap-in Wieland male + 1,5m cable female 
 ‐ 1,5m cable with Wieland male
 ‐ 1,5m cable with Wieland male + female
 ‐ Mounting brackets

69

33

872

DRIVER

69

33

1152

DRIVER

BLIP 590 CCC

BLIP 870 CCC

BLIP 1150 CCC

BACK TO CEILING SYSTEMS
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the lighting company BACK TO OVERVIEW

TESSO 590/870/1150 CCC

62

90

590

DRIVER

 ‐ Categorie
 ‐ Luminaires for ceiling systems
 ‐ Built for metal ceilings

 ‐ Design & features
 ‐ Linear profile
 ‐ Locked in sheet metal ceiling by bending metal tabs

 ‐ Variations
 ‐ available in 3 lengths: 590, 870 & 1150 mm 

 ‐ Materials
 ‐ Sheet metal
 ‐ PMMA diffusor

 ‐ Colors
 ‐ Standard colors: black (RAL 9005 TEX), white (RAL 

9016 TEX) or grey (RAL 9006 TEX)
 ‐ All other colors on request

 ‐ Optics
 ‐ Opal and/or prismatic plexi

 ‐ Light sources
 ‐ TESSO 590 CCC: LED 15-21-29W/830-840
 ‐ TESSO 870 CCC: LED 24-33-43W/830-840
 ‐ TESSO 1150 CCC: LED 32-42-55W/830-840

 ‐ Power source
 ‐ Integrated 230V AC driver
 ‐ Fixed driver included
 ‐ Dali optional

 ‐ Extra’s
 ‐ Snap-in Wieland male + 1,5m cable female 
 ‐ 1,5m cable with Wieland male
 ‐ 1,5m cable with Wieland male + female
 ‐ Mounting brackets

62

90

861

DRIVER

62

90

1147

DRIVER

TESSO 590 CCC

TESSO 870 CCC

TESSO 1150 CCC

BACK TO CEILING SYSTEMS
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the lighting company BACK TO OVERVIEW

DONNA 570/850/1130 CCC

47
566

61

DRIVER

 ‐ Categorie
 ‐ Luminaires for ceiling systems
 ‐ Built for metal ceilings

 ‐ Design & features
 ‐ Linear profile
 ‐ No visible edge
 ‐ Locked in sheet metal ceiling by bending metal tabs

 ‐ Variations
 ‐ Available in 3 lengths: 566, 846 & 1126 mm 

 ‐ Materials
 ‐ Sheet metal
 ‐ Plastic louvers
 ‐ PMMA lenses

 ‐ Colors
 ‐ No color visible

 ‐ Optics
 ‐ Mat black or mat metallic louvers
 ‐ Integrated lenses of 65° or 80°

 ‐ Light sources
 ‐ DONNA 570 CCC:

 LED 15-27W/830-840-930-940
 ‐ DONNA 850 CCC:

 LED 15-31W/830-840-930-940
 ‐ DONNA 1130 CCC:

 LED 15-46W/830-840-930-940

 ‐ Power source
 ‐ Independent 230V AC driver
 ‐ Fixed driver included
 ‐ Dali, Casambi & Masterconnect optional

 ‐ Extra’s
 ‐ Power cable 3G0,75 + Wieland male
 ‐ Power cable 5G0,75 + Wieland male
 ‐ 1 hour anti-panic emergency unit
 ‐ Power cable loop through (only for dali)
 ‐ Mounting brackets

47

61840

DRIVER

47

611126

DRIVER

DONNA 570 CCC

DONNA 850 CCC

DONNA 1130 CCC

BACK TO CEILING SYSTEMS
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the lighting company BACK TO OVERVIEW

BELLO 570/850/1130 CCC

50

80

568

DRIVER

 ‐ Categorie
 ‐ Luminaires for ceiling systems
 ‐ Built for metal ceilings

 ‐ Design & features
 ‐ Linear profile
 ‐ No visible edge
 ‐ Locked in sheet metal ceiling by bending metal tabs

 ‐ Variations
 ‐ Available in 3 lengths: 568, 848 & 1128 mm 

 ‐ Materials
 ‐ Sheet metal
 ‐ Plastic louvers
 ‐ PMMA diffusor

 ‐ Colors
 ‐ Standard colors: black (RAL 9005 TEX), white (RAL 

9016 TEX) or grey (RAL 9006 TEX)
 ‐ All other colors on request

 ‐ Light sources
 ‐ BELLO 570 CCC: LED 9-26W/830-840
 ‐ BELLO 850 CCC: LED 13-39W/830-840
 ‐ BELLO 1130 CCC: LED 18-52W/830-840

 ‐ Optics
 ‐ Opal diffusor
 ‐ Micro-prismatic optics with integrated opal diffusor

UGR<19 for:
 ‐ BELLO 570 CCC: LED 9W/830-840
 ‐ BELLO 850 CCC: LED 13W/830-840
 ‐ BELLO 1130 CCC: LED 18W/830-840

 ‐ Power source
 ‐ Integrated 230V AC driver
 ‐ Fixed driver included
 ‐ Dali optional

 ‐ Extra’s
 ‐ Snap-in Wieland male + 1,5m cable female 
 ‐ 1,5m cable with Wieland male
 ‐ 1,5m cable with Wieland male + female
 ‐ Mounting brackets

50

80

848

DRIVER

50

80

1128

DRIVER

BELLO 570 CCC

BELLO 850 CCC

BELLO 1130 CCC

BACK TO CEILING SYSTEMS
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the lighting company BACK TO OVERVIEW

DONNA SQUARE 80 CCC
DRIVER

86

30

86
 ‐ Categorie

 ‐ Luminaires for ceiling systems
 ‐ Built for metal ceilings

 ‐ Design & features
 ‐ Square shape
 ‐ No visible edge
 ‐ Locked in sheet metal ceiling by bending metal
 ‐ tabs
 ‐ Mat black or mat metallic louvers

 ‐ Materials
 ‐ Steel housing
 ‐ Plastic Louvers
 ‐ PMMA lenses

 ‐ Colors
 ‐ Standard color: white (RAL 9016)
 ‐ Standard louver colors: Mat black

 ‐ Optics
 ‐ Mat black or mat metallic louvers
 ‐ Integrated lenses of 65° or 80°

 ‐ Light sources
 ‐ LED 5-8-14W/830-840-930-940

 ‐ Power source
 ‐ Independent 230V AC driver
 ‐ Fixed driver included
 ‐ Phasecut dimming included
 ‐ Dali optional (only for 14W)
 ‐ Casambi optional (only for 14W)
 ‐ Masterconnect optional (only for 14W)

 ‐ Extra’s
 ‐ Power cable 3G0,75 + Wieland male
 ‐ Power cable 5G0,75 + Wieland male
 ‐ 1 hour anti-panic emergency unit
 ‐ Power cable loop through (only for dali)

BACK TO CEILING SYSTEMS

GO TO
PRODUCT FOLDER



the lighting company BACK TO OVERVIEW

DONNA SQUARE 320 CCC

 ‐ Categorie
 ‐ Luminaires for ceiling systems
 ‐ Built for metal ceilings

 ‐ Design & features
 ‐ Square shape
 ‐ No visible edge
 ‐ Locked in sheet metal ceiling by bending metal
 ‐ tabs
 ‐ Mat black or mat metallic louvers

 ‐ Materials
 ‐ Steel housing
 ‐ Plastic Louvers
 ‐ PMMA lenses

 ‐ Colors
 ‐ Standard color: white (RAL 9016)
 ‐ Standard louver colors: Mat black

 ‐ Optics
 ‐ Mat black or mat metallic louvers
 ‐ Integrated lenses of 65° or 80°

 ‐ Light sources
 ‐ LED 5-8-14W/830-840-930-940

 ‐ Power source
 ‐ Independent 230V AC driver
 ‐ Fixed driver included
 ‐ Phasecut dimming included
 ‐ Dali optional (only for 14W)
 ‐ Casambi optional (only for 14W)
 ‐ Masterconnect optional (only for 14W)

 ‐ Extra’s
 ‐ Power cable 3G0,75 + Wieland male
 ‐ Power cable 5G0,75 + Wieland male
 ‐ 1 hour anti-panic emergency unit
 ‐ Power cable loop through (only for dali)

BACK TO CEILING SYSTEMS

GO TO
PRODUCT FOLDER



the lighting company BACK TO OVERVIEW

BLIP FLOW 
590/870/1150 CCC

89

33

592

DRIVER

 ‐ Categorie
 ‐ Luminaires for ceiling systems
 ‐ Built for ventilated metal ceilings

 ‐ Design & features
 ‐ Linear profile
 ‐ No visible edge
 ‐ Locked in sheet metal ceiling by bending metal tabs
 ‐ Slots along the sides of the luminaire allow forced air 

flow

 ‐ Variations
 ‐ available in 3 lengths: 592, 872 & 1152 mm 

 ‐ Materials
 ‐ Sheet metal
 ‐ PMMA lenses

 ‐ Colors
 ‐ Standard colors: black (RAL 9005 TEX), white (RAL 

9016 TEX) or grey (RAL 9006 TEX)
 ‐ All other colors on request

 ‐ Optics
 ‐ Mat lenses: 30°, 90° or 110°
 ‐ Clear lenses: 60°

 ‐ Light sources
 ‐ BLIP FLOW 590 CCC: LED 12-17-20W/830-840
 ‐ BLIP FLOW 780 CCC: LED 16-23-31W/830-840
 ‐ BLIP FLOW 1150 CCC: LED 23-30-35W/830-840

 ‐ Power source
 ‐ Integrated 230V AC driver
 ‐ Fixed driver included
 ‐ Dali optional

 ‐ Extra’s
 ‐ Snap-in Wieland male + 1,5m cable female 
 ‐ 1,5m cable with Wieland male
 ‐ 1,5m cable with Wieland male + female
 ‐ Mounting brackets

89

33

872

DRIVER

89

33

1152

DRIVER

BLIP FLOW 590 CCC

BLIP FLOW 870 CCC

BLIP FLOW 1150 CCC
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the lighting company BACK TO OVERVIEW

TESSO FLOW
590/870/1150 CCC

83

120

576

DRIVER

 ‐ Categorie
 ‐ Luminaires for ceiling systems
 ‐ Built for ventilated metal ceilings

 ‐ Design & features
 ‐ Linear profile
 ‐ Locked in sheet metal ceiling by bending metal tabs
 ‐ Slots along the sides of the luminaire allow forced air 

flow

 ‐ Variations
 ‐ available in 3 lengths: 576, 862 & 1148 mm 

 ‐ Materials
 ‐ Sheet metal
 ‐ PMMA diffusor

 ‐ Colors
 ‐ Standard colors: black (RAL 9005 TEX), white (RAL 

9016 TEX) or grey (RAL 9006 TEX)
 ‐ All other colors on request

 ‐ Optics
 ‐ Opal and/or prismatic plexi

 ‐ Light sources
 ‐ TESSO FLOW 590 CCC: LED 15-21-29W/830-840
 ‐ TESSO FLOW 870 CCC: LED 24-33-43W/830-840
 ‐ TESSO FLOW 1150 CCC: LED 32-42-55W/830-

840

 ‐ Power source
 ‐ Integrated 230V AC driver
 ‐ Fixed driver included
 ‐ Dali optional

 ‐ Extra’s
 ‐ Snap-in Wieland male + 1,5m cable female 
 ‐ 1,5m cable with Wieland male
 ‐ 1,5m cable with Wieland male + female
 ‐ Mounting brackets 83

862

120

DRIVER

83
1148

120
DRIVER

TESSO FLOW 590 CCC

TESSO FLOW 870 CCC

TESSO FLOW 1150 CCC
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the lighting company BACK TO OVERVIEW

DONNA FLOW
570/850/1130 CCC

68

40

566

DRIVER

 ‐ Categorie
 ‐ Luminaires for ceiling systems
 ‐ Built for ventilated metal ceilings

 ‐ Design & features
 ‐ Linear profile
 ‐ No visible edge
 ‐ Locked in sheet metal ceiling by bending metal tabs
 ‐ Slots along the sides of the luminaire allow forced air 

flow

 ‐ Variations
 ‐ Available in 3 lengths: 566, 846 & 1126 mm 

 ‐ Materials
 ‐ Sheet metal
 ‐ Plastic louvers
 ‐ PMMA lenses

 ‐ Colors
 ‐ Standard colors: black (RAL 9005 TEX), white (RAL 

9016 TEX) or grey (RAL 9006 TEX)
 ‐ All other colors on request

 ‐ Optics
 ‐ Mat black or mat metallic louvers
 ‐ Integrated lenses of 65° or 80°

 ‐ Light sources
 ‐ DONNA FLOW 570 CCC:

 LED 15-27W/830-840-930-940
 ‐ DONNA FLOW 850 CCC:

 LED 15-31W/830-840-930-940
 ‐ DONNA FLOW 1130 CCC:

 LED 15-46W/830-840-930-940

 ‐ Power source
 ‐ Independent 230V AC driver
 ‐ Fixed driver included
 ‐ Dali, Casambi & Masterconnect optional

 ‐ Extra’s
 ‐ Power cable 3G0,75 + Wieland male
 ‐ Power cable 5G0,75 + Wieland male
 ‐ 1 hour anti-panic emergency unit
 ‐ Power cable loop through (only for dali)
 ‐ Mounting brackets

68

40

846

DRIVER

68

40

1126

DRIVER

DONNA FLOW 570 CCC

DONNA FLOW 850 CCC

DONNA FLOW 1130 CCC
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the lighting company BACK TO OVERVIEW

BELLO FLOW
570/850/1130 CCC

72

100

566

DRIVER

 ‐ Categorie
 ‐ Luminaires for ceiling systems
 ‐ Built for ventilated metal ceilings

 ‐ Design & features
 ‐ Linear profile
 ‐ No visible edge
 ‐ Locked in sheet metal ceiling by bending metal tabs
 ‐ Slots along the sides of the luminaire allow forced air 

flow

 ‐ Variations
 ‐ Available in 3 lengths: 568, 848 & 1128 mm 

 ‐ Materials
 ‐ Sheet metal
 ‐ Plastic louvers
 ‐ PMMA diffusor

 ‐ Colors
 ‐ Standard colors: black (RAL 9005 TEX), white (RAL 

9016 TEX) or grey (RAL 9006 TEX)
 ‐ All other colors on request

 ‐ Light sources
 ‐ BELLO FLOW 570 CCC: LED 9-26W/830-840
 ‐ BELLO FLOW 850 CCC: LED 13-39W/830-840
 ‐ BELLO FLOW 1130 CCC: LED 18-52W/830-840

 ‐ Optics
 ‐ Opal diffusor
 ‐ Micro-prismatic optics with integrated opal diffusor

UGR<19 for:
 ‐ BELLO FLOW 570 CCC: LED 9W/830-840
 ‐ BELLO FLOW 850 CCC: LED 13W/830-840
 ‐ BELLO FLOW 1130 CCC: LED 18W/830-840

 ‐ Power source
 ‐ Integrated 230V AC driver
 ‐ Fixed driver included
 ‐ Dali optional

 ‐ Extra’s
 ‐ Snap-in Wieland male + 1,5m cable female 
 ‐ 1,5m cable with Wieland male
 ‐ 1,5m cable with Wieland male + female
 ‐ Mounting brackets

72

100

846

DRIVER

72

100

1126

DRIVER

BELLO FLOW 570 CCC

BELLO FLOW 850 CCC

BELLO FLOW 1130 CCC
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the lighting company BACK TO OVERVIEW

24V
DC

8

LED STRIP MONOCOLOR

BACK TO LIGHT SOURCES

 ‐ Categorie
 ‐ Light sources

 ‐ Design & features
 ‐ Strip with COB led modules
 ‐ Self-adhesive tape on backside
 ‐ IP20

 ‐ Materials
 ‐ PCB board

 ‐ Light sources
 ‐ 70 leds/meter x 5 meter

 ‐ LED 8W/m/927-930-940 (1000 lm/m)
 ‐ LED 12W/m/927-930-940 (1500 lm/m)

 ‐ 120 leds/meter x 4,8 meter
 ‐ LED 6W/m/930-940  (600 lm/m)
 ‐ LED 11W/m/930-940  (1200 lm/m)

 ‐ Power source
 ‐ 24V DC Power supply

 ‐ Extra’s
 ‐ Power connector
 ‐ Junction connector
 ‐ Analog dimmer
 ‐ Casambi dimmer



the lighting company BACK TO OVERVIEW

24V
DC

8

LED STRIP RGB

BACK TO LIGHT SOURCES

 ‐ Categorie
 ‐ Light sources

 ‐ Design & features
 ‐ Strip with COB led modules
 ‐ Self-adhesive tape on backside
 ‐ IP20 and IP65

 ‐ Materials
 ‐ PCB board

 ‐ Light sources
 ‐ 30 leds/meter x 5 meter

 ‐ IP65 LED 9W/m/RGB
 ‐ 50 leds/meter x 4 meter

 ‐ IP20 LED 18W/m/RGB

 ‐ 60 leds/meter x 5 meter
 ‐ IP20 LED 18W/RGB
 ‐ IP65 LED 18W/RGB

 ‐ Power source
 ‐ 24V DC Power supply

 ‐ Extra’s
 ‐ Power connector
 ‐ Junction connector
 ‐ Analog dimmer
 ‐ Casambi dimmer



the lighting company BACK TO OVERVIEW

24V
DC

8

LED STRIP TUNABLE WHITE

BACK TO LIGHT SOURCES

 ‐ Categorie
 ‐ Light sources

 ‐ Design & features
 ‐ Strip with COB led modules
 ‐ Self-adhesive tape on backside
 ‐ IP20 and IP65

 ‐ Materials
 ‐ PCB board

 ‐ Light sources
 ‐ 120 leds/meter x 5 meter

 ‐ IP20 LED 10W/m/926-960 TW (600 lm/m)

 ‐ Power source
 ‐ 24V DC Power supply

 ‐ Extra’s
 ‐ Power connector
 ‐ Junction connector
 ‐ Analog dimmer
 ‐ Casambi dimmer



the lighting company BACK TO OVERVIEW

230V
50Hz

Ø65

165

CARET SQUIRREL CAGE

BACK TO LIGHT SOURCES

 ‐ Categorie
 ‐ Light sources

 ‐ Design & features
 ‐ Cone shape
 ‐ Clear glass

 ‐ Materials
 ‐ Clear glass

 ‐ Light sources
 ‐ CCFL 8W/923 (350 lm)

 ‐ Power source
 ‐ 230V AC E27 fitting
 ‐ Dimmable with phasecut



the lighting company BACK TO OVERVIEW

230V
50Hz

Ø115

177

CARET GLOBE G115

BACK TO LIGHT SOURCES

 ‐ Categorie
 ‐ Light sources

 ‐ Design & features
 ‐ Round shape
 ‐ Clear glass

 ‐ Materials
 ‐ Clear glass

 ‐ Light sources
 ‐ CCFL 8W/923 (400 lm)

 ‐ Power source
 ‐ 230V AC E27 fitting
 ‐ Dimmable with phasecut



the lighting company BACK TO OVERVIEW

230V
50Hz

Ø95

130

LIGHT BULB 95 CLEAR

 ‐ Categorie
 ‐ Light sources

 ‐ Design & features
 ‐ Round shape
 ‐ Clear glass

 ‐ Materials
 ‐ Clear glass

 ‐ Light sources
 ‐ LED 6W/922 (450 lm)

 ‐ Power source
 ‐ 230V AC E27 fitting
 ‐ Dimmable with phasecut

BACK TO LIGHT SOURCES



the lighting company BACK TO OVERVIEW

230V
50Hz

Ø95

130

LIGHT BULB 95 OPAL SATIN

 ‐ Categorie
 ‐ Light sources

 ‐ Design & features
 ‐ Round shape
 ‐ Opal glass

 ‐ Materials
 ‐ Opal glass

 ‐ Light sources
 ‐ LED 8W/922 (510 lm)

 ‐ Power source
 ‐ 230V AC E27 fitting
 ‐ Dimmable with phasecut

BACK TO LIGHT SOURCES



the lighting company BACK TO OVERVIEW

230V
50Hz

Ø95

130

LIGHT BULB 95 SILVER CROWN

 ‐ Categorie
 ‐ Light sources

 ‐ Design & features
 ‐ Round shape
 ‐ Clear glass with silver top

 ‐ Materials
 ‐ Clear glass

 ‐ Light sources
 ‐ LED 6W/922 (300 lm)

 ‐ Power source
 ‐ 230V AC E27 fitting
 ‐ Dimmable with phasecut

BACK TO LIGHT SOURCES



the lighting company BACK TO OVERVIEW

230V
50Hz

Ø95

130

LIGHT BULB 95 GOLD CROWN

 ‐ Categorie
 ‐ Light sources

 ‐ Design & features
 ‐ Round shape
 ‐ Clear glass with gold top

 ‐ Materials
 ‐ Clear glass

 ‐ Light sources
 ‐ LED 6W/922 (300 lm)

 ‐ Power source
 ‐ 230V AC E27 fitting
 ‐ Dimmable with phasecut

BACK TO LIGHT SOURCES



the lighting company BACK TO OVERVIEW

230V
50Hz

Ø95

130

LIGHT BULB 95 COPPER CROWN

 ‐ Categorie
 ‐ Light sources

 ‐ Design & features
 ‐ Round shape
 ‐ Clear glass with copper top

 ‐ Materials
 ‐ Clear glass

 ‐ Light sources
 ‐ LED 6W/922 (300 lm)

 ‐ Power source
 ‐ 230V AC E27 fitting
 ‐ Dimmable with phasecut

BACK TO LIGHT SOURCES



the lighting company BACK TO OVERVIEW

230V
50Hz

Ø125

180

LIGHT BULB 125 CLEAR

 ‐ Categorie
 ‐ Light sources

 ‐ Design & features
 ‐ Round shape
 ‐ Clear glass

 ‐ Materials
 ‐ Clear glass

 ‐ Light sources
 ‐ LED 8W/922 (560 lm)

 ‐ Power source
 ‐ 230V AC E27 fitting
 ‐ Dimmable with phasecut

BACK TO LIGHT SOURCES



the lighting company BACK TO OVERVIEW

230V
50Hz

Ø125

180

LIGHT BULB 125 OPAL SATIN

 ‐ Categorie
 ‐ Light sources

 ‐ Design & features
 ‐ Round shape
 ‐ Opal glass

 ‐ Materials
 ‐ Opal glass

 ‐ Light sources
 ‐ LED 8W/922 (510 lm)

 ‐ Power source
 ‐ 230V AC E27 fitting
 ‐ Dimmable with phasecut

BACK TO LIGHT SOURCES



the lighting company BACK TO OVERVIEW

230V
50Hz

Ø125

180

LIGHT BULB 125 GOLDEN

 ‐ Categorie
 ‐ Light sources

 ‐ Design & features
 ‐ Round shape
 ‐ Clear glass with golden shine

 ‐ Materials
 ‐ Clear glass

 ‐ Light sources
 ‐ LED 8W/922 (540 lm)

 ‐ Power source
 ‐ 230V AC E27 fitting
 ‐ Dimmable with phasecut

BACK TO LIGHT SOURCES



the lighting company BACK TO OVERVIEW

230V
50Hz

Ø60

135

LIGHT BULB EDISON 2.0 CLEAR

 ‐ Categorie
 ‐ Light sources

 ‐ Design & features
 ‐ Cone shape
 ‐ Clear glass

 ‐ Materials
 ‐ Clear glass

 ‐ Light sources
 ‐ LED 6W/922 (450 lm)

 ‐ Power source
 ‐ 230V AC E27 fitting
 ‐ Dimmable with phasecut

BACK TO LIGHT SOURCES



the lighting company BACK TO OVERVIEW

230V
50Hz

Ø60

135

LIGHT BULB EDISON 2.0 OPAL 
SATIN

 ‐ Categorie
 ‐ Light sources

 ‐ Design & features
 ‐ Cone shape
 ‐ Opal glass

 ‐ Materials
 ‐ Opal glass

 ‐ Light sources
 ‐ LED 6W/922 (370 lm)

 ‐ Power source
 ‐ 230V AC E27 fitting
 ‐ Dimmable with phasecut

BACK TO LIGHT SOURCES



the lighting company BACK TO OVERVIEW

230V
50Hz

Ø60

135

LIGHT BULB EDISON 2.0
GOLDEN

 ‐ Categorie
 ‐ Light sources

 ‐ Design & features
 ‐ Cone shape
 ‐ Clear glass with golden shine

 ‐ Materials
 ‐ Clear glass

 ‐ Light sources
 ‐ LED 6W/922 (400 lm)

 ‐ Power source
 ‐ 230V AC E27 fitting
 ‐ Dimmable with phasecut

BACK TO LIGHT SOURCES



the lighting company BACK TO OVERVIEW

230V
50Hz

Ø105

140

LIGHT BULB R105 CLEAR

 ‐ Categorie
 ‐ Light sources

 ‐ Design & features
 ‐ Diamond shape
 ‐ Clear glass

 ‐ Materials
 ‐ Clear glass

 ‐ Light sources
 ‐ LED 8W/922 (600 lm)

 ‐ Power source
 ‐ 230V AC E27 fitting
 ‐ Dimmable with phasecut

BACK TO LIGHT SOURCES



the lighting company BACK TO OVERVIEW

230V
50Hz

Ø105

140

LIGHT BULB R105 OPAL SATIN

 ‐ Categorie
 ‐ Light sources

 ‐ Design & features
 ‐ Diamond shape
 ‐ Opal glass

 ‐ Materials
 ‐ Opal glass

 ‐ Light sources
 ‐ LED 8W/922 (600 lm)

 ‐ Power source
 ‐ 230V AC E27 fitting
 ‐ Dimmable with phasecut

BACK TO LIGHT SOURCES



the lighting company BACK TO OVERVIEW

230V
50Hz

Ø105

140

LIGHT BULB R105 GOLDEN

 ‐ Categorie
 ‐ Light sources

 ‐ Design & features
 ‐ Diamond shape
 ‐ Clear glass with golden shine

 ‐ Materials
 ‐ Clear glass

 ‐ Light sources
 ‐ LED 8W/922 (600 lm)

 ‐ Power source
 ‐ 230V AC E27 fitting
 ‐ Dimmable with phasecut

BACK TO LIGHT SOURCES



the lighting company BACK TO OVERVIEW

230V
50Hz

Ø45

108

LIGHT BULB BULB TUBE 45 CLEAR

BACK TO LIGHT SOURCES

 ‐ Categorie
 ‐ Light sources

 ‐ Design & features
 ‐ Tubular shape
 ‐ Clear glass

 ‐ Materials
 ‐ Clear glass

 ‐ Light sources
 ‐ LED 4W/922 (350 lm)

 ‐ Power source
 ‐ 230V AC E27 fitting
 ‐ Dimmable with phasecut



the lighting company BACK TO OVERVIEW

230V
50Hz

Ø60
110

LED BULB

BACK TO LIGHT SOURCES

 ‐ Categorie
 ‐ Light sources

 ‐ Design & features
 ‐ Tubular shape
 ‐ Opal glass

 ‐ Materials
 ‐ Opal glass

 ‐ Light sources
 ‐ LED 6W/827     (470 lm)
 ‐ LED 8W/827     (806 lm)
 ‐ LED 11W/827    (1055 lm)
 ‐ LED 11W/822-827 Dim-to warm (806 lm)

 ‐ Power source
 ‐ 230V AC E27 fitting
 ‐ Not dimmable (except for dim-to-warm lamp) 
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230V
50Hz

Ø95

128

LED BULB

BACK TO LIGHT SOURCES

 ‐ Categorie
 ‐ Light sources

 ‐ Design & features
 ‐ Tubular shape
 ‐ Opal glass

 ‐ Materials
 ‐ Opal glass

 ‐ Light sources
 ‐ LED 11W/827 (1055 lm)

 ‐ Power source
 ‐ 230V AC E27 fitting
 ‐ Not dimmable
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40

Ø 90

FIX RP/RPS/RPP

40

Ø 90

40

Ø 90

FIX RP

FIX RPS

FIX RPP

 ‐ Categorie
 ‐ Accessories
 ‐ Ceiling box

 ‐ Design & features
 ‐ Cylindrical shape
 ‐ No visible screws
 ‐ Magnetic mounting
 ‐ Powdercoated

 ‐ Materials
 ‐ Die-cast aluminium

 ‐ Use
 ‐ Fix RP:  suspended by power cable
 ‐ Fix RPS: suspended by steel cable,with power cable
 ‐ Fix RPP: for mounting projectors with built-in driver

BACK TO ACCESSORIES
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FIX VP/VPS/VPP
40

90

40

90

40

90

FIX VP

FIX VPS

FIX VPP

 ‐ Categorie
 ‐ Accessories
 ‐ Ceiling box

 ‐ Design & features
 ‐ Square shape
 ‐ No visible screws
 ‐ Magnetic mounting
 ‐ Powdercoated

 ‐ Materials
 ‐ Die-cast aluminium

 ‐ Use
 ‐ Fix VP:  luminaires suspended with a power cable
 ‐ Fix VPS: luminaires suspended with a steel cable
 ‐ Fix VPP: for mounting projectors with built-in driver

BACK TO ACCESSORIES
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105

35

FIX QU

 ‐ Categorie
 ‐ Accessories
 ‐ Ceiling box

 ‐ Design & features
 ‐ Square shape
 ‐ No visible screws
 ‐ Powdercoated

 ‐ Materials
 ‐ Extruded aluminium

 ‐ Use
 ‐ For Qube Air

BACK TO ACCESSORIES
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35

Ø 105

FIX TU

 ‐ Categorie
 ‐ Accessories
 ‐ Ceiling box

 ‐ Design & features
 ‐ Square shape
 ‐ No visible screws
 ‐ Powdercoated

 ‐ Materials
 ‐ Extruded aluminium

 ‐ Use
 ‐ For Tube Air

BACK TO ACCESSORIES
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CEILING FIX ROUND 65
65

Ø 65 ‐ Categorie
 ‐ Accessories

 ‐ Design & features
 ‐ Tubular profile
 ‐ Seamless finish
 ‐ Powder coated parts
 ‐ No visible screws
 ‐ Housing is fixed with springs
 ‐ Strain relief is hidden inside

 ‐ Variations
 ‐ Available in 1 length: 65 mm
 ‐ Available for fixed and dali luminaires

 ‐ Materials
 ‐ Aluminium housing
 ‐ Metal mounting bracket

 ‐ Included
 ‐ Mounting bracket
 ‐ Housing

 ‐ Add
 ‐ PVC or textile cable of 2,4 or 6 meters

BACK TO ACCESSORIES

GO TO
PRODUCT FOLDER
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25

80

FIX B

 ‐ Categorie
 ‐ Accessories
 ‐ Ceiling box

 ‐ Design & features
 ‐ Square shape
 ‐ Powdercoated

 ‐ Materials
 ‐ Extruded aluminium

 ‐ Use
 ‐ For mounting projectors or suspending luminiares on 

concrete ceiling
 ‐ With loop-through

BACK TO ACCESSORIES
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55

Ø 200

FIX AA

 ‐ Categorie
 ‐ Accessories
 ‐ Mounted ceiling box with integrated driver

 ‐ Design & features
 ‐ Cylindrical shape
 ‐ Integrated driver
 ‐ Powdercoated
 ‐ Transparant power cable between Fix and luminaire is 

included
 ‐ Steel suspension cables between Fix and luminaire are 

included

 ‐ Materials
 ‐ Aluminium housing

 ‐ Use
 ‐ Exclusively for Aura Air
 ‐ 20/50/75/100/150W integrated fixed driver
 ‐ 60W integrated dali driver

BACK TO ACCESSORIES
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Ø 74

FIX DISC

 ‐ Categorie
 ‐ Accessories
 ‐ Recessed ceiling box

 ‐ Design & features
 ‐ Round shape
 ‐ Powdercoated
 ‐ With coil springs of leaf springs

 ‐ Materials
 ‐ Die-cast aluminium

 ‐ Use
 ‐ For luminaires suspended with a power cable

 ‐ Combine with
 ‐ Silicon power cable 3G0,75
 ‐ Textile power cable 3G0,75

BACK TO ACCESSORIES
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38

268
56

FIX BP

 ‐ Categorie
 ‐ Accessories
 ‐ Mounted ceiling box with integrated driver

 ‐ Design & features
 ‐ Rectangular shape
 ‐ Integrated driver
 ‐ Powdercoated

 ‐ Materials
 ‐ Extruded aluminium

 ‐ Use
 ‐ Exclusively for Baseline Air
 ‐ 8/20/50W integrated driver

 ‐ Combine with
 ‐ Power cable 2G0,5 transparent 2/4/6m

BACK TO ACCESSORIES
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160

50

40

CEILING FIX RECTANGULAR 
50X160

 ‐ Categorie
 ‐ Accessories
 ‐ Mounted ceiling box with integrated driver

 ‐ Design & features
 ‐ Rectangular shape
 ‐ Integrated driver
 ‐ Powdercoated
 ‐ Integrated strain relief
 ‐ Screwless assembly. The housing snaps onto mounting 

bracket with magnets.

 ‐ Materials
 ‐ Sheet metal

 ‐ Use
 ‐ Exclusively for Stretto Air

 ‐ Combine with
 ‐ Power cable 2G0,5 black or white 2/4/6m

BACK TO ACCESSORIES
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FIX E4

 ‐ Categorie
 ‐ Accessories
 ‐ Track adapters for 3-phase tracks

 ‐ Design & features
 ‐ Glossy black or white
 ‐ 3-phase switch
 ‐ Mechanical lock

 ‐ Materials
 ‐ Plastic

 ‐ Use
 ‐ For track-mounted projectors:
 ‐ Eclipso, Onis Trim, Onis Bar, Polaris Ray

BACK TO ACCESSORIES
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FIX TA5

 ‐ Categorie
 ‐ Accessories
 ‐ Track adapters for 3-phase tracks

 ‐ Design & features
 ‐ Glossy black or white
 ‐ 3-phase switch
 ‐ Mechanical lock

 ‐ Materials
 ‐ Plastic

 ‐ Use
 ‐ For mounting Talgo & Talgo BAP on 3-phase tracks

BACK TO ACCESSORIES
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FIX S1

 ‐ Categorie
 ‐ Accessories
 ‐ Track adapters for 3-phase tracks

 ‐ Design & features
 ‐ Glossy black or white
 ‐ 3-phase switch
 ‐ Mechanical lock

 ‐ Materials
 ‐ Plastic

 ‐ Use
 ‐ For suspending luminaires suspended with a power 

cable on a 3-phase track

BACK TO ACCESSORIES
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FIX T

 ‐ Categorie
 ‐ Accessories
 ‐ Track adapters for 3-phase tracks

 ‐ Design & features
 ‐ Glossy black or white
 ‐ 3-phase switch
 ‐ Mechanical lock

 ‐ Materials
 ‐ Plastic

 ‐ Use
 ‐ For suspending luminaires suspended with a steel cable 

on a 3-phase track

BACK TO ACCESSORIES
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FIX 2T

 ‐ Categorie
 ‐ Accessories
 ‐ Track adapters for 3-phase tracks

 ‐ Design & features
 ‐ Glossy black or white
 ‐ 3-phase switch
 ‐ Mechanical lock

 ‐ Materials
 ‐ Plastic

 ‐ Use
 ‐ For suspending luminaires suspended with 2 steel cable 

on a 3-phase track

BACK TO ACCESSORIES
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167 
16

18

FIX LVS

 ‐ Categorie
 ‐ Accessories
 ‐ Track adapters for Stucchi 48V tracks

 ‐ Design & features
 ‐ Glossy black or white
 ‐ Magnetic mounting
 ‐ Flush mounted

 ‐ Materials
 ‐ Plastic

 ‐ Use
 ‐ For Izaro on LVS-track

BACK TO ACCESSORIES
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167 

16

18

Ø14

80

FIX LVSA

 ‐ Categorie
 ‐ Accessories
 ‐ Track adapters for Stucchi 48V tracks

 ‐ Design & features
 ‐ Glossy black or white
 ‐ Magnetic mounting
 ‐ Flush mounted

 ‐ Materials
 ‐ Plastic adapter
 ‐ Aluminium strain relief

 ‐ Use
 ‐ For Onis Air on LVS-track

BACK TO ACCESSORIES
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100

FIX UD 100/120

120

 ‐ Categorie
 ‐ Accessories for ceiling grid 

 ‐ Design & features
 ‐ Steel bracket
 ‐ Strain relief

 ‐ Materials
 ‐ Powder coated steel

 ‐ Use
 ‐ For mounted a projector with built-in driver on a ceiling 

grid

BACK TO ACCESSORIES
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77

75

17

FIX V

 ‐ Categorie
 ‐ Accessories for cable ducts 

 ‐ Design & features
 ‐ Steel bracket

 ‐ Materials
 ‐ Powder coated steel

 ‐ Use
 ‐ For mounted a projector with built-in driver on a cable 

duct

BACK TO ACCESSORIES
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FIX I

 ‐ Categorie
 ‐ Accessories
 ‐ Steel cables 

 ‐ Design & features
 ‐ Steel braided cable
 ‐ 1,2 mm in diameter

 ‐ Materials
 ‐ Stainless steel

 ‐ Use
 ‐ For suspending a luminaire on a ceiling hook

BACK TO ACCESSORIES
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FIX J

 ‐ Categorie
 ‐ Accessories
 ‐ Steel cables 

 ‐ Design & features
 ‐ Steel braided cable
 ‐ 1,2 mm in diameter
 ‐ Ceiling cup

 ‐ Materials
 ‐ Stainless steel

 ‐ Use
 ‐ For suspending a luminaire on a ceiling

BACK TO ACCESSORIES
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FIX GP

 ‐ Categorie
 ‐ Accessories
 ‐ Steel cables 

 ‐ Design & features
 ‐ Steel braided cable
 ‐ 1,2 mm in diameter

 ‐ Materials
 ‐ Stainless steel

 ‐ Use
 ‐ For suspending a luminaire on a steeldeck

BACK TO ACCESSORIES
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FIX GQ

 ‐ Categorie
 ‐ Accessories
 ‐ Steel cables 

 ‐ Design & features
 ‐ Steel braided cable
 ‐ 1,2 mm in diameter

 ‐ Materials
 ‐ Stainless steel

 ‐ Use
 ‐ For suspending a luminaire on a steeldeck

BACK TO ACCESSORIES
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FIX GV

 ‐ Categorie
 ‐ Accessories
 ‐ Steel cables 

 ‐ Design & features
 ‐ Steel braided cable
 ‐ 1,2 mm in diameter

 ‐ Materials
 ‐ Stainless steel

 ‐ Use
 ‐ For suspending a 3-phase track on a steeldeck

BACK TO ACCESSORIES
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FIX HT

 ‐ Categorie
 ‐ Accessories
 ‐ Steel cables 

 ‐ Design & features
 ‐ Steel braided cable
 ‐ Cable adjuster

 ‐ Materials
 ‐ Stainless steel

 ‐ Use
 ‐ For suspending a Highway with one central steel cable

BACK TO ACCESSORIES
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FIX EI

 ‐ Categorie
 ‐ Accessories
 ‐ Steel cables 

 ‐ Design & features
 ‐ Steel braided cable
 ‐ 1,2 mm in diameter

 ‐ Materials
 ‐ Stainless steel

 ‐ Use
 ‐ For suspending a luminaire on a ceiling hook

BACK TO ACCESSORIES
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FIX EU

 ‐ Categorie
 ‐ Accessories
 ‐ Steel cables 

 ‐ Design & features
 ‐ Steel braided cable
 ‐ 1,2 mm in diameter

 ‐ Materials
 ‐ Stainless steel

 ‐ Use
 ‐ For suspending a 3-phase track on a ceiling

BACK TO ACCESSORIES
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FIX EV

 ‐ Categorie
 ‐ Accessories
 ‐ Steel cables 

 ‐ Design & features
 ‐ Steel braided cable
 ‐ 1,2 mm in diameter

 ‐ Materials
 ‐ Stainless steel

 ‐ Use
 ‐ For suspending a 3-phase track on a ceiling hook

BACK TO ACCESSORIES
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FIX BL

 ‐ Categorie
 ‐ Accessories
 ‐ Steel cables 

 ‐ Design & features
 ‐ Steel braided cable
 ‐ 1,2 mm in diameter
 ‐ Cable adjuster in ceiling cup

 ‐ Materials
 ‐ Stainless steel

 ‐ Use
 ‐ For suspending a Baseline Air on a ceiling

BACK TO ACCESSORIES
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186

FIX TR

 ‐ Categorie
 ‐ Accessories for 3-phase tracks

 ‐ Design & features
 ‐ Steel bracket
 ‐ Powdercoated
 ‐ Cable adjuster on both sides

 ‐ Materials
 ‐ Sheet metal

 ‐ Use
 ‐ For levelling a 3-phase track

BACK TO ACCESSORIES
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FIX CA1

 ‐ Categorie
 ‐ Accessories for tile ceiling systems

 ‐ Design & features
 ‐ Steel bracket

 ‐ Materials
 ‐ Sheet metal

 ‐ Use
 ‐ For mounting luminaires on a tile ceiling system

BACK TO ACCESSORIES
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FIX CA2

 ‐ Categorie
 ‐ Accessories for tile ceiling systems

 ‐ Design & features
 ‐ Steel bracket

 ‐ Materials
 ‐ Sheet metal

 ‐ Use
 ‐ For suspending luminaires from a tile ceiling system

BACK TO ACCESSORIES
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5036

20

FIX EC

 ‐ Categorie
 ‐ Accessories for tile ceiling systems

 ‐ Design & features
 ‐ Steel bracket

 ‐ Materials
 ‐ Sheet metal

 ‐ Use
 ‐ For mounting luminaires to a tile ceiling system

BACK TO ACCESSORIES
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FIX CAJ
25

Ø15

 ‐ Categorie
 ‐ Accessories
 ‐ Steel cables 

 ‐ Design & features
 ‐ Steel braided cable
 ‐ 1,2 mm in diameter
 ‐ Ceiling cup on caddy clip

 ‐ Materials
 ‐ Stainless steel, painted caddy clip
 ‐ Stailless steel, chromed ceiling cup

 ‐ Use
 ‐ For suspending a luminaire on tile ceiling system

BACK TO ACCESSORIES
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FIX P3/P4

 ‐ Categorie
 ‐ Accessories

 ‐ Design & features
 ‐ Metal plate for mounting
 ‐ Cable ceilig cup for 3 or 4 cables

 ‐ Materials
 ‐ Sheet metal

 ‐ Use
 ‐ For mounting luminaires to a tile ceiling system

Ø 80

Ø 80

FIX P3

FIX P4

BACK TO ACCESSORIES
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18,5

5057

FIX ECO

 ‐ Categorie
 ‐ Accessories

 ‐ Design & features
 ‐ Steel bracket
 ‐ Powder coated

 ‐ Materials
 ‐ Sheet metal

 ‐ Use
 ‐ For suspending Ecoline

BACK TO ACCESSORIES
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SONO AIR 
700/900/1100/1500

Ø700

20

Ø900

20

Ø1100

20

Ø1500

20

 ‐ Categorie
 ‐ Suspended acoustic panel

 ‐ Design & features
 ‐ Felt PET panel
 ‐ Optional colored felt coating
 ‐ 3 (700, 900 & 1100) or 4 (1500) suspension points 

on top of luminaire
 ‐ Perfect for hospitality & offices
 ‐ Very good acoustic dampening

 ‐ Variations 
 ‐ Available in 4 diameters: 700, 900, 1100 & 1500 

mm

 ‐ Materials
 ‐ PET felt
 ‐ Steel cable adjusters

SONO AIR 700

SONO AIR 900

SONO AIR 1100

SONO AIR 1500

BACK TO ACOUSTICS

GO TO
PRODUCT FOLDER
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SPECIAL RELIGHTING KIT
BRIDGE CARRE UP

300

66

300

230V
50Hz

350350

 ‐ Categorie
 ‐ Mounted downlighter

 ‐ Design & features
 ‐ Square shape

 ‐ Features
 ‐ Uses original mounting bracket of Cubo (no new 

mounting bracket included)
 ‐ Slots in sides of luminaire for electrical cable tubes
 ‐ Same size as Cubo (no need to repaint the ceiling)

 ‐ Materials
 ‐ Sheet metal parts
 ‐ PMMA lenses

 ‐ Optics
 ‐ Mat lenses: 30°, 90° or 110°
 ‐ Clear lenses: 60°

 ‐ Light sources
 ‐ LED 23-85W/830-840-930-940

 ‐ Power source
 ‐ Integrated 230V AC driver
 ‐ Fixed driver included
 ‐ Dali optional

BACK TO MOUNTED
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BRIDGE

BRIDGE UNO

65

290

230V
50Hz

90°350°

65

290

230V
50Hz

90°350°

BRIDGE UNO VERSO

BRIDGE UNO ALTO

SYSTEM PWR LUM. FLUX CRI CCT
33W 3588 - 3789 lm 80 3000K - 4000K

3 kg IP20 5Y
20khr gu

ara
nte

e

SYSTEM PWR LUM. FLUX CRI CCT
33W 3588 - 3789 lm 80 3000K - 4000K

3 kg IP20 5Y
20khr gu

ara
nte

e

5

GENERAL INFO
 ‐ Categorie

 ‐ Track mounted spot/downlight

 ‐ Design & features
 ‐ Rectangular shape
 ‐ Mounted on in-track adapter
 ‐ Can be rotated 350°

 ‐ Materials
 ‐ Sheet metal parts
 ‐ Plastic adapters
 ‐ PMMA lenses

 ‐ Optics
 ‐ Mat lenses: 30°, 90° or 110°
 ‐ Clear lenses: 60°

 ‐ Power source
 ‐ Integrated 230V AC driver
 ‐ Driver included
 ‐ Dali optional
 ‐ Casambi optional
 ‐ Masterconnect optional

SCROLL
DOWN
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GENERAL INFO
 ‐ Categorie

 ‐ Track mounted spot/downlight

 ‐ Design & features
 ‐ Rectangular shape
 ‐ Mounted on in-track adapter
 ‐ Can be rotated 350°

 ‐ Materials
 ‐ Sheet metal parts
 ‐ Plastic adapters
 ‐ PMMA lenses

 ‐ Optics
 ‐ Mat lenses: 30°, 90° or 110°
 ‐ Clear lenses: 60°

 ‐ Power source
 ‐ Integrated 230V AC driver
 ‐ Driver included
 ‐ Dali optional
 ‐ Casambi optional
 ‐ Masterconnect optional

6

BRIDGE

BRIDGE DUO

130

290

230V
50Hz

90°350°

BRIDGE DUO
SYSTEM PWR LUM. FLUX CRI CCT
33W 3588 - 3789 lm 80 3000K - 4000K

3 kg IP20 5Y
20khr gu

ara
nte

e

SCROLL
DOWN
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BRIDGE

BRIDGE QUATRO

580

65

130

230V
50Hz

350°

BRIDGE QUATRO
SYSTEM PWR LUM. FLUX CRI CCT
33W 3588 - 3789 lm 80 3000K - 4000K

3 kg IP20 5Y
20khr gu

ara
nte

e

9

GENERAL INFO
 ‐ Categorie

 ‐ Track mounted spot/downlight

 ‐ Design & features
 ‐ Rectangular shape
 ‐ Mounted on in-track adapter
 ‐ Can be rotated 350°

 ‐ Materials
 ‐ Sheet metal parts
 ‐ Plastic adapters
 ‐ PMMA lenses

 ‐ Optics
 ‐ Mat lenses: 30°, 90° or 110°
 ‐ Clear lenses: 60°

 ‐ Power source
 ‐ Integrated 230V AC driver
 ‐ Driver included
 ‐ Dali optional

SCROLL
DOWN



299 30010 11
SCROLL
DOWN



301 30212

BRIDGE

BRIDGE LUNGO

1150
60

50

BRIDGE LUNGO
SYSTEM PWR LUM. FLUX CRI CCT
33W 3588 - 3789 lm 80 3000K - 4000K

3 kg IP20 5Y
20khr gu

ara
nte

e
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GENERAL INFO
 ‐ Categorie

 ‐ Track mounted downlight

 ‐ Design & features
 ‐ Rectangular shape
 ‐ Mounted on in-track adapter

 ‐ Materials
 ‐ Sheet metal parts
 ‐ Plastic adapters
 ‐ PMMA lenses

 ‐ Optics
 ‐ Mat lenses: 30°, 90° or 110°
 ‐ Clear lenses: 60°

 ‐ Power source
 ‐ Integrated 230V AC driver
 ‐ Driver included
 ‐ Dali optional

SCROLL
DOWN
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BRIDGE

BRIDGE CARRE AIR

300

41

300

230V
50Hz

BRIDGE CARRE AIR
SYSTEM PWR LUM. FLUX CRI CCT
33W 3588 - 3789 lm 80 3000K - 4000K

3 kg IP20 5Y
20khr gu

ara
nte

e
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GENERAL INFO
 ‐ Categorie

 ‐ Suspended downlight

 ‐ Design & features
 ‐ Square shape
 ‐ 2 susupension points

 ‐ Materials
 ‐ Sheet metal parts
 ‐ PMMA lenses

 ‐ Optics
 ‐ Mat lenses: 30°, 90° or 110°
 ‐ Clear lenses: 60°

 ‐ Power source
 ‐ Integrated 230V AC driver
 ‐ Driver included
 ‐ Dali optional

SCROLL
DOWN
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BRIDGE

BRIDGE QUATRO AIR

580

45

130

230V
50Hz

BRIDGE QUATRO AIR
SYSTEM PWR LUM. FLUX CRI CCT
33W 3588 - 3789 lm 80 3000K - 4000K

3 kg IP20 5Y
20khr gu

ara
nte

e
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GENERAL INFO
 ‐ Categorie

 ‐ Suspended downlight

 ‐ Design & features
 ‐ Rectangular shape
 ‐ 2 susupension points

 ‐ Materials
 ‐ Sheet metal parts
 ‐ PMMA lenses

 ‐ Optics
 ‐ Mat lenses: 30°, 90° or 110°
 ‐ Clear lenses: 60°

 ‐ Power source
 ‐ Integrated 230V AC driver
 ‐ Driver included
 ‐ Dali optional

SCROLL
DOWN
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BRIDGE

BRIDGE CARRE UP

300

41

300

230V
50Hz

BRIDGE CARRE UP
SYSTEM PWR LUM. FLUX CRI CCT
33W 3588 - 3789 lm 80 3000K - 4000K

3 kg IP20 5Y
20khr gu

ara
nte

e
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GENERAL INFO
 ‐ Categorie

 ‐ Mounted downlight

 ‐ Design & features
 ‐ Rectangular shape
 ‐ System for easy installing

 ‐ Materials
 ‐ Sheet metal parts
 ‐ PMMA lenses

 ‐ Optics
 ‐ Mat lenses: 30°, 90° or 110°
 ‐ Clear lenses: 60°

 ‐ Power source
 ‐ Integrated 230V AC driver
 ‐ Driver included
 ‐ Dali optional

SCROLL
DOWN
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BRIDGE

BRIDGE CARRE DUCT

300

41

300

230V
50Hz

BRIDGE CARRE DUCT
SYSTEM PWR LUM. FLUX CRI CCT
33W 3588 - 3789 lm 80 3000K - 4000K

3 kg IP20 5Y
20khr gu

ara
nte

e
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GENERAL INFO
 ‐ Categorie

 ‐ Mounted downlight for cable ducts

 ‐ Design & features
 ‐ Square shape
 ‐ Fixed to cable duct with 2 wing screws

 ‐ Materials
 ‐ Sheet metal parts
 ‐ PMMA lenses

 ‐ Optics
 ‐ Mat lenses: 30°, 90° or 110°
 ‐ Clear lenses: 60°

 ‐ Power source
 ‐ Integrated 230V AC driver
 ‐ Driver included
 ‐ Dali optional

SCROLL
DOWN



22

BRIDGE

BRIDGE CARRE IN

335

41

335

230V
50Hz

310x310

BRIDGE CARRE IN
SYSTEM PWR LUM. FLUX CRI CCT
33W 3588 - 3789 lm 80 3000K - 4000K

3 kg IP20 5Y
20khr gu

ara
nte

e
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PG-TRACK

OVERVIEW

FIXED DALI FIXED DALI

PG-TRACK 1F DALI PG-TRACK IN 1F DALI

MOUNTED & SUSPENDED

3-
PH

A
SE

1-
PH
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SE

RECESSED

PG-TRACK 3F PG-TRACK 3F DALI PG-TRACK IN 3F PG-TRACK IN 3F DALIP4 P8 P12 P16

P20 P24
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315 3164

PG-TRACK

PG-TRACK 3F

END CAP W HOLE
+ END FEED LEFT

L-COUPLER OUTSIDE
+L-COUPLER COVER

STRAIGHT ELECTRICAL COUPLER
+ STRAIGHT MECHANICAL COUPLER

END CAP

TOP VIEW

35,2

35,5
L2

N

L1

L3

5

35,2

35,5
L2

N

L1

L3

PG-TRACK 3F TRACK
 - mounted or suspended

 - 3-phase

 - max. load 30 kg/m

 - 1,2 or 3 meters

 - black, white or grey

181

20

32

SUSPENSION COUPLER CLAMP
 - connects 2 tracks mechanically

 - black, white or grey

35

41

5 m

WIRE SUSPENSION CUP 5M
 - suspension system for every 

ceiling type

 - assembly of track clip, cable 
adjuster, steel wire and metal 
ceiling cup

 - black, white or grey

62

38

18

35

T-PROFILE CLAMP
 - mounting system for ceiling 

sytems with a visible T-profile

 - black, white or grey

35

41

5 m

WIRE SUSPENSION LOOP 5M
 - suspension system for hooks

 - assembly of track clip, cable 
adjuster and steel wire with 
loop

 - black, white or grey

Ø25

52

SUSPENSION HOOK
 - metal hook for suspending items 

to a track

 - black, white or grey

TRACK COVER 3M
 - plastic cover to hide the inside 

of a track

 - black or white

103

58,5

53,5

SCHUKO ADAPTER
 - power outlet for track

 - 6A fuse included

 - black or white

35

41

5 m

WIRE SUSPENSION STEEL DECK 5M
 - suspension system for steel 

decks

 - assembly of track clip, cable 
adjuster and steel wire with 
metal tab

 - black, white or grey

SCROLL
DOWN
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98

35

 - power connection to profile

 - left polarisation

 - black, white or grey

PG-TRACK

PG-TRACK 3F
END FEED LEFT

98

35

END FEED RIGHT
 - power connection to profile

 -  right polarisation

 - black, white or grey

68

20

STRAIGHT COUPLER
 - electrical connection between 

2 profiles

 - black, white or grey

166

35

I-COUPLER
 - electrical connection between 

2 profiles 

 - optional power feed

 - black, white or grey

228

35

ADJUSTABLE COUPLER
 - electrical connection between 

2 profiles

 - adjustable angle of 180°

 - black, white or grey

166

101

166

101

OR

TWISTED T-COUPLER LEFT
 - electrical connection for 3 

tracks in a T-configuration

 - can be transformed into both 
left polarities

 - optional power feed

 - black, white or grey

101

101

OR
101

101

TWISTED L-COUPLER
 - electrical connection in a 90° 

angle

 - can be transformed into both 
left and right polarisation

 - optional power feed

 - black, white or grey

166

101

166

101

OR

TWISTED T-COUPLER RIGHT

166

166

X-COUPLER
 - electrical connection for 4 

tracks in an X-configuration

 - optional power feed

 - black, white or grey

31

35

END CAP
 - to cover the end a track

 - black, white or grey

 - electrical connection for 3 
tracks in a T-configuration

 - can be transformed into both 
right polarities

 - optional power feed

 - black, white or grey

SCROLL
DOWN
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35,2

35,5
L2
D+
N

L1
D-
L3

PG-TRACK 3F DALI TRACK

181

20

32

SUSPENSION COUPLER CLAMP

62

38

18

35

T-PROFILE CLAMP

Ø25

52

SUSPENSION HOOK

TRACK COVER 3M

103

58,5

53,5

SCHUKO ADAPTER

 - mounted or suspended

 - 3-phase

 - dali 

 - max. load 30 kg/m

 - 1,2 or 3 meters

 - black, white or grey

 - connects 2 tracks mechanically

 - black, white or grey

 - mounting system for ceiling 
sytems with a visible T-profile

 - black, white or grey

 - metal hook for suspending items 
to a track

 - black, white or grey

 - plastic cover to hide the inside 
of a track

 - black or white

 - power outlet for track

 - 6A fuse included

 - black or white

35

41

5 m

WIRE SUSPENSION CUP 5M
 - suspension system for every 

ceiling type

 - assembly of track clip, cable 
adjuster, steel wire and metal 
ceiling cup

 - black, white or grey

35

41

5 m

WIRE SUSPENSION LOOP 5M
 - suspension system for hooks

 - assembly of track clip, cable 
adjuster and steel wire with 
loop

 - black, white or grey

35

41

5 m

WIRE SUSPENSION STEEL DECK 5M
 - suspension system for steel 

decks

 - assembly of track clip, cable 
adjuster and steel wire with 
metal tab

 - black, white or grey

8

PG-TRACK

PG-TRACK 3F DALI

END FEED
LEFT DALI

TOP VIEW

L-COUPLER
LEFT DALI

FLEXIBLE
COUPLER

DALI

X-COUPLER
DALI

I-COUPLER 
DALI

TWISTED
T-COUPLER
LEFT1 DALI

STRAIGTH
COUPLER

DALI

END CAP 35,2

35,5
L2
D+
N

L1
D-
L3

SCROLL
DOWN



321 32211

31

35

END CAP
 - to cover the end of a track

 - black, white or grey

203

119

T-COUPLER RIGHT2
 - electrical connection for 3 

tracks in a T-configuration

 - right polarisation

 - optional power feed

 - black, white or grey

203

203

X-COUPLER
 - electrical connection for 4 

tracks in an X-configuration

 - optional power feed

 - black, white or grey

10

PG-TRACK

PG-TRACK 3F DALI

139

35

END FEED LEFT
 - power connection to profile

 - left polarisation

 - black, white or grey

139

35

END FEED RIGHT
 - power connection to profile

 - right polarisation

 - black, white or grey

106

19

STRAIGHT COUPLER
 - electrical connection between 

2 profiles

 - black, white or grey

203

35

I-COUPLER
 - electrical connection between 

2 profiles

 - optional power feed

 - black, white or grey

285

35

FLEXIBLE COUPLER
 - electrical connection between 

2 profiles

 - adjustable angle of 180°

 - black, white or grey

101

101

L-COUPLER RIGHT
 - electrical connection in a 90° 

angle

 - right polarisation

 - optional power feed

 - black, white or grey

101

101

L-COUPLER LEFT
 - electrical connection in a 90° 

angle

 - left polarisation

 - optional power feed

 - black, white or grey

203

119

T-COUPLER LEFT1

203

119

T-COUPLER LEFT2
 - electrical connection for 3 

tracks in a T-configuration

 - left polarisation

 - optional power feed

 - black, white or grey

 - electrical connection for 3 
tracks in a T-configuration

 - left polarisation

 - optional power feed

 - black, white or grey

203

119

T-COUPLER RIGHT1
 - electrical connection for 3 

tracks in a T-configuration

 - right polarisation

 - optional power feed

 - black, white or grey

SCROLL
DOWN



323 32413

35,5

36

35,2

L2

N

L1

L3

PG-TRACK IN 3F TRACK
 - recessed

 - 3-phase

 - max. load 30 kg/m

 - 1,2 or 3 meters

 - black, white or grey

Ø25

52

SUSPENSION HOOK
 - metal hook for suspending items 

to a track

 - black, white or grey

TRACK COVER 3M
 - plastic cover to hide the inside 

of a track

 - black or white

103

58,5

53,5

SCHUKO ADAPTER
 - power outlet for track

 - 6A fuse included

 - black or white

12

PG-TRACK

PG-TRACK IN 3F

END FEED LEFT
+ COVER

TOP VIEW

L-COUPLER LEFT
+ COVER

X-COUPLER
+ COVER

I-COUPLER
+ COVER

T-COUPLER LEFT1
+ COVER

STRAIGHT
COUPLER

END CAP

35,5

36

35,2

L2

N

L1

L3

SCROLL
DOWN



325 3261514

PG-TRACK

PG-TRACK IN 3F

98

35

END FEED LEFT + COVER
 - power connection to profile

 - cover included

 - left polarisation

 - black, white or grey

98

35

END FEED RIGHT + COVER
 - power connection to profile

 - cover included

 - right polarisation

 - black, white or grey

68

20

STRAIGHT COUPLER
 - electrical connection between 

2 profiles

 - black, white or grey

166

35

I-COUPLER + COVER
 - electrical connection between 

2 profiles

 - cover included

 - optional power feed

 - black, white or grey

166

101

166

101

OR

TWISTED T-COUPLER LEFT + COVER
 - electrical connection for 3 

tracks in a T-configuration

 - cover included

 - can be transformed into both 
left polarities

 - optional power feed

 - black, white or grey

101

101

OR
101

101

TWISTED L-COUPLER + COVER
 - electrical connection in a 90° 

angle

 - cover included

 - can be transformed into both 
left and right polarisation

 - optional power feed

 - black, white or grey

166

101

166

101

OR

TWISTED T-COUPLER RIGHT + COVER

166

166

X-COUPLER + COVER
 - electrical connection for 4 

tracks in an X-configuration

 - cover included

 - optional power feed

 - black, white or grey

 - electrical connection for 3 
tracks in a T-configuration

 - cover included

 - can be transformed into both 
right polarities

 - optional power feed

 - black, white or grey

48

56

END CAP
 - to cover the end of a track

 - black, white or grey

SCROLL
DOWN



327 32817

35,5

36

35,2

L2
D+
N

L1
D-
L3

PG-TRACK IN 3F DALI TRACK

Ø25

52

SUSPENSION HOOK

TRACK COVER 3M

103

58,5

53,5

SCHUKO ADAPTER

 - recessed

 - 3-phase

 - dali

 - max. load 30 kg/m

 - 1,2 or 3 meters

 - black, white or grey

 - metal hook for suspending items 
to a track

 - black, white or grey

 - plastic cover to hide the inside 
of a track

 - black or white

 - power outlet for track

 - 6A fuse included

 - black or white

16

PG-TRACK

PG-TRACK IN 3F DALI

END FEED LEFT
+ COVER

TOP VIEW

L-COUPLER LEFT
+ COVER

X-COUPLER
+ COVER

I-COUPLER
+ COVER

T-COUPLER LEFT1
+ COVER

STRAIGHT
COUPLER

END CAP

35,5

36

35,2

L2
D+
N

L1
D-
L3

SCROLL
DOWN



329 33019

48

56

END CAP
 - to cover the end of a track

 - black, white or grey

203

119

T-COUPLER RIGHT2 DALI + COVER
 - electrical connection for 3 

tracks in a T-configuration

 - cover included

 - right polarisation

 - optional power feed

 - black, white or grey

203

203

X-COUPLER DALI + COVER
 - electrical connection for 4 

tracks in an X-configuration

 - cover included

 - optional power feed

 - black, white or grey

18

PG-TRACK

PG-TRACK IN 3F DALI

139

35

END FEED LEFT DALI + COVER
 - power connection to profile

 - cover included

 - left polarisation

 - black, white or grey

139

35

END FEED RIGHT DALI + COVER
 - power connection to profile

 - cover included

 - right polarisation

 - black, white or grey

106

19

STRAIGHT COUPLER DALI
 - electrical connection between 

2 profiles

 - black, white or grey

203

35

I-COUPLER DALI + COVER
 - electrical connection between 2 

profiles with power feed

 - cover included

 - optional power feed

 - black, white or grey

101

101

L-COUPLER RIGHT DALI + COVER
 - electrical connection in a 90° 

angle

 - cover included

 - right polarisation

 - optional power feed

 - black, white or grey

101

101

L-COUPLER LEFT DALI + COVER
 - electrical connection in a 90° 

angle

 - cover included

 - left polarisation

 - optional power feed

 - black, white or grey

203

119

T-COUPLER LEFT1 DALI + COVER

203

119

T-COUPLER LEFT2 DALI + COVER
 - electrical connection for 3 

tracks in a T-configuration

 - cover included

 - left polarisation

 - optional power feed

 - black, white or grey

 - electrical connection for 3 
tracks in a T-configuration

 - cover included

 - left polarisation

 - optional power feed

 - black, white or grey

203

119

T-COUPLER RIGHT1 DALI + COVER
 - electrical connection for 3 

tracks in a T-configuration

 - cover included

 - right polarisation

 - optional power feed

 - black, white or grey

SCROLL
DOWN



331 33221

35,2

35,5
D2

D1

L

N

PG-TRACK 1F TRACK DALI
 - mounted or suspended

 - 1-phase

 - dali 

 - max. load 30 kg/m

 - 1,2 or 3 meters

 - black, white or grey

181

20

32

SUSPENSION COUPLER CLAMP

62

38

18

35

T-PROFILE CLAMP

Ø25

52

SUSPENSION HOOK

TRACK COVER 3M

 - connects 2 tracks mechanically

 - black, white or grey

 - mounting system for ceiling 
sytems with a visible T-profile

 - black, white or grey

 - metal hook for suspending items 
to a track

 - black, white or grey

 - plastic cover to hide the inside 
of a track

 - black or white

35

41

5 m

WIRE SUSPENSION CUP 5M
 - suspension system for every 

ceiling type

 - assembly of track clip, cable 
adjuster, steel wire and metal 
ceiling cup

 - black, white or grey

35

41

5 m

WIRE SUSPENSION LOOP 5M
 - suspension system for hooks

 - assembly of track clip, cable 
adjuster and steel wire with 
loop

 - black, white or grey

35

41

5 m

WIRE SUSPENSION STEEL DECK 5M
 - suspension system for steel 

decks

 - assembly of track clip, cable 
adjuster and steel wire with 
metal tab

 - black, white or grey

20

PG-TRACK

PG-TRACK 1F DALI

END FEED
LEFT DALI
+ COVER

TOP VIEW

L-COUPLER LEFT DALI
+ COVER

X-COUPLER DALI
+ COVER

I-COUPLER DALI
+ COVER

T-COUPLER
LEFT1 DALI

+ COVER

STRAIGHT
COUPLER DALI

END CAP 35,2

35,5
D2

D1

L

N

SCROLL
DOWN



333 33423

166

101

T-COUPLER RIGHT2 DALI

166

166

X-COUPLER DALI
 - electrical connection for 4 

tracks in an X-configuration

 - optional power feed

 - black, white or grey

31

35

END CAP
 - to cover the end of a track

 - black, white or grey

 - electrical connection for 3 
tracks in a T-configuration

 - right polarisation

 - optional power feed

 - black, white or grey

22

PG-TRACK

PG-TRACK 1F DALI

98

35

END FEED LEFT DALI
 - power connection to profile

 - left polarisation

 - black, white or grey

98

35

END FEED RIGHT DALI
 - power connection to profile

 - right polarisation

 - black, white or grey

68

20

STRAIGHT COUPLER DALI
 - electrical connection between 

2 profiles

 - black, white or grey

166

35

I-COUPLER DALI
 - electrical connection between 2 

profiles with power feed

 - optional power feed

 - black, white or grey

248

35

FLEXIBLE COUPLER DALI
 - electrical connection between 

2 profiles

 - adjustable angle of 180°

 - black, white or grey

101

101

L-COUPLER RIGHT DALI
 - electrical connection in a 90° 

angle

 - right polarisation

 - optional power feed

 - black, white or grey

101

101

L-COUPLER LEFT DALI
 - electrical connection in a 90° 

angle

 - left polarisation

 - optional power feed

 - black, white or grey

166

101

T-COUPLER LEFT1 DALI
 - electrical connection for 3 

tracks in a T-configuration

 - left polarisation

 - optional power feed

 - black, white or grey

166

101

T-COUPLER LEFT2 DALI
 - electrical connection for 3 

tracks in a T-configuration

 - left polarisation

 - optional power feed

 - black, white or grey

166

101

T-COUPLER RIGHT1 DALI
 - electrical connection for 3 

tracks in a T-configuration

 - right polarisation

 - optional power feed

 - black, white or grey

SCROLL
DOWN



335 33625

PG-TRACK IN 1F TRACK DALI
- 1,2 or 3 meters
- black, white or grey

35,5

36

35,2

D2

D1

L

N

Ø25

52

SUSPENSION HOOK
- black, white or grey
- 5 meters of steel cable
- twist and lock on the profile

TRACK COVER 3M
- black, white or grey

24

PG-TRACK

PG-TRACK IN 1F DALI

END FEED LEFT DALI
+ COVER

TOP VIEW

L-COUPLER LEFT DALI
+ COVER

X-COUPLER DALI
+ COVER

I-COUPLER DALI
+ COVER

T-COUPLER
LEFT1 DALI

+ COVER

STRAIGHT
COUPLER DALI

END CAP

35,5

36

35,2

D2

D1

L

N

SCROLL
DOWN



337 33827

166

101

T-COUPLER RIGHT2 DALI + COVER
 - electrical connection for 3 

tracks in a T-configuration

 - right polarisation

 - optional power feed

 - cover included

 - black, white or grey

48

56

END CAP
 - to cover the end of a track

 - black, white or grey

166

166

X-COUPLER DALI + COVER
 - electrical connection for 4 

tracks in an X-configuration

 - optional power feed

 - cover included

 - black, white or grey

26

166

101

T-COUPLER LEFT1 DALI + COVER

166

101

T-COUPLER LEFT2 DALI + COVER
 - electrical connection for 3 

tracks in a T-configuration

 - left polarisation

 - optional power feed

 - cover included

 - black, white or grey

 - electrical connection for 3 
tracks in a T-configuration

 - left polarisation

 - optional power feed

 - cover included

 - black, white or grey

166

101

T-COUPLER RIGHT1 DALI
 - electrical connection for 3 

tracks in a T-configuration

 - right polarisation

 - optional power feed

 - cover included

 - black, white or grey

PG-TRACK

PG-TRACK IN 1F DALI

101

101

L-COUPLER RIGHT DALI
 - electrical connection in a 90° 

angle

 - right polarisation

 - optional power feed

 - cover included

 - black, white or grey

101

101

L-COUPLER LEFT DALI + COVER
 - electrical connection in a 90° 

angle

 - left polarisation

 - optional power feed

 - cover included

 - black, white or grey

98

35

END FEED LEFT DALI + COVER
 - power connection to profile

 - left polarisation

 - cover included

 - black, white or grey

98

35

END FEED RIGHT DALI + COVER
 - power connection to profile

 - right polarisation

 - cover included

 - black, white or grey

68

20

STRAIGHT COUPLER DALI
 - electrical connection between 

2 profiles

 - black, white or grey

166

35

I-COUPLER DALI + COVER
 - electrical connection between 2 

profiles with power feed

 - optional power feed

 - cover included

 - black, white or grey

SCROLL
DOWN
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341 3423

LED PROFILES

OVERVIEW

LED PROFILE UP 15 LED PROFILE IN 20 LED PROFILE CORNER 18 

2
SCROLL
DOWN



343 3445

14,4

2000

6,6

PROFILE
 - aluminium profile
 - max. width of led 
strip: 12 mm

 - 2 meters long
 - black, white or 
anodised

12,4

22

OPAL SLIDE COVER
 - PMMA diffuser
 - 2 meters long
 - opal diffusion
 - slides into led profile

14,4

7

6,6

END CAP SET
 - ABS end caps
 - 2 pieces per set
 - black, white or silver

15 22

5,4

MOUNTING BRACKET SET
 - inox mounting 
brackets

 - 2 pieces per set
 - for easy mounting led 
profile

4

LED PROFILES

LED PROFILE UP 15
 ‐ Categorie

 ‐ Mounted profile

 ‐ Design
 ‐ Rectangular profile
 ‐ Black, white or anodised aluminium
 ‐ 2000 mm base and plexi

 ‐ Materials
 ‐ Aluminium extruded aluminium
 ‐ PMMA diffuser

 ‐ Optics
 ‐ Opal plexi

 ‐ Light sources
 ‐ LED 8-12W/m/827-830-840
 ‐ LED 6-11W/m/930-940
 ‐ Led strips delivered seperately

 ‐ Power source
 ‐ Independent 24V DC power supply
 ‐ Power supply not included
 ‐ Dali optional
 ‐ Casambi optional

 ‐ Extra’s
 ‐ Mounting brackets

GENERAL INFO

SCROLL
DOWN



345 3467

28

18,6
l

PROFILE
 - aluminium profile
 - max. width of led 
strip: 12 mm

 - 2 meters long
 - black, white or 
anodised

12,4

22

OPAL SLIDE COVER
 - PMMA diffuser
 - 2 meters long
 - opal diffusion
 - slides into led profile

15,4

2000

OPAL CLICK COVER
 - PMMA diffuser
 - 2 meters long
 - opal diffusion
 - clicks on led profile

28

18,6

END CAP SET
 - ABS end caps
 - 2 pieces per set
 - black, white or silver

20 25

11

MOUNTING BRACKET SET
 - - inox mounting 
brackets

 - 2 pieces per set
 - for easy mounting led 
profile

20

25

24,7

DOUBLE INOX SPRING SET
 - inox mounting brack-
ets with springs

 - 2 pieces per set
 - for recessing led 
profile

6

LED PROFILES

LED PROFILE IN 20
 ‐ Categorie

 ‐ Recessed profile

 ‐ Design
 ‐ Rectangular profile
 ‐ Black, white or anodised aluminium
 ‐ 2000 mm base and plexi

 ‐ Materials
 ‐ Aluminium extruded aluminium
 ‐ PMMA diffuser

 ‐ Optics
 ‐ Opal plexi

 ‐ Light sources
 ‐ LED 8-12W/m/827-830-840
 ‐ LED 6-11W/m/930-940
 ‐ Led strips delivered seperately

 ‐ Power source
 ‐ Independent 24V DC power supply
 ‐ Power supply not included
 ‐ Dali optional
 ‐ Casambi optional

 ‐ Extra’s
 ‐ Mounting brackets for surface mouting
 ‐ Mounting brackets for recessed mounting

GENERAL INFO

SCROLL
DOWN



347 3489

19,2

2000

5,4

PROFILE
 - aluminium profile
 - max. width of led 
strip: 12 mm

 - 2 meters long
 - anodised

12,4

22

OPAL SLIDE COVER
 -  PMMA diffuser
 - 2 meters long
 - opal diffusion
 - slides into led profile

19,2

2000

10,9

OPAL CLICK COVER
 - PMMA diffuser
 - 2 meters long
 - opal diffusion
 - clicks on led profile

19

END CAP SET FOR SLIDE COVER
 - ABS end caps for led 
profile with a slide 
cover

 - 2 pieces per set
 - silver

19

END CAP SET FOR CLICK COVER
 - ABS end caps for led 
profile with a click 
cover

 - 2 pieces per set
 - silver

17 24

5

MOUNTING BRACKET SET
 - inox mounting 
brackets

 - 2 pieces per set
 - for mounting led 
profile

8

LED PROFILES

LED PROFILE CORNER 18
 ‐ Categorie

 ‐ Mounted profile

 ‐ Design
 ‐ Triangular profile
 ‐ For corners
 ‐ Anodised aluminium
 ‐ 2000 mm base and plexi

 ‐ Materials
 ‐ Aluminium extruded aluminium
 ‐ PMMA diffuser

 ‐ Optics
 ‐ Opal plexi

 ‐ Light sources
 ‐ LED 8-12W/m/827-830-840
 ‐ LED 6-11W/m/930-940
 ‐ Led strips delivered seperately

 ‐ Power source
 ‐ Independent 24V DC power supply
 ‐ Power supply not included
 ‐ Dali optional
 ‐ Casambi optional

 ‐ Extra’s
 ‐ Mounting brackets

GENERAL INFO

SCROLL
DOWN
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LUMINAIRES FOR
SUSPENDED CEILING GRIDS
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351 3523

LUMINAIRES FOR TILE CEILINGS

PANEL OVERVIEW

MODITO SCG

BLIP 2X280 SCG

DONNA 3X280 SCG

BLIP 3X280 SCG

DONNA 4X280 SCG

BLIP SCG

TESSO SCG BELLO SCG

DONNA SCG

A-TYPE

600X600
625X625
300X1200

600X600

600X600

200X1200
300X1200

D-TYPE

600X600

600X600

600X600

-

X-TYPE

600X600

600X600

600X600

-

E-TYPE

-

600X600

600X600

-

E-TYPE

-

600X600

600X600

-

600X600
625X625

300X1200

600X600

600X600

200X1200
300X1200

A-TYPE
T24 PROFILE T15 PROFILE

O
PA

L 
&

 M
IC

RO
-P

RI
SM

AT
IC

 P
LE

XI
LE

N
SE

S
LO

U
VE

RS

200X1200
300X1200

- - - -200X1200
300X1200

200X1200
300X1200

- - - -200X1200
300X1200

p10

p12 p14

p16 p16

p18

p20 p20

p22

2
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353 3545

LUMINAIRES FOR TILE CEILINGS

MOUNTING FRAME OVERVIEW

LED PANEL MOUNTING FRAME
- 600X600 - --600X600

A-TYPE D-TYPE X-TYPE E-TYPE E-TYPEA-TYPE
T24 PROFILE T15 PROFILE

p24

4
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355 3567

LUMINAIRES FOR TILE CEILINGS

PROFILE OVERVIEW

CENTERLINE UP T24

STRETTO UP T24

1134 - ... MM

560 MM
840 MM
1120 MM
1400 MM

-

-

-

-

-

-

-

-

-

-

O
PA

L 
&

 M
IC

RO
-P

RI
SM

AT
IC

 P
LE

XI
LO

U
VE

RS

CENTERLINE AIR T24
1134 - ... MM - - - --

A-TYPE D-TYPE X-TYPE E-TYPE E-TYPEA-TYPE
T24 PROFILE T15 PROFILE

p26

p30

p34

6
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357 3589

LUMINAIRES FOR TILE CEILINGS

DOWNLIGHT OVERVIEW
APOLLO 170

SCOOP

ORION

SCOOP SQUARE

ORION FLEX

APOLLO 190 APOLLO 215

ORION DEEP

NOVA NOVA FLEX NOVA DEEP

DION FLEX DION II FLEX DION III FLEX

MAGNUM 180 MAGNUM 300 MAGNUM SQUARE 100

ORION II FLEX FLAT ORION II FLEX

NOVA II FLEX FLAT NOVA II FLEX

SUPPORT PLATES

p38 p38 p38

p40 p40

p42 p42 p42 p44

p46 p46 p46 p48

p50 p50

p52 p52

p50

p52

p48

p44

p54

8
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359 36011

GENERAL INFO
 ‐ Design & features

 ‐ Recessed luminaire
 ‐ Luminaire for suspended ceilings systems
 ‐ Square or rectangular shape
 ‐ Uniform illumination

 ‐ Variations
 ‐ Available in 3 dimensions: 595x595, 620x620 and 

295x1195 mm 

 ‐ Materials
 ‐ Aluminium housing
 ‐ PMMA diffusor

 ‐ Optics
 ‐ Micro-prismatic diffuser
 ‐ Low UGR

 ‐ Power source
 ‐ Independent 230V AC driver
 ‐ Dali, Casambi and MasterConnect are optional

 ‐ Extra
 ‐ Power cable with Wieland connector
 ‐ 1 hour emergency unit

 ‐ Light distribution curves
 ‐ See ‘Modito’ product page on our website

10

LUMINAIRES FOR TILE CEILINGS

MODITO SIG

30° 230V
50Hz

A B

13

30° 230V
50Hz

A B

13

230V
50Hz

A
B

13

MODITO SCG 600X600

MODITO SCG 625X625

MODITO SCG 300X1200

SYSTEM PWR LUM. FLUX CRI CCT
33W 3588 - 3789 lm 80 3000K - 4000K
37W 4263 - 4454 lm 80 3000K - 4000K

3 kg IP20 5Y
20khr gu

ara
nte

e

AVAILABLE FOR A B
A-type T24 tile ceiling 595 595
D-type T24 tile ceiling 595 595
X-type T24 tile ceiling 595 595
A-type T15 tile ceiling 595 595

AVAILABLE FOR A B
A-type T24 tile ceiling 620 620
A-type T15 tile ceiling 620 620

AVAILABLE FOR A B
A-type T24 tile ceiling 295 1195
A-type T15 tile ceiling 295 1195

SYSTEM PWR LUM. FLUX CRI CCT
33W 3588 - 3789 lm 80 3000K - 4000K
37W 4263 - 4454 lm 80 3000K - 4000K

3 kg IP20 5Y
20khr gu

ara
nte

e
SYSTEM PWR LUM. FLUX CRI CCT
33W 3588 - 3789 lm 80 3000K - 4000K
37W 4263 - 4454 lm 80 3000K - 4000K

3 kg IP20 5Y
20khr gu

ara
nte

e
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DOWN



361 36213

GENERAL INFO
 ‐ Design & features

 ‐ Recessed luminaire
 ‐ Luminaire for suspended ceilings systems
 ‐ Rectangular shape
 ‐ Integrated led rows with plexi cover

 ‐ Variations
 ‐ Available in 3 luminaire lengths: 590, 870 and 1150 mm
 ‐ Available in 2 panel dimensions: 195 x 1195 mm and 295 x 

1195 mm 

 ‐ Materials
 ‐ Sheet metal
 ‐ PMMA plexi cover

 ‐ Optics
 ‐ Opal and/or prismatic plexi

 ‐ Power source
 ‐ Independent 230V AC driver
 ‐ Dali, Casambi and MasterConnect are optional

 ‐ Extra
 ‐ Power cable with Wieland connector
 ‐ 1 hour emergency unit

 ‐ Light distribution curves
 ‐ See ‘Tesso SCG’ product page on our website

12

LUMINAIRES FOR TILE CEILINGS

TESSO 590/870/1150 SCG

A

90

B

580

DRIVER

A

90

B

590

DRIVER

TESSO 590 SCG 200X1200/300X1200

TESSO 870 SCG 200X1200/300X1200

SYSTEM PWR LUM. FLUX CRI CCT
15W 2039 - 2159 lm 80 3000K - 4000K
21W 2841 - 3014 lm 80 3000K - 4000K
29W 3866 - 4108 lm 80 3000K - 4000K

2,7 kg IP20 5Y
20khr gu

ara
nte

e

A

90

B

1148

DRIVER

TESSO 1150 SCG 200X1200/300X1200

SYSTEM PWR LUM. FLUX CRI CCT
24W 3465 - 3681 lm 80 3000K - 4000K
33W 4530 - 4818 lm 80 3000K - 4000K
43W 5802 - 6177 lm 80 3000K - 4000K

3,3 kg IP20 5Y
20khr gu

ara
nte

e
SYSTEM PWR LUM. FLUX CRI CCT
32W 4620 - 4902 lm 80 3000K - 4000K
42W 5944 - 6314 lm 80 3000K - 4000K
55W 7734 - 8226 lm 80 3000K - 4000K

3,7 kg IP20 5Y
20khr gu

ara
nte

e

AVAILABLE FOR A B
A-type T15 & T24 tile ceiling 195 1195
A-type T15 & T24 tile ceiling 295 1195

AVAILABLE FOR A B
A-type T15 & T24 tile ceiling 195 1195
A-type T15 & T24 tile ceiling 295 1195

AVAILABLE FOR A B
A-type T15 & T24 tile ceiling 195 1195
A-type T15 & T24 tile ceiling 295 1195 SCROLL

DOWN



363 36415

GENERAL INFO
 ‐ Design & features

 ‐ Recessed luminaire
 ‐ Luminaire for suspended ceilings systems
 ‐ Rectangular shape
 ‐ Integrated led rows with plexi cover

 ‐ Variations
 ‐ Available in 3 luminaire lengths: 570, 850 and 1130 mm
 ‐ Available in 2 panel dimensions: 195 x 1195 mm and 295 x 

1195 mm 
 ‐  

 ‐ Materials
 ‐ Sheet metal
 ‐ PMMA plexi cover

 ‐ Optics
 ‐ Opal and/or prismatic plexi

 ‐ Power source
 ‐ Independent 230V AC driver
 ‐ Dali, Casambi and MasterConnect are optional

 ‐ Extra
 ‐ Power cable with Wieland connector
 ‐ 1 hour emergency unit

 ‐ Light distribution curves
 ‐ See ‘Bello SCG’ product page on our website

14

SYSTEM PWR LUM. FLUX CRI CCT

18W 2760 - 2920 lm 80 3000K - 4000K
26W 3800 - 4080 lm 80 3000K - 4000K
38W 5160 - 5560 lm 80 3000K - 4000K
52W 7600 - 8160 lm 80 3000K - 4000K

SYSTEM PWR LUM. FLUX CRI CCT

13W 2070 - 2190 lm 80 3000K - 4000K
19W 2850 - 3060 lm 80 3000K - 4000K
28W 3870 - 4170 lm 80 3000K - 4000K
39W 5700 - 6120 lm 80 3000K - 4000K

SYSTEM PWR LUM. FLUX CRI CCT

9W 1380 - 1460 lm 80 3000K - 4000K
13W 1900 - 2040 lm 80 3000K - 4000K
19W 2580 - 2780 lm 80 3000K - 4000K
26W 3800 - 4080 lm 80 3000K - 4000K

LUMINAIRES FOR TILE CEILINGS

BELLO 570/850/1130 SCG

A

82

B

560

DRIVER

295

82

1195

840

DRIVER

BELLO 570 SCG 200X1200/300X1200

BELLO 850 SCG 200X1200/300X1200

295

82

1195

1120

DRIVER

BELLO 1130 SCG 200X1200/300X1200

2,7 kg IP20 5Y
20khr gu

ara
nte

e

3,3 kg IP20 5Y
20khr gu

ara
nte

e

IP20 5Y
20khr gu

ara
nte

e

3,7 kg

AVAILABLE FOR A B
A-type T15 & T24 tile ceiling 195 1195
A-type T15 & T24 tile ceiling 295 1195

AVAILABLE FOR A B
A-type T15 & T24 tile ceiling 195 1195
A-type T15 & T24 tile ceiling 295 1195

AVAILABLE FOR A B
A-type T15 & T24 tile ceiling 195 1195
A-type T15 & T24 tile ceiling 295 1195 SCROLL

DOWN



365 36617

GENERAL INFO
 ‐ Design & features

 ‐ Recessed luminaire
 ‐ Luminaire for suspended ceilings systems
 ‐ Square shape
 ‐ Integrated led rows with lenses

 ‐ Variations
 ‐ Available in 2 configurations: 2- and 3-row leds and lenses 

 ‐ Materials
 ‐ Sheet metal
 ‐ PMMA lenses

 ‐ Optics
 ‐ Mat or clear lenses
 ‐ 60°, 90° or 110°
 ‐ Low UGR

 ‐ Power source
 ‐ Independent 230V AC driver
 ‐ Dali, Casambi and MasterConnect are optional

 ‐ Extra
 ‐ Power cable with Wieland connector
 ‐ 1 hour emergency unit

 ‐ Light distribution curves
 ‐ See ‘Blip SCG’ product page on our website

16

AVAILABLE FOR A B
A-type T15 & T24 tile ceiling 595 595
D-type T24 tile ceiling 599 599
X-type T24 tile ceiling 599 599
E-type T15 tile ceiling 585 585
E-type T24 tile ceiling 576 576

LUMINAIRES FOR TILE CEILINGS

BLIP 2X280/3X280 SCG

A

37

B

DRIVER

A

37

B

DRIVER

BLIP 2X280 SCG 600X600

BLIP 3X280 SCG 600X600

SYSTEM PWR LUM. FLUX CRI CCT
12W 1918 - 1998 lm 80 3000K - 4000K
17W 2712 - 2830 lm 80 3000K - 4000K
20W 3070 - 3203 lm 80 3000K - 4000K

5 kg IP20 5Y
20khr gu

ara
nte

e

SYSTEM PWR LUM. FLUX CRI CCT
16W 2748 - 2865 lm 80 3000K - 4000K
23W 3801 - 3963 lm 80 3000K - 4000K
31W 4848 - 5058 lm 80 3000K - 4000K

5 kg IP20 5Y
20khr gu

ara
nte

e

AVAILABLE FOR A B
A-type T15 & T24 tile ceiling 595 595
D-type T24 tile ceiling 599 599
X-type T24 tile ceiling 599 599
E-type T15 tile ceiling 585 585
E-type T24 tile ceiling 576 576

SCROLL
DOWN



367 36819

GENERAL INFO
 ‐ Design & features

 ‐ Recessed luminaire
 ‐ Luminaire for suspended ceilings systems
 ‐ Rectangular shape
 ‐ Integrated led rows with lenses

 ‐ Variations
 ‐ Available in 3 luminaire lengths: 590, 870 and 1150 mm
 ‐ Available in 2 panel dimensions: 195 x 1195 mm and 295 x 

1195 mm 

 ‐ Materials
 ‐ Sheet metal
 ‐ PMMA lenses

 ‐ Optics
 ‐ Mat or clear lenses
 ‐ 60°, 90° or 110°
 ‐ Low UGR

 ‐ Power source
 ‐ Independent 230V AC driver
 ‐ Dali, Casambi and MasterConnect are optional

 ‐ Extra
 ‐ Power cable with Wieland connector
 ‐ 1 hour emergency unit

 ‐ Light distribution curves
 ‐ See ‘Blip SCG’ product page on our website

18

LUMINAIRES FOR TILE CEILINGS

BLIP 590/870/1150 SCG

230V
50Hz

A

33

B

592

230V
50Hz

A

33

B

872

BLIP 590 SCG 200X1200/300X1200

BLIP 870 SCG 200X1200/300X1200

SYSTEM PWR LUM. FLUX CRI CCT
12W 1918 - 1998 lm 80 3000K - 4000K
17W 2712 - 2830 lm 80 3000K - 4000K
20W 3070 - 3203 lm 80 3000K - 4000K

2,7 kg IP20 5Y
20khr gu

ara
nte

e

230V
50Hz

A

33

B

1152

BLIP 1150 SCG 200X1200/300X1200

SYSTEM PWR LUM. FLUX CRI CCT
16W 2748 - 2865 lm 80 3000K - 4000K
23W 3801 - 3963 lm 80 3000K - 4000K
31W 4848 - 5058 lm 80 3000K - 4000K

3,3 kg IP20 5Y
20khr gu

ara
nte

e
SYSTEM PWR LUM. FLUX CRI CCT
23W 3836 - 3996 lm 80 3000K - 4000K
30W 4900 - 5108 lm 80 3000K - 4000K
35W 5696 - 5944 80 3000K - 4000K

3,7 kg IP20 5Y
20khr gu

ara
nte

e

AVAILABLE FOR A B
A-type T15 & T24 tile ceiling 195 1195
A-type T15 & T24 tile ceiling 295 1195

AVAILABLE FOR A B
A-type T15 & T24 tile ceiling 195 1195
A-type T15 & T24 tile ceiling 295 1195

AVAILABLE FOR A B
A-type T15 & T24 tile ceiling 195 1195
A-type T15 & T24 tile ceiling 295 1195 SCROLL

DOWN



369 37021

GENERAL INFO
 ‐ Design & features

 ‐ Recessed luminaire
 ‐ Luminaire for suspended ceilings systems
 ‐ Square shape
 ‐ Integrated led rows with lenses and louvers
 ‐ Low UGR

 ‐ Variations
 ‐ Available in 2 configurations: parallel and square placed leds

 ‐ Materials
 ‐ Sheet metal
 ‐ PMMA lenses
 ‐ ABS louvers

 ‐ Optics
 ‐ Clear lenses of 65° or 80°
 ‐ Mat black or mat metallic louvers
 ‐ Low UGR

 ‐ Power source
 ‐ Integrated 230V AC driver
 ‐ Dali optional
 ‐ Casambi optional (not for 46W)
 ‐ Masterconnect optional (not for 46W)

 ‐ Extra
 ‐ Power cable with Wieland connector
 ‐ 1 hour emergency unit

 ‐ Light distribution curves
 ‐ See ‘Donna SCG’ product page on our website

20

LUMINAIRES FOR TILE CEILINGS

DONNA SCG

230V
50Hz

A

53

B

230V
50Hz

A

53

B

DONNA 3X280 SCG 600X600

DONNA 4X280 S SCG 600X600 

SYSTEM PWR LUM. FLUX CRI CCT
15W 2454 - 2574 lm 80 3000K - 4000K
22W 3426 - 3591 lm 80 3000K - 4000K
31W 4641 - 4851 lm 80 3000K - 4000K

3,5 kg IP20 5Y
20khr gu

ara
nte

e

SYSTEM PWR LUM. FLUX CRI CCT
15W 2454 - 2574 lm 80 3000K - 4000K
26W 4148 - 4340 lm 80 3000K -  4000K
35W 5344 - 5596 lm 80 3000K - 4000K
46W 6992 - 7320 lm 80 3000K - 4000K

3,5 kg IP20 5Y
20khr gu

ara
nte

e

AVAILABLE FOR A B
A-type T15 & T24 tile ceiling 595 595
D-type T24 tile ceiling 599 599
X-type T24 tile ceiling 599 599
E-type T15 tile ceiling 585 585
E-type T24 tile ceiling 576 576

AVAILABLE FOR A B
A-type T15 & T24 tile ceiling 595 595
D-type T24 tile ceiling 599 599
X-type T24 tile ceiling 599 599
E-type T15 tile ceiling 585 585
E-type T24 tile ceiling 576 576

SCROLL
DOWN



371 37223

230V
50Hz

A

62

B

1120

LINEA DONNA 1130 SCG 200X1200/300X1200

3,7 kg IP20 5Y
20khr gu

ara
nte

e

GENERAL INFO
 ‐ Design & features

 ‐ Recessed luminaire
 ‐ Luminaire for suspended ceilings systems
 ‐ Rectangular shape
 ‐ Integrated led rows with lenses and louvers

 ‐ Variations
 ‐ Available in 3 luminaire lengths: 570, 850 and 1130 mm
 ‐ Available in 2 panel dimensions: 195 x 1195 mm and 295 x 

1195 mm 

 ‐ Materials
 ‐ Sheet metal
 ‐ PMMA lenses
 ‐ Plastic louvers

 ‐ Optics
 ‐ Clear lenses of 65° or 80°
 ‐ Mat black or mat metallic louvers
 ‐ Low UGR

 ‐ Power source
 ‐ Independent 230V AC driver
 ‐ Dali optional
 ‐ Casambi, Masterconnect optional (not for 46W)

 ‐ Extra
 ‐ Power cable with Wieland connector
 ‐ 1 hour emergency unit

 ‐ Light distribution curves
 ‐ See ‘Donna SCG’ product page on our website

AVAILABLE FOR A B
A-type T15 & T24 tile ceiling 195 1195
A-type T15 & T24 tile ceiling 295 1195

SYSTEM PWR LUM. FLUX CRI CCT
15W 2380 - 2500 lm 80 3000 - 4000K
26W 3980 - 4184 lm 80 3000 - 4000K
35W 5172 - 5436 lm 80 3000 - 4000K
46W 6516 - 6852 lm 80 3000 - 4000K

15W 2104 - 2252 lm 90 3000 - 4000K
26W 3472 - 3712 lm 90 3000 - 4000K
35W 4468 - 4776 lm 90 3000 - 4000K
46W 5652 - 6044 lm 90 3000 - 4000K

22

LUMINAIRES FOR TILE CEILINGS

DONNA 570/850/1130 SCG

230V
50Hz

A

62

B

560

230V
50Hz

A

62

B

840

DONNA 570 SCG 200X1200/300X1200

DONNA 850 SCG 200X1200/300X1200

2,7 kg IP20 5Y
20khr gu

ara
nte

e
3,3 kg IP20 5Y

20khr gu
ara

nte
e

AVAILABLE FOR A B
A-type T15 & T24 tile ceiling 195 1195
A-type T15 & T24 tile ceiling 295 1195

AVAILABLE FOR A B
A-type T15 & T24 tile ceiling 195 1195
A-type T15 & T24 tile ceiling 295 1195

SYSTEM PWR LUM. FLUX CRI CCT
15W 2292 - 2412 lm 80 3000 - 4000K
22W 3130 - 3292 lm 80 3000 - 4000K
27W 3618 - 3804 lm 80 3000 - 4000K

15W 1992 - 2128 lm 90 3000 - 4000K
22W 2708 - 2896 lm 90 3000 - 4000K
27W 3180 - 3398 lm 90 3000 - 4000K

SYSTEM PWR LUM. FLUX CRI CCT
15W 2361 - 2481 lm 80 3000 - 4000K
22W 3294 - 3465 lm 80 3000 - 4000K
31W 4428 - 4656 lm 80 3000 - 4000K

15W 2064 - 2208 lm 90 3000 - 4000K
22W 2871 - 3069 lm 90 3000 - 4000K
31W 3822 - 4086 lm 90 3000 - 4000K

SCROLL
DOWN



373 37425

GENERAL INFO
 ‐ Design & features

 ‐ Adapter to fit a regular light panel in a D- or X-type ceiling
 ‐ Powder coated frame
 ‐ Compatible with most led panels
 ‐ Quick and easy installation
 ‐ Led panel not included

 ‐ Variations
 ‐ Available for D- & X-type T24 ceilings

 ‐ Materials
 ‐ Sheet metal

24

LUMINAIRES FOR TILE CEILINGS

LED PANEL MOUNTING FRAME

599

17,50

599

T24 D-TYPE

DRIVER

599

17,50

599

T24 X-TYPE

DRIVER

LED PANEL MOUNTING FRAME SCG 600X600 T24 D-TYPE

1,0 kg

1,0 kg

LED PANEL MOUNTING FRAME SCG 600X600 T24 X-TYPE

AVAILABLE FOR A B
D-type T24 tile ceiling 599 599

AVAILABLE FOR A B
X-type T24 tile ceiling 599 599

SCROLL
DOWN



375 37627

SYSTEM PWR LUM. FLUX CRI CCT
55W 7530 - 7928 lm 80 3000 - 4000K
101W 14595 - 15365 lm 80 3000 - 4000K
135W 20881 - 21980 lm 80 3000 - 4000K
177W 26355 - 27748 lm 80 3000 - 4000K

SYSTEM PWR LUM. FLUX CRI CCT
40W 6015 - 6335 lm 80 3000 - 4000K
74W 10425 - 10975 lm 80 3000 - 4000K
98W 14915 - 15700 lm 80 3000 - 4000K
128W 18825 - 19820 lm 80 3000 - 4000K

SYSTEM PWR LUM. FLUX CRI CCT
47W 7218 - 7602 lm 80 3000 - 4000K
88W 12510 - 13170 lm 80 3000 - 4000K
116W 17898 - 18840 lm 80 3000 - 4000K
153W 22590 - 23784 lm 80 3000 - 4000K

4,5 kg IP20 5Y
20khr gu

ara
nte

e

230V
50Hz

62

80

2814

230V
50Hz

62

80

3374

230V
50Hz

62

80

3934

CENTERLINE UP T24 2814 SCG

CENTERLINE UP T24 3374 SCG

CENTERLINE UP T24 3934 SCG

5,4 kg IP20 5Y
20khr gu

ara
nte

e

6,3 kg IP20 5Y
20khr gu

ara
nte

e

AVAILABLE FOR
A-type T24 tile ceiling

AVAILABLE FOR
A-type T24 tile ceiling

AVAILABLE FOR
A-type T24 tile ceiling

26

SYSTEM PWR LUM. FLUX CRI CCT
31W 4812 - 5068 lm 80 3000 - 4000K
58W 8340 - 8780 lm 80 3000 - 4000K
77W 11930 - 12560 lm 80 3000 - 4000K
101W 15060 - 15856 lm 80 3000 - 4000K

SYSTEM PWR LUM. FLUX CRI CCT
24W 2983 - 3140 lm 80 3000 - 4000K
44W 6255 - 6585 lm 80 3000 - 4000K
58W 8948 - 9420 lm 80 3000 - 4000K
76W 11295 - 11892 lm 80 3000 - 4000K

SYSTEM PWR LUM. FLUX CRI CCT
17W 2406 - 2534 lm 80 3000 - 4000K
30W 4170 - 4390 lm 80 3000 - 4000K
40W 5516 - 5907 lm 80 3000 - 4000K
52W 7530 - 7928 lm 80 3000 - 4000K

1,8 kg IP20 5Y
20khr gu

ara
nte

e

LUMINAIRES FOR TILE CEILINGS

CENTERLINE UP T24 SCG
230V
50Hz

62

80

1134

230V
50Hz

62

80

1694

230V
50Hz

62

80

2254

CENTERLINE UP T24 1134 SCG

CENTERLINE UP T24 1694 SCG

CENTERLINE UP T24 2254 SCG

2,7 kg IP20 5Y
20khr gu

ara
nte

e

3,6 kg IP20 5Y
20khr gu

ara
nte

e

AVAILABLE FOR
A-type T24 tile ceiling

AVAILABLE FOR
A-type T24 tile ceiling

AVAILABLE FOR
A-type T24 tile ceiling SCROLL

DOWN



377 37829

GENERAL INFO
 ‐ Design & features

 ‐ Mounted luminaire
 ‐ Rectangular profile
 ‐ Powder coated aluminium
 ‐ Mounted to T24 profile with caddy clip
 ‐ Mounting clips can be placed anywhere on the ceiling

 ‐ Variations
 ‐ Available in many lengths: 1134/1694/2254/2814/3374

3943/4494/5054/5614/... mm 

 ‐ Materials
 ‐ Aluminium extruded profile
 ‐ PMMA diffuser

 ‐ Optics
 ‐ Opal and/or micro-prismatic plexi

 ‐ Power source
 ‐ Integrated 230V AC drivers
 ‐ Dali, Casambi and MasterConnect are optional

 ‐ Extra’s
 ‐ Integrated1 hour anti-panic or escape route emergency unit
 ‐ Integrated daylight and motion sensor

28
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379 38031

SYSTEM PWR LUM. FLUX CRI CCT
55W 7530 - 7928 lm 80 3000 - 4000K
101W 14595 - 15365 lm 80 3000 - 4000K
135W 20881 - 21980 lm 80 3000 - 4000K
177W 26355 - 27748 lm 80 3000 - 4000K

SYSTEM PWR LUM. FLUX CRI CCT
40W 6015 - 6335 lm 80 3000 - 4000K
74W 10425 - 10975 lm 80 3000 - 4000K
98W 14915 - 15700 lm 80 3000 - 4000K
128W 18825 - 19820 lm 80 3000 - 4000K

SYSTEM PWR LUM. FLUX CRI CCT
47W 7218 - 7602 lm 80 3000 - 4000K
88W 12510 - 13170 lm 80 3000 - 4000K
116W 17898 - 18840 lm 80 3000 - 4000K
153W 22590 - 23784 lm 80 3000 - 4000K

4,5 kg IP20 5Y
20khr gu

ara
nte

e

230V
50Hz

62

80

2814

230V
50Hz

62

80

3374

230V
50Hz

62

80

3934

CENTERLINE AIR 2814 + FIX CAJ

CENTERLINE AIR 3374 + FIX CAJ

CENTERLINE AIR 3934 + FIX CAJ

5,4 kg IP20 5Y
20khr gu

ara
nte

e

6,3 kg IP20 5Y
20khr gu

ara
nte

e

AVAILABLE FOR
A-type T24 tile ceiling

AVAILABLE FOR
A-type T24 tile ceiling

AVAILABLE FOR
A-type T24 tile ceiling

30

SYSTEM PWR LUM. FLUX CRI CCT
31W 4812 - 5068 lm 80 3000 - 4000K
58W 8340 - 8780 lm 80 3000 - 4000K
77W 11930 - 12560 lm 80 3000 - 4000K
101W 15060 - 15856 lm 80 3000 - 4000K

SYSTEM PWR LUM. FLUX CRI CCT
24W 2983 - 3140 lm 80 3000 - 4000K
44W 6255 - 6585 lm 80 3000 - 4000K
58W 8948 - 9420 lm 80 3000 - 4000K
76W 11295 - 11892 lm 80 3000 - 4000K

SYSTEM PWR LUM. FLUX CRI CCT
17W 2406 - 2534 lm 80 3000 - 4000K
30W 4170 - 4390 lm 80 3000 - 4000K
40W 5516 - 5907 lm 80 3000 - 4000K
52W 7530 - 7928 lm 80 3000 - 4000K

1,8 kg IP20 5Y
20khr gu

ara
nte

e

LUMINAIRES FOR TILE CEILINGS

CENTERLINE AIR T24 (FIX CAJ INCL.)

230V
50Hz

62

80

1134

230V
50Hz

62

80

1694

230V
50Hz

62

80

2254

CENTERLINE AIR 1134 + FIX CAJ

CENTERLINE AIR 1694 + FIX CAJ

CENTERLINE AIR 2254 + FIX CAJ

2,7 kg IP20 5Y
20khr gu

ara
nte

e

3,6 kg IP20 5Y
20khr gu

ara
nte

e

AVAILABLE FOR
A-type T24 tile ceiling

AVAILABLE FOR
A-type T24 tile ceiling

AVAILABLE FOR
A-type T24 tile ceiling SCROLL

DOWN



381 38233

GENERAL INFO
 ‐ Design & features

 ‐ Suspended luminaire
 ‐ Rectangular profile
 ‐ Powder coated aluminium
 ‐ Suspended to T24 profile with caddy clip (FIX CAJ)
 ‐ Mounting clips can be placed anywhere on the ceiling

 ‐ Variations
 ‐ Available in many lengths: 1134/1694/2254/2814/3374

3943/4494/5054/5614/... mm 

 ‐ Materials
 ‐ Aluminium extruded profile
 ‐ PMMA diffuser

 ‐ Optics
 ‐ Opal and/or micro-prismatic plexi

 ‐ Power source
 ‐ Integrated 230V AC drivers
 ‐ Dali, Casambi and MasterConnect are optional

 ‐ Extra’s
 ‐ Integrated1 hour anti-panic or escape route emergency unit
 ‐ Integrated daylight and motion sensor

32
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383 38435

SYSTEM PWR LUM. FLUX CRI CCT
15W 2390 - 2515 lm 80 3000 - 4000K
26W 4030 - 4240 lm 80 3000 - 4000K
35W 5280 - 5550 lm 80 3000 - 4000K

47W 6745 - 7095 lm 80 3000 - 4000K

1,3 kg IP20 5Y
20khr gu

ara
nte

e

23

26

1402

DRIVER

STRETTO UP T24 1400

AVAILABLE FOR
A-type T24 tile ceiling

34

SYSTEM PWR LUM. FLUX CRI CCT
16W 2292 - 2412 lm 80 3000 - 4000K
23W 3130 - 3282 lm 80 3000 - 4000K

SYSTEM PWR LUM. FLUX CRI CCT
16W 2361 - 2475 lm 80 3000 - 4000K
22W 3294 - 3465 lm 80 3000 - 4000K
32W 4428 - 4656 lm 80 3000 - 4000K

SYSTEM PWR LUM. FLUX CRI CCT
15W 2380 - 2500 lm 80 3000 - 4000K
26W 3980 - 4184 lm 80 3000 - 4000K
36W 5172 - 5436 lm 80 3000 - 4000K

48W 6516 - 6852 lm 80 3000 - 4000K

0,5 kg IP20 5Y
20khr gu

ara
nte

e

LUMINAIRES FOR TILE CEILINGS

STRETTO UP SCG T24

23

26

562

DRIVER

23

26

842

DRIVER

23

26

1122

DRIVER

STRETTO UP 560 SCG T24

STRETTO UP 840 SCG T24

STRETTO UP 1120 SCG T24

0,8 kg IP20 5Y
20khr gu

ara
nte

e

1,0 kg IP20 5Y
20khr gu

ara
nte

e

AVAILABLE FOR
A-type T24 tile ceiling

AVAILABLE FOR
A-type T24 tile ceiling

AVAILABLE FOR
A-type T24 tile ceiling SCROLL

DOWN



385 38637

GENERAL INFO
 ‐ Design & features

 ‐ Linear profile
 ‐ UGR<19 for entire range
 ‐ Mat black or mat metallic louvers with integrated lenses
 ‐ Mounted to T24 profile by bending metal tabs
 ‐ Can be placed anywhere in the tile ceiling
 ‐ Powder coated in black (RAL 9005) or white (RAL 9016 TEX)
 ‐ Powered by external driver on top of tile

 ‐ Variations
 ‐ Available in 4 lengths: 560, 840,1120 & 1400 mm 

 ‐ Materials
 ‐ Steel profile
 ‐ PMMA lenses
 ‐ Polycarbonate louvers

 ‐ Optics
 ‐ Clear lenses of 55°
 ‐ Matt black louvers (MBL) or mat metallic louvers (MML)

 ‐ Power source
 ‐ Independent 230V AC driver
 ‐ Dali, Casambi and MasterConnect are optional

 ‐ Extra’s
 ‐ Power cable with Wieland connector
 ‐ 1 hour emergency unit

36
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387 38839

GENERAL INFO
 ‐ Design & features

 ‐ Recessed luminaire
 ‐ Round shape
 ‐ Flat ceiling ring

 ‐ Variations
 ‐ available in 3 diameters: 170, 190 & 215 mm 

 ‐ Materials
 ‐ Aluminium ceiling ring
 ‐ Aluminium reflector
 ‐ Aluminium heatsink

 ‐ Optics
 ‐ 55° facetted aluminium reflector with low UGR
 ‐ 60° matt aluminium reflector (only for Apollo 190)
 ‐ 80° matt aluminium reflector (only for Apollo 190)

 ‐ Power source
 ‐ Independent 230V AC driver
 ‐ Dali, Casambi and MasterConnect are optional

 ‐ Extra’s
 ‐ Power cable with Wieland connector
 ‐ 1 hour emergency unit
 ‐ Protective frosted glass

 ‐ Light distribution curves
 ‐ See ‘Apollo’ product page on our website

38

LUMINAIRES FOR TILE CEILINGS

APOLLO

DRIVER

29W: H=124 mm
29W: H=157 mm

Ø 170

H

Ø155

DRIVER

29W: H=124 mm
29W: H=157 mm

Ø 190

H

Ø175

DRIVER

29W: H=126 mm
29W: H=159 mm

Ø 215

H

Ø190

APOLLO 170

APOLLO 190

APOLLO 215

SYSTEM PWR LUM. FLUX CRI CCT
14W 1929 lm

2009 lm
80 3000K

4000K
1543 lm
1601 lm
1725 lm

92 2700K
3000K
4000K

20W 2640 lm
2750 lm

80 3000K
4000K

24W 3084 lm
3213 lm

80 3000K
4000K

2464 lm
2558 lm
2757 lm

92 2700K
3000K
4000K

29W 3506 lm
3653 lm

80 3000K
4000K

2801 lm
2907 lm
3134 lm

92 2700K
3000K
4000K

31W 4176 lm
4345 lm

80 3000K
4000K

3330 lm
3457 lm
3732 lm

92 2700K
3000K
4000K

39W 4519 lm
4732 lm
5097 lm

92 2700K
3000K
4000K

35W 3000 lm 95 Dim to warm
1800 - 3000K

19W 1496 lm 85 Meat
27W 2064 lm 85 Meat
42W 2992 lm 85 Meat

19W 1552 lm 85 Gold
27W 2142 lm 85 Gold
42W 3104 lm 85 Gold

1 kg IP20 5Y
20khr gu

ara
nte

e
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389 39041

GENERAL INFO
 ‐ Design & features

 ‐ Recessed luminaire
 ‐ Round and square shape
 ‐ Rotates 350° and tilts 35°

 ‐ Variations
 ‐ Available in a round and square shape 

 ‐ Materials
 ‐ Aluminium ceiling ring
 ‐ Aluminium reflector
 ‐ Aluminium heatsink

 ‐ Optics
 ‐ Aluminium facetted reflector
 ‐ Gold or silver reflector
 ‐ 40 or 55°

 ‐ Power source
 ‐ Independent 230V AC driver
 ‐ Dali, Casambi and MasterConnect are optional
 ‐ Phasecut optional (for 19W up to 31W)

 ‐ Extra’s
 ‐ Power cable with Wieland connector
 ‐ 1 hour emergency unit
 ‐ Protective frosted glass

 ‐ Light distribution curves
 ‐ See ‘Scoop’ product page on our website

40

LUMINAIRES FOR TILE CEILINGS

SCOOP

H

Ø190

DRIVER

35°350°

Ø175
29W: H=132 mm
29W: H=165 mm

H

DRIVER

45°350°

190

Ø175
29W: H=132 mm
29W: H=165 mm

SCOOP

SCOOP SQUARE

SYSTEM PWR LUM. FLUX CRI CCT
14W 1929 lm

2009 lm
80 3000K

4000K
1543 lm
1601 lm
1725 lm

92 2700K
3000K
4000K

20W 2640 lm
2750 lm

80 3000K
4000K

24W 3084 lm
3213 lm

80 3000K
4000K

2464 lm
2558 lm
2757 lm

92 2700K
3000K
4000K

29W 3506 lm
3653 lm

80 3000K
4000K

2801 lm
2907 lm
3134 lm

92 2700K
3000K
4000K

31W 4176 lm
4345 lm

80 3000K
4000K

3330 lm
3457 lm
3732 lm

92 2700K
3000K
4000K

39W 4519 lm
4732 lm
5097 lm

92 2700K
3000K
4000K

35W 3000 lm 95 Dim to warm
1800 - 3000K

19W 1496 lm 85 Meat
27W 2064 lm 85 Meat
42W 2992 lm 85 Meat

19W 1552 lm 85 Gold
27W 2142 lm 85 Gold
42W 3104 lm 85 Gold

1,4 kg IP20 5Y
20khr gu
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391 39243

GENERAL INFO
 ‐ Design & features

 ‐ Recessed luminaire
 ‐ Round shape
 ‐ Flat ceiling ring
 ‐ Rotates 350° and tilts 30°

 ‐ Variations
 ‐ Available in 3 variantions: fixed, flexible and recessed light 

source

 ‐ Materials
 ‐ Aluminium ceiling ring
 ‐ Aluminium reflector
 ‐ Aluminium heatsink

 ‐ Optics
 ‐ Aluminium facetted reflector
 ‐ 40 or 55°

 ‐ Power source
 ‐ Independent 230V AC driver
 ‐ Dali, Casambi and MasterConnect are optional
 ‐ Phasecut optional (for 19W up to 31W)

 ‐ Extra’s
 ‐ Power cable with Wieland connector
 ‐ 1 hour emergency unit
 ‐ Honeycomb louver
 ‐ Sandblasted gold or copper front ring

 ‐ Light distribution curves
 ‐ See ‘Orion’ product page on our website

42

LUMINAIRES FOR TILE CEILINGS

ORION

Ø 125

DRIVER

H

Ø115
29W: H=100 mm
29W: H=133 mm

Ø 125

DRIVER

H

30°350°

Ø115
29W: H=100 mm
29W: H=133 mm

Ø 125

DRIVER

Ø115
29W: H=122 mm
29W: H=155 mm

ORION

ORION FLEX

ORION DEEP

SYSTEM PWR LUM. FLUX CRI CCT
14W 1929 lm

2009 lm
80 3000K

4000K
1543 lm
1601 lm
1725 lm

92 2700K
3000K
4000K

20W 2640 lm
2750 lm

80 3000K
4000K

24W 3084 lm
3213 lm

80 3000K
4000K

2464 lm
2558 lm
2757 lm

92 2700K
3000K
4000K

29W 3506 lm
3653 lm

80 3000K
4000K

2801 lm
2907 lm
3134 lm

92 2700K
3000K
4000K

31W 4176 lm
4345 lm

80 3000K
4000K

3330 lm
3457 lm
3732 lm

92 2700K
3000K
4000K

39W 4519 lm
4732 lm
5097 lm

92 2700K
3000K
4000K

35W 3000 lm 95 Dim to warm
1800 - 3000K

19W 1496 lm 85 Meat
27W 2064 lm 85 Meat
42W 2992 lm 85 Meat

19W 1552 lm 85 Gold
27W 2142 lm 85 Gold
42W 3104 lm 85 Gold

1 kg IP20 5Y
20khr gu
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393 39445

GENERAL INFO
 ‐ Design & features

 ‐ Recessed luminaire
 ‐ 2 flexible light sources
 ‐ Rounded rectangular shape
 ‐ Flat or recessed ceiling ring
 ‐ Rotates 350° and tilts 30°

 ‐ Variations
 ‐ Available in 2 variations: flat and recessed ceiling ring

 ‐ Materials
 ‐ Aluminium ceiling ring
 ‐ Aluminium reflector
 ‐ Aluminium heatsink

 ‐ Optics
 ‐ Aluminium facetted reflector
 ‐ 15°, 25°, 40°, 55°

 ‐ Power source
 ‐ Independent 230V AC driver
 ‐ Dali, Casambi and MasterConnect are optional
 ‐ Phasecut optional (for 19W up to 31W)

 ‐ Extra’s
 ‐ Power cable with Wieland connector
 ‐ 1 hour emergency unit
 ‐ Honeycomb louver
 ‐ Sandblasted gold or copper front ring

 ‐ Light distribution curves
 ‐ See ‘Orion’ product page on our website

44

LUMINAIRES FOR TILE CEILINGS

ORION II

Ø 125

H

DRIVER

DRIVER

265

30°350°

Ø111x252
29W: H=100 mm
29W: H=133 mm

Ø 125

H

DRIVER

DRIVER

265

30°350°

Ø111x252
29W: H=100 mm
29W: H=133 mm

ORION II FLEX FLAT

ORION II FLEX

SYSTEM PWR LUM. FLUX CRI CCT
14W 1929 lm

2009 lm
80 3000K

4000K
1543 lm
1601 lm
1725 lm

92 2700K
3000K
4000K

20W 2640 lm
2750 lm

80 3000K
4000K

24W 3084 lm
3213 lm

80 3000K
4000K

2464 lm
2558 lm
2757 lm

92 2700K
3000K
4000K

29W 3506 lm
3653 lm

80 3000K
4000K

2801 lm
2907 lm
3134 lm

92 2700K
3000K
4000K

31W 4176 lm
4345 lm

80 3000K
4000K

3330 lm
3457 lm
3732 lm

92 2700K
3000K
4000K

39W 4519 lm
4732 lm
5097 lm

92 2700K
3000K
4000K

35W 3000 lm 95 Dim to warm
1800 - 3000K

19W 1496 lm 85 Meat
27W 2064 lm 85 Meat
42W 2992 lm 85 Meat

19W 1552 lm 85 Gold
27W 2142 lm 85 Gold
42W 3104 lm 85 Gold

1,7 kg IP20 5Y
20khr gu
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395 39647

GENERAL INFO
 ‐ Design & features

 ‐ Recessed luminaire
 ‐ Rounded square shape
 ‐ Flat ceiling ring
 ‐ Rotates 350° and tilts 30°

 ‐ Variations
 ‐ Available in 3 variantions: fixed, flexible and recessed light 

source

 ‐ Materials
 ‐ Aluminium ceiling ring
 ‐ Aluminium reflector
 ‐ Aluminium heatsink

 ‐ Optics
 ‐ Aluminium facetted reflector
 ‐ 40 or 55°

 ‐ Power source
 ‐ Independent 230V AC driver
 ‐ Dali, Casambi and MasterConnect are optional
 ‐ Phasecut optional (for 19W up to 31W)

 ‐ Extra’s
 ‐ Power cable with Wieland connector
 ‐ 1 hour emergency unit
 ‐ Honeycomb louver
 ‐ Sandblasted gold or copper front ring

 ‐ Light distribution curves
 ‐ See ‘Nova’ product page on our website

46

LUMINAIRES FOR TILE CEILINGS

NOVA

H

125

DRIVER

Ø115
29W: H=100 mm
29W: H=133 mm

H

125

DRIVER

30°350°

Ø115
29W: H=100 mm
29W: H=133 mm

H

125

DRIVER

Ø115
29W: H=122 mm
29W: H=155 mm

NOVA

NOVA FLEX

NOVA DEEP

SYSTEM PWR LUM. FLUX CRI CCT
14W 1929 lm

2009 lm
80 3000K

4000K
1543 lm
1601 lm
1725 lm

92 2700K
3000K
4000K

20W 2640 lm
2750 lm

80 3000K
4000K

24W 3084 lm
3213 lm

80 3000K
4000K

2464 lm
2558 lm
2757 lm

92 2700K
3000K
4000K

29W 3506 lm
3653 lm

80 3000K
4000K

2801 lm
2907 lm
3134 lm

92 2700K
3000K
4000K

31W 4176 lm
4345 lm

80 3000K
4000K

3330 lm
3457 lm
3732 lm

92 2700K
3000K
4000K

39W 4519 lm
4732 lm
5097 lm

92 2700K
3000K
4000K

35W 3000 lm 95 Dim to warm
1800 - 3000K

19W 1496 lm 85 Meat
27W 2064 lm 85 Meat
42W 2992 lm 85 Meat

19W 1552 lm 85 Gold
27W 2142 lm 85 Gold
42W 3104 lm 85 Gold

1 kg IP20 5Y
20khr gu
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397 39849

GENERAL INFO
 ‐ Design & features

 ‐ Recessed luminaire
 ‐ 2 flexible light sources
 ‐ Rounded rectangular shape
 ‐ Flat or recessed ceiling ring
 ‐ Rotates 350° and tilts 35°

 ‐ Variations
 ‐ Available in 2 variations: flat and recessed ceiling ring

 ‐ Materials
 ‐ Aluminium ceiling ring
 ‐ Aluminium reflector
 ‐ Aluminium heatsink

 ‐ Optics
 ‐ Aluminium facetted reflector
 ‐ 15°, 25°, 40°, 55°

 ‐ Power source
 ‐ Independent 230V AC driver
 ‐ Dali, Casambi and MasterConnect are optional
 ‐ Phasecut optional (for 19W up to 31W)

 ‐ Extra’s
 ‐ Power cable with Wieland connector
 ‐ 1 hour emergency unit
 ‐ Honeycomb louver
 ‐ Sandblasted gold or copper front ring

 ‐ Light distribution curves
 ‐ See ‘Nova’ product page on our website

48

LUMINAIRES FOR TILE CEILINGS

NOVA II

H

265

DRIVER
DRIVER

125

30°350°

Ø111x252
29W: H=100 mm
29W: H=133 mm

H

265

DRIVER
DRIVER

125
30°350°

252x111
29W: H=100 mm
29W: H=133 mm

NOVA II FLEX FLAT

NOVA II FLEX

SYSTEM PWR LUM. FLUX CRI CCT
14W 1929 lm

2009 lm
80 3000K

4000K
1543 lm
1601 lm
1725 lm

92 2700K
3000K
4000K

20W 2640 lm
2750 lm

80 3000K
4000K

24W 3084 lm
3213 lm

80 3000K
4000K

2464 lm
2558 lm
2757 lm

92 2700K
3000K
4000K

29W 3506 lm
3653 lm

80 3000K
4000K

2801 lm
2907 lm
3134 lm

92 2700K
3000K
4000K

31W 4176 lm
4345 lm

80 3000K
4000K

3330 lm
3457 lm
3732 lm

92 2700K
3000K
4000K

39W 4519 lm
4732 lm
5097 lm

92 2700K
3000K
4000K

35W 3000 lm 95 Dim to warm
1800 - 3000K

19W 1496 lm 85 Meat
27W 2064 lm 85 Meat
42W 2992 lm 85 Meat

19W 1552 lm 85 Gold
27W 2142 lm 85 Gold
42W 3104 lm 85 Gold

1,7 kg IP20 5Y
20khr gu
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399 40051

GENERAL INFO
 ‐ Design & features

 ‐ Recessed luminaire
 ‐ Square shape
 ‐ Recessed ceiling ring
 ‐ Rotates 350° and tilts 35°

 ‐ Variations
 ‐ Available in 3 variantions: single, double and triple light source

 ‐ Materials
 ‐ Aluminium ceiling ring
 ‐ Aluminium reflector
 ‐ Aluminium heatsink

 ‐ Optics
 ‐ Aluminium facetted reflector
 ‐ 40 or 55°

 ‐ Power source
 ‐ Independent 230V AC driver
 ‐ Dali, Casambi and MasterConnect are optional
 ‐ Phasecut optional (for 19W up to 31W)

 ‐ Extra’s
 ‐ Power cable with Wieland connector
 ‐ 1 hour emergency unit
 ‐ Honeycomb louver
 ‐ Sandblasted gold or copper front ring

 ‐ Light distribution curves
 ‐ See ‘Dion’ product page on our website

50

LUMINAIRES FOR TILE CEILINGS

DION

DRIVER

125125

H

30°350°

110x110
29W: H=100 mm
29W: H=133 mm

DRIVER
DRIVER

265125

H

30°350°

250x110
29W: H=100 mm
29W: H=133 mm

DRIVER
DRIVER

DRIVER

350
125

H

30°350°

335x110
29W: H=100 mm
29W: H=133 mm

DION FLEX

DION II FLEX

DION III DEEP

SYSTEM PWR LUM. FLUX CRI CCT
14W 1929 - 2009 lm 80 3000 - 4000K

20W 2640 - 2750 lm 80 3000 - 4000K

24W 3084 - 3213 lm 80 3000 - 4000K

31W 4176  - 4345 lm 80 3000 - 4000K

14W 1543 - 1601 - 1725 lm 92 2700 - 3000 - 4000K

24W 2464 - 2558 - 2757 lm 92 2700 - 3000 - 4000K

29W 2801 - 2907 - 3134 lm 92 2700 - 3000 - 4000K

31W 3330 - 3457 - 3732 lm 92 2700 - 3000 - 4000K

39W 4519 - 4732 - 5097 lm 92 2700 - 3000 - 4000K

35W 3000 lm 95 Dim to warm 
1800 - 3000K

19W 1496 lm 85 Meat

27W 2064 lm 85 Meat

42W 2992 lm 85 Meat

19W 1552 lm 85 Gold

27W 2142 lm 85 Gold

42W 3104 lm 85 Gold

1/1,7/2,1 kg IP20 5Y
20khr gu
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401 40253

GENERAL INFO
 ‐ Design & features

 ‐ Recessed luminaire
 ‐ Rectangular or square housing
 ‐ Flat ceiling ring
 ‐ Mat black or mat metallic louvers

 ‐ Variations
 ‐ available in 5 variations; rectangular and square 

 ‐ Materials
 ‐ Steel housing
 ‐ Plastic Louvers
 ‐ PMMA lenses

 ‐ Optics
 ‐ Matt black louvers (MBL) or mat metallic louvers (MML)
 ‐ Integrated lenses of 65° or 80°

 ‐ Power source
 ‐ Independent 230V AC driver
 ‐ Phasecut dimming is included
 ‐ Dali, Casambi and MasterConnect are optional (not for all 

power options)

 ‐ Extra’s
 ‐ Power cable with Wieland connector
 ‐ 1 hour emergency unit

52

SYSTEM PWR LUM. FLUX CRI CCT
5W 647 - 672 lm 80 3000 - 4000K
8W 1025 - 1065 lm 80 3000 - 4000K
14W 1676 - 1742 lm 80 3000 - 4000K

5W 501 - 569 - 591 lm 90 2700 - 3000 - 4000K
8W 794 - 902 - 937 lm 90 2700 - 3000 - 4000K
14W 1298 - 1475 - 1533 lm 90 2700 - 3000 - 4000K

0,5 kg IP20 5Y
20khr gu
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LUMINAIRES FOR TILE CEILINGS

MAGNUM

176

40

57

DRIVER

47x166

298

40

57

DRIVER

288x47

97

40

97

DRIVER

87x87

MAGNUM 180

MAGNUM 300

MAGNUM SQUARE 100

0,6 kg IP20 5Y
20khr gu
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SYSTEM PWR LUM. FLUX CRI CCT
5W 648 - 681 lm 80 3000 - 4000K
8W 1023 - 1075 lm 80 3000 - 4000K

5W 501 - 569 - 608 lm 90 2700 - 3000 - 4000K
8W 799 - 908 - 971 lm 90 2700 - 3000 - 4000K

SYSTEM PWR LUM. FLUX CRI CCT
6W 806 - 848 lm 80 3000 - 4000K
9W 1293 - 1359 lm 80 3000 - 4000K
14W 1809 - 1902 lm 80 3000 - 4000K

6W 620 - 704 - 753 lm 90 2700 - 3000 - 4000K
9W 983 - 1117 - 1194 lm 90 2700 - 3000 - 4000K
14W 1399 - 1590 - 1699 lm 90 2700 - 3000 - 4000K

0,5 kg IP20 5Y
20khr gu
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403 4045554

LUMINAIRES FOR TILE CEILINGS

SUPPORT PLATES FOR DOWNLIGHTS

50
100

x2

SUPPORT PLATES FOR DOWNLIGHTS (SET OF 2)

GENERAL INFO
 ‐ Design

 ‐ Rectangular metal card
 ‐ Prevents the installation springs from piercing through the softer 

600x600 acoustic tile
 ‐ Always delivered in a set of 2 cards

 ‐ Materials
 ‐ Steel plate
 ‐ Anti-corrosion treatment

SCROLL
DOWN



56

the lighting company

Lunoo NV
Wantestraat 14

8780 Oostrozebeke
+32 56 676 100

info@lunoo.eu

“The power of light” 

V2405

BACK TO
OVERVIEW



the lighting company

SONO

PROUDLY MADE IN BELGIUM
SCROLL
DOWN



407 4083

GENERAL INFO

Ø1500

20

SONO AIR 1500

3,2 kg

 ‐ Design
 ‐ Felt PET panel
 ‐ Optional colored felt coating
 ‐ 3 (700, 900 & 1100) or 4 (1500) suspension points on 
top of luminaire

 ‐ Perfect for hospitality & offices
 ‐ Very good acoustic dampening

 ‐ Variations 
 ‐ Available in 4 diameters: 700, 900, 1100

  & 1500 mm
 ‐ Available in 3 base colors and with an extra colored 
topcoat

 ‐ Materials
 ‐ PET felt
 ‐ Steel cable adjusters

white dark grey black

light blue dark blue green

pink yellow orange

red beige brown

white grey black

BASE COLORS

OPTIONAL COATING COLORS

2

SONO

SONO AIR

Ø700

20

Ø900

20

SONO AIR 700

SONO AIR 900

2,1 kg

2,3 kg

Ø1100

20

SONO AIR 1100

2,5 kg SCROLL
DOWN



409 4105

FIX 4GQ

FIX 4I

FIX 4J

Ø 80

FIX P4

FIX RO4

FOR SONO AIR 1500:

4

SONO

SUSPENSION OPTIONS

FIX 3GQ

FIX 3I

FIX 3J

Ø 80

FIX P3

FIX RO3

FOR SONO AIR 700, 900 & 1100:

SCROLL
DOWN
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the lighting company

Lunoo NV
Wantestraat 14

8780 Oostrozebeke
+32 56 676 100

info@lunoo.eu

“The power of light” V2143
BACK TO
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the lighting company

FIUS

PROUDLY MADE IN BELGIUM
SCROLL
DOWN



413 414

 ‐ Design
 ‐ Recessed luminaire
 ‐ Round shape
 ‐ Flat ceiling ring

 ‐ Variations
 ‐ available in 3 diameters: 185 & 220 mm 

 ‐ Materials
 ‐ Aluminium ceiling ring
 ‐ Aluminium reflector
 ‐ Alumnium heatsink

 ‐ Optics
 ‐ Aluminium glossy reflector
 ‐ Mat diffusor inside
 ‐ 90°

 ‐ Power source
 ‐ Independent 230V AC driver
 ‐ Driver included
 ‐ Dali optional
 ‐ Casambi optional
 ‐ Phasecut optional

 ‐ Extra’s
 ‐ Optional 1 hour emergency unit

 ‐ Light distribution curves
 ‐ See ‘Fius’ product page on our website

Ø 185

30°

145

DRIVER

29W: H=145 mm
29W: H=178 mmØ170

Ø 220

30°
165

DRIVER

29W: H=165 mm
29W: H=198 mm

Ø205

FIUS 185

FIUS 220

cutout Ø170

cutout Ø205

SYSTEM PWR LUM. FLUX CRI CCT
14W 1929 lm

2009 lm
80 3000K

4000K
1543 lm
1601 lm
1725 lm

92 2700K
3000K
4000K

20W 2640 lm
2750 lm

80 3000K
4000K

24W 3084 lm
3213 lm

80 3000K
4000K

2464 lm
2558 lm
2757 lm

92 2700K
3000K
4000K

29W 3506 lm
3653 lm

80 3000K
4000K

2801 lm
2907 lm
3134 lm

92 2700K
3000K
4000K

31W 4176 lm
4345 lm

80 3000K
4000K

3330 lm
3457 lm
3732 lm

92 2700K
3000K
4000K

39W 4519 lm
4732 lm
5097 lm

92 2700K
3000K
4000K

35W 3000 lm 95 Dim to warm
1800 - 3000K

19W 1496 lm 85 Meat
27W 2064 lm 85 Meat
42W 2992 lm 85 Meat

19W 1552 lm 85 Gold
27W 2142 lm 85 Gold
42W 3104 lm 85 Gold

1 kg IP20 5Y
20khr gu
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the lighting company

Lunoo NV
Wantestraat 14

8780 Oostrozebeke
+32 56 676 100

info@lunoo.eu

“Lighting solutions for professional projects” BACK TO
OVERVIEW



the lighting company

AURA AIR

PROUDLY MADE IN BELGIUM
SCROLL
DOWN



417 4183

AURA

OVERVIEW

AURA ACOUSTIC AIR 
700/900/1100/1500

AURA AIR 
700/900/1100/1500

2
SCROLL
DOWN



419 4205

GENERAL INFO

Ø1500

45

24V DC

AURA AIR 1500
SYSTEM PWR LUM. FLUX CRI CCT
29W
28W
26W

998 lm 
1043 lm
1069 lm

90 2700K
3000K
4000K

54W
53W
48W

1960 lm 
2069 lm
2122 lm

90 2700K
3000K
4000K

81W
80W
75W

2920 lm 
3078 lm
3095 lm

90 2700K
3000K
4000K

115W
108W 108W

4094 lm 
4295 lm
4243 lm

90 2700K
3000K
4000K

3,2 kg IP20 5Y
20khr gu
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 ‐ Design
 ‐ Powder coated ring
 ‐ Opal diffuser on inside

 ‐ Variations 
 ‐ Available in 4 diameters: 700, 900, 1100

  & 1500 mm

 ‐ Materials
 ‐ Aluminium
 ‐ PMMA
 ‐ PET

 ‐ Optics
 ‐ Opal plexi

 ‐ Power source
 ‐ 24V DC power supply
 ‐ Power supply not included

4

AURA

AURA AIR

Ø700

45

24V DC

Ø900

45

24V DC

AURA AIR 700

AURA AIR 900

SYSTEM PWR LUM. FLUX CRI CCT
18W
17W
16W

605 lm
633 lm
649 lm

90 2700K
3000K
4000K

33W
33W
32W

1188 lm
1255 lm
1286 lm

90 2700K
3000K
4000K

49W
49W
45W

1771 lm
1866 lm 
1877 lm

90 2700K
3000K
4000K

70W
65W
65W

2482 lm
2605 lm
2573 lm

90 2700K
3000K
4000K

2,1 kg

2,3 kg

Ø1100

45

24V DC

AURA AIR 1100

SYSTEM PWR LUM. FLUX CRI CCT
21W
20W
19W

733 lm
766 lm
785 lm

90 2700K
3000K
4000K

40W
39W
35W

1439 lm 
1519 lm 
1557 lm

90 2700K
3000K
4000K

59W
59W
55W

2143 lm 
2259 lm
2272 lm

90 2700K
3000K
4000K

84W
79W
79W

3005 lm 
3153 lm
3115 lm

90 2700K
3000K
4000K

2,5 kg

IP20 5Y
20khr gu
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IP20 5Y
20khr gu
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IP20 5Y
20khr gu
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SYSTEM PWR LUM. FLUX CRI CCT
14W
13W
12W

467 lm
488 lm
501 lm

90 2700K
3000K
4000K

25W
25W
23W

917 lm
969 lm
993 lm

90 2700K
3000K
4000K

38W
37W
35W

1367 lm
1441 lm
1449 lm

90 2700K
3000K
4000K

54W
50W
50W

1916 lm
2011 lm
1986 lm

90 2700K
3000K
4000K

SCROLL
DOWN



421 4227

GENERAL INFO

Ø1500

45

24V DC

AURA ACOUSTIC AIR 1500

 ‐ Design
 ‐ Powder coated ring
 ‐ Opal diffuser on inside
 ‐ Integrated felt panel
 ‐ Fade out effect of light on panel
 ‐ Panel is available in white, grey & black
 ‐ Optional colored felt coating

 ‐ Variations 
 ‐ Available in 4 diameters: 700, 900, 1100

  & 1500 mm
 ‐ Available in 3 base colors and with an extra colored 
topcoat

 ‐ Materials
 ‐ Aluminium
 ‐ PMMA
 ‐ PET felt

 ‐ Optics
 ‐ Opal plexi

 ‐ Power source
 ‐ 24V DC power supply
 ‐ Power supply not included

7,6 kg IP20 5Y
20khr gu
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SYSTEM PWR LUM. FLUX CRI CCT
29W
28W
26W

998 lm 
1043 lm
1069 lm

90 2700K
3000K
4000K

54W
53W
48W

1960 lm 
2069 lm
2122 lm

90 2700K
3000K
4000K

81W
80W
75W

2920 lm 
3078 lm
3095 lm

90 2700K
3000K
4000K

115W
108W 108W

4094 lm 
4295 lm
4243 lm

90 2700K
3000K
4000K

6

AURA

AURA ACOUSTIC AIR

Ø700

45

24V DC

Ø900

45

24V DC

AURA ACOUSTIC AIR 700

AURA ACOUSTIC AIR 900

Ø1100

45

24V DC

AURA ACOUSTIC AIR 1100

3,1 kg

3,9 kg

4,9 kg

IP20 5Y
20khr gu
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IP20 5Y
20khr gu
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IP20 5Y
20khr gu
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SYSTEM PWR LUM. FLUX CRI CCT
18W
17W
16W

605 lm
633 lm
649 lm

90 2700K
3000K
4000K

33W
33W
32W

1188 lm
1255 lm
1286 lm

90 2700K
3000K
4000K

49W
49W
45W

1771 lm
1866 lm 
1877 lm

90 2700K
3000K
4000K

70W
65W
65W

2482 lm
2605 lm
2573 lm

90 2700K
3000K
4000K

SYSTEM PWR LUM. FLUX CRI CCT
21W
20W
19W

733 lm
766 lm
785 lm

90 2700K
3000K
4000K

40W
39W
35W

1439 lm 
1519 lm 
1557 lm

90 2700K
3000K
4000K

59W
59W
55W

2143 lm 
2259 lm
2272 lm

90 2700K
3000K
4000K

84W
79W
79W

3005 lm 
3153 lm
3115 lm

90 2700K
3000K
4000K

SYSTEM PWR LUM. FLUX CRI CCT
14W
13W
12W

467 lm
488 lm
501 lm

90 2700K
3000K
4000K

25W
25W
23W

917 lm
969 lm
993 lm

90 2700K
3000K
4000K

38W
37W
35W

1367 lm
1441 lm
1449 lm

90 2700K
3000K
4000K

54W
50W
50W

1916 lm
2011 lm
1986 lm

90 2700K
3000K
4000K

SCROLL
DOWN



423 4249

white dark grey black

light blue dark blue green

pink yellow orange

red beige brown

white grey black

BASE COLORS

OPTIONAL COATING COLORS

8

AURA

COLOR OPTIONS

SCROLL
DOWN



425 42611

40

30

l

LED DRIVER CASAMBI

TRANSPARANT CABLE

 ‐ Casambi drivers:
- 35W: l=195 mm
- 60W: l=225 mm
- 100W: l=295 mm
- 150W: l=325 mm

 ‐ Transparant cable between driver and Aura Air:
- 2, 4 or 6 meters

10

AURA

POWER OPTIONS

55

Ø 200

40

30

l

FIX AA

LED DRIVER FIXED

40

30

l

LED DRIVER DALI

 ‐ Combination of
+ ceiling cup
+ integrated fixed driver
+ steel cables of 2,4 or 6 meters
+ 24V power cable to Aura of 2,4 or 6 meters

 ‐ Available in black, grey or white
 ‐ Available in 20/50/75/100/150W

 ‐ Fixed drivers:
- 20W: l=150 mm
- 40W: l=210 mm
- 60W: l=250 mm
- 100W: l=310 mm
- 150W: l=310 mm

 ‐ Dali drivers:
- 35W: l=195 mm
- 60W: l=225 mm
- 100W: l=295 mm
- 150W: l=325 mm

SCROLL
DOWN



427 428

FIX 4GQ

FIX 4I

FIX 4J

Ø 80

FIX P3

FIX RO3

FOR AURA (ACOUSTIC) AIR 1500:

AURA

SUSPENSION OPTIONS

FIX 3GQ

FIX 3I

FIX 3J

Ø 80

FIX P3

FIX RO3

FOR AURA (ACOUSTIC) AIR 700, 900 & 1100:

SCROLL
DOWN



the lighting company

Lunoo NV
Wantestraat 14

8780 Oostrozebeke
+32 56 676 100

info@lunoo.eu

“The power of light” V2143
BACK TO

OVERVIEW



the lighting company

APOLLO 170/190/215

PROUDLY MADE IN BELGIUM
SCROLL
DOWN



431 432

GENERAL INFO
 ‐ Design

 ‐ Recessed luminaire
 ‐ Round shape
 ‐ Flat ceiling ring

 ‐ Variations
 ‐ available in 3 diameters: 170, 190 & 215 mm 

 ‐ Materials
 ‐ Aluminium ceiling ring
 ‐ Aluminium reflector
 ‐ Alumnium heatsink

 ‐ Optics
 ‐ 55° facetted aluminium reflector with low UGR
 ‐ 60° matt aluminium reflector (only for Apollo 190)
 ‐ 80° matt aluminium reflector (only for Apollo 190)

 ‐ Power source
 ‐ Independent 230V AC driver
 ‐ Driver included
 ‐ Dali optional
 ‐ Casambi optional
 ‐ Phasecut optional

 ‐ Extra’s
 ‐ Optional 1 hour emergency unit
 ‐ Protective frosted glass

 ‐ Light distribution curves
 ‐ See ‘Apollo’ product page on our website

DRIVER

29W: H=124 mm
29W: H=157 mm

Ø 170

H

Ø155

DRIVER

29W: H=124 mm
29W: H=157 mm

Ø 190

H

Ø175

DRIVER

29W: H=126 mm
29W: H=159 mm

Ø 215

H

Ø190

APOLLO 170

APOLLO 190

APOLLO 215

1 kg IP20 5Y
20khr gu

ara
nte

e

CONFIGURATIONS

SYSTEM PWR LUM. FLUX CRI CCT
14W 1929 - 2009 lm 80 3000 - 4000K

1543 - 1601 - 1725 lm 92 2700 - 3000 - 4000K

20W 2640 - 2750 lm 80 3000 - 4000K

24W 3084 - 3213 lm 80 3000 - 4000K

2464 - 2558 - 2757 lm 92 2700 - 3000 - 4000K

29W 3506 - 3653 lm 80 3000 - 4000K

2801 - 2907 - 3134 lm 92 2700 - 3000 - 4000K

31W 4176 - 4345 lm 80 3000 - 4000K

3330 - 3457 - 3732 lm 92 2700 - 3000 - 4000K

39W 4519 - 4732 - 5097 lm 92 2700 - 3000 - 4000K

35W 3000 lm 95 Dim to warm
1800 - 3000K

19W 1496 lm 85 Meat

27W 2064 lm 85 Meat

42W 2992 lm 85 Meat

19W 1552 lm 85 Gold

27W 2142 lm 85 Gold

42W 3104 lm 85 Gold

SCROLL
DOWN



the lighting company

Lunoo NV
Wantestraat 14

8780 Oostrozebeke
+32 56 676 100

info@lunoo.eu

“Lighting solutions for professional projects” 

V2234

BACK TO
OVERVIEW



the lighting company

LUMINAIRES FOR
LINEAR CLIMATE CEILINGS

PROUDLY MADE IN BELGIUM
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435 4363

LUMINAIRES FOR LINEAR CLIMATE CEILINGS

OVERVIEW
TRENTA LCC BAP BLIP LCC

VENTI LCC STRETTO LCC

TUBINI FLEX 120 LCC

TRENTA LCC PLEXI

TUBINI AIR LCC

TESSO LCC4 6 8 10

12 14

2220

FIRKA LCCSTELLA FLEX LCC STELLA FLEX DEEP LCC FIRKA DEEP LCC28 30 3028

AMOS AIR LCC 24 FIX LCC 26

2
RE

F. 
IN

TE
RA

LU
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437 4385

 ‐ Design
 ‐ Linear profile
 ‐ Matt metallic BAP louver
 ‐ Same width as ceiling profile
 ‐ Supported by carrier structure of ceiling
 ‐ Thin edge powder coated in white

 (standard RAL 9016 TEX, other colors on request)
 ‐ Screwless installation

 ‐ Variations 
 ‐ Available in 3 lengths: 580, 860 & 1140 mm

 ‐ Materials
 ‐ Sheet metal
 ‐ Aluminium louver
 ‐ PMMA plexi cover

 ‐ Optics
 ‐ Aluminium louver

 ‐ Power source
 ‐ Built-in 230V AC driver
 ‐ Dali optional

 ‐ Extra’s
 ‐ Power cable with Wieland connector

 ‐ Light distribution curves
 ‐ See ‘Trenta LCC’ product page on our website

GENERAL INFO

4

LUMINAIRES FOR LINEAR CLIMATE CEILINGS

TRENTA LCC BAP

230V
50Hz

30

82

580

744

230V
50Hz

30

82

860

1024

TRENTA 580 LCC BAP

TRENTA 860 LCC BAP

1,8 kg

2,6 kg

230V
50Hz

30

82

1140

1304

TRENTA 1140 LCC BAP

3,4 kg

IP20 5Y
20khr gu

ara
nte

e

IP20 5Y
20khr gu

ara
nte

e

IP20 5Y
20khr gu

ara
nte

e

SYSTEM PWR LUM. FLUX CRI CCT
13W 1900 - 2040 lm 80 3000 - 4000K

19W 2580 - 2780 lm 80 3000 - 4000K

SYSTEM PWR LUM. FLUX CRI CCT
19W 2850 - 3060 lm 80 3000 - 4000K

28W 3870 - 4170 lm 80 3000 - 4000K

SYSTEM PWR LUM. FLUX CRI CCT
26W 3800 - 4080 lm 80 3000 - 4000K

38W 5160 - 5560 lm 80 3000 - 4000K

SCROLL
DOWN



439 4407

 ‐ Design
 ‐ Linear profile
 ‐ Plexi diffusor
 ‐ Same width as ceiling profile
 ‐ Supported by carrier structure of ceiling
 ‐ Thin edge powder coated in white

 (standard RAL 9016 TEX, other colors on request)
 ‐ Screwless installation

 ‐ Variations 
 ‐ Available in 3 lengths: 580, 860 & 1140 mm

 ‐ Materials
 ‐ Sheet metal
 ‐ PMMA diffusor

 ‐ Optics
 ‐ Opal and/or prismatic diffusor

 ‐ Power source
 ‐ Built-in 230V AC driver
 ‐ Dali optional

 ‐ Extra
 ‐ Power cable with Wieland connector

 ‐ Light distribution curves
 ‐ See ‘Trenta LCC’ product page on our website

GENERAL INFO

6

LUMINAIRES FOR LINEAR CLIMATE CEILINGS

TRENTA LCC PLEXI

230V
50Hz

30

82

580

744

230V
50Hz

30

82

860

1024

TRENTA 580 LCC PLEXI

TRENTA 860 LCC PLEXI

1,8 kg

2,6 kg

230V
50Hz

30

82

1140

1304

TRENTA 1140 LCC PLEXI

3,4 kg

IP20 5Y
20khr gu

ara
nte

e

IP20 5Y
20khr gu

ara
nte

e

IP20 5Y
20khr gu

ara
nte

e

SYSTEM PWR LUM. FLUX CRI CCT
13W 1900 - 2040 lm 80 3000 - 4000K

19W 2580 - 2780 lm 80 3000 - 4000K

SYSTEM PWR LUM. FLUX CRI CCT
19W 2850 - 3060 lm 80 3000 - 4000K

28W 3870 - 4170 lm 80 3000 - 4000K

SYSTEM PWR LUM. FLUX CRI CCT
26W 3800 - 4080 lm 80 3000 - 4000K

38W 5160 - 5560 lm 80 3000 - 4000K

SCROLL
DOWN



441 4429

 ‐ Design
 ‐ Linear profile
 ‐ Plexi diffusor with integrated lenses
 ‐ Same width as 2 ceiling profiles
 ‐ Supported by carrier structure of ceiling
 ‐ Thin edge powder coated in white

 (standard RAL 9016 TEX, other colors on request)
 ‐ Screwless installation

 ‐ Variations
 ‐ available in 3 lengths: 590, 880 & 1160 mm 

 ‐ Materials
 ‐ Sheet metal
 ‐ PMMA diffusor

 ‐ Optics
 ‐ Lenses of 60°, 90° of 110°

 ‐ Power source
 ‐ Independent 230V AC driver
 ‐ Dali, Casambi and MasterConnect are optional

 ‐ Extra’s
 ‐ Power cable with Wieland connector

 ‐ Light distribution curves
 ‐ See ‘Blip LCC’ product page on our website

GENERAL INFO

8

LUMINAIRES FOR LINEAR CLIMATE CEILINGS

BLIP LCC

80

84

590

776

DRIVER

DRIVER

80

84

880

1068

80

84

1160

1348

DRIVER

BLIP 590 LCC 80X590

BLIP 870 LCC 80X880

BLIP 1150 LCC 80X1160

2,8 kg IP20 5Y
20khr gu

ara
nte

e

4,1 kg IP20 5Y
20khr gu

ara
nte

e

5,5 kg IP20 5Y
20khr gu

ara
nte

e

SYSTEM PWR LUM. FLUX CRI CCT
12W 1918 - 1998 lm 80 3000K - 4000K
17W 2712 - 2830 lm 80 3000K - 4000K
20W 3070 - 3203 lm 80 3000K - 4000K

SYSTEM PWR LUM. FLUX CRI CCT
16W 2748 - 2865 lm 80 3000K - 4000K
23W 3801 - 3963 lm 80 3000K - 4000K
31W 4848 - 5058 lm 80 3000K - 4000K

SYSTEM PWR LUM. FLUX CRI CCT
23W 3836 - 3996 lm 80 3000K - 4000K
30W 4900 - 5108 lm 80 3000K - 4000K
35W 5696 - 5944 80 3000K - 4000K

SCROLL
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443 44411

GENERAL INFO
 ‐ Design

 ‐ Linear profile
 ‐ Plexi diffusor
 ‐ Same width as 2 ceiling profiles
 ‐ Supported by carrier structure of ceiling
 ‐ Thin edge powder coated in white

 (standard RAL 9016 TEX, other colors on request)
 ‐ Screwless installation

 ‐ Variations
 ‐ available in 3 lengths:

 590, 880 & 1160 mm 

 ‐ Materials
 ‐ Sheet metal
 ‐ PMMA diffusor

 ‐ Optics
 ‐ Opal and/or micro-prismatic diffusor

 ‐ Power source
 ‐ Independent 230V AC driver
 ‐ Dali, Casambi and MasterConnect are optional

 ‐ Extra’s
 ‐ Power cable with Wieland connector

 ‐ Light distribution curves
 ‐ See ‘Tesso LCC’ product page on our website

10

LUMINAIRES FOR LINEAR CLIMATE CEILINGS

TESSO LCC

80

84

590

776

DRIVER

80

84

880

1062

DRIVER

80

84

1160

1348

DRIVER

TESSO 590 LCC 80X590

TESSO 870 LCC 80X880

TESSO 1130 LCC 80X1150

2,8 kg IP20 5Y
20khr gu

ara
nte

e

4,1 kg IP20 5Y
20khr gu

ara
nte

e

5,5 kg IP20 5Y
20khr gu

ara
nte

e

SYSTEM PWR LUM. FLUX CRI CCT
15W 2039 - 2159 lm 80 3000K - 4000K
21W 2841 - 3014 lm 80 3000K - 4000K
29W 3866 - 4108 lm 80 3000K - 4000K

SYSTEM PWR LUM. FLUX CRI CCT
24W 3465 - 3681 lm 80 3000K - 4000K
33W 4530 - 4818 lm 80 3000K - 4000K
43W 5802 - 6177 lm 80 3000K - 4000K

SYSTEM PWR LUM. FLUX CRI CCT
32W 4620 - 4902 lm 80 3000K - 4000K
42W 5944 - 6314 lm 80 3000K - 4000K
55W 7734 - 8226 lm 80 3000K - 4000K

SCROLL
DOWN



445 44613

GENERAL INFO
 ‐ Design

 ‐ Linear profile
 ‐ Plexi diffusor
 ‐ Fits in between 2 ceiling profiles
 ‐ Supported by carrier structure of ceiling
 ‐ Thin edge powder coated in white

 (standard RAL 9016 TEX, other colors on request)
 ‐ Screwless installation

 ‐ Variations
 ‐ available in 2 lengths:

 1000 & 2000 mm 

 ‐ Materials
 ‐ Extruded aluminium
 ‐ PMMA diffusor

 ‐ Optics
 ‐ Opal plexi

 ‐ Power source
 ‐ Independent 24V DC power supply

 ‐ Extra’s
 ‐ Power cable with Wieland connector

 ‐ Light distribution curves
 ‐ See ‘Venti LCC’ product page on our website

12

LUMINAIRES FOR LINEAR CLIMATE CEILINGS

VENTI LCC

POWER
SUPPLY

20

19

1000

POWER
SUPPLY

20

19

2000

VENTI 1000 LCC

VENTI 2000 LCC

0,4 kg IP20 5Y
20khr gu

ara
nte

e

0,8 kg IP20 5Y
20khr gu

ara
nte

e

SYSTEM PWR LUM. FLUX CRI CCT
8W 1000 lm 80 3000 - 4000K

SYSTEM PWR LUM. FLUX CRI CCT
16W 2000 lm 80 3000 - 4000K
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447 44815

20

35

1400

DRIVER

STRETTO 1400 LCC

0,9 kg IP20 5Y
20khr gu

ara
nte

e

20

35

1120

DRIVER

STRETTO 1120 LCC

0,8 kg IP20 5Y
20khr gu

ara
nte

e

SYSTEM PWR LUM. FLUX CRI CCT
15W 2380 - 2500 lm 80 3000 - 4000K

26W 3980 - 4184 lm 80 3000 - 4000K

36W 5172 - 5436 lm 80 3000 - 4000K

48W 6516 - 6852 lm 80 3000 - 4000K

SYSTEM PWR LUM. FLUX CRI CCT
15W 2390 - 2515 lm 80 3000 - 4000K

26W 4030 - 4240 lm 80 3000 - 4000K

35W 5280 - 5550 lm 80 3000 - 4000K

47W 6745 - 7095 lm 80 3000 - 4000K

14

LUMINAIRES FOR LINEAR CLIMATE CEILINGS

STRETTO LCC

20

35

280

DRIVER

STRETTO 280 LCC

0,5 kg IP20 5Y
20khr gu

ara
nte

e

20

35

560

DRIVER

STRETTO 560 LCC

0,6 kg IP20 5Y
20khr gu

ara
nte

e

20

35

840

DRIVER

STRETTO 840 LCC

0,7 kg IP20 5Y
20khr gu

ara
nte

e

SYSTEM PWR LUM. FLUX CRI CCT
5W 806 - 848 lm 80 3000 - 4000K

9W 1293 - 1359 lm 80 3000 - 4000K

SYSTEM PWR LUM. FLUX CRI CCT
16W 2292 - 2412 lm 80 3000 - 4000K

23W 3130 - 3282 lm 80 3000 - 4000K

SYSTEM PWR LUM. FLUX CRI CCT
16W 2361 - 2475 lm 80 3000 - 4000K

22W 3294 - 3465 lm 80 3000 - 4000K

32W 4428 - 4656 lm 80 3000 - 4000K

SCROLL
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449 450

 ‐ Design & features
 ‐ Linear profile
 ‐ UGR<19 for entire range
 ‐ Mat black or metallic louvers with integrated lenses
 ‐ Supported by neighbouring profiles
 ‐ Can be placed anywhere in the linear ceiling
 ‐ Snaps into the ceiling with leaf springs
 ‐ Removable end caps to form continuous light line
 ‐ Powder coated end caps in black (RAL 9005) or white 

(RAL 9016 TEX)
 ‐ Connector included between luminaire and driver for 

easier installation

 ‐ Variations
 ‐ Available in 5 lengths: 280, 560, 840,1120 & 

1400 mm 

 ‐ Materials
 ‐ Steel profile
 ‐ PMMA lenses
 ‐ Polycarbonate louvers

 ‐ Optics
 ‐ Clear lenses of 55°
 ‐ Matt black louvers (MBL) or mat metallic louvers (MML)

 ‐ Power source
 ‐ Independent 230V AC driver
 ‐ Dali, Casambi and MasterConnect are optional

 ‐ Extra’s
 ‐ Power cable with Wieland connector
 ‐ 1 hour emergency unit

 ‐ Light distribution curves
 ‐ See ‘Stretto LCC’ product page on our website

GENERAL INFO

16

LUMINAIRES FOR LINEAR CLIMATE CEILINGS

STRETTO LCC

SCROLL
DOWN
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453 45421

LUMINAIRES FOR LINEAR CLIMATE CEILINGS

TUBINI FLEX 120 LCC

120

Ø 65
60° 350°

DRIVER

TUBINI FLEX 120 LCC

GENERAL INFO
 ‐ Categorie

 ‐ Mounted luminaire for linear climate ceilings

 ‐ Design & features
 ‐ Tubular profile
 ‐ Seamless finish
 ‐ Black reflector ring
 ‐ Powder coated parts
 ‐ Mounted on click-in adapter
 ‐ Easy installation
 ‐ Suitable for lineair climate ceilings with profiles of 30 

mm wide and gaps of 20 mm wide.

 ‐ Variations
 ‐ Available in 1 length: 120 mm

 ‐ Materials
 ‐ Aluminium housing, heatsink, reflector & reflector ring
 ‐ PMMA protective cover
 ‐ Metal adapter

 ‐ Colors
 ‐ Standard colors: black (RAL 9005 TEX), white (RAL 

9016 TEX) or grey (RAL 9006 TEX)
 ‐ All other colors on request
 ‐ Front ring is standard black

 ‐ Optics
 ‐ Aluminium facetted reflector of 20° or 40°

 ‐ Power source
 ‐ Independent 230V AC driver
 ‐ Dali, Casambi and MasterConnect are optional

 ‐ Extra’s
 ‐ Power cable with Wieland connector
 ‐ Honeycomb louver
 ‐ Sandblasted gold or copper front ring

 ‐ Light distribution curves
 ‐ See ‘Tubini Flex 120 LCC’ product page on our web-

site

0,6 kg IP20 5Y
20khr gu

ara
nte

e

SYSTEM PWR LUM. FLUX CRI CCT
5W 556 lm

581 lm
614 lm

90 2700K
3000K
4000K

11W 1041 lm
1088 lm
1151 lm

90 2700K
3000K
4000K

20 SCROLL
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455 456

LUMINAIRES FOR LINEAR CLIMATE CEILINGS

TUBINI AIR 220/320/420 LCC

220

Ø 65

230V
50Hz

320

Ø 65

230V
50Hz

TUBINI AIR 220 LCC

TUBINI AIR 320 LCC

0,6 kg

420

Ø 65

230V
50Hz

TUBINI AIR 420 LCC

IP20 5Y
20khr gu

ara
nte

e

0,7 kg IP20 5Y
20khr gu

ara
nte

e

0,8 kg IP20 5Y
20khr gu

ara
nte

e

SYSTEM PWR LUM. FLUX CRI CCT
5W 556 lm

581 lm
614 lm

90 2700K
3000K
4000K

11W 1041 lm
1088 lm
1151 lm

90 2700K
3000K
4000K

SYSTEM PWR LUM. FLUX CRI CCT
5W 556 lm

581 lm
614 lm

90 2700K
3000K
4000K

11W 1041 lm
1088 lm
1151 lm

90 2700K
3000K
4000K

SYSTEM PWR LUM. FLUX CRI CCT
5W 556 lm

581 lm
614 lm

90 2700K
3000K
4000K

11W 1041 lm
1088 lm
1151 lm

90 2700K
3000K
4000K

22
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GENERAL INFO
 ‐ Categorie

 ‐ Suspended luminaire for linear climate ceilings

 ‐ Design & features
 ‐ Tubular profile
 ‐ Seamless finish
 ‐ Black reflector ring
 ‐ Powder coated parts
 ‐ Mounted on click-in adapter
 ‐ Easy installation
 ‐ Suitable for lineair climate ceilings with profiles of 30 

mm wide and gaps of 20 mm wide
 ‐ Power cable is secured by a strain relief (Fix LCC)

 ‐ Variations
 ‐ Available in 3 lengths: 220, 320 & 420 mm

 ‐ Materials
 ‐ Aluminium housing, heatsink, reflector & reflector ring
 ‐ PMMA protective cover
 ‐ Metal adapter

 ‐ Colors
 ‐ Standard colors: black (RAL 9005 TEX), white (RAL 

9016 TEX) or grey (RAL 9006 TEX)
 ‐ All other colors on request
 ‐ Front ring is standard black

 ‐ Optics
 ‐ Aluminium facetted reflector of 20° or 40°

 ‐ Power source
 ‐ Independent 230V AC driver
 ‐ Dali, Casambi and MasterConnect are optional

 ‐ Extra’s
 ‐ Power cable with Wieland connector
 ‐ Honeycomb louver
 ‐ Sandblasted gold or copper front ring

 ‐ Light distribution curves
 ‐ See ‘Tubini Air LCC’ product page on our website

23
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457

LUMINAIRES FOR LINEAR CLIMATE CEILINGS

AMOS AIR LCC

1122

27

26

FIX LCC
+ DRIVER

AMOS AIR 1120 LCC

1402

27

26

FIX LCC
+ DRIVER

AMOS AIR 1400 LCC

1,8 kg IP20 5Y
20khr gu

ara
nte

e

2,2 kg IP20 5Y
20khr gu

ara
nte

e

24

SYSTEM PWR LUM. FLUX CRI CCT
15W 2380 - 2500 lm 80 3000 - 4000K

26W 3980 - 4184 lm 80 3000 - 4000K

36W 5172 - 5436 lm 80 3000 - 4000K

48W 6516 - 6852 lm 80 3000 - 4000K

SYSTEM PWR LUM. FLUX CRI CCT
15W 2390 - 2515 lm 80 3000 - 4000K

26W 4030 - 4240 lm 80 3000 - 4000K

35W 5280 - 5550 lm 80 3000 - 4000K

47W 6745 - 7095 lm 80 3000 - 4000K

BACK TO
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the lighting company

MAGNUM
RECESSED/CEILING MOUNTED/WALL MOUNTED/SUSPENDED/TRACK MOUNTED

PROUDLY MADE IN BELGIUM
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459 460

MAGNUM

OVERVIEW

MAGNUM UP

MAGNUM WALL MAGNUM AIR

MAGNUM

TITAN 3F-TRACK RAIL

4

10

14

12

8

32
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461 462

 ‐ Design
 ‐ Recessed luminaire
 ‐ Rectangular or square housing
 ‐ Flat ceiling ring
 ‐ Mat black or mat metallic louvers

 ‐ Variations
 ‐ available in 5 variations; rectangular and square 

 ‐ Materials
 ‐ Steel housing
 ‐ Plastic Louvers
 ‐ PMMA lenses

 ‐ Optics
 ‐ Mat black or mat metallic louvers
 ‐ Integrated lenses of 65° or 80°

 ‐ Power source
 ‐ Independent 230V AC driver
 ‐ Driver included
 ‐ Phasecut dimming included
 ‐ Dali optional (not for all power options)
 ‐ Casambi optional (not for all power options)
 ‐ Masterconnect optional (not for all power options)

SYSTEM PWR LUM. FLUX CRI CCT
15W 2361 - 2481 lm 80 3000 - 4000K
22W 3294 - 3465 lm 80 3000 - 4000K
31W 4428 - 4656 lm 80 3000 - 4000K

15W 2064 - 2208 lm 90 2700 - 3000 - 4000K
22W 2871 - 3069 lm 90 2700 - 3000 - 4000K
31W 3822 - 4086 lm 90 2700 - 3000 - 4000K855

40

57

DRIVER

845x47

MAGNUM 860

1,5 kg IP20 5Y
20khr gu

ara
nte

e

5

SYSTEM PWR LUM. FLUX CRI CCT
5W 648 - 681 lm 80 3000 - 4000K
8W 1023 - 1075 lm 80 3000 - 4000K

5W 569 - 608 lm 90 2700 - 3000 - 4000K
8W 908 - 971 lm 90 2700 - 3000 - 4000K

RECESSED

MAGNUM

176

40

57

DRIVER

47x166

MAGNUM 180

0,5 kg IP20 5Y
20khr gu

ara
nte

e

298

40

57

DRIVER

288x47

MAGNUM 300

576

40

57

DRIVER

566x47

MAGNUM 580

SYSTEM PWR LUM. FLUX CRI CCT
6W 806 - 848 lm 80 3000 - 4000K
9W 1293 - 1359 lm 80 3000 - 4000K
14W 1809 - 1902 lm 80 3000 - 4000K

6W 704 - 753 lm 90 2700 - 3000 - 4000K
9W 1117 - 1194 lm 90 2700 - 3000 - 4000K
14W 1590 - 1699 lm 90 2700 - 3000 - 4000K

0,6 kg IP20 5Y
20khr gu

ara
nte

e
SYSTEM PWR LUM. FLUX CRI CCT
15W 2292 - 2412 lm 80 3000 - 4000K
22W 3130 - 3292 lm 80 3000 - 4000K
27W 3618 - 3804 lm 80 3000 - 4000K

15W 1992 - 2128 lm 90 2700 - 3000 - 4000K
22W 2708 - 2896 lm 90 2700 - 3000 - 4000K
27W 3180 - 3398 lm 90 2700 - 3000 - 4000K

0,9 kg IP20 5Y
20khr gu

ara
nte

e

4
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463 4647

SYSTEM PWR LUM. FLUX CRI CCT
5W 647 - 672 lm 80 3000 - 4000K
8W 1025 - 1065 lm 80 3000 - 4000K
14W 1676 - 1742 lm 80 3000 - 4000K

5W 569 - 591 lm 90 2700 - 3000 - 4000K
8W 902 - 937 lm 90 2700 - 3000 - 4000K
14W 1475 - 1533 lm 90 2700 - 3000 - 4000K

RECESSED

MAGNUM

97

40

97

DRIVER

87x87

MAGNUM SQUARE 100

0,5 kg IP20 5Y
20khr gu

ara
nte

e
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 ‐ Design
 ‐ Mounted luminaire
 ‐ Rectangular or square housing
 ‐ Mat black or mat metallic louvers

 ‐ Variations
 ‐ available in 3 variations; rectangular and square 

 ‐ Materials
 ‐ Steel housing
 ‐ Plastic Louvers
 ‐ PMMA lenses

 ‐ Optics
 ‐ Mat black or mat metallic louvers
 ‐ Integrated lenses of 65° or 80°

 ‐ Power source
 ‐ Built-in 230V AC driver
 ‐ Driver included
 ‐ Phasecut dimming included

9

SYSTEM PWR LUM. FLUX CRI CCT
8W 1025 - 1065 lm 80 3000 - 4000K
14W 1676 - 1742 lm 80 3000 - 4000K

8W 902 - 937 lm 90 2700 - 3000 - 4000K
14W 1475 - 1533 lm 90 2700 - 3000 - 4000K

CEILING MOUNTED

MAGNUM UP

85

53

85

230V
50Hz

MAGNUM SQUARE UP 85

0,9 kg IP20 5Y
20khr gu

ara
nte

e

164

53

45

230V
50Hz

MAGNUM UP 165

284

53

45

230V
50Hz

MAGNUM UP 285

SYSTEM PWR LUM. FLUX CRI CCT
4W 562 - 591 lm 80 3000 - 4000K
6W 810 - 851 lm 80 3000 - 4000K
8W 1023 - 1075 lm 80 3000 - 4000K

4W 496 - 530 lm 90 2700 - 3000 - 4000K
6W 706 - 755 lm 90 2700 - 3000 - 4000K
8W 908 - 971 lm 90 2700 - 3000 - 4000K

1,0 kg IP20 5Y
20khr gu

ara
nte

e
SYSTEM PWR LUM. FLUX CRI CCT
6W 806 - 848 lm 80 3000 - 4000K
9W 1293 - 1359 lm 80 3000 - 4000K
14W 1809 - 1902 lm 80 3000 - 4000K

6W 704 - 753 lm 90 2700 - 3000 - 4000K
9W 1117 - 1194 lm 90 2700 - 3000 - 4000K
14W 1590 - 1699 lm 90 2700 - 3000 - 4000K

1,8 kg IP20 5Y
20khr gu

ara
nte

e

8
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 ‐ Design
 ‐ Wall-mounted luminaire
 ‐ Rectangular housing
 ‐ Mat black or mat metallic louvers

 ‐ Variations
 ‐ available in 2 variations; rectangular and square 

 ‐ Materials
 ‐ Steel housing
 ‐ Plastic Louvers
 ‐ PMMA lenses

 ‐ Optics
 ‐ Mat black or mat metallic louvers
 ‐ Integrated lenses of 65° or 80°

 ‐ Power source
 ‐ Built-in 230V AC driver
 ‐ Driver included
 ‐ Phasecut dimming included

11

WALL MOUNTED

MAGNUM WALL

105

53

85

230V
50Hz

MAGNUM SQUARE WALL 85

45

53

165

230V
50Hz

MAGNUM WALL 165

SYSTEM PWR LUM. FLUX CRI CCT
8W 1025 - 1065 lm 80 3000 - 4000K
14W 1676 - 1742 lm 80 3000 - 4000K

8W 902 - 937 lm 90 2700 - 3000 - 4000K
14W 1475 - 1533 lm 90 2700 - 3000 - 4000K

1 kg IP20 5Y
20khr gu

ara
nte

e

SYSTEM PWR LUM. FLUX CRI CCT
4W 562 - 591 lm 80 3000 - 4000K
6W 810 - 851 lm 80 3000 - 4000K
8W 1023 - 1075 lm 80 3000 - 4000K

4W 496 - 530 lm 90 2700 - 3000 - 4000K
6W 706 - 755 lm 90 2700 - 3000 - 4000K
8W 908 - 971 lm 90 2700 - 3000 - 4000K

1,1 kg IP20 5Y
20khr gu

ara
nte

e

10
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 ‐ Design
 ‐ Suspended luminaire
 ‐ Rectangular housing
 ‐ Mat black or mat metallic louvers

 ‐ Variations
 ‐ Available in 1120 mm 

 ‐ Materials
 ‐ Steel housing
 ‐ Plastic Louvers
 ‐ PMMA lenses

 ‐ Optics
 ‐ Mat black or mat metallic louvers
 ‐ Integrated lenses of 65° or 80°

 ‐ Power source
 ‐ Integrated 230V AC driver
 ‐ Driver included
 ‐ Dali optional

13

SUSPENDED

MAGNUM AIR

1122

55

45

230V
50Hz

MAGNUM AIR 1120

2,7 kg IP20 5Y
20khr gu

ara
nte

e

SYSTEM PWR LUM. FLUX CRI CCT
15W 2380 - 2500 lm 80 3000 - 4000K
26W 3980 - 4184 lm 80 3000 - 4000K
35W 5172 - 5436 lm 80 3000 - 4000K
46W 6516 - 6852 lm 80 3000 - 4000K

15W 2104 - 2252 lm 90 2700 - 3000 - 4000K
26W 3472 - 3712 lm 90 2700 - 3000 - 4000K
35W 4468 - 4776 lm 90 2700 - 3000 - 4000K
46W 5652 - 6044 lm 90 2700 - 3000 - 4000K

12
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 ‐ Design
 ‐ Track-mounted luminaire
 ‐ Rectangular housing
 ‐ Mat black or mat metallic louvers

 ‐ Variations
 ‐ Available in 2 lengths; 560 & 1120 mm 

 ‐ Materials
 ‐ Steel housing
 ‐ Plastic Louvers
 ‐ PMMA lenses

 ‐ Optics
 ‐ Mat black or mat metallic louvers
 ‐ Integrated lenses of 65° or 80°

 ‐ Power source
 ‐ Integrated 230V AC driver
 ‐ Driver included
 ‐ Dali optional

15

TRACK MOUNTED

MAGNUM RAIL
SYSTEM PWR LUM. FLUX CRI CCT
15W 2292 - 2412 lm 80 3000 - 4000K
22W 3130 - 3292 lm 80 3000 - 4000K
27W 3618 - 3804 lm 80 3000 - 4000K

15W 1992 - 2128 lm 90 2700 - 3000 - 4000K
22W 2708 - 2896 lm 90 2700 - 3000 - 4000K
27W 3180 - 3398 lm 90 2700 - 3000 - 4000K

560

53

43

TITAN 3F-TRACK 560

1,5 kg IP20 5Y
20khr gu

ara
nte

e

1120

53

43

TITAN 3F-TRACK 1120

2,7 kg IP20 5Y
20khr gu

ara
nte

e

SYSTEM PWR LUM. FLUX CRI CCT
15W 2380 - 2500 lm 80 3000 - 4000K
26W 3980 - 4184 lm 80 3000 - 4000K
35W 5172 - 5436 lm 80 3000 - 4000K
46W 6516 - 6852 lm 80 3000 - 4000K

15W 2104 - 2252 lm 90 2700 - 3000 - 4000K
26W 3472 - 3712 lm 90 2700 - 3000 - 4000K
35W 4468 - 4776 lm 90 2700 - 3000 - 4000K
46W 5652 - 6044 lm 90 2700 - 3000 - 4000K

14
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 ‐ Categorie
 ‐ Mounted luminaire

 ‐ Design
 ‐ Rectagular shape

 ‐ Features
 ‐ IP66 rating
 ‐ IK08 impact resistance
 ‐ Cable loop-through of 3G1,5
 ‐ Easy removable cover for cabling
 ‐ ENEC certification

 ‐ Materials
 ‐ Plastic parts
 ‐ Stainless steel clips and mounting brackets

 ‐ Optics
 ‐ PC diffuser
 ‐ 120° beam angle

 ‐ Light sources
 ‐ VESTA UP 700:  LED 18W/840
 ‐ VESTA UP 1200:  LED 36W/840
 ‐ VESTA UP 1500:  LED 42-55W/840

 ‐ Power source
 ‐ Integrated 230V AC driver
 ‐ Driver included

 ‐ Extra’s
 ‐ Presence detector for Vesta 1200

18W 2358 lm 80 4000K
   

88

230V
50Hz

670

85

88

230V
50Hz

1220

85

VESTA UP 700

VESTA UP 1200

SYSTEM PWR LUM. FLUX CRI CCT
36W 4915 lm 80 4000K

1,7 kg

88

230V
50Hz

1520

85

VESTA UP 1500

SYSTEM PWR LUM. FLUX CRI CCT
42W 5676 lm 80 4000K
55W 7593 lm 80 4000K

SCROLL
DOWN
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LUMINAIRES FOR CLOSED CLIMATE CEILINGS

OVERVIEW

BLIP CCC DONNA CCC

APOLLO FIUS

TESSO CCC BELLO CCC4 6 8 14

16 18

32
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DOWN
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 ‐ Design
 ‐ Linear profile
 ‐ No visible edge
 ‐ High efficiency lenses
 ‐ Screwless installation

 ‐ Variations
 ‐ available in 3 lengths:

 592, 872 & 1152 mm 

 ‐ Materials
 ‐ Sheet metal
 ‐ PMMA lenses

 ‐ Optics
 ‐ Mat or clear lenses
 ‐ 60°, 90° or 110°
 ‐ UGR<19

 ‐ Power source
 ‐ Integrated 230V AC driver
 ‐ Dali, Casambi and MasterConnect are optional

 ‐ Extra’s
 ‐ Power cable with Wieland connector
 ‐ 1 hour emergency unit

 ‐ Light distribution curves
 ‐ See ‘Blip CCC’ product page on our website

GENERAL INFO

5

SYSTEM PWR LUM. FLUX CRI CCT
12W 1822 - 1898 lm 80 3000 - 4000K

17W 2576 - 2689 lm 80 3000 - 4000K

20W 3070 - 3203 lm 80 3000 - 4000K

LUMINAIRES FOR CLOSED CLIMATE CEILINGS

BLIP CCC

69

33

592

DRIVER

69

33

872

DRIVER

69

33

1152

DRIVER

BLIP 590 CCC

BLIP 870 CCC

BLIP 1150 CCC

1,6 kg IP20 5Y
20khr gu

ara
nte

e

2,4 kg IP20 5Y
20khr gu

ara
nte

e

3,1 kg IP20 5Y
20khr gu

ara
nte

e

SYSTEM PWR LUM. FLUX CRI CCT
16W 2611 - 2722 lm 80 3000 - 4000K

23W 3611 - 3765 lm 80 3000 - 4000K

31W 4606 - 4805 lm 80 3000 - 4000K

SYSTEM PWR LUM. FLUX CRI CCT
23W 3644 - 3796 lm 80 3000 - 4000K

35W 5411 - 5647 lm 80 3000 - 4000K

4
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 ‐ Design
 ‐ Linear profile
 ‐ Plexi diffusor
 ‐ Thin visible edge powder coated in white

 (standard RAL 9016 TEX, other colors on request)
 ‐ Screwless installation

 ‐ Variations
 ‐ available in 3 lengths:

 575, 861 & 1147 mm 

 ‐ Materials
 ‐ Sheet metal
 ‐ PMMA diffusor

 ‐ Optics
 ‐ Opal and/or prismatic plexi

 ‐ Power source
 ‐ Integrated 230V AC driver
 ‐ Dali, Casambi and MasterConnect are optional

 ‐ Extra’s
 ‐ Power cable with Wieland connector
 ‐ 1 hour emergency unit

 ‐ Light distribution curves
 ‐ See ‘Tesso CCC’ product page on our website

GENERAL INFO

7

LUMINAIRES FOR CLOSED CLIMATE CEILINGS

TESSO CCC

62

90

590

DRIVER

62

90

861

DRIVER

62

90

1147

DRIVER

TESSO 590 CCC

TESSO 870 CCC

TESSO 1150 CCC

1,6 kg IP20 5Y
20khr gu

ara
nte

e

2,4 kg IP20 5Y
20khr gu

ara
nte

e

3,1 kg IP20 5Y
20khr gu

ara
nte

e

SYSTEM PWR LUM. FLUX CRI CCT
15W 2039 - 2159 lm 80 3000K - 4000K
21W 2841 - 3014 lm 80 3000K - 4000K
29W 3866 - 4108 lm 80 3000K - 4000K

SYSTEM PWR LUM. FLUX CRI CCT
24W 3465 - 3681 lm 80 3000K - 4000K
33W 4530 - 4818 lm 80 3000K - 4000K
43W 5802 - 6177 lm 80 3000K - 4000K

SYSTEM PWR LUM. FLUX CRI CCT
32W 4620 - 4902 lm 80 3000K - 4000K
42W 5944 - 6314 lm 80 3000K - 4000K
55W 7734 - 8226 lm 80 3000K - 4000K

6
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 ‐ Design
 ‐ Linear profile
 ‐ No visible edge
 ‐ Mat black louvers
 ‐ Screwless installation

 ‐ Variations
 ‐ available in 3 lengths:

 566, 826 & 1126 mm long 

 ‐ Materials
 ‐ Sheet metal
 ‐ PMMA lenses
 ‐ Plastic louvers

 ‐ Optics
 ‐ Mat black or mat metallic louvers
 ‐ Integrated lenses of 65° or 80°

 ‐ Power source
 ‐ Integrated 230V AC driver
 ‐ Dali, Casambi and MasterConnect are optional

 ‐ Extra’s
 ‐ Power cable with Wieland connector
 ‐ 1 hour emergency unit

 ‐ Light distribution curves
 ‐ See ‘Donna CCC’ product page on our website

GENERAL INFO

9

LUMINAIRES FOR CLOSED CLIMATE CEILINGS

DONNA

47
566

61

DRIVER

47

61840

DRIVER

47

611126

DRIVER

DONNA 570 CCC

DONNA 850 CCC

DONNA 1130 CCC

1 kg IP20 5Y
20khr gu

ara
nte

e

1,5 kg IP20 5Y
20khr gu

ara
nte

e

2 kg IP20 5Y
20khr gu

ara
nte

e

SYSTEM PWR LUM. FLUX CRI CCT
15W 2292 - 2412 lm 80 3000 - 4000K

1992 - 2128 lm 90 3000 - 4000K

22W 3130 - 3292 lm 80 3000 - 4000K

2708 - 2896 lm 90 3000 - 4000K

27W 3618 - 3804 lm 80 3000 - 4000K

3180 - 3398 lm 90 3000 - 4000K

SYSTEM PWR LUM. FLUX CRI CCT
15W 2361 - 2481 lm 80 3000 - 4000K

2064 - 2208 lm 90 3000 - 4000K

22W 3294 - 3465 lm 80 3000 - 4000K

2708 - 2896 lm 90 3000 - 4000K

31W 4428 - 4656 lm 80 3000 - 4000K

3822 - 4086 lm 90 3000 - 4000K

SYSTEM PWR LUM. FLUX CRI CCT
15W 2380 - 2500 lm 80 3000 - 4000K

2104 - 2252 lm 90 3000 - 4000K

26W 3980 - 4184 lm 80 3000 - 4000K

3472 - 3712 lm 90 3000 - 4000K

35W 5172 - 5436 lm 80 3000 - 4000K

4468 - 4776 lm 90 3000 - 4000K

46W 6516 - 6852 lm 80 3000 - 4000K

5652 - 6044 lm 90 3000 - 4000K

8
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 ‐ Design
 ‐ Square shape
 ‐ No visible edge
 ‐ Locked in sheet metal ceiling by bending metaltabs
 ‐ Mat black or mat metallic louvers

 ‐ Materials
 ‐ Steel housing
 ‐ Plastic Louvers
 ‐ PMMA lenses

 ‐ Optics
 ‐ Mat black or mat metallic louvers
 ‐ Integrated lenses of 65° or 80°

 ‐ Light sources
 ‐ LED 5-8-14W/830-840-930-940

 ‐ Power source
 ‐ Independent 230V AC driver
 ‐ Phasecut dimming is standard
 ‐ Dali, Casambi and MasterConnect are optional (only 

for 14W)

 ‐ Extra’s
 ‐ Power cable with Wieland connector
 ‐ 1 hour emergency unit

GENERAL INFO

13

LUMINAIRES FOR CLOSED CLIMATE CEILINGS

DONNA SQUARE CCC

0,2 kg IP20 5Y
20khr gu

ara
nte

e

DRIVER

86

30

86

DONNA SQUARE 80 CCC
SYSTEM PWR LUM. FLUX CRI CCT
5W 647 - 672 lm 80 3000 - 4000K

569 - 591 lm 90 3000 - 4000K

8W 1025 - 1065 lm 80 3000 - 4000K

902 - 937 lm 90 3000 - 4000K

14W 1676 - 1742 lm 80 3000 - 4000K

1475 - 1533 lm 90 3000 - 4000K

12
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 ‐ Design
 ‐ Linear profile
 ‐ Plexi diffusor
 ‐ No visible edge
 ‐ Screwless installation

 ‐ Variations
 ‐ available in 3 lengths:

 568, 848 & 1128 mm 

 ‐ Materials
 ‐ Sheet metal
 ‐ PMMA diffusor 

 ‐ Optics
 ‐ Opal diffusor
 ‐ Micro-prismatic optics with integrated opal diffusor

UGR<19 for:
BELLO 570: LED 9W/830-840
BELLO 850: LED 15W/830-840
BELLO 1130: LED 20W/830-840

 ‐ Power source
 ‐ Integrated 230V AC driver
 ‐ Dali, Casambi and MasterConnect are optional

 ‐ Extra’s
 ‐ Power cable with Wieland connector
 ‐ 1 hour emergency unit

 ‐ Light distribution curves
 ‐ See ‘Bello CCC’ product page on our website

GENERAL INFO

15

LUMINAIRES FOR CLOSED CLIMATE CEILINGS

BELLO CCC

50

80

568

DRIVER

50

80

848

DRIVER

50

80

1128

DRIVER

BELLO 570 CCC

BELLO 850 CCC

BELLO 1130 CCC

1,6 kg IP20 5Y
20khr gu

ara
nte

e

2,4 kg IP20 5Y
20khr gu

ara
nte

e

3,1 kg IP20 5Y
20khr gu

ara
nte

e

SYSTEM PWR LUM. FLUX CRI CCT
9W 1199 - 1267 lm 80 3000 - 4000K

15W 2039 - 2159 lm 80 3000 - 4000K

21W 2841 - 3014 lm 80 3000 - 4000K

29W 3866 - 4108 lm 80 3000 - 4000K

SYSTEM PWR LUM. FLUX CRI CCT
15W 2091 - 2217 lm 80 3000 - 4000K

24W 3465 - 3681 lm 80 3000 - 4000K

33W 4530 - 4818 lm 80 3000 - 4000K

43W 5802 - 6177 lm 80 3000 - 4000K

SYSTEM PWR LUM. FLUX CRI CCT
20W 2968 - 3143 lm 80 3000 - 4000K

32W 4620 - 4902 lm 80 3000 - 4000K

42W 5944 - 6314 lm 80 3000 - 4000K

55W 7734 - 8226 lm 80 3000 - 4000K

14
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 ‐ Design
 ‐ Recessed luminaire
 ‐ Round shape
 ‐ Flat ceiling ring

 ‐ Variations
 ‐ available in 3 diameters: 170, 190 & 215 mm 

 ‐ Materials
 ‐ Aluminium ceiling ring
 ‐ Aluminium reflector
 ‐ Alumnium heatsink

 ‐ Optics
 ‐ 55° facetted aluminium reflector with low UGR
 ‐ 60° matt aluminium reflector
 ‐ 80° matt aluminium reflector

 ‐ Power source
 ‐ Independent 230V AC driver
 ‐ Dali, Casambi and MasterConnect are optional

 ‐ Extra’s
 ‐ Power cable with Wieland connector
 ‐ 1 hour emergency unit
 ‐ Protective frosted glass

 ‐ Light distribution curves
 ‐ See ‘Apollo’ product page on our website

GENERAL INFO

17

LUMINAIRES FOR CLOSED CLIMATE CEILINGS

APOLLO

DRIVER

29W: H=124 mm
29W: H=157 mm

Ø 170

H

Ø155

DRIVER

29W: H=124 mm
29W: H=157 mm

Ø 190

H

Ø175

DRIVER

29W: H=126 mm
29W: H=159 mm

Ø 215

H

Ø190

APOLLO 170

APOLLO 190

APOLLO 215

1 kg IP20 5Y
20khr gu

ara
nte

e

SYSTEM PWR LUM. FLUX CRI CCT
14W 1929 - 2009 lm 80 3000 - 4000K

1543 - 1601 - 1725 lm 92 2700 - 3000 - 4000K

20W 2640 - 2750 lm 80 3000 - 4000K

24W 3084 - 3213 lm 80 3000 - 4000K

2464 - 2558 - 2757 lm 92 2700 - 3000 - 4000K

29W 3506 - 3653 lm 80 3000 - 4000K

2801 - 2907 - 3134 lm 92 2700 - 3000 - 4000K

31W 4176 - 4345 lm 80 3000 - 4000K

3330 - 3457 - 3732 lm 92 2700 - 3000 - 4000K

39W 4519 - 4732 - 5097 lm 92 2700 - 3000 - 4000K

35W 3000 lm 95 Dim to warm
1800 - 3000K

19W 1496 lm 85 Meat

27W 2064 lm 85 Meat

42W 2992 lm 85 Meat

19W 1552 lm 85 Gold

27W 2142 lm 85 Gold

42W 3104 lm 85 Gold

16
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LUMINAIRES FOR CLOSED CLIMATE CEILINGS

FIUS

Ø 185

30°

145

DRIVER

29W: H=145 mm
29W: H=178 mmØ170

Ø 220

30°
165

DRIVER

29W: H=165 mm
29W: H=198 mm

Ø205

FIUS 185

FIUS 220

1 kg IP20 5Y
20khr gu

ara
nte

e

SYSTEM PWR LUM. FLUX CRI CCT
14W 1929 - 2009 lm 80 3000 - 4000K

1543 - 1601 - 1725 lm 92 2700 - 3000 - 4000K

20W 2640 - 2750 lm 80 3000 - 4000K

24W 3084 - 3213 lm 80 3000 - 4000K

2464 - 2558 - 2757 lm 92 2700 - 3000 - 4000K

29W 3506 - 3653 lm 80 3000 - 4000K

2801 - 2907 - 3134 lm 92 2700 - 3000 - 4000K

31W 4176 - 4345 lm 80 3000 - 4000K

3330 - 3457 - 3732 lm 92 2700 - 3000 - 4000K

39W 4519 - 4732 - 5097 lm 92 2700 - 3000 - 4000K

35W 3000 lm 95 Dim to warm
1800 - 3000K

19W 1496 lm 85 Meat

27W 2064 lm 85 Meat

42W 2992 lm 85 Meat

19W 1552 lm 85 Gold

27W 2142 lm 85 Gold

42W 3104 lm 85 Gold

18
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PROUDLY MADE IN BELGIUM

TUBINI
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TRACK MOUNTED/TRACK SUSPENDED
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TUBINI

OVERVIEW

TUBINI AIR 3F-TRACK

SU
SP

EN
D

ED

TUBINI IN TUBINI FLEX IN

TUBINI AIR TUBINI AIR E27

RE
C

ES
SE

D
3F

-T
RA

C
K

TUBINI FLEX 3F-TRACK

TUBINI FLEX DISC

TUBINI AIR LVS-TRACK

LV
S-

TR
A

C
K

TUBINI FLEX LVS-TRACK

p4 p6

p12p10

p16 p18 p20

p13

p22

CEILING FIX ROUND 65

A
C

C
ES

SO
RI

ES

p8 CEILING FIX DISC 75 p9

TUBINI UP 220

M
O

U
N

TE
D

p14
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SUSPENDED

TUBINI AIR

220

Ø 65

230V
50Hz

320

Ø 65

230V
50Hz

TUBINI AIR 220

TUBINI AIR 320

0,6 kg

420

Ø 65

230V
50Hz

TUBINI AIR 420

IP20 5Y
20khr gu

ara
nte

e

0,7 kg IP20 5Y
20khr gu

ara
nte

e

0,8 kg IP20 5Y
20khr gu

ara
nte

e

SYSTEM PWR LUM. FLUX CRI CCT
5W 556 lm

581 lm
614 lm

90 2700K
3000K
4000K

11W 1041 lm
1088 lm
1151 lm

90 2700K
3000K
4000K

SYSTEM PWR LUM. FLUX CRI CCT
5W 556 lm

581 lm
614 lm

90 2700K
3000K
4000K

11W 1041 lm
1088 lm
1151 lm

90 2700K
3000K
4000K

SYSTEM PWR LUM. FLUX CRI CCT
5W 556 lm

581 lm
614 lm

90 2700K
3000K
4000K

11W 1041 lm
1088 lm
1151 lm

90 2700K
3000K
4000K

4

 ‐ Design
 ‐ Tubular profile
 ‐ Seamless finish
 ‐ Black reflector ring
 ‐ Powder coated parts

 ‐ Colors
 ‐ Standard colors: black (RAL 9005 TEX), white (RAL 9016 TEX), grey 

(RAL 9006 TEX)
 ‐ All other colors on request

 ‐ Variations 
 ‐ Available in 3 lengths: 220, 320 & 420 mm

 ‐ Materials
 ‐ Aluminium housing, heatsink, reflector & reflector ring
 ‐ PMMA protective cover

 ‐ Optics
 ‐ Aluminium facetted reflector of 20° or 40°

 ‐ Power source
 ‐ Built-in 230V AC driver
 ‐ Phasecut dimming is included

 ‐ Options
 ‐ PVC or textile cable of 2,4 or 6 meters
 ‐ ‘Ceiling fix round 65’ or ‘Ceiling fix disc 75’
 ‐ Honeycomb louver
 ‐ Sandblasted gold or copper front ring
 ‐ Dali, Casambi or Masterconnect

GENERAL INFO

5
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SUSPENDED

TUBINI AIR E27

120

Ø 65

230V
50Hz

TUBINI AIR E27 120

0,2 kg IP20 5Y
20khr gu

ara
nte

e

GENERAL INFO
 ‐ Design

 ‐ Tubular profile
 ‐ Seamless finish
 ‐ E27 fitting
 ‐ Powder coated parts

 ‐ Colors
 ‐ Standard colors: black (RAL 9005 TEX), white (RAL 

9016 TEX), grey (RAL 9006 TEX)
 ‐ All other colors on request

 ‐ Variations 
 ‐ Available in 1 length: 120 mm

 ‐ Materials
 ‐ Aluminium housing

 ‐ Optics
 ‐ Depends on lamp used
 ‐ Lamp not included
 ‐ Any E27 is possible

 ‐ Power source
 ‐ 230V AC E27 fitting

 ‐ Options
 ‐ PVC or textile cable of 2,4 or 6 meters
 ‐ ‘Ceiling fix round 65’ or ‘Ceiling fix disc 75’
 ‐ E27 lamp

6 7
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ACCESSORY

CEILING FIX ROUND 65

65

Ø 65

CEILING FIX ROUND 65

GENERAL INFO
 ‐ Design

 ‐ Tubular profile
 ‐ Seamless finish
 ‐ Powder coated parts
 ‐ No visible screws
 ‐ Housing is fixed with springs
 ‐ Strain relief is hidden inside

 ‐ Colors
 ‐ Standard colors: black (RAL 9005 TEX), white (RAL 

9016 TEX), grey (RAL 9006 TEX)
 ‐ All other colors on request

 ‐ Variations 
 ‐ Available in 1 height: 65 mm
 ‐ Available for fixed and dali luminaires

 ‐ Materials
 ‐ Aluminium housing
 ‐ Metal mounting bracket

 ‐ Options
 ‐ PVC or textile cable of 2,4 or 6 meters

0,2 kg

8

ACCESSORY

CEILING FIX DISC 75

Ø 74

CEILING FIX DISC 75

GENERAL INFO
 ‐ Design

 ‐ Circular disc
 ‐ Powder coated parts
 ‐ No visible screws
 ‐ Housing is fixed with springs
 ‐ Strain relief is hidden inside

 ‐ Colors
 ‐ Standard colors: black (RAL 9005 TEX), white (RAL 

9016 TEX), grey (RAL 9006 TEX)
 ‐ All other colors on request

 ‐ Variations 
 ‐ Available in 1 diameter: 75 mm
 ‐ Available for fixed and dali luminaires

 ‐ Materials
 ‐ Aluminium housing
 ‐ Metal mounting springs

 ‐ Options
 ‐ PVC or textile cable of 2,4 or 6 meters

0,1 kg

9
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GENERAL INFO
 ‐ Design

 ‐ Tubular profile
 ‐ Seamless finish
 ‐ Black reflector ring
 ‐ Powder coated parts
 ‐ Top part is recessed in ceiling

 ‐ Colors
 ‐ Standard colors: black (RAL 9005 TEX), white (RAL 

9016 TEX), grey (RAL 9006 TEX)
 ‐ All other colors on request

 ‐ Variations 
 ‐ Available in 1 length: 120 mm

 ‐ Materials
 ‐ Aluminium housing, heatsink, reflector & reflector ring
 ‐ PMMA protective cover
 ‐ ABS driver housing

 ‐ Optics
 ‐ Aluminium facetted reflector of 20° or 40°

 ‐ Power source
 ‐ Independent 230V AC driver
 ‐ Phasecut dimming is included

 ‐ Options
 ‐ Honeycomb louver
 ‐ Sandblasted gold or copper front ring
 ‐ Dali, 1-10V, Casambi or Masterconnect

RECESSED

TUBINI IN

120

Ø 65

DRIVER

Ø50

TUBINI IN 120

0,4 kg IP20 5Y
20khr gu

ara
nte

e

SYSTEM PWR LUM. FLUX CRI CCT
5W 556 lm

581 lm
614 lm

90 2700K
3000K
4000K

11W 1041 lm
1088 lm
1151 lm

90 2700K
3000K
4000K
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507 508

RECESSED

TUBINI FLEX DISC

120 Ø 65

DRIVER

60° 350°

Ø65

TUBINI FLEX DISC 120

0,6 kg IP20 5Y
20khr gu

ara
nte

e

GENERAL INFO
 ‐ Design

 ‐ Tubular profile
 ‐ Seamless finish
 ‐ Black reflector ring
 ‐ Powder coated parts
 ‐ Flexible arm mounted on flat disc
 ‐ Can tilt 90° and rotate 350°

 ‐ Colors
 ‐ Standard colors: black (RAL 9005 TEX), white (RAL 

9016 TEX), grey (RAL 9006 TEX)
 ‐ All other colors on request

 ‐ Variations 
 ‐ Available in 1 length: 120 mm

 ‐ Materials
 ‐ Aluminium housing, heatsink, reflector & reflector ring
 ‐ PMMA protective cover
 ‐ ABS driver housing

 ‐ Optics
 ‐ Aluminium facetted reflector of 20° or 40°

 ‐ Power source
 ‐ Independent 230V AC driver
 ‐ Phasecut dimming is included

 ‐ Options
 ‐ Honeycomb louver
 ‐ Sandblasted gold or copper front ring
 ‐ Dali, 1-10V, Casambi or Masterconnect

SYSTEM PWR LUM. FLUX CRI CCT
5W 556 lm

581 lm
614 lm

90 2700K
3000K
4000K

11W 1041 lm
1088 lm
1151 lm

90 2700K
3000K
4000K

12

RECESSED

TUBINI FLEX IN

0,7 kg IP20 5Y
20khr gu

ara
nte

e

120
Ø 65

DRIVER

30°350°

Ø115

Ø 125

TUBINI FLEX IN 120

GENERAL INFO
 ‐ Design

 ‐ Tubular profile
 ‐ Seamless finish
 ‐ Black reflector ring and inside of ceiling ring
 ‐ Powder coated parts
 ‐ Semi-recessed in ceiling ring
 ‐ Can tilt 30° and rotate 350°

 ‐ Colors
 ‐ Standard colors: black (RAL 9005 TEX), white (RAL 

9016 TEX), grey (RAL 9006 TEX)
 ‐ All other colors on request

 ‐ Variations 
 ‐ Available in 1 length: 120 mm

 ‐ Materials
 ‐ Aluminium housing, heatsink, reflector & reflector ring
 ‐ PMMA protective cover
 ‐ ABS driver housing

 ‐ Optics
 ‐ Aluminium facetted reflector of 20° or 40°

 ‐ Power source
 ‐ Independent 230V AC driver
 ‐ Phasecut dimming is included

 ‐ Options
 ‐ Honeycomb louver
 ‐ Sandblasted gold or copper front ring
 ‐ Dali, 1-10V, Casambi or Masterconnect

SYSTEM PWR LUM. FLUX CRI CCT
5W 556 lm

581 lm
614 lm

90 2700K
3000K
4000K

11W 1041 lm
1088 lm
1151 lm

90 2700K
3000K
4000K

13
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509 510

MOUNTED

TUBINI UP 220

220

Ø 65

230V
50Hz

TUBINI UP 220

0,6 kg IP20 5Y
20khr gu

ara
nte

e

GENERAL INFO
 ‐ Design

 ‐ Tubular profile
 ‐ Seamless finish
 ‐ Black reflector ring
 ‐ Powder coated parts
 ‐ Design gap between ceiling and top of luminaire
 ‐ Easy installation without screws

 ‐ Colors
 ‐ Standard colors: black (RAL 9005 TEX), white (RAL 

9016 TEX), grey (RAL 9006 TEX)
 ‐ All other colors on request

 ‐ Variations 
 ‐ Available in 1 length: 220 mm

 ‐ Materials
 ‐ Aluminium housing, heatsink, reflector & reflector ring
 ‐ PMMA protective cover
 ‐ ABS driver housing

 ‐ Optics
 ‐ Aluminium facetted reflector of 20° or 40°

 ‐ Power source
 ‐ Built-in 230V AC driver
 ‐ Phasecut dimming is included

 ‐ Options
 ‐ Honeycomb louver
 ‐ Sandblasted gold or copper front ring
 ‐ Dali, 1-10V, Casambi or Masterconnect

SYSTEM PWR LUM. FLUX CRI CCT
5W 556 lm

581 lm
614 lm

90 2700K
3000K
4000K

11W 1041 lm
1088 lm
1151 lm

90 2700K
3000K
4000K

14 15
SCROLL
DOWN



511 512

MOUNTED ON 3-PHASE TRACK

TUBINI FLEX 3F-TRACK

120 Ø 65

60° 350°

TUBINI FLEX 3F-TRACK 120

0,5 kg IP20 5Y
20khr gu

ara
nte

e

GENERAL INFO
 ‐ Design

 ‐ Tubular profile
 ‐ Seamless finish
 ‐ Black reflector ring
 ‐ Powder coated parts
 ‐ Mounted on in-track adapter
 ‐ Suitable for PG-Track & EU-Track

 ‐ Colors
 ‐ Standard colors: black (RAL 9005 TEX), white (RAL 

9016 TEX), grey (RAL 9006 TEX)
 ‐ All other colors on request

 ‐ Variations 
 ‐ Available in 1 length: 120 mm

 ‐ Materials
 ‐ Aluminium housing, heatsink, reflector & reflector ring
 ‐ PMMA protective cover
 ‐ ABS in-track adapter

 ‐ Optics
 ‐ Aluminium facetted reflector of 20° or 40°

 ‐ Power source
 ‐ Built-in 230V AC driver in adapter

 ‐ Options
 ‐ Honeycomb louver
 ‐ Sandblasted gold or copper front ring
 ‐ Dali (only for PG-Track Dali)
 ‐ Casambi (only for EU-Track)
 ‐ Masterconnect (only for EU-Track)

SYSTEM PWR LUM. FLUX CRI CCT
11W 1041 lm

1088 lm
1151 lm

90 2700K
3000K
4000K
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513 514

SUSPENDED FROM 3-PHASE TRACK

TUBINI AIR 3F-TRACK

220

Ø 65

230V
50Hz

TUBINI AIR 3F-TRACK 220

0,8 kg IP20 5Y
20khr gu

ara
nte

e

TUBINI AIR 3F-TRACK 320

320

Ø 65

230V
50Hz

0,9 kg IP20 5Y
20khr gu

ara
nte

e
TUBINI AIR 3F-TRACK 420

420

Ø 65

230V
50Hz

1 kg IP20 5Y
20khr gu

ara
nte

e

SYSTEM PWR LUM. FLUX CRI CCT
11W 1041 lm

1088 lm
1151 lm

90 2700K
3000K
4000K

SYSTEM PWR LUM. FLUX CRI CCT
11W 1041 lm

1088 lm
1151 lm

90 2700K
3000K
4000K

SYSTEM PWR LUM. FLUX CRI CCT
11W 1041 lm

1088 lm
1151 lm

90 2700K
3000K
4000K
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GENERAL INFO
 ‐ Design

 ‐ Tubular profile
 ‐ Seamless finish
 ‐ Black reflector ring
 ‐ Powder coated parts
 ‐ Suspended from in-track adapter
 ‐ Suitable for PG-Track & EU-Track

 ‐ Colors
 ‐ Standard colors: black (RAL 9005 TEX), white (RAL 9016 TEX), 

grey (RAL 9006 TEX)
 ‐ All other colors on request

 ‐ Variations 
 ‐ Available in 3 lengths: 220, 320 & 420 mm

 ‐ Materials
 ‐ Aluminium housing, heatsink, reflector & reflector ring
 ‐ PMMA protective cover
 ‐ ABS in-track adapter

 ‐ Optics
 ‐ Aluminium facetted reflector of 20° or 40°

 ‐ Power source
 ‐ Built-in 230V AC driver in adapter

 ‐ Options
 ‐ PVC or textile cable of 2, 4 or 6 meters
 ‐ Honeycomb louver
 ‐ Sandblasted gold or copper front ring
 ‐ Dali (only for PG-Track Dali)
 ‐ Casambi (only for EU-Track)
 ‐ Masterconnect (only for EU-Track)

19
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515 516

MOUNTED ON LOW VOLTAGE TRACK

TUBINI FLEX LVS-TRACK

120 Ø 65

60° 350°

TUBINI FLEX LVS-TRACK 120

0,5 kg IP20 5Y
20khr gu

ara
nte

e

GENERAL INFO
 ‐ Design

 ‐ Tubular profile
 ‐ Seamless finish
 ‐ Black reflector ring
 ‐ Powder coated parts
 ‐ Suitable for LVS-Track

 ‐ Colors
 ‐ Standard colors: black (RAL 9005 TEX), white (RAL 

9016 TEX), grey (RAL 9006 TEX)
 ‐ All other colors on request

 ‐ Variations 
 ‐ Available in 1 length: 120 mm

 ‐ Materials
 ‐ Aluminium housing, heatsink, reflector & reflector ring
 ‐ PMMA protective cover
 ‐ ABS in-track adapter

 ‐ Optics
 ‐ Aluminium facetted reflector of 20° or 40°

 ‐ Power source
 ‐ Built-in 48V DC driver in adapter
 ‐ Dali & 1-10V optional

 ‐ Options
 ‐ Honeycomb louver
 ‐ Sandblasted gold or copper front ring
 ‐ Dali or 1-10V

SYSTEM PWR LUM. FLUX CRI CCT
5W 556 lm

581 lm
614 lm

90 2700K
3000K
4000K

11W 1041 lm
1088 lm
1151 lm

90 2700K
3000K
4000K

20 21
SCROLL
DOWN



517 518

SUSPENDED FROM LOW VOLTAGE TRACK

TUBINI AIR LVS-TRACK

220

Ø 65

48V DC

320

Ø 65

48V DC

TUBINI AIR LVS-TRACK 220

TUBINI AIR LVS-TRACK 320

0,7 kg

420

Ø 65

48V DC

TUBINI AIR LVS-TRACK 420

IP20 5Y
20khr gu

ara
nte

e

0,8 kg IP20 5Y
20khr gu

ara
nte

e

0,9 kg IP20 5Y
20khr gu

ara
nte

e

SYSTEM PWR LUM. FLUX CRI CCT
5W 556 lm

581 lm
614 lm

90 2700K
3000K
4000K

11W 1041 lm
1088 lm
1151 lm

90 2700K
3000K
4000K

SYSTEM PWR LUM. FLUX CRI CCT
5W 556 lm

581 lm
614 lm

90 2700K
3000K
4000K

11W 1041 lm
1088 lm
1151 lm

90 2700K
3000K
4000K

SYSTEM PWR LUM. FLUX CRI CCT
5W 556 lm

581 lm
614 lm

90 2700K
3000K
4000K

11W 1041 lm
1088 lm
1151 lm

90 2700K
3000K
4000K
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 ‐ Design
 ‐ Tubular profile
 ‐ Seamless finish
 ‐ Black reflector ring
 ‐ Powder coated parts
 ‐ Suspended from in-track adapter
 ‐ Suitable for LVS-Track

 ‐ Colors
 ‐ Standard colors: black (RAL 9005 TEX), white (RAL 9016 

TEX), grey (RAL 9006 TEX)
 ‐ All other colors on request

 ‐ Variations 
 ‐ Available in 3 lengths: 220, 320 & 420 mm

 ‐ Materials
 ‐ Aluminium housing, heatsink, reflector & reflector ring
 ‐ PMMA protective cover
 ‐ ABS in-track adapter

 ‐ Optics
 ‐ Aluminium facetted reflector of 20° or 40°

 ‐ Power source
 ‐ Built-in 48V DC driver in adapter

 ‐ Options
 ‐ PVC or textile cable of 2, 4 or 6 meters
 ‐ Honeycomb louver
 ‐ Sandblasted gold or copper front ring
 ‐ Dali, 1-10V or Casambi

GENERAL INFO
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519

the lighting company

Lunoo NV
Wantestraat 14

8780 Oostrozebeke
+32 56 676 100

info@lunoo.eu

“The power of light” 
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